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a. 


FOREWORD 


This  report  covers  major  structures  on  tlie  Federal  Aid  Interstate,  Primary 
and  Secondary  Systems  and  includes  those  county  built  structures  now  in  use 
on  the  approved  routes.    Interstate  structures  are  presently  listed  imder  equiv- 
alent Primary  Routes. 

This  is  a  biennial  report;  the  bridges  were  inspected  duriAg  the  period 
of  November  16^  1961  through  February  16,  1962,' 

The  "bridges  are  listed  in  order  of  sequence  on  the  Federal  Aid  Route  on 
which  located  and  the  Federal  Aid  Routes  are  in  numerical  order. 

The  Primary  bridge  numbers  consist  of  three  (3)  groups  of  figures  as 
follows 

000-0000-0000 

The  first  digit  on  the  left  indicates  whether  the  structure  is  on  U.S. 
or  State  numbered  highway  (l  for  U.S.,  2  for  State),    Second  and  third  digits 
indicate  the  comty  number.    See  list  of  county  names  and  numbers  on  the 
following  sheet. 

The  first  three  digits  of  the  second  group  indicate  U.S.  or  State  high- 
way n'umber.    The  fourth  digit  of  the  second  group  indicates  v/hether  the  section 
is  on  the  main  route  or  Yirhether  it  is  on  a  parallel  loop,  or  alternate.  The 
code  is  0-ltain  Route;  1-North;  2~East;  3 -South j  4-West;  5 -Alternate ,  Example: 
0101  indicates    U.S.  10  North;  0105  incidates  U.S.  10  Alternate. 

The  last  four  digits  are  the  distance  of  the  structure  in  miles  and 
tenths  from  the  county  boundary.    If  a  route  starts  within  a  county,  these 
figures  indicate  the  distance  of  the  structure  from  the  beginning  of  the 
route.    On.  Interstate  projects,  letters  following  the  mileage  figures  indicate 
the  following:    A~structure  is  an  access  or  approach  road.    F-structure  is  on 
frontage  road.    P-structuxe  is  parallel  to  preceding  structure. 

Secondary  bridge  numbers  consist  of  three  (3)  groups  of  figures  as 
follows : 

000-00-000 

First  group  is  secondary  route  number.    Second  group  indicates  county 
number.    Third  group  indicates    miles  and  tenths  from  beginning  of  route. 
See  list  of  county  names  and  numbers  on  the  following  sheet. 
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COUNTY    NAMES    AND  NUMBERS 


COmTf  NAME 

COUNTY  NllffiER 

COUNTY  NAME 

COUNTY  1 

Beaverhead 

1 ' 

Madison 

29 

Big  Horn 

2 

Meagher 

30 

Blaine 

3 

Mineral 

31 

Broadwater 

4 

Missoula 

32 

Carbon 

Musselshell 

33 

Oarter 

6 

Park 

34 

Cascade 

Petroleum 

35 

Olio-ate  au 

a 

Phillips 

36 

Ouster 

Pondera 

37 

Daniels 

10 

Powder  River 

38 

Dawson 

11 

Powell 

39 

Deer  Lodge 

"m 

Prairie 

40 

Fallon 

'13 

Ravalli 

41 

Fergus 

14 

Richland 

42 

Flathead 

15 

Roosevelt 

G'allatin 

1$ 

Rosebud 

44 

Garfield 

IJ 

Sanders 

45 

Glacier 

1^ 

Sheridan 

46 

Golden  Valley- 

.19. 

Silver  Bow 

47 

Granite 

m 

Stillwater 

48 

Hill 

11 

Sweet  Grass 

49 

Jefferson 

m 

Teton 

50 

Judith.  Basin 

Toole 

51 

Lake 

Treasure 

52 

Lewis  &  Clark 

25 

Valley 

53 

Liberty 

26 

Wheatland 

54 

Lincoln 

2? 

Wibaux 

55 

MeGone 

Yellowstone 

56 

FEDERAL  AID  PR3MAP.Y  ROUTE  1 


Field  Maintenance  Division  No,  102  •  Lincoln  Co-unty 

Br.  No.  127-0020-0063  Yaak  River  ,  210'  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Rejmarks:      Paint  on  girders  needs  a  spot  coat.    Copper  water  stops  at  both 

end  bents  have  pulled  apart.    Rockers  covered  with  dirt.    The  bearing 
seat  is  loaded.    Concrete  beam  seat  end  guards  at  both  end  bents  are 
cracked  or  broken,,  • 

Br,  No,  127-0020-0116    Kootenai  River  &  G,  N,  Ry.  93 8, Steel  Truss 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:      Under  side  looks  goodo    Waltovays  are  snow  covered,  so  conoid  not  check 
the  extent  of  deterioration  previously  reported, 

Br,  No,  127-0020-0146  Callahan  Creek  186,5'  Steel  Pony  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:      Bronze  plaque  is  gone  from  southwest  end  posto    Paint  generally  good. 
There  are  a  number  of  rust  spots  and  flaked  areas.    North  end  of  pier 
caps  2  and  3  are  deteriorating,  especially  pier  3*    Dent  in  left  truss 
batter  column, 

Br,  No,  127-0020-0153  Lake  Creek  175'  Continuous  Steel  Beam 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:      Top  of  some  rail  posts  spalling.    Excessive  deterioration  of  many 

rail  units.    Some  disentegration  of  south  deck  edge  surface.  Drift 

collected  at  Pier  2. 

Br.  No,  127-0020-0278  Cedar  Creek  39*  Concrete  T  Beam 

General  Condition:  Good 

Remarks:      Rail  and  curb  deteriorating  and  re-steel  exposed  in  some  rail  mits, 

Br,  No.  127-0020-0312  Parraenter  Creek  21,5'  Concrete  Slab 

General  Condition:    Good  .  , 

Remarks:      Rails  deteriorating  and  re-steel  exposed  in  some  units, 

Br,  No,  127 -0020-03 21  Flower  Creek  21  o 5^  Concrete  Slab  .-. 

General  Condition:  Good 

Remarks:      Concrete  in  rail  and  posts  is  deteriorating.    There  is  one  rail  unit 
Yfith  only  the  re-steel  remaining, 

Br,  No,  127^0020-0353  Granite  Creek  178, S«  Steel  Beam 

Paint  Condition:    Good  on  Rail  -  Fair  on  Steel       General  Condition:  Good 
Remarks:      Concrete  surface  of  end  of  pier  copings  and  tops  of  end  bent  retaining 
Tiralls  are  deteriorating,    A  fevir  rail  posts  are  split  and  rails  scuffed, 

Br,  No,  127-0020-0412  Getner  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:     Paint  good  except  on  tvro  posts  and  tvifo  rail  panels.    Oiled  surface  on 
deck  in  good  condition, 

Br,  No,  127-0020-0448  Libby  Greek  140'  Steel  Truss 

Paint  Condition:  Good  General  Condition:  Good 

Remarks:      Paint  good  except  for  scattered  rust  spots  and  some  scaling.  Portals 

and  cross  frames  have  been  traffic  scraped.    Concrete  deck  surface  good. 
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BTc  No,  127 "0020-0 461  SvrarQp  Creek  30'  Treated  Timber  and.  Concrete 

General  Conditions  Good 

Remarks s    Some  light  spalling  of  ciirb  and  rail„    Underside  deck  and  stringers 
look  good.    Oiled  surface  on  deck. 

Bro  No.  127~0020"0467  Swamp  Creek  30'  Treated  Timber  and  Concrete 

General  Conditions  Good 

Remarks s    Underside  of  deck  and  stringers  look  good,.    Deck  oil  surfaced. 

Br«  NOo  127-0020-0483  Swamp  Creek  45'  Treated  Timber  and  Concrete 

General  Conditions  Good 

Remarks s      Underside  of  deck  and  stringers  look  good.    End  posts  and  curb  is  dete- 
riorating „    Deck  oil  s^-jr faced. 

Br,  No.  127-0020-0567  Miller  Greek  23'  Treated  Timber  and  Concrete 

General  Condition:  Good 

Remarks:      North  side  exterior  stringer  has  a  center  split  -  bottom  4"  split 

and  shattered  from  bearing  out  to  center  -  loosely  bound  with  three 
1/8"  pieces  of  strap  iron.  Need  improved  repair.  Ice  within  2"  of 
stringer  base.    Curbs  snow  covered.    Deck  oil  surfaced. 

Br,  No,  127-0020-0572  Fisher  River  180'  Thr-u  Steel  Truss 

Paint  Conditions    Good  to  Fair  General  Conditions  Good 

Remarks:      Steel  needs  spot  painting.    Cross  frames  lightly  damaged  by  high  truck 
■     loads.    Where  exposed,  deck  surface  shows  some  wear^  but  is  in  good 
■         condition.    Underside  of  deck  is  good.    No  vertical  clearance  signs, 

Br.  No,  127-0020-0699  Private  Road  -  J.  Neils  Lumber  Co,    75'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 
Remarks:      Deck  snovf  covered , 

Br,  No.  127 -0020-0712           Fisher  River  38'  Treated  T'imber  Trestle 
Paint  Conditions  Good 

Remarks:     Paint  generally  good.    Poor  on  a  fevi^  panels.    Deck  oil  surfaced. 
Underside  looks  good. 

Field  Maintenance  Division  No.  102  Flathead  County 

Br.  No,  115--0020-00C1  Lan^  Creek  38'  Treated  Timber  Trestle 

Paint  Conditions    Good  •  General  Conditions  Good 

Remarks:      Left  rail  post    Bent  3  split.  Underside  of  deck  and  stringers  look 
good,    DeQk  oil  surfaced. 

Br,  No,  115-0020-0250  Ashley  Greek  75'  Treated  Timber  Trestle 

Paint  Conditions    Poor"  General  Conditions  Good 

Remarks:      South  side  of  Bent  2  shifting  out  of  line.    Underside  deck  and  stringers 
look  good.    Deck  oil  surfaced, 

Br,  No,  115-0020-0335  Ashley  Creek  41*'  Concrete  T  Beam 

General  Conditions  Good 

Remarks:      Underside  looks  good.    Deck  oil  surfaced. 

Br.  No.  115-0020-0343  Ashley  Greek  41'  Concrete  T  Beam 

General  Conditions  Good 

Remarks:      Some  deterioration  of  right  rail  and  end  posts.    Underside  of  structure 
looks  good.    Deck  oil  surfaced. 


-2- 


Br.  No.  115 -0020-0413  C:,  No  Railroad  Underpass 

Pair!.t  Conditions  Good 

Remarks;    Drain  pipes  from  track  deck  battered  out  of  use  on  west  side^,  and  dis- 
connected f:rom  down,  spout  on  east  side.    Not  of  much  use  during  \¥inter„ 
Vertical  clearance  painted  on  girders  ~  14"^  6"  ~  correct  14' 
Faint  on  bottcm  and  edges  of  flange  scraped  by  higb  loads. 

Br,  No.  115«002Q-0420  Stillwater  River  230'  Steel  I  Beam 

Paint  Conditions    Good  General  Conditions  Good 

Remarks;    Considerable  wear  and  spalling  of  deck  surface.    Seal  coat  worn  off  tire 
tracks  in  both  lanes.  ■., .- •  •      .  - 


Br.  No.  115-0020-0432  Spring  Creek 

Paint  Condition"    Fair  to  Pooi 


150'  Treated  Timber  Trestle 
General  Conditicns  Good 


Br.  No,  115-0020-0434  Drainage 
Paint  Conditions  Good 

Br.  No.  115-0020-0,433  Drainage 
Paint  Condition:  Good 


175'  Treated  Timber  Trestle 
General  Condition:  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No.  115-0020-0441  Drainage 
Paint  Conditions    Fair  to  Good 


125'  Treated  Timber  Trestle 
General  Conditions  Good 


Remarks s    Oil  mat  on  deck  is  in  good  condition.    One  split  sway  brace. 

Br.  No.    115-0020-0442        Drainage  125'  Treated  Timber  Trestle 

Pa5.nt  Conditions    Fair  to  Good  General  Conditions  Good 

Remarks  s    Cracked  stringer,  span  1^,  previously  reported,  has  been  repaired  with 
steel  base  plates  and  bolts  up  thrcugh  the  deck. 

Br,  No.  115-0020-0444  Flathead  River  898'  Steel  Truss 

Paint  Conditions    Good  General  Conditions  Good 

Remarks:    On.  sections  of  top  of  lower  chord  of  truss,  aluminum  coat  of  paint 

has  worn  off  exposing  the  prim^e  coat.    Portions  of  rail  face  scuffed 
by  traffic.    Touching  up  of  these  sui'i'faees  needed.    Bent  1  fixed  shoe 
pin  nuts  are  missing. 


Br,  NOo  115-0020-0618 
Paint  Conditions  Good 


South  Fork  Flathead  River    590*  Steel  Girder 

General  Conditions  Good 


Br.  No.    115 -0020 -0641 
General  Conditions  Good 


Martin  Creek 


21,5'  Concrete  Slab 


Br,  No.  115-0020-0807 
General  Conditions  Good 


Deer  Lick  Creek 


115  ''  Treated  Timber  Trestle 


Br.  No,  115-0020-0843 
Paint  Conditions  Good 


G.  N.  Railway 


362.7'  Steel  Girder 
General  Conditions  Good 


Br.  No.  115-0020-0872 
Faint  Conditions  Good 


G„  N.  Railway 


209'  Concrete  T  Beam 
General  Condition;  Oood 


Br.  No.  115-0020-0929  Tmnel  Creek 

General  Conditions  Good 


32'  Concrete  T  Beam 
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Br.  No.  115 -0020-0940  G.  N.  Rail¥/ay 

General  Condition c  Good 

Remarks s    No  clearance  signs  on  structure. 


Underpass 


Br.  No.  115-0020-0959 
Paint  Condition"  Good 

Br.  No„  115-0020-0988 
General  Condition:  Good 


Paola  Greek 


Dickey  Creek 


24*  Steel  I  Beam 
General  Condition:  Good 

34'  Concrete  T  Beam 


Br.  No.  115-0020-1007 
Paint  Condition:  Good 


Middle  Fork  Flathead  River    172'  Steel  Truss 

General  Condition:  Good 
Remarks:    Northwest  concrete  rail  sectionj,  top  deteriorating  and  re-steel 

exposed.  One  pier  top  and  face  spalling  around  bearing  plate.  Bridge 
clearance  signs  15'  3"  -  checked  clearance  15'  1". 

Br.  No.  115-0020-1026  Snowslide  Gulch  144'  Steel  Pony  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Rail  and  curt  end  and  end  of  caps,  south  and  east  side  deteriorating 
due  to  weathering. 


Br.  No,  115-0020-1043 
Paint  Condition:  Good 

Br,  No.  115-0020-1049 
General  Condition:  Good 

Br.  No.  115-0020-1061 
General  Condition:  Good 

Br.  No.  115-0020-1065 
General  Condition:  Good 


G.  N.  Railway 
Bear  Creek  #3 
Bear  Creek  #2 

Bear  Creek  #1 
Devil  Creek  • 


Underpass 

General  Condition:  Good 
110'  Concrete  T  Beam 


110'  Concrete  T  Beam 


110'  Concrete  T  Beam 


32'  Concrete  T  Beam 


Br.  No.  115-0020-1097 
General  Condition:  Good 

Remarks:    Some  disintegration  of  rail  ends  on  top^  at  center  joint  between 
sections . 


Br„  No,  115-0020-1116 
General  Condition:  Good 


Bear  Creek 


70'  Concrete  T  Beam 


Glacier  County 

142'  Concrete  T  Beam 


Field  Maintenance  Division  No,  302 
Br.  No.  118-0020-0112  Midvale  Greek 

General  Condition:  Good 

Remarks:    One  end  of  a  north  side  rail  section  and  also  the  end  post  have  been 
damaged  and  two  rebars  are  exposed  in  the  rail  and  one  in  the  post. 

Br.  No.  118-0020-0122  Two  Medicine  Creek         760'  Continuous  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Sane  disintegration  of  concrete  near  shoes  of  three  piers  due  to 
weather  action. 
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Br.  No.  118-0020-0225  G.  N.  RailY/ay  ■    127 J'  Concrete  T  Beam 

General  Condition:  Good 

Remarks  a    Due  to  G,  N.  Railway  snow  shed  and  snow  coverage^  substructTore  could 
not  be  inspected.    Deck  and  rails  in  good  condition. 


Bro  No,  118-0020-0252 
Paint  Condition »  Good 


G.  N.  Railway 
Remarks:    Structural  Steel  reinforcement  of  Pier  3. 

Willow  Creek 


144'  Concrete  T  Beam 
General  Condition:  Good 


Br.  No,  118-0020-0310 
Paint  Condition:  Good 

Br,  No.  118-0020-0316 
Paint  Condition:  Good 

Br,  No,  118-0020-0543 
Paint  Condition:  Good 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Willow  Creek  Overflow    38'  Treated  Timber  Trestle 

General  Condition:  Good 


Cut  Bank  Creek 


314'  Continuous  Steel  Girder 
General  Condition:  Good 


Field  Maintenance  Division  No,  302 
Br.  No,  151-0020-0150 
Paint  Condition:  Good 


Br.  No,  151-0020-0151 
Paint  Condition:  Good 

Br,  No,  151-0020-0370 
Paint  Condition:  Good 

Br.  No,  151-0020-0397 
Paint  Condition:  Gooc 


Toole  Go-unty 
1-15, U.S.  91  (FAF  Rte.  2l)  Underpass  ■ 

General  Condition:  Good 


1-15, U.S.  91  (FAP  Rte  21)  Underpass 

General  Condition:  Good 

West  Fork  Willow  Creek    57'  Treated  Timber  Trestle 

General  Condition:  Good 

North  Fork  Willo?;-  Creek    100'  Treated  Timber  Trestle 

General  Condition:  Good 


Field  Maintenance  Division  No,  302 

Br*  No.  126-0020-0154  Cottonwood  Creek 

Paint  CDndltlon:  Good 

Field  Maintenance  Division  No,  302 
Br.  No,  121-0020=0212  Sage  Creek 

Paint  Condition:  Good 


Br.  No,  121-0020-0435 
Paint  Condition:  Good 

Br.  No.  121-0020-0453 
Paint  Condition:  Good 


Big  Sandy  Creek 


G.  N.  Railway 


Liberty  County 

57'  Treated  Timber  Trestle 

General  Condition:  Good 

Hill  County 

120'  Concret  T  Beam 

General  Condition:  Good 

146'  Continuous  Concrete  T  Beam 
General  Condition:  Good 

312'  Steel  Beam 

General  Condition:  Good 


Remarks:    Rockers  of  Bent  2  from  the  east  are  considerably  to  the  expansion 
side.    End  bents  look  good. 


Box  Elder  Creek 


Br.  No,  121-0020-0563 
Paint  Condition:  Good 
Remarks:    Signs  and  drain  screens  have  been  removed. 


100'  Treated  Timber  Trestle 


General  Condition:  Good 


Br.  No.  121-0020-0577  Drainage 
Paint  Condition:  Good 
Remarks:    A  few  loose  bolts  that  hold  rail  posts.    Curb  timbers  are  battered  up. 


38'  Treated  Timber  Trestle 
General  Condition:  Good 
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Field  Maintenance  Division  No,  302  Blaine  County 

Br,  No.  103-0020-0018          Drainage  38'  Treated  Timber  Trestle 

Paint  Condition;    Good          ■ -  General  Conditions  Good 
Remarks s    Normal  age  shows  on  rail  posts, 

Br,  No.  103-0020-0050          Clear  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Renarks:    Left  rail  shoviTs  a  little  settlement  at  Pier  2.    Normal  age  shows  on  rail 
and  curb. 

Br.  No,  103-0020-0061          Drainage           -  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Renarks  s    One  rail  wing  section  gone .        ■ '  ' 

Br„  No.  103-0020-0067          Milk  River  2^.5'  Steel  Pony  Truss 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    Good  size  chip  off  of  right  comer  post  Bent  1«    Some  spalling  showing 
on  down  stream  side  of  pier. 

Br.  No,  103-0020-0108          Drainage        ,"  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  103-0020-0113          Red  Rock  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    Curb  timbers  are  battered  up.    Backing  plank  shows  fill  pressure  on  them. 

Br„  No.  103-0020-0117          Drainage  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    Third  stringer  in  from  right  at  Bent  1  has  small  crack  that  looks  like 
it  might  get  worse. 

Br.  No,  103-0020-0131  Red  Rock  Creek  Overflow    57'  Treated  Timber  Trestle 

Paint  Condition:    Fair                               ,  ■  .General  Condition:  Good 
Remarks:    Some  riprap  gone  from  east  berm. 

Br.  No,  103-0020-0134          Drainage       ,  38'  Treated  Timber  Trestle 

Paint  Condition:    Fair                          '        ;  General  Condition:  Good 

Br.  No.  103-0020-0136          Lodge  Creek  94'  Concrete  T  Beam 

Paint  Condition:    No  paint  required  General  Condition:  Good 
Remarks:    A  few  spalls  near  bearing  haunches. 

Br.  No.  103-0020-0143          Drainage  57'  Treated  T:ijiiber  TrestlB 

Paint  Condition:    Fair  General  Condition:  Good 
Remarks:    Stringers^  piles,  caps  -  Okay, 

Br.  No.  103-0020-0146          Drainage  152'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 
Remarks :    Som_e  riprap  gone  from  both  berms .    Curb  timber  shows  normal  age  and 
wear  from  traffic, 

Br,  No,  103 -=0020-0158          Drainage  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
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Br.  No„  103-0020-0160 
Paint  Condition:  Fair 

Br.  Kfo„  103-0020-0169 
FairiT  Condition : Fair 

Br.  Mo.  103-0020-0174 
Paint  Condition:  Fair 

Br.  No.  103-0020-0189 
Paint  Condition:  Fair 


Drainage     ,  ■■ 
Drainage  - 
Drainage 
Battle  Creek 


38'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

196'  Throu^'h  Steel  Truss 
General  Condition:  Good 


Remarks:    Some  spalling  at  beam  seat  Bent  1,    Rockers  tipped  to  expansion 
position,    A  few  members  bent  from  being  hit. 


Br.  No,  103 -0020 »0210 
Paint  Condition:  Fair 

Br.  No.  103-0020-0219 
Paint  Condition:  Fair 


Drainage        ■  _ .;. 
Drainage 

Fifteen-Mile  Creek 


Br.  No,  103-0020--0228 
Paint  Condition:  Good 

Remarks:    Slight  erosion  at  water  line  of  pier 


38'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

108'  Continnous  Steel  Truss 
General  Conditions  Good 


25'  T*reated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  103-0020-0334  Drainage 
Paint  Condition:  fair 
Remarks:    Could  not  get  underneath-ice  within  6"  of  stringers. 

Br.  No.  103-0020-0356  Drainage (irrigation  Canal)  25'  Untreated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Backing  planlc  and  piling  are  quite  rotten, 

Br.  No.  103-0020-03  78  Milk  River  243.3'  Tiirough  Steel  Truss 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    East  end  berm  washed  out  on  right  side  .      Rockers ^    Pier  3,  tipped  to 
expansion  position.    Surface  wear  shoT/ing  on  deck  slab. 

Br.  No.  103-0020-0380     Main  Canal  Fort  Belknap      95'  Treated  Timber  Trestle 
Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    One  stringer  in  last  span  has  fairly  bad  break. 

Br.  No.  103-0020-0517  White  Bear  Creek  119'  Concrete  Slab 

Paint  Condition:    None  required  General  Condition:  Good 

Remarks:    T'wo  rail  posts  broken  at  bottom  and  pushed  a  little  out  of  line. 

Field  Maintenance  Division  No.  402  Phillips  Country 

Br.  No.  136-0020-0007     Peoples  Creek  Overflow       57'  Treated  Timber  Trestle 
Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Fourth  stringer  in  from  right  at  span  is  cracked  but  not  too  badly  yet. 

Br.  No.    136-0020-0008    Peoples  Creek  Overflow       57'  Treated  Timber  Trestle 
Paint  Condition:    Poor  General  Condition;  Good 


Br.  No.  136-0020-0011 
Paint  Condition;  Fair 


Peoples  Greek 

Remarks;    Rail  shows  sag  at  Bent  3.    Okay  underneath. 

Dodson  Creek  Canal 


125'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  136-0020-0050 
Paint  Condition:  Fair 


Br.  No.  136-0020-0054  Milk  River 

Paint  Condition:  Fair 

Remarks :    Moderate  spalling  at  tops  of  piers 


Br.  No.  136-0020-0071 
Paint  Condition:  Poor 


Dodson  Creek 


U.S.  R.S.  Canal 


Br.  No.  136-0020-0077 
Paint  Condition:  Poor 

Remarks:    Quite  a  few  nuts  off  of  curb  timber, 


Br.  No.  136-0020-0078 
Paint  Condition:  Poor 

Br„  No.  136-0020-0097 
Paint  Cond5.tion:  Fair 

Br„  No.  136-0020-0113 
Paint  Condition:  Poor 


Dodson  Creek  Overflow 


Dodson  Creek  Overflow 


Spring  Creek 


Br.  No.  136-0020-0120  G.  N.  Railway 

Paint  Condition:    None  needed 
Remarks:    Fill  settling  under  B-5, 


63 '  Treated  Timber  Trestle 
General  Condition:  Good 

240'  Steel  Truss 
General  Condition:  Good 
Rockers  in  expansion  position, 

75'  Treated  Timber  Trestle 
General  Condition:  Good 

■■  57'  Treated  Timber  Trestle 
General  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

186'  Concrete  T  Beam 
General  Condition:  Good 


Br.  No.  136-0020-0128 
Paint  Condition:  Fair 


76'  Treated  Timber  Trestle 
General  Condition:  Good 


Drainage 

Remarks:    Rail  has  been  pushed  out  of  line  on  east  end  for  about  three  posts, 

Johnson  Creek 


Br,  No.  136-0020-0134 
Paint  Condition:  Fair 

Remarks:    One  corner  reflectorized  sign  damaged 


Br.  No.  136-0020-0165 
Paint  Condition:  Fair 


Nine4,4ile  Creek 


76'  Treated  Timber  Trestle 
General  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  136-0020-0174 
Paint  Condition:  Fair 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Bailey  Creek 

Remarks:    One  corner  post  is  broken  off  at  the  bottom., 

Br,  No.  136-0020-0191  O'Neil  Creek  76'  Treated  Tijnber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    One  corner  post  has  been  hit  and  broken,  also  the  reflector  sign. 


Br.  No.  136-0020-0213  Exeter  Creek 

Paint  Condition:  Fair 

Remarks:    A  few  loose  nuts  in  rail  posts. 


76'  Treated  Timber  Trestle 
General  Condition:  Good 
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Br,  No,  136-0020-0256  Milk  River        ,  ..:   2^0'  Steel  Girder 

Paint  Condition'    Good  General  Condition:  Good 

Remarks:    Fill  sagging  away  around  northwest  corner  post.    Rockers  west  end 
bent  too  much  in  expansion  position.  ...  . 


Bt,  No.  136-0020-0302 
Paint  Condition:  Fair 


Nelson  Ditch 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  136-0020-0333       Spill?/ay  U.S.  Canal       /   29'  Concrete  T  Beam 
Paint  Condition:    None  required  General  Condition:  Good 

Remarks:    Structurally  all  right.    Looks  like  a  retaining  wall  for  the  south 
bent  is  missing.    Rail  is  chipped  in  places. 

Br.  No.  136-0020-0432  Beaver  Creek  Overflow  247'  Treated  Timber  Trestle  I 
Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Third  and  fourth  span  from  west  hard  to  get  to.    Didn't  see  them  too 
well. 


Br.  No.  136-0020-0440  Dry  Wash 

Paint  Condition:    Fair  ... 


76'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  136-0020-0444  Beaver  Creek 

Paint  Condition:    Good  on  steel,  fair  on  wood 


Br.  No.  136-0020-0532 
Paint  Condition:  Good 


Beaver  Creek 


216.7'  Steel  Pony  Truss 
General  Condition:    Good  ■  • 

149.5  Continuous  Steel  Beam 
General  Condition:  Good 


Br.  No,  136-0020-0547  Beaver  Creek  Overflow 
Paint  Condition:    Good  . 


114'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  136-0020-0552  Beaver  Creek  Overflow 
Paint  Condition:  Good 


190'  Treated  Timber  Trestle 
General  Condition:    Good  . 


Br.  No.  136-0020-0556  Beaver  Creek  Overflow 
Paint  Condition:  Good 


133'  Treated  Timber  Trestle 
General  Condition:  Good 


Field  Maintenance  Division  No.  402 

Br.  No.  153-0020-0005  U.S.R.S.  Canal 

Paint  Condition:  Good 


Valley  County 

3B'  Treated  Timber  Trestle 

General  Condition:  Good 


Br.  No.  153-0020-0053 
Paint  Condition:  Good 


U.S.R.S.  Canal 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0073 
Paint  Condition:  Good 


Beaver  Creek 


236.7'  Steel  Truss 
General  Condition:  Good 


Remarks:    Vertical  clearances  11'  and  15,3'.    Posted  clearance  sign  reads  15 '2", 
Broken  stringer  fifth  from  west-south  end. 


Br.  No.  153-0020-0100 
Paint  Condition:  Fair 


Beaver  Coulee 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  153-0020-0122  Drainage 
Paint  Condition:  Good 


76'  Treated  Timber  Trestle 
General  Condition:  Good 
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Br.  No.  153-0020-0136         Milk  River  ■''333  .8^  Steel  Truss 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    End  Bent  south  has  two  rotten  piling  and  cap  is  rotting.    End  Bent 

has  been  sinking.    Rockers  on  steel  span  are  rocked  to  extreme  expansion 
at+30O  F,    End  Bent  north  has  sunk.    Portals  and  rail  have  been  hit 
with  traffic. 


Br.. No.  153-0020-0138       Milk  River  Overflow  133'  Treated  Timber  Trestle 

Paint  Condition:    Fair  '  General  Condition:  Good 

Remarks:    Second  stringer  in  from  north  side  of  first  span  from  west  has  a 
crack  developing. 


Br,  No.  153-0020-014-5 
Paint  Condition:  Fair 


Milk  River  Overflow 


76'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0146 
Paint  Condition:  Good 


Canal 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0166 
Paint  Condition:  Fair 


Canal 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0212 
Paint  Condition:  Good 


Bear  Creek  Overflow 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0213 
Paint  Condition:  Good 


Bear  Creek 


114.'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0259 
Paint  Condition:  Good 


linger  Creek 


Br,  No.  153-0020-0270  Lime  Creek (Signed  Buggy 
Paint  Condition:  Good 


95'  Treated  Timber  Trestle 
General  Condition:  Good 

Creek)    152'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  153-0020-0323 
Paint  Condition:  Good 

Br.  No,  153-0020-0332 
Paint  Condition:  Good 

Br.  No.  153-0020-0365 
Paint  Condition:  Good 

Br„  No.  153-0020-0370 
Paint  Condition:  Good 


Chapman  Coulee 
Mooney  Coulee 
Richardson  Coulee 
O'Neil  Creek 


95'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  153-0020-0388  Cherry  Creek  Overflow 
Paint  Condition:    Fair  '  ' 

Remarks:    Badly  broken  stringer  -  first  span. 

Br.  No.  153-0020-0392  Cherry  Creek 

Paint  Condition:  Fair 

Remarks:    Badly  broken  stringer  -  fourth  span 

Br.  No.  153-0020-0451  Goudge  Coulee 

Remarks:    Under  contract.    Let  5-24-61. 


114'  Treated  Timber  Trestle 
General  Condition:  Good 


114'  Treated  Timber  Trestle 
General  Condition:  Good 
fourth  stringer  from  right, 

38'  Treated  Timber  Trestle 
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Br,  No.  153-0020-0474 
Paint  Condition:  Good 

Br.  No.  153-0020-0503 
Paint  Condition:  Fair 


What ley  Coulee 
Espeil  Coulee 


50'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0508 
Paint  Condition:  Fair 


Spring  Creek 

Remarks:    Second  stringers  cracked  in  span  1  and  2. 

Porcupine  Creek 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  153-0020-0555 
Paint  Condition:  Good 
Remarks:    Girder  cracks  over  every  pier. 


152'  Continuous  Concrete  T  Beam 
General  Condition:  Good 


Br.  No.  153-0020-0563 
Paint  Condition:  Good 

Br,  No.  153-0020-0706 
Paint  Condition:  Good 

Br.  No.  153-0020-0716 
Paint  Condition:  Good 

Br.  No.  153-0020-0784 
Paint  Condition:  Good 


Porcupine  Creek  Overflow    120'  Concrete  T  Beam 

General  Condition:  Good 


Little  Porcupine  Creek 
Indian  Service  Canal 
Oswego  Creek 


Field  Maintenance  Division  No.  402 
Bt.  No,  143-0020-0009  Flynn  Creek 

Paint  Condition:  Good 


Br.  No.  143-0020-0078 
Paint  Condition:  Good 

Br.  No.  143-0020-0106 
Paint  Condition:  Fair 

Br.  No.  143-0020-0116 
Paint  Condtion:  Fair 


Wolf  Creek 


Mosquito  Creek 


Little  Wolf  Creek 


Tule  Creek 


Br,  No,  143-0020-0202 
Paint  Condition:  Good 

Remarks:    Slight  crack  in  left  girder  on  Bent  4. 


Poplar  River 


204'  Pre -stress  Concrete  Beams 
General  Condition:  Good 

25'  Treated  Timber  Trestle 
General  Condition:  Good 

63'  Treated  Timber  Trestle 
General  Condition:  Good 

Roosevelt  County 

57'  Treated  Timber  Trestle 

General  Condition:  Good 

152'  Continuous  Concrete  T  Beam 
General  Condition:  Good 

63'  Treated  Timber  Trestle 
General  Condition:  Good 

100'  Treated  Timber  Trestle 
General  Condition:  Good 

120'  Concrete  T  Beam 
General  Condition:  Good 


294'  Concrete  T  Beam 
General  Condition:  Good 


Br.  No.  143-0020-0301 
Paint  Condition:  Good 
Remarks:    All  rockers  in  extreme  expansion  position  at  +20*^.    Normal  age  shows 
on  concrete  with  a  fevir  minor  chips  and  spalls. 


Br.  No.  143-0020-0339 
Paint  Condition:  Fair 


57'  Untreated  Timber  Trestle 
General  Condition:  Good 


Drainage 

Remarks:    Piles  show  some  rotting  at  ground  line. 

Br.  No.  143-0020-0451  Drainage  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    The  riprap  on  east  berm  is  about  25  percent  washed  out. 
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Br.  No.  143-0020-0477 
Paint  Condition:  Good 


Box  Elder  Creek 


75'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  143-0020-Q578  Big  Muddy  River  162.5  Continuous  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

RenBrks:    The  lapped  steel  expansion  joint  in  the  slab  is  closed  up  at  +20°F. 
■   The  right  rail  has  been  hit  and  bent. 


Br.  No.  143 -0020-0645 
Paint  Condition:  Good 

Br,  No.  143-0020-0779 
Paint  Condition:  Fair 


Clover  Creek 


Shotgun  Creek 


Field  Maintenance  Division  No.  302,is:1:: 

Br.  No.  115-0020-0001  G.  N.  Railway 

Paint  Condition:  Fair 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

West  Glacier  Spur  . 
Flathead  County  . 
Underpass 

General  Condition:  Good 


Remarks:    Underpass  vertical  clearance  signs  read  ~  14'  10".    The  checked  vertical 
clearance  is  14'  0", 

Br.  No.  115-0020-0002     Middle  Fork  Flathead  River  380'  Countinuous.  Steel  Truss 


Paint  Condition:    Fair  to  Good 

Field  Maini^nace  Division  No.  302 

Br.  No.  118-0020-0001  G.  N.  Railway 

General  Condition:  Good 


General  Condition:  Good 

East  Glacier  Spur 
Glacier  County 

Underpass 


Br.  No.  118-0020-0251  Two  Medicine  Creek        66'  Concrete  Arch 

Remarks:    Did  not  inspect.    Road  closed  due  to  snow. 
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FEDERAL  AID  PRIMARY  ROUTE  2 


Field  Maintenance  Division  No.  101  Mineral  County 

Br,  No.  131-0100-0024  St,  Regis  River     ..  .■     42 J'  Steel  Girder 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Due  to  embankment  slopes  and  amount  of  snow,  could  not  get  under  bridge 
to  check  steel  previously  reported  as  tight  against  back  wall.  From 
southeast  down  stream    side  steel  and  abutments  could  be  seen  and 
appeared  good. 

Br.  No.  131-0100-0068  Randolph  Creek  23 e3  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  right  lower  rail  unit  broken  and  pushed  out.    Deck  surface  snow 
covered o 

Br.  No.  131-0100-0082  St,  Regis  River     '        100'  Cantilever  Steel  Girder 

Paint  Condition:    Good  to  Poor  General  Condition:  Good 

Remarks:    Exterior  steel  girder  paint  poor  -  interior  girders  good.    Heavy  dis- 
integration of  concrete  rail  posts  and  portions  of  deck  edge.  Oiled 
deck  surface  good, 

Br,  No,  131-0100-0109  St,  Regis  River  ,  100'  Cantilever  Steel  Girder 

Paint  Condition:    Fair  to  Poor  General  Condition:  Good 

Remarks:    Exterior  girder  and  steel  haunches  poor  -  interior  girders  good  -  rail 

fair.    Concrete  post  tops  deteriorating.    Portion  of  oiled  surface  not 

snow  covered  is  good, 

Br,  No,  131-0100-0224  Twelve 41ile  Creek  41<..5'  Concrete  T  Beam 

Paint  Condition:    Fair  to  Poor  General  Condition:  Good 

Remarks:    Three  rail  units  not  painted  aluminum  coat.    Slight  creek  side  move-' 
ment  of  the  two  jointed  wing  walls.    Deck  surface  good. 

Br.  No,  131-0100-0343  St.  Regis  River  190'  Continuous  Steel  Girder 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Several  rail  units  heavily  deteriorated.    Paint  on  central  structural 

steel  fair  to  good  -  west  end  span  has  many  small  abrasions  and  flaked 

spots  caused  by  rocks.    Oiled  surface  good, 

Br.  No,  131-0100-0346  Clark  Fork  &  N,P,  R,R.    787'  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Deck  sealed  and  chipped  and  in  good  condition,         .  . 

Br.  No.  131-0100-0391  CM. ST.  P.&  P,  R,R,       482'  Steel  Plate  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Deck  sealed  and  chipped  and  in  good  condition, 

Br,  No.  131-0100-0456  Clark  Fork  621'  Riveted  Plate  Girder 

Remarks:    No  seal  coat  surface  on  deck^    Concrete  surface  in  good  condition, 

Br.  No,  131-0100-0479    FAS  Route  257 -Superior  Interchange    153'  Prestressed 

Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    No  seal  coat  surfaee  on  deck.    Concrete  surface  in  good  condition. 
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Br.  No.  131-0100-0479P  FAS  Rte.  257  -  Superior  Interchange    153'  Prestressed 

Concrete  Beam 

Paint  Oondition-:    Good  ..  .. 

Remarks:    No  seal  coat  surface  on  deck. 


General  Conditions  Good 
Concrete  starface  in  good  condition. 


Br.  No.  131-0100-0495  Cedar  Creek 

Paint  Condition:  Good 

Remarks:    No  seal  coat  surface  on  deck, 

Br,  No.  131-0100-0498  Clark  Fork 

Paint  Condition:  Good 

Rems-rks:    No  seal  coat  surface  on  deck. 


168'^  Prestressed  Concrete  Beam 
General  Condition:  Good 
Concrete  surface  in  good  condition. 

800.9'  Riveted  Plate  Girder 
General  Conditions  Good 
Concrete  surface  in  good  condition. 


Br.  No.  131-0100-0594 
Paint  Conditions  Good 


Underpass 

General  Condition:  Good 


C.M.ST.P.&P,  R.R. 

Nemote  Creek (used  in  place)  73 .1 'Concrete  T  Beam 


Br.  No,  131-0100-0604F 
General  Condition:  Good 

Remarks:    The  fill  is  sloughing  out  from  behind  the  end  bent  caps,  especially  on 
the  west  end,  which  will  require  attention  in  the  near  future.  The 
opening  is  up  approximately  2' -6'  from  the  base  of  the  cap. 


Br.  No.  131-0100-0620 
Paint  Condition:  Good 

Br.  No.  131-0100-0620P 
Paint  Condition:  Good 

Br,  No.  131-0100-0666 
Paint  Condition:  Fair 


Tarkio  Interchange 
Tarkio  Interchange 
C.M.ST.?.&P.  R.R. 


128'  Prestressed  Concrete  Beam 
General  Condition:  Good 

128'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Underpass 
General  Condition; 


Good 


Remarks:    There  is  a  rust  strip  approximately  8"  wide  along  the  base  of  the  web 
plate  on  both  exterior  girders. 

Br.  No.  131-0100-0667  Clark  Fork  '  421.5'  Steel  Truss 

Paint  Condition:    Good  to  Fair 

Remarks:    Tie  plates  along  top  of  bottom  chords  are  rusty.    Right  side  beam  seat 
and  the  lower  portion  of  Bent  2  steel  colTjjnn  are  covered  with  dirt. 
Right  ends  of  pier  coping  surfaces  are  deteriorating. 

Br.  No.  131-0100-0706  Clark  Fork  516,3'  Continuous  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:  Deck  surface  rough  textured  due  to  wearing  off  of  surface  mortar.  Sub- 
structure looks  good. 

Br.  No.  131-0100-0758  C.M.ST.P.&P.  R.R.  Underpass 

Paint  Condition:  Fair 

Remarks:    Strip  of  rust  on  bottom  of  riveted  plate  at  base  of  web. 

Field  Maintenance  Division  No,  101  Missoula  County 

Br.  Nq  132-0100-0014  C.M.ST.P.&P.  R.R,  123'  Concrete  T  Beam 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:  A  few  rail  units  and  the  south  side,  intermediate  bent  cap  end  surfaces 
are  deteriorating.  Paint  on  trolley  guard  fence  pipe  supports  is  poor. 
Underside  of  structure  is  good  and  the  deck  is  good.  Deck  has  been  oil 
surfaced  since  the  previous  report  and  is  in  good  condition. 
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Br.  No,  132-0100-0021  Drainage  23'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Treated  pole  spreaders  set  longitudinally  bet¥/een  the  end  bent  caps. 


Br,  No,  132-0100-0043  Nine  Mile  Creek  121,7'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    The  southwest  end  post  and  rail  section  has  been  broken  off.  The 
next  section  east  has  been  cracked  through  the  posts.    These  units 
have  been  repaired  with  two  piles  set  in  the  fill  and  against  the 
deck  edge  and  corrugated  metal  rail  extends  the  length  of  the  two 
sections.    The  first  section  is  cable  tied  to  the  pile  posts  and 
the  next  section  is  bolted  to  the  outside  of  the  cracked  concrete 
posts.    One  broken  rail  section  on  the  north  side  is  bridged  with 
a  corrugated  metal  rail  section  and  bolted  to  4x4' s  on  the  outside. 
Oil  mat  on  deck  is  goodo    Substructure  looks  good, 

Br.  No,  132-0100-0044  C,M,ST.P,&P,  R„R,  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Paint  generally  good  except  for  rust  on  the  lower  riveted  plate  along 

the  base  of  the  web  plate  and  the  beam  flange  edges.    Concrete  surfaces 
outside  exterior  beam  faces^  west  half  of  structure,  is  deteriorating 
and  in  some  sections  the  re-steel  is  exposed, 

Br.  No.  132-0100-0051  Nine  Mile  Slide  378,5'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Fifth  stringer  from  rights  span  two,  previously  reported  as  split, 

has  been  repaired  with  two  spaced  steel  bars  across  the  base  and  bolts 
up  through  the  deck.    Substructure  stringers  and  deck  base  look  good. 
Some  of  the  piling  is  deeply  cheeked.    Surface  oil  mat  is  in  good 
condition, 

Br.  No,  132-0100-0203  N.  P.  Railway  Underpass 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Paint  poor  along  bottom  of  web  above  the  flange.    Rust  showing. 

Br,  No,  132-0100-0287  Rattlesnake  Creek  120'  Concrete  Arch 

General  Condition:  Good 

Remarks:    Cracks  near  ends  of  concrete  side  arches.    Northeast  end  post  broken 
horizontally  at  center. 

Br.  No.  132-0100-0305  N,  P,  Railway  Underpass 

Paint  Condition:    F'air  to  Poor  General  Condition:  Good 

Remarks:    Wing  faces  scaling,  heavy  central  vertical  crack  in  west  abutment  and 
northeast  wing  wall.    Spaces  between  central  and  south  side  girders 
have  been  closed  with  wood  forrfls  set  on  top  of  bottom  flanges.  A 
new  deck  of  12  x  12  treated  timbers  has  been  set  on  the  top  south  side 
of  structure  and  main  line  rails  set  on  the  timber  base „    No  track  on 
north  side  of  structure  at  present  time.    It  appears  that  the  new 
deck  was  installed  recently, 

Br.  No.  132-0100-0348  Big  Blackioot  River       354'  Continuous  Steel  Girder 

Paint  Conditions    Good  General  Condition:  Good 

Remarks:    Checked  Bent  2  expansion  device  which  clicks  under  heavy  traffic. 

Concrete  surfaces  adjacent  to  Joint  in  good  condition.    No  cracking. 

Click  due  to  slight  space  between  plates. 
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Br.  No„  132-0100-0354  C.M.ST,P.&P.  R.R.  Overpass    S8'  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Some  flaking  and  abrasion  of  rails  due  to  surfacing  chips  being 
flipped  off  by  traffic. 


Br.  No,  132-0100-0423       Truck  Road  Overpass  27'  Untreated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Fair 

Remarks:    End  bent  piles  damaged  by  trucks  have  "Heen  reinforced  with  12  x  12 
and  S  X  8  timber  piles  set  in  where  required.    Original  piling  and 


caps  have  been  tightened  with  wedges 
the  surface  is  good. 


Oil  mat  shows  some  cracks  but 


Field  Maintenance  Division  101 

Br,  No,  139-0100-0015  Jens  Interchange 

Paint  Condition:  Good 


Powell  County 

113'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Br„  No,  139~0100-0015P 
Paint  Condition:  Good 


Jens  Interchange 


113'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Br.  No.  139-0100-0055    FAS  Rte.  460-Gold  Creek  Interchange    153'  Prestressed 

Concrete  Beam 

Paint  Condition:    Good  •  .  General  Condition:  Good 


Br.  No.  139-0100-0055P    FAS  Rte.  460-Gold  Creek  Interchange    153'  Prestressed 

Concrete  Beam 

Paint  Condition:    Good     '.  .•.  General  Condition:  Good 

Br.  No.  139-0100-0142  N.P.  R.R.  Overpass         204'  Continuous  Rolled  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Anchor  bolt  nut,  east  side,  second  bent  from  norths  is  nearly  off. 

Br.  No.  139-0100-0146    Little  Blackfoot  River         140.5'  Concrete  I  Beam 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Southeast  end  post  cracked  through  at  top  of  curb  height.  South 
end  bent  has  a  vertical  hairline  crack  at  center  of  cross  beam. 

Br.  No.  139-0100-0195  County  Road -Jr.  Grade  Separation  20'  Concrete  Slab 
Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  139-0100-0224  County  Road-Jr,  Grade  Separation  20'  Concrete  Slab 
Paint  Conditions    Good  General  Condition:  Good 

Br.  No.  139-0100-0244    County  Road-  North  Interchange    123'  Prestressed  Concrete 

Beam. 

Paint  Condili  on:    Good  .  General  Condition:  Good 

Br.  No.  139-0100-0255  Milwaukee  Avenue  Separation  118'  Prestressed  Concrete  Beam 
Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  139-0100-0265  County  Road  Sepaa^ation  168'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  139-0100-0272  Clark  Fork  153'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 
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Br.  No,  139 -0100 "0272P  Clark  Fork 
Paint  Conditions  Good 


153 '  Prestressed  Concrete  T 
Beam 

General  Condition:    Good  ■ 


Br,  No,  139-0100-0275    FAP  Rte„  2-Soutli  Interchange  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:  Eastbomd 

Br,  No.  13 9-0100-027 5P    FAP  Rte  2-South  Interchange  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    0275  and  027 5P  are  one  -  also  139-0100-0031. 

Br.  No.  139-0100-0280  Powell  Creek  35'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Some  spalling  of  west  deck  edge.    Northwest  ctirb  end  damaged  and 
post  is  cracked  from  cijrb  and  deck.    Northwest  reflector  is  gone. 
Hair  cracks  in  girders.    Oiled  surface  on  deck  in  good  condition. 

Br,  No,  139-0100-0312  Dempsey  Creek  62'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    West  column  of  Bent  3  spalling  at  water  line  and  exposing  re-steel. 
Light  cracks  in  west  curb  over  drains.    North  bent  has  settled  3"  to 
4"  on  east  side  and  1"  to  2"  on  west  side ,    No  damage  other  than  chang 
in  line  along  tops  of  rail  posts.    Oiled  surface  on  deck  in  good 
condition. 

Br,  No.  139-0100-0331  Race  Track  Greek  35'  Concrete  T.  Beam 

General  Condition: 

Remarks:    Hair  line  cracks  in  girders  and  curbs  over  drains.    Spalled  east  edge 
of  deck  has  been  repaired.    Oiled  surface  on  deck  in  good  condition. 

Br.  No.  139-0100-0342    C.M.ST.P.&P.  R.R,  Overpass    182.2'  Concrete  T  Beam 
General  Condition:  Good 

Remarks:    Top  and  outside  faces  of  the  copings  of  intermediate  Bents  2  and  5 

are  crazed  and  disintegrating.    Deck  joints  open  due  to  loss  of  filler 
Overhang  haunch  at  Bent  5  disintegrating  and  re-steel  is  exposed. 
Oiled  surface  on  deck  in  good  condition. 

Field  Maintenance  Division  201  Deer  Lodge  County     '  ■ 

Br.  No.  112-0100-0034  Lost  Creek       ,  "35'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Short  light  cracks  in  mngs  at  jmcticn  with  CLirbs.    Oiled  surface 
on  deck  in  good  condition, 

Br.  No.  112-0100-0061  Warm  Springs  Creek         27'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  in  good  condition, 

Br.  No,  112-0100-0088  Drainage  31'  Concrete  T  Beam 

General  Condition:  Good 

Reinarks:    Light  wing  cracks  at  junction  \7ith  curbs.    Hair  line  cracks  in  girders 

Oiled  surface  on  deck  in  good  condition. 


Br,  No,  112-0100-0093  Drainage  35'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Short  light  cracks  in  the  wing  wall  at  junction  with  curbs.  Some 
hair  cracks  in  girders  and  in  curhs  over  drains.    Oiled  surface 
on  deck  in  good  condition. 

Br,  No.  112 -0100 "0099  Willow  Creek         '         35'  Concrete  T  Beam 

General  Conditions  Good 

Remarks:    Light  cracks  in  all  vrings  at  curb  junction.    Hair  cracks  in  girders, 
.   .  Oiled  surface  on  deck  in  good  condition, 

Br.  No.  112-0100-0102    Clark  Fork(Signed  Silver  Bow  Creek)  75'  Concrete  T  Beam 
General  Condition:  Good 

Remarks:    Hair  line  cracks  in  girders  and  a  few  in  the  curbs  over  drains. 

Slight  spalling  of  top  edge  of  deck  for  two  rail  panel  lengths  on 
east  side.    Oiled  surface  on  deck  in  good  condition. 

Br.  No„  112-0100-0116  Drainage  25'  Concrete  T  Beam 

Remarks:    Lower  rail  at  northwest  end  post  broken.    Light  cracks  in  west  curb 
over  drains.    Oiled  surface  on  deck  in  good  condition. 

Field  Maintenance  Division  201  .  Silver  Bov  County 

Br.  No.  147-0100-0002  C.M.ST.P.&P.  R.R.  ■  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    East  exterior  beam  hit  and  flange  split  and  lower  part  of  web  bent. 
West  exterior  beam  flange  bent, 

Br.  No.  147-0100-008^  U.S.  91  '      l6l'  Continuous  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    See  FAP  Rte.  3^  147-0910-0295,    Northwest  rail  panel  hit  and  three 
pickets  bent.    Oiled  surface  good.    Some  light  cracks  across  curbs. 

Br,  No.  147-0100-0113  B.A.&P.  Railway  133'  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Eastbound  lane.    Some  light  cracks  across  curbs.    Oiled  surface  on 
deck  in  good  condition. 

Br.  No.  147~0100~0113P  B.A.&P,  Railway  133'  Concrete  T  Beam 

Paint  Conditions    Good  General  Condition:  Good 

Remarks:    Westbound  lane.  One  picket  on  north  rail  broken  from  bottom  rail. 

Some  light  cracks  across  eijrbs.    Oiled  surface  on  deck  in  good 

eonditicn, 

Br.  No.  147-0100-0121  U.S.  lOA  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  147-0100-0127  Excelsior  Street  156'  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Some  light  cracks  across  curbs  and  at  rail  posts.    Oiled  surface  on 
decks  in  good  condition. 
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Br.  No.  147-0100-0136  Clark  Fork  35.5'  Concrete  Slab 

General  Condition:  Fair 

Remarks:    Rail  cracked  and  one  re -bar  exposed.    East  sidewalk  surface  gone  and 
cijrb  deteriorating.    East  half  (northbo-and  lane)  of  deck  is  oil 
surfaced.    West  half  of  deck  has  a  momber  of  cracks  and  surface  worn 
exposing  coarse  aggregate.    Underside  of  slab  has  one  spalled  spot 
exposing  re-bar.    There  are  also  some  honeycomb  areas^  otherwise^ 
deck  base  good.    North  abutment  and  west  wing  eroded  6"  deep  exposing 
vertical  and  horizontal  re-bars.    Heel  of  center  pier  eroded  in  1'6" 
exposing  re-bars^  and  about  4"  at  nose.    Top  and  end  of  northwest 
wing  deteriorating  and  re-steel  is  exposed. 

Br.  No.  147-0100-0137  N.  P.  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks;    Tops  of  retaining  walls  and  trainmans  walk  deteriorating^  also  top  of 
wings , 

Br.  No.  147-0100-0138    Interstate  Routes  15  &  90  Underpass 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Vertical  clearance  may  change  following  construction.    Roadway  contract 
let  August  30,  1961 » 

Br.  No.  147-0100-0139    Interstate  Routes  15  &  90  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  U.S.  10-4/[ontana  St.  Interchange 

16S'  Prestressed  Concrete  Beam 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Also  #147-0100-0139 

Br.  No,      P  U.S.  104,fontana  St.  Interchange 

16B'  Prestressed  Concrete  Beam 
Paint  Condition:    Good  .  General  Condition:  Good 

Remarks:    Also  #147-0100-0138 

Br.  No.  Lexington  St,  Separation  Underpass 

Paint  Condition:    Good  Gneral  Condition:  Good 


Br,  No„      P  Lexington  St.  Separation 

Remarks:      Preceding  same  structure.    RoadY/ay  contract  let  August  30,  1961 

Br.  No„  Oregon  Street  Separation  Underpass 

Paint  Condition:    Good  General  Condition:    Good  • 

Bridge  No,      P  Oregon  Street  Separation  Underpass 

Remarks:     Preceding  same  structure. 

Br,  No.  U.S.  10  Bypass  Harrison  Ave.  Interchange 

209.5'  Prestressed  Concrete  Beam 
Paint  Condition:    Good  General  Condition:  Good 

Br,  No„      P     U.S.  10  Bypass  Harrison  Ave.  Interchange    209,5'  Prestressed  Concrete 

Beam 

Paint  Condition:    Good  General  Condition:  Good 


-19- 


Br.  No.  Sheridan  Street  Separation  Underpass 

Paint  Condition:    Good  General  Condition:  Good 


Br.  No.      P  Sheridan  Street  Separation  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:     Preceding  same  struetujre, 

Br.  No.    147-0100-0158         Drainage       ,  33'  Concrete  Slab 

General  Condition:  Good 

Remarks:    Light  vertical  crack  in  west  abutment.    Oiled  surface  on  deck  in 
good  condition.  . 

Field  Maintenance  Division    201  Jefferson  County 

Br.  No.  122-0100-0075  Rader    Greek  95'  Treated  Timber  Trestle 

Paint  Condition:    Good  southside  -  Fair  north  side    General  Condition:  Good 
Remarks:    Northwest  end  post^  rail  and  curb  end  traffic  damaged.  Two 

additional  stringers  set  in    Span  2    to  reinforce  broken  stringers. 

Oiled  surface  on  deck  in  good  condition. 

Br.  No.  122-0100-0098  Colbert  Greek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Some  loose  x-bridging  and  one -half  of  one  piece  of  solid  bridging 
gone.    Oiled  surface  on  deck  is  in  good  condition. 

Br.  No.  122-0100-0132  Big  Pipestone  Creek       76'  Treated  Timber  Trestle 

Paint  Condtion:    Good,  south  side  -  Poor;,  north  side    General  Condition:  Good 
Remarks:    One  broken  stringer ;,  east  span,  repaired  ?ath  steel  side  and  base 

plates  bolted  to  stringer.    Oiled  surface  on  deck  is  in  good  condition. 

Pr.  No.  122-0100-0136  N,  P.  Railway  113'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Four  west  rail  post  tops  traffic  chipped  and  the  north  end  post 

cracked  around  the  base.  V/est  end  of  Bent  2  coping  cracked  vertically. 
Oiled  surface  on  deck  is  in  good  condition. 

Br.  No.  122-0100-0186  Whitetail  Creek  63.8'   Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  wearing  off  in  westbound  traffic  lane^  otherwise  good. 
Exposed  concrete  in  deck  in  good  condition. 

Br.  No.  122-0100-0256       North  Boulder  River  90'  Steel  Pony  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Paj.nt  good  except  on  a  few  truss  members,  north  side,  which  have  been 
traffic  scarred.    Oiled  surface  good. 


Br.  No.  122-0100-0391  Drainage  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Rails  and  posts  scarred  and  several  posts  split  at  bottom.  Oiled 
surface  on  deck  in  good  condition. 

Field  Maintenance  Division  No.  201  Broadwater  County 

Br.  No.  104-0100-0003  Dry  Wash  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Paint  good  on  south  rail  and  fair  on  north  rail.    Oiled  surface  on 
deck  in  good  condition. 


Br.  No.  104-0100-0045  Dry  Wash  76'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    One  broken  stringer  repaired  with  steel  base  plate  ?7ith  bolts 

up  thro-ugh  deck.    West  end  bent  cribbed  and  braced  to  hold  roadviray 
fill.    Several  rail  posts  split  and  one  rail  end  broken.  South 
side  rail  battered  out  of  alignment.    Oiled  surface  on  deck  is  in 
good  condition, 

Br,  No.  104--0100-004'7  Jefferson  River  247'^  Continuous  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Some  transverse  checking  in  the  deck  and  light  cracks  across  curbs 

at  some  drains.    This  deck  has  not  been  sealed  but  is  in  good  condition. 

Field  ivlaintenance  Division  No,  201  -  ■    Gallatin  County 

Br.  No.  116-0100-0016  C,M,ST.P,&P.  R.R.  208.3 ' Steel  Girder 

Paint  Condition:    Good  General  Conditions  Good 

Remarks;    Some  surface  crazing  and  cracking  on  caps  and  bents, 

Br,  No.  II6-OIOO-OO42          Madision  River  220'  Continuous  Steel  Girder 

Paint  Condition:    Good  -  General  Condition:  Good 

Br.  No.  ll6-0100»-0048   Middle  Fork  Madison  River    100'  Concrete  Slab. 
Paint  Condition:    Poor  (Pipe  Rail)  General  Condition:  Good 

Remarks:    Rail  is  traffic  scarred  and  one  post  is  split.    Up  stream  face 
of  two  eolimins  shoYir  advanced  erosion, 

Br.  No„  11 6-0100 -00 5 5       East  Fork  Madison  River    80'  Concrete  Slab 
Paint  Condition:    Good  (Pipe  Rail)  General  Condition:  Good 

Remarks:    Some  crazing  of  deck  slab  edges.    Rail  posts  and  curb  faces  are 
traffic  scarred.    One  south  side  pipe  rail  section  damaged. 

Br„  No,  116-0100-0062  Ray  Greece  80'  Concrete  Slab 

Paint  Condition:    Fa;ir  (Pipe  Rail)  General  Condition:  Good 

Remarks:    Tops  of  posts  and  curb  faces  have  been  scarred  by  traffic,  also 
sections  of  cuxb  top  and  face  on  both  sides  are  deteriorating 

Br.  No.  116-0100-0086  County  Road  77'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Tops  of  rail  posts  nicked  by  traffic, 

Br.  No,  116-0100-0087  N,  P„  Railway  343,2"  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Movem_ent  of  third  span  has  opened  east  joint  to  2  3/4"  and  shift 

shows  in  the  curb  alignment.    Four  posts  on  the  north  side  damaged 
and  re-steel  exposed, 

Br.  No,  116-0100-0119  Drainage  21.5'  Concrete  Slab 

General  Condition:  Good 

Br.  No,  116-0100-0156  N,  P,  Railway  280'  Concrete  Girder 

General  Condition:  Good 

Remarks:    Deck  expansion  joints  are  open.    Some  crazing'  and  light  deterioration 
of  concrete  surfaces  of  inte:rmediate  bent  caps. 
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Br,  No,  116-0100-016:5 
General  Condition:  Good 

Br.  No,  116-0100-0167 
General  Condition s  Good 

Br,  No,  116-0100-0181 
Paint  Condition"  Good 


Camp  Greek  ' 

Baker  Greek 

West  Gallatin  River 


41 ■  Concrete  T  Beam 
51 „ 6' Concrete  T  Beam 


247'  Steel  Girder 
General  Conditions  Good 


Remarks 2    Some  rocker  pins  are  moving  slightly.    Tightened  several  nuts 
by  hand  at  both  end  bents.    Nuts  should  be  set, 

Er,  No.  116--0 100-03 18  N,  P,  Railway  '  208,5'  Concrete  T  Beam 

General  Conditions  Good 

Remarks:    Some  scattered  spalling  of  concrete  surfaces,  deck  edge^,  curb 

ends,  etc.,  rail  chipped  by  traffic „  Could  not  check  deck  condition 
due  to  snow  and  ice  cover. 

Br.  No,  116-0100-0324  N,  P.  Railway  154'  Continuous  Steel  Beam 

Paint  Condition:    B'air  General  Conditions  Good 

Remarks?    T^m  rail  units  on  the  east  side  are  broken.    Bent  4  rockers  are  in 
the  expansion  position. 


Br.  No.  116-0100-0391    Bear  Canyon  Interchange 
Remarks:    Under  Construction    Let  5-24-61 

Br.  No,  116-0100-03 91P  Bear  Cannon  Interchange 
Remarks:    Under  Construction    Let  5-24-61 

Br,  No.  116-0100-0397  N,  P,  Railway 

Remarks:    Under  Construction    Let  5-24-61 

Br,  No,  116-0100-03 97P         N,  P.  Railway 
Remarks:    Under  Construction    Let  5-24-61 

Br.  No,  116-0100-0424    Trail  Creek  Interchange 
Remarks:    IJnder  Construction    Let  5-24-61 

Br,  No,  116-0100 -O424P  Trail  Greek  Interchange 
Remarks:    Under  Construction    Let  5-24-61 

Field  Maintenance  Division  No.  202 

Br.  No.  134-0100-0083    U,S,  10  West  Interchange 


113 '  Prestressed  Concrete  Beam 

113 '  Prestressed  Concrete  Beam 

337.5'  Steel  Girder 

332,5-  Steel  Girder  -. 

128'  Prestressed  Concrete  Beam 

128'  Prestressed  Concrete  Beam 


Park  County 

113 '  Prestressed  Concrete  Beam 


Remarks:    Under  Construction    Completion  date    9-15-62  Roadway 

Br,  No,134™0100-0Q83P  U,S,  10  West  Interchange  113'  Prestressed  Concrete  Beam 
Renmrks:    Under  Construction    Completion  date    9-15-62  Roadway 

Br,  No,  134-0100-0084    UcS.  89  South  Interchange    251'  Prestressed  Concrete  Beam 
Remarks:    Under  Construction    Completion     date    9-15-62    Roadwajr    FAP  Rte,ll 

#134-0890-0548 

Br.  No,  134~0100~008^tP  U,S.  89  South  Interchange    251'  Prestressed  Concrete  Beam 
Remarks:    Under  Construction    Completion  date  9-15-62    Roadway    FA.P  Rte,  11 

#134-0890-0549 


Br,  No.  134-0100-0090  Yellovjstone  River  730'  Riveted  Plate  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  134-0100-0090P        Iello\Ystone  River  730'  Riveted  Plate  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No,  134-0100-0123    FAS  Rte.  295-  Separation     128'  Prestressed  Concrete  Beam 
General  Condition:    Good  (Concrete) 

Remarks:    Under  Construction    Completion  date  9-15-62  Roadway 

Br.  No.  134-0100-0123P    FAS  Rte.  29 5 -Separation     128'  Prestressed  Concrete  Beam 
General  Condition:    Good  (Concrete) 

Remarks:    Under  Construction    Completion  date  9-15-62  Roadway 
Br„  No»  134-0100-0133    U.S.  89  East  Interchange  Underpass 

Remarks:    Under  Construction    Completion  date  9-15-62    FAP.  Rte.  11  #134-0890-0597 
0133  and  0133P  -  one  structure  .  ,,. 

Br.  No,  13 4-0100-0 133P    U.S.  89  East  Interchange  Underpass 

Remarks:  Under  Construction  Completion  date  9-15-62  0133  and  0133P  -One  structure 
Br.  No.  134-0100-0159    U^S.  89  -  Mission  Interchange  Underpass 

Remarks:    Under  Construction    Completion  date  9-15-62  Roadway  -  0159  and  0159P  one 
structure. 

Br.  No.  134-0100~0159P  U.S.  89  -  Mission  Interchange  Underpass 

Remarks:    Under  Construction    Completion  date  9-15-62  RoadYirajr  ~  0159  and  0159P  one 
structure . 

Br.  No.  134-0100-0198  Mission  Creek  118'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Field  Maintenance  Division  No.  202  SY^-eet  Grass  County 

Br.  No.  149-0100-0157  Bo^dl,der  River  ■  286'  Steel  Plate  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Pitted  spots  in  paint  surface^  othendse  good. 

Br.  No.  149-0100-0158    Boulder  River  Overflow        25'  Treated  Timber  Trestle 
Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  149-0100-0199  Dry  Creek  57=  Treated  Timber  Trestle  ' 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  149-0100-0220  Upper  Deer  Creek       '     39'  Concrete  T  Beam        -  '  • 

General  Condition:  Good 

Remarks:    Surface  mortar  worn  from  rail  posts  and  curb  faces.    Deck  edges  are 
disintegrating . 

Br.  No.  149-0100-0236  Lower  Deer  Creek  39'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Re;marks:    Paint  on  south  gider  exterior  face  is  pitted  and  flaked  due  to  children 
thro^fing  rocks.    North  side  much  betten?.    Interior  beam.s  good, 

Br.  No.  149-0100-0239  Drainage  and  Stockpass    25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 


Br,  No.  149-0100-0311  Bridger  Creek  95'  Concrete  T  Beam 

General  Condition:  Good 

Remarks 2    Considerable  deterioration  of  rail  surfaces^  especially  the  north  side. 
There  are  a  few  cracked  beam  hatmches, 

Br„  NOc  149-0100-0345  Work  Creek  67'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Flea-yy  disintegration  of  south  exterior  face  of  curb  and  top  edge  of 
deck, 

Br.  No,  149-0100-0357  Himiph  Creek     ,./     .  •.,      29'  Concrete  T  Beam 

General  Condition:  Good 

Reniarks:    A  few  rail  posts  battered  and  south  exterior  curb  face  and  deck  edge 
is  deteriorating „ 

Field  Afeintenance  Division  No.  501  Stillwater  County 

Br,  No,  148-0100-0054     Section  House  Creek  89'  Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Fair 

Remarks:    Rail  has  been  damaged  quite  a  little.    There  is  spalling  on  concrete 

edges  of  slab.    Rail  shows  structui'e  has  sagged  out  of  grade  line  at 

some  td.me , 

Br,  No.  148--0100-0065  Yellowstone  River  568,6'    Steel  Truss 

Paint  Condition:    Fair  General  Condition:  Fair 

Remarks:    One  corner  post  cracked  at  bottom  and  leaned  over  slightly.  Tops 
of  piers  are  spalling  at  edges.    Rail  bent  in  places, 

Br.  No.  148-OIOO-OO65  Yellowstone  River  558'  Riveted  Plate  Girder 

Remarks:    New  1961     New  job.    I  did  not  look  it  over. 

Br.  No.  148-0100-0071  N.  P.  Railway  207. 6 'Steel  Girder 

Paint  Condition:    Fair  General  Condition:  Fair 

Remarks:    Left  rail  shows  a  sag  in  it.    At  Bent  5,  the  expansion  Joint  is  opened 

up  to  2",    Right  girder  Bent  5  has  a  section  broken  out  of  bent  cap. 

One  rail  post  has  been  hit  and  dam.aged, 

Br.  No,  148-0100-0085  Coulee  Creek  65'  Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Good 

Remarks:    One  rail  post  on  left  side  hit  and  smashed, 

Br,  No.  148-0100-0091  Berry  Creek  75,5' Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Good 

Br,  No,  148-0100-0094  Merrill  Ditch  21,7 'Concrete  Slab 

Paint  Condition:    None  needed  General  Condition:  Good 

Br,  No.  148-0100-0171  Keyser  Creek  75 ,5 'Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Good 

Remarks:    One  corner  post  has  chip  knocked  out. 


Br,  No,  148-0100-0229  Brown  Creek 

Paint  Condition:    None  needed 


96'  Concrete  T  Beam 
General  Condition:  Good 


Br,  No„  148-C'100-0235  Hensley  Creek  83^5' Steel  I  Beam 

Paint  Condition!    Fair  General  Condition:  Good 

Remarks:    Dirt  eroding  out  from  end  bent  eaps„    Two  terminal  rail  ends  on  wrong. 

Br,  No,  148-0100-0257  Coye  Irrigation  Ditch    23'  Steel  I  Beam 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks :    Some  noticable  spalls  in  the  older  concrete . 

Br.  No,  148-0100-0285  Allen  Creek  21'  Steel  I  Beam 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Drift  collected  underneath.    Several  checked  posts. 

Br.  No.  148-0100-0299  Big  Ditch  -100'  Continuous  Concrete  T  Beam 

Paint  Condition:    Good    .  .  General  Condition:  Good 

Br.  No.  148-0100-0342  Valley  Creek  -     ■    107 .6' Steel  I  Beam 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    About  15  percent  of  the  posts  have  good  size  cracks. 

Br.  No.  148-0100-0364  Big  Ditch  34'  Steel  I  Beam 

Paint  Condition:    Poor  General  Condition:  Good 

Br.  No.  148-0100-0367  Cove  Irrigation  Ditch    27'  Steel  I  Beam 

Paint  Condition:    Poor  .  General  Condition:  Good 

Br.  No,  148-0100-0384  Cove  Irrigation  Ditch    25'  Steel  I  Beam 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    General  checking  of  concrete. 

Field  Maintenance  Division  No.  501  YellOYirstone  Comity 

Br.  No.  156-0100-0015  Big  Ditch  63 .4' Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Good 

Rem^arks:    End  bent  concrete  is  checked  somewhat. 

Br.  No.  156-0100-0086  N.  P.  Railway  269'  Steel  Girder 

Paint  Condition:    Fair  General  Condition:  Fair 

Remarks:    Beam  seats  on  Bent  1  spalled  badly  at  face  of  concrete.    A  few 

scattered  spalls  on  deck.    Rockers  on  Bent  4  in  expansion  position 
at  HO^'o  • 

Br.  No„  156-0100-0091     Canyon  Greek  Irrigation      25'  Treated  Timber  Trestle 
Paint  Condition:    Fair  General  Condition:  Good 

Remarks :    Some  loose  bridging , 

Er.  No.  156-0100-0096  B.  L.  &  I.  Diteh  36=  Steel  I  Beam 

Paint  Condition:    Fair  General  Condition:  Fair 

Remarks:    Fairly  old  looking.    Left  corner  post  Bent  2  broken  off  at  base  and 
pushed  out  of  line  6",    Som.e  spalling  on  concrete  edges. 

Br.  No.  156-0100-0117    County  Road.  Beet  Dump  Separation    153'  Prestressed 

Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Br,  No.  156-0100-0117P  County  Road,  Beet  Dirmp  Separation    153'  Prestressed 

Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 
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Br.  No.  156--OIOO--OI4I  Underpass 
Paint  Conditions  Good 


General  Condition:  Good 


Br.  No.  156-0100-0141P 
Paint  Conditions  Good 

Br,  No.  156-0100-0141F 
General  Condition:  Good 

Br„  No,  156-0100-0142 
Pa5.nt  Conditions  Good 

Br.  No„  156-0100-0142P 
Paint  Condition:  Good 

Br,  No.  156-0100-0142F 
Paint  Condition:  Good 

Br.  No.  156-0100-0169 
Paint  Condition:  Good 
Remarks:    No  nameplate. 

Br.  No.  156-.0100-.0169P 
Paint  Condition:  Good 
Remarks :    No  nameplate . 

Br.  No.  156-0100-0169F 
Paint  Condition:  Good 


Underpass 
Canj'-on  Creek 
Canyon  Creek 
Canyon  Creek 
Canyon  Creek 
liogan  Sloijgh 

Hogan  Slough 

Hogan  Slough 


General  Condition: 
Underpass 


153 '  Prestressed  Concrete  Beam 
General  Condition:  Good 

153 '  Prestressed  Concrete  Beam 
General  Condition:  Good 

153'  Prestressed  Concrete  Beam 
General  Condition:  Good 

81.5'  Prestressed  Concrete  Beams 
General  Condition:  Good 


81 „ 5 'Prestressed  Concrete  Beams 
General  Condition:  Good 


81, 5' Prestressed  Concrete  Beams 
General  Condition:  Good 


Br.  No.  156--0100-0192  N.P„  R.R.&  U.S.  10  Bypass  1711'  Prestressed  Concrete  Beam-S 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Retaining  walls  spreading  out  at  junction  with  structure  2". 

Br.  No,  156-0100-0192P  N.P.  R.R.&  U.S.  10  Bypass  1711'  Prestressed  Concrete  Beams 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Retaining  walls  spreading  av/ay  from  where  it  joins  the  structure. 


Br.  NOo  156-0100-0232  Alkali  Creek 

Paint  Condition:  Fair 

Remarks:    Rockers  in  expansion  position  at  ^^..O^, 


Bitter  Creek 


130 '  Continuous  Steel  Girders 
General  Condition:  Good 


Br.  No.  156-0100-0265 
Paint  Condition:  Good 

Br.  No.  156-0100-0272 
Paint  Condition:  Fair 

Br,  No.  156-0100-0281 
Paint  Condition:  Good 

Br,  No.  156-0100-0287 
Paint  Condition:  Good 
Remarks:    Riprapped  herms  sho¥/  signs  of  deterioration, 


L.  &  I.  Ditch 


E.  L,  &  I.  Ditch 


Seven  Mile  Creek 


63'  Treated  Tiiober  Trestle 
General  Condition:  Good 

67'  Treated  Timber  Trestle 
General  Condition:  Good 

59'  Treated  Timber  Trestle 
General  Condition:  Good 

25'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  156-0100-0325 
Paint  Condition"  Good 


Twelve  Mile  Creek 


100*  Treated  Timber  Trestle 
General  Conditions  Good 


Bre  Mo.  156-0100-0347  Yellowstone  River  1022'  Steel  Girder 

Paint  Condition:    Fair  General  Conditions  Good 

Remarks s    One  nut  gone  from  rocker  pin  Bent  2„    Drift  collected  at  Pier  4. 

Rockers  at  Pier  4  and  east  end  bent  are  slightly  too  much  to  expansion 

position. 


Br,  No,  156-0100-03S1  Custer  Coulee 

Paint  Conditions  Fair 

Rem-arks:    Rail  has  a  few  chips  and  cracks, 


Br.  No.  156-0100-044.5 
Paint  Condition!  Poor 


Drainage 
N.  P.  Railway 


25'  Steel  I  Beam 
General  Condition »  Good 


24.4'  Concrete  I  Beam 
General  Condition:  Good 


268  J'  Steel  Pony  Truss 
General  Oondition:  Good 


Br.  No.  156-0100-0517 
Paint  Condition.  Fair 
Remarks:    Small  spalls  showing  up  in  various  places,    top  Pier  3  and  cT:irb  edges. 

Weather  checks  on  corner  posts  tower  span  4  and  columns  of  construction 
joint „ 

Br.  No.  156-0100-0540  Fly  Creek  125'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    A  lot  of  planking  missing  from  the  pile  bents. 


Br,  No,  156-0100-0557 
Paint  Condition:  Good 

Br.  No,  156-0100-0571 
Paint  Condition:  Good 

Br.  No,  156-0100-0596 
Paint  Condition:  Good 

Br.  No.  156-0100-0612 
Paint  Condition:  Good 

Br.  No,  156-0100-0627 
Paint  'Condition:  Good 


Sand  Creek 
Mill  Creek  .:. 
Kaiser  Creek 
Drainage 
Spring  Creek 
Automatic  Creek 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


3r.  No.  156-0100-0654 
Paint  Condition:  Fair 
Remarks:    Two  flared  ends  on  wrong, 

Br«  No.  156^0100-OSOl  Big  Horn  River 

Paint  Condition:  Fair 

Remarks:    A  few  small  spalls  on  curb  edges. 

Field  Maintenance  Division  No.  501 

Br,  No.  152-0100-0018  Irrigation  Ditch 

Paint  Condition:  Good 


106'  Steel  Girder 
General  Condition: 


Good 


Br.  No.  152-0100-0046 
Paint  Condition:  Good 


Unknown  Credc 


629'  Steel  Thru  Truss 
General  Condition:  Good 
Portals  bent  slightly. 

Treasijre  County 

38'  Treated  Timber  Trestle 

General  Condition:  Good 

133 '  Treated  Timber  Trestle 
General  Condition:  Good 
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BPo  No,  152-0100-0103 
Paint  Conditions  Good 

Br.  No,  152-"0100--0130 
PaD-nt  Condition:  Good 


Forty-FouT  Greek 


Buckingham  Coulee 


Box  Elder  Creek 


Br.  No.  152-0100-0177 

Paint  Condition:  Fair 

Remarks:    Right  rail  and  curb  shows  quite  a  swale 
5,    One  rail  split. 


Br.  No.  152-0100-0188 
Paint  Condition:  Good 

Br.  No.  152-0100-0216 
Paint  Condition:  Good 

Br.  No.  152-0100-0221 
Paint  Condition:  Good 

Br.  No.  152-0100-0226 
Paint  Condition:  Good 

Br.  No.  152-0100-0231 
Paint  Condition:  Good 

Br.  No.  152-0100-0234 
Paint  Condition:  Good 

Br.  No.  152-0100-0266 
Paint  Condition:  Fair 

Br.  No.  152-0100-0282 
Paint  Condition:  Fair 


Irrigation  Ditch 
Drainage 
Drainage 
Sarpy  Creek 
Drainage 
Drainage 
Irrigation  Ditch 
Irrigation  Ditch 


Field  Maintenance  Division  No.  501 

Br.  No.  144-0100-0039  Reservation  Creek 

Paint  Condition:  Fair 


Br.  Ho.  144-0100-0081 
Paint  Condition:  Fair 


Wyant  Coulee 


Br.  No.  144-0100-0100  Arm.ells  Creek 

Paint  Condition:    None  required 
Remarks:    Ty^o  beam  seats  on  girders  cracked  and  one  crumbled  over  Pier  2. 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

95^  Treated  Timber  Trestle 
General  Condition:  Good 
in  grade  line  at  Bent  4  and 


25'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

Roseb-ud  County 

100'  Treated  Timber  Trestle 

General  Condition:  Good 

65'  Steel  I  Beam 
General  Condition:  Good 

129'  Concrete  T  Beam 
General  Condition:  Good 


Br.  No«  144-0100^-0130 
Paint  Condition:  Poor 

Br.  No.  144-0100-0142 
Paint  Condition:  Fair 

Br.  No.  144-0100-0262 
Paint  Condition:  Fair 


Drainage 
Smith  Creek- 
Rosebud  Creek 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

89'  Steel  I  Beam 
General  Condition:  Good 

123 '  Steel  Pony  Truss 
General  Condition:  Good 
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Br.  No,  144~0100-0.2S0 
Paint  Conditions  Fair 

Br.  No.  144-0100-0337 
Paint  Condition:  Poor 

Br,  No.  144-0100 --03 65 
Paint  Condition:;  Fair 

Br.  No.  114-0100-0402 
Remarks :    Under  contract 


Butte  Creek 


Sweeney  Greek 


Coal  Creek 


Graveyard  Creek 
Let  7-19-61 


Field  Maintenance  Division  No.  502 

Br.  No.  109-0100-0061  Moon  Creek  Road  Interchange  Underpass 
Remarks s    Under  contract  -  Let  7-19-61 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

114'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

81.5'  Pre stressed  Concrete  Beams 
Custer  County 


Br.  No.  109-0100-0086    Radar  Base  Interchange 
Paint  Condition:  Good 
Remarks:    New  in  1961 

Br,  No.  109-0100-0154    U.S.  10  West  Interchange 
Paint  Condition:  Good 

Remarks:    New  1961  -  Also  Br.  No.  109-0100-0154? 

Br.  No.  109-0100-0154P  U.S.  10  West  Interchange 
Paint  Condition:  Good 


Underpass 
General  Condition; 


Good 


Underpass 

General  Condition:  Good 


Underpass 
General  Condition; 


Good 


Remarks:    No.  109-0100-0154  and  109-0100-0154P    one  struetm-'e. 

Tongue  River  290*  Riveted  Plate  Girder 


Br.  No.  109-0100-0169 

Remarks:    NeYir  1961 

Br.  No.  109-0100-0178 
Remarks:    New  1961 

Br,  No,  109-0100-0182 
Remarks:    Nev^  1961 


County  Road  Separation 
U.S.  312  (FAP  Rte.  23) 


153 ■  Pre stressed  Concrete  Beams 


158'  Prestressed  Concrete  Beams 


Br.  No.  109-0100-0187    Jr.  Grade  Separation, County  Road 

21,2* Concrete  Slab 

Remrks:    Under  contract  -  Let  4-19-61 

Br,  NOo  109-0100-0198    Jr,  Grade  Separation,  Comity  Road 

21,2' Concrete  Slab 

Remarks:    Under  contra. ct  -  Let  4-19-61 

Br,  No.  109-0100-0210  U.S.  12  -  Baker  Road  Interchange  Underpass 
Remarks:    Under  contract  -  Let  4-19-61  -  Also  Br,  No.  109-03^0-0026 

Br.  No.  109-0100-0154    194  -  West  Interchange         268'  Steel  Girder 
Remarks:    Also  Br.  No.  109-0100-0154  (Underpass) 


Br.  No,  109-0100-0162 
Paint  Condition:  Good 


N,  P.  Railway 


310.5' Steel  Plate  Girder 
General  Condition:  Good 
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Br,  No.  109-0100-0176 
Paint  Conditions  Good 


Tongue  River 


300'  Steel  Girder 
General  Condition; 


Good 


Br.  No.  109-0100 -0185  N.  P,  Railway  (City)  Underpass 

Paint  Conditions    Poor  General  Condition:  Fair 

Remarks s    Sidewalk  on  right  on  east  end  has  heaved  out  of  place.    Many  large 

cracks  in  it  and  also  in  wall  from  wallcway  to  roadway.    Slab  is  rough 
many  cracks  and  a  lot  of  asphalt  patching  has  heen  done .    One  post  up 
by  the  rail  v/allcway  has  chunk  broken  out.    Curb  along  roadway  is 
spalling  in  places. 

Br.  No.  109-0120-0224    194- (Baker  Road  Interchange)    l68'  Prestressed  Concrete 
Remarks:    Also  Br,  No.  109-0100-0210?  Beams 


Br.  No.  109-0120-0225 
Paint  Condition:  Poor 
Remarks:    No  signs „ 

Br,  No,  109-0120-0241 
Paint  Condition:  Fair 
Remarks:    No  signs. 

Br.  No.  109-0120-'3249 
Paint  Condition:  Fair 

Br.  No.  109-0120-0353 
Paint  Condition:  Good 

Br.  No.  109-0120-0360 
Paint  Condition:  Good 

Br.  No,  109-0120-0383 
Paint  Condition:  Good 

Br.  No,  109-0120-0395 
Paint  Condition:  Good 


Kircher  Creek 

Dry  Wash 

Bensley  Creek 
Meadow  Creek 
Ash  Creek 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 


Little  Cottonwood  Greek    38'  Treated  Timber  Trestle 

General  Condition:  Good 


Cottonwood  Creek 


Br,  No,  109-0120-0428  South  Fork  Smith  Creek 
Paint  Condition:  Fair 

Remarks :    Rail  scarred  up  a  little ,  '   -  -  ■ 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  109-0120-0435 
Paint  Condition:  Good 

Br.  No,  109-0120-0457 
Paint  Condition:  Good 

Br.  No,,  109-0120-0472 
Paint  Condition:  Good 

Br.  No.  109-0120-0474 
Paint  Condition:  Good 
Remarks:    Deck  expansion  plate  in  Pier  3  doesn't  have  the  required  clearance. 

There  is  3/8"  at  10°  below  0°.  Rockers  on  Bent  1  covered  with  dirt 
and  asphalt  mix. 


Smith  Creek 
Dry  Wash 
Smith  Creek 
PoYj^der  River 


95'  Treated  Timber  Trestle 
General  Condition:  Good 

57  *  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

'i>'^l>^'^'  Steel  Truss 
General  Conditions  Good 
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Br.  No.  109-0120-0506 
Paint  Gonditicn:  Good 


Rabbage  Creek 


114'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  109-0120-0511  Dry  Wash  .  .    95*  Treated  Tijiiber  Trestle  • 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Bent  1  cap  shows  movement  with  fill  pressiire..    The  cap  timber  is  tipped 
up  toward  the  right  side  of  the  roadway. 


Br.  No.  109-0120-0523 
Paint  Condition:  Good 

Br.  No.  109-0120-0531 
Paint  Condition:  Good 

Br.  No.  109-0120-0535 
Paint  Condition:  Good 

Br.  No.  109-0120-0541 
Paint  Condition:  Good 

Br.  No.  109-0120-0552 
Paint  Condition:  Good 

Br,  No.  109-0120-0566 
Paint  Condition:  Good 

Br.  No.  109-0120-0607 
Paint  Condition:  Good 


Dry  Wash 
Dry  Wash- 
Johnnie  Creek 
Dry  Wash 
Hogan  Creek 
Archdale  Creek 
Locate  Creek 


Br,  No.  109-0120-0675  South  Fork  CottonYrcod 
Paint  Condition:  Good 


76'  Treated  Timber  Trestle 

General  Condition:  Good 

95'  Treated  Timber  Trestle 

."i.   General  Condition:  Good 

76'  Treated  Timber  Trestle 

:  -     General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  I'reated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 

General  Condition:  Good 

Creek    38'  Treated  Timber  Trestle 
General  Condition:  Good 


Field  Maintenance  Division  No,  502  Fallon  County 

Br,  No,  113 --0120-0011    South  Fork  Cottonwood  Creek    38'  xTeated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 


Br,  No.  113-0120-0054 
Paint  Condition:  Good 


Cottonwood  Creek 


76^  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  113-0120-0071 
Paint  Condition:  Good 


0' Fallon  Creek 
Remrks:    Small  amo-ant  of  drift  collected  at  Pier  2. 

Hay  Creek 


199,8'  Steel  Girder 
General  Condition:  Good 


Br.  No.  113-0120-0099 
Paint  Condition:  Good 


57"  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  113-0120-0162  Sandstone  Creek  140'  Steel  Girder 

Faint  Condition:    Good  General  Condition:  Good 

Remarks:    Slight  erosion  shoY/s  on  Pier  near  low  water  line. 


Br.  No.  113-0120-0190 
Paint  Condition:  Fair 

Br,  No.  113-0120-0211 
Paint  Condition:  Good 


Sandstone  Creek 


Di'ainage 


132.9'  Steel  Girder 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 
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Br.  No.  113 »0120"-0229  Drainage 
Paint  Condit.ion:  Good 


50'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  113-0120-0256 
Paint  Condition:  Good 

Br,  No.  113-0120-0280 
Paint  Condition:  Good 


Timber  Greek 


Red  Butte  Creek 


Br.  No.  113-0120-0306  Drainage 
Paint  Condition:  Good 


75 t  Treated  Timber  Trestle 
General  Condition:  Good 

57*  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  113-0120-0341  C.M.ST.P.&P.  R.R.  159.5'  Concrete  T  Beam 

Paint  Condition:    None  Needed  General  Condition:  Good 

Remarks:  Girders  have  a  45*-*  crack  back  from  beariiig  Bent  1.  Center  span  is 
shifted  about  2"  out  of  line  with  the  second  end  spans.  Expansion 
material  is  dropping  out  at  Pier  3.    Corner  post  top  Bent  1  is  cracked. 


Br.  No.  113-0120-0342 
Paint  Condition:  Good 


Sandstone  Creek 


75'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  113-0120-0413 
Paint  Condition:  Good 


Waterhole  Creek 


57' 


Treated  Timber  Trestle 


General  Condition:  Good 


Br.  No.  113-0120-0433 
Paint  Condition:  Good 


Sand  Creek 


Field  Maintenance  Division  No.  201 
Federal  Aid  Primary  Route  2  Loop  in  Butte 
Br.  No.  147-0100-0001  U.S.  10 

Paint  Condition:  Good 

Remarks:    Same  structure  underpass  on  U.S.  10. 
good  condition. 


75'  Treated  Timber  Trestle 
General  Condition:  Good 

Silver  Boy/  County 

96'  Concrete  T  Beam 
General  Condition:  Good 
Oiled  surface  on  deck  is  in 


Br.  No.  147-0100-0002    B.A.&P.  Ry.  &  C.M.ST.P.&P.  R,R,  162^4  Steel  Girder 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Fi'ont  Street.    Some  light  cracks  across  curbs.    Oiled  stir  face  on  deck 
is  in  good  condition. 

Br,  No.  147-0100-0008  C.M.ST.P.&P.  R.R.  Underpass 

Paint  Condition:    Good  to  Fair  General  Condition:  Good 

Remarks:    Som.e  surface  cracks  and  crazing  in  abutments  and  wings.    Paint  on 
edge  and  bottom  of  girder  flanges  fair. 

Br.  No,  147-0100-0019  N.  P.  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Some  scaling  of  abutments  and  wing  surfaces.    Vertical  crack  at  south 
end  of  west  abutment.    Paint  good  except  edges  and  bottom  side  of 
flanges  Y/hieh  ranges  from  fair  to  poor.    Oiled  street  surface  under 
structure  is  good. 


-32- 


Br.  No.  147 -0100-0021  Clark  Fork  20'  Concrete  Slab  ..: 

General  Condition o  Good 

Remarks:    Harrison  Avenue,    A  few  rail  posts  have  a  comer  re-bar  exposed „ 

Cannot  see  ttoongh  this  struetuTe  as  the  west  end  v/hich  passes  between 
buildings  is  boarded  overo    Portion  visible  from  east  end  appears  good. 
Oiled  surface  over  deck  is  intact, 

Br.  No.  147-0100-0026  Blacktail  Creek  20'  Concrete  Slab 

Remarks:    This  structure  will  be  replaced  with  a  section  plate  culvert*  Grading^ 
surfacing,  etc.  contract  let  August  30,  1961, 

Br.  No,  147-0100-0027  FAI  Routes  15  and  90  Underpass 

Paint  Conditions    Good  General  Conditions  Good 

Br.  No.  147-0100-0028  FAI  Routes  15  and  90  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Field  Maintenance  Division  No,  501  Yellowstone  County 
Federal  Aid  Primary  Route  2  Loop  in  Billings 

Br.  No.  156-0100-0027  N.  P.  Railway  Underpass 

Remarks:    Not  inspected.  , 

Field  Maintencance  Division  No.  101  Fowell  County 

Federal  Aid  Primary  Route  2  PTW  Through  Deer  Lodge 

Br.  No.  131-0100-0011  Cottonwood  Creek  23'  Concrete  Slab 

General  Condition:    Good  ... 

Br.  No.  131-0100-0025          Clark  Fork  '              130'  Continuous  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Southwest  end  post  cracked.  Fo^ur  rail  posts  and  brackets  broken^ 
next  t¥/o  cracked. 

Br,  No,  131-0100-0031    FAI  Route  90-South  Interchange 

256'  Prestressed  Concrete  Beam 
Paint  Condition:    Good  General  Condition:  Good 

Remarks :    Also  #13 1-0100-0275 
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FEDERAL  AID  PRIMARY  ROUTE  3 

Field  Maintenance  Division  No.  201  Beaverhead  County 

Br.  No«  101-0910-0005  Monida  Interchange         118'  Prestressed  Concrete  Beams 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  siirface  in  good  condition.    FAS  Rte,  509  ~  #509-01-0001 

Br,  No.  101-0910-0015          U,  P.  R.  R.  280.5' Prestressed  Concrete  Beams 

Paint  Condition:    Good  .  ^         General  Condition:  Good 
Remarks:    Oiled  surface  on  deck  is  good, 

Br.  No.  101-0910-0147          U.  P.  R,  R.  450'  Steel  Plate  Girder 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    Oiled  surface  on  deck  is  good. 

Br,  No.  101-0910-0151       '  Lima  Interchange  '  118'  Prestressed  Concrete  Beams 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  sirrface  on  deck  is  good.  Vertical  clearance  above  roadway 
under  interchange:  15' 

Br.  No.  101-0910-0232  Big  Sheep  Creek         -     21.5'  Concrete  Slab 

General  Condition:  Good 

Remarks:    Some  light  cracks  in  rails  and  over  curb  drains.    North  abutment  eroded 
at  water  line.    Oiled  surface  on  deck  is  good, 

Br.  No.  101-0930-0310  Drainage  ■     21.5'  Concrete  Slab 

General  Condition:  Good 

Remarks:  North  abutment  eroding  at  water  line.  Top  surface  of  both  west  wing 
walls,  especially  the  northwest  wing,  are  deteriorating.  Oiled  sur- 
face on  deck  is  good^ 

Br.  No.  101-0910-0383  Red  Rock  River  143'  Prestressed  Concrete  Beams 

Remarks:    Under  construction  -  Let  3-22-61 

Br,  No.  101-0910-0386  County  Road  Separation    107'  Prestressed  Concrete  Beam 

Remarks:    Under  construction  -  Let  3-22-61 

Br.  No.  101-0910-0443    FAS  Rte.  324-Iiorse  Prairie  Interchange 

Underpass 

Remarks:    FAS  Rte,  #324-01-0001    Under  construction  -  Let  3 ""22-61 

Br.  No.  101-0910-0448  Beaverhead  River  173'  Prestressed  Concrete  Beam 

Remarks:    Under  construction  -  Let  3-22-61 

Br.  No,  101-0910-0536  Grasshopper  Creek  31'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:  Flex  beam  rail  which  replaced  damaged  Y/est  side  concrete  rail,  is  in 
good  condition.    Oiled  sux'face  on  deck  is  in  good  condition. 

Br.  No.  101-0910-0608  Beaverhead  River  139.5'  Continuous  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks :    One  end  post  bridge  marker  is  gone .  Oil  mat  on  deck  is  good .  Some 
light  curb  cracks  over  drains. 
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Br.  No.  101-0910-0613  U.P.  R.R.  Overpass         14-3'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    West  end  of  north  curb  cracked.    Spans  have  shifted  laterally  with 
respect  to  each  other.    Shift  at  east  track  bent  is  approximately 
3/4-"  and  at  west  track  bent  2" .    Girder  haunches  at  west  bent  are 
cracked  and  two  at  the  east  bent.    Rockers  in  expansion  position. 
Oiled  surface  on  deck  is  in  good  condition. 

Br.  No.  101-0910-0614  Poindexter  Slough  77'  Concrete  T  Beam 

General  Condition:      Good  ,r,  :-.>•  ■ 

Remarks:    Southwest  end  post  cracked,    A  few  curb  cracks  over  drains.  Oiled 
surface  on  deck  is  good. 

Br.  No.  101-0910-0662  Beaverhead  River  149.5'  Continuous  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    No  oiled  surface  on  deck.    Concrete  surface  in  good  condition.  Grouted 
riprap  is  being  undercut  and  breaking  up, 

Br.  No,  101-0910-0698  Irrigation  Canal  29'  Concrete  T  Beam  . 

General  Condition:  Good 

Remarks:    Oiled  surface  in  good  condition.  ■  ■  ■■  ■ 

Br.  No.  101-0910-0707  Fry  Pan  Creek  66'  Concrete  T  Beam 

General  Condition:  Fair 

Remarks:    Bent  4  (north)  has  cracked  across  the  haunches,  both  sides ,  at  height 
of  beam  bottom.    Right  end  post  is  also  cracked.    Settlement  of  Bent  2, 
approximately?-  2",  has  opened  up  joint  at  Bent  3  and  joint  material  is 
gone.    Hole  in  oil  mat  near  center  of  northeast  end  post  where  dr3.inage 
from  bridge  runs  domi  behind  the  baclairall. 

Br.  No.  101-0910-0880  Big  Hole  River  237.7'  Steel  Truss 

Paint  Condition:    Fair  to  Poor  General  Condition:  Good 

Remarks:    Cujbs  deteriorating ^especially  the  north  side,  exposing  re-steel. 

Truss  span  rockers  are  in  the  extreme  expansion  position  against 
the  anchor  bolt  nuts.    Deck  surface  is  spalling.    Rough  or  pot  hole 
areas  have  been  oil  patched,    A  few  truss  members  are  traffic  scarred. 

Field  Maintenance  Division  No,  201  '       Silver  Bo¥;  County 

Br.  No,  147-0910-0281     FAS  Route  4-23 -Victor  Interchange  Underpass 
Paint  Condition:    Good  •     General  Condition:  Good 

Remarks:    0281  and  0281P  are  one  structure. 

Br.  No.  147-0910-0281P    FAS  Route  423 -Victor  Interchange  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    0281  and  0281P  are  one  structure.  . 

Br.  No.  147-0910-0289    B.A.&P.  Ry.,C.M.ST.P.&P..  R.R.,  N.P.  Ry.  &  Clark  Fork 

613.5'  Steel  Girder 
Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  147-0910-O289P  B.A.&P.  Ry.,C.M,ST.P.&P,  R.R.,  N.P.  Ry.  &  Clark  Fork 

598.5'  Steel  Qirder 
Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  1/^7-0910-0295  U.  S.  10 

Paint  Condition:  Good 

Remarks:    See  FAP  Rte  2  #147-0100-0084 


Underpass 

General  Condition:  Good 


Br.  No.  147-0910-0368  Truck  Road  147.5'  Concrete  T  Beam 

Remarks:    Bent  5,  north  column  corner,  hit  by  trucks  and  vertical  re-bar  is 

exposed.    North  column  of  Bent  4  has  some  light  cracks  below  the  haunches 
and  is  bound  with  3/4"  x  3"  steel  clamps.    One  crack  in  east  span. 
South  side  rail  posts  cracked.    Repaired  ¥/-ith  grader  blades  placed  on 
each  side  of  break  and  bolted  together.    Some  spalling  of  deck  surface 
and  deterioration  of  curbs  and  rail. 

Br.  No.  147-0910-0372  N.  P.  Railway  '     157'  Steel  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Tops  of  southeast  and  northwest  end  posts  deteriorating,  also  top 
and  sides  of  curb  and  TOlk,    Underside  of  deck  is  good.'    Oiled  surface  on  deck 
is  good.    East  bent  rockers  are  in  the  expansion  position. 

Br.  No.  147-0910-0373  "        Clark  Fork  ^    158'  Treated  Timber  Trestle 

General  Condition:  Good 

Remarks:    Corbs  and  Y/alks  deteriorating,  especially  the  north  side.    In  the  center 
span  the  sixth  stringer  from  the  north  has  a  diagonal  crack  across  the 
base  that  extends  up  the  side  about  4" .    This  stringer  was  previously 
reported.    Underside  of  deck  and  stringers  look  good.    Oiled  surface 
on  deck  is  in  good  condition. 

Br.  No.  147-0910-0374  N,  P.  Railway    .  145'  Continuous  Steel  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    At  southeast  bearing  plate  surface  and  end  of  seat  is  deteriorating 
due  to  weathering.    Curb  faces,  south  side  curb  and  deck  edge  and 
tops  of  tovirer  span  rail  and  end  posts  are  also  deteriorating.  West 
rockers  are  in  tfe  expansion  position.    Oiled  suirface  on  deck  is  in 
.  good  condition.    Underside  of  deck  and  beams  look  good, 

Br.  No.  147-0910-0381  G.  N.  Railway  '    125.8'  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Underside  of  deck  and  girders  look  good.    Concrete  deck  shows  light 
surface  v/ear  and  is  in  good  condition. 

Br.  No,  147-0910-0382  Drainage  25'  Concrete  T  Beam 

General  Condition:    Good  •  ■  ■. 

Remarks:    Oiled  surface  on  deck  is  in  good  condition.    Slight  traffic  scar  on 
end  post  and  crack  in  curb,  ....... 

Field  Maintenance  Division  No,  201  '    ■   ■     Jefferson  Comity 

Br,  No,  122^-0910-0088  Bison  Creek  31'  Steel  I  Beam 

Paint  Condition:    Fair  to  Poor  General  Condition:  Good 

Remarks:    East  edge  of  curb  and  tops  of  wing  walls  and  deck  edge  deteriorating. 

Vertical  crack  in  south  abutment  and  one  at  junction  with  wing  wall. 

Oiled  SLirface  on  deck  is  in  good  condition. 
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Br,  No.  122-0910-0123  Bison  Creek  81'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Hairline  cracks  in  girders  and  diaphragms ,  Honeycomb  area,  v/est  coluinn 
of  north  stream  bent  eroded  to  re-steel„    Oiled  surface  on  deck  is 
in  good  condition, 

Br.  No,  122-0910-013.5  Bison  Creek  98,8'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    End  post;,  rail^  and  curbs  are  deteriorating.    East  side  cuTb  is  chip- 
ping out  at  joints.    Advanced  crazing  of  Pier  2  cap  ends.    Oiled  surface 
on  deck  is  in  good  condition. 

Br.  No.  122-0910-0144  Bison  Creek  31'  Concrete  T  Beam  ' 

General  Condition:  Good 

Remarks:    Tops  of  wing  walls  are  deteriorating^  also  curbs  and  the  re-steel  is 

exposed  on  the  south  curb.    Southeast  wing  cracked  at  abutment,  northwest 
wing  cracked  and  a  large  piece  is  ready  to  spall  off.    Oiled  surface 
on  deck  is  in  good  condition. 

Br.  No.  122-0910-0168  G.  N.  Railway  Underpass 

Paint  Condition:  Good 

Remarks:    Paint  is  generally  good.    On  bottom  flanges  the  paint  is  fair.  Two 
anchor  bolts  on  inside  of  girder  shoe  heaved  up. 

Br,  No.  122-0910-0179  Boulder  River  43'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    South  deck  edge  of  east  span  heavily  deteriorated,  also  top  and  face 
of  north  curb  to  a  lesser  degree.    Cracks  in  curbs  over  drains. 
Wing  wall  tops  deteriorating.    Oiled  sujrface  on  deck  in  good  condition. 

Br.  No.  122-0910-0188  Red  Rock  Creek  21.5'  Concrete  Slab 

General  Condition:  Good 

Remarks:    Light  deterioration  of  south  edge  of  deck  and  tops  of  wing  walls. 

East  abutment  eroding  at  water  line .    Oiled  surface  on  deck  in  good 
condition. 

Br.  No.  122-0910-0221  Basin  Creek  23 .3 'Concrete  Slab 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  in  good  condition. 

Br.  No.  122-0910-0231  Cataract  Creek  79'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    CuTbs  are  deteriorating^  especially  north  face  of  the  north  curb,  also 
the  south  exterior  curb  face  and  deck  edge.    Pier  copings  crazina  and 
cracking  on  top  and  end  s-uTfaces„    Oiled  surface  on  deck  in  good  condition. 

Br.  No.  122-0910-0247  G.  N.  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 


Br.  No,  122-0910-0248  Boulder  River  I4S.S'  Concrete  T  Beam 

General  Condition:    Good  .  ' 

Remarks:    Curb  ends  disintegrating.    Inside  face  of  v/est  curb  and  e^st  outside 
face  of  cuTb  and  deck  edge  is  heavily  deteriorated,    '^op  'and  south 
end  of  Bent  3  cap  surfaces  deteriorating.    South  exterior  girders 
are  chipping  at  joint  over  Bent  2.    Some  cracking  of  girder  haunches 


at  Bent  3,    Underside  of  deck  and  girders  look  good.    Deck  siirface 
has  been  oil  patched  over  spalled  areas.    Oiled  surface  wearing  off 
and  except  for  a  few  pot  holes,  deck  is  in  good  condition.  Expansion 
side  of  Bent  3  covered  with  sand  falling  through  deck  Joint. 

Br.  No.  122-0910-0266  Boulder  River  137.5'  Concrete  T  Beam 

Remarks:    Face  of  north  curb  and  south  edge  of  deck  are  deteriorating.  At 

east  end  of  Span  2,  Bent  3^  there  are  som.e  cracks  in  the  girder 
. '■;  ■  haunches .    At  Bent  4,  edge  of  wall  deteriorating  exposing  re-steel. 
;;-  •  Underside  of  deck  and  girders  look  good.    Oiled  siirface  on  deck  in 

good  condition. 

Br.  No.  122-0910-0471  Prlckley  Pear  Creek       31'  Concrete  T  Beam 

General  Condition:  Good 

Remarks :    Some  disintegration  of  concrete  of  north  abutment  and  one  wing  wall 

at  water  line.    Approximately  1"  deep.    Some  light  cracks  in  exterior 
girders  and  south  abutment  at  girder  haunch  line.    Oiled  surface 
on  deck  in  good  condition. 

Br.  No.  122-0910-053 4-    G,  N.  Railway  &  Prickley  Pear  Creek 
General  Condition:    Good  244. 5'  Concrete  T  Beam 

Remarks:    Top  of  northeast  end  post  broken  and  top  rail  hanging  over  side. 

One  east  side  lower  rail^  second  span  from,  north^  broken  out  and  hanging 
over  side  of  bridge.    At  south  end  bent  there  are  heavy  cracks  across 
faces  of  both  haunches  that  extend  up  in  to  cross  beam.    There  are 
several  areas  of  light  cracking  in  columns  and  hauncheSj  heavier 
cracking  amd  some  spalllng  of  rails.    Some  disintegration  of  outside 
edge  of  deck  due  to  weathering.    Oil  mat  on  deck  in  good  condition 
...         and  does  not  indicate  any  recent  settlement  of  south  end  spans  of 
structure , 

Field  Maintenance  Division  No.  301  Lev/is  and  Clark  County 

Br.  No.  125-0910-0020     U.S.  12-Cclonial  Club  Interchange  Underpass 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    New  in  1961.  FAP  Route  8   #125-0120-0178 „ 


Br.  No.  125-0910-0020P  U.S. 
Paint  Condition:  Good 
Rem.arks:    Ne?7  in  1961 


12 -Colonial  Club  Interchange  Underpass 

General  Condition: 
#0020  and  0020P  are  one  structure. 


Good 


Br.  No.  125««0910~0021 
Paint  Condition:  Good 
Remarks:    Neif  in  1961. 


U.S.  12~Colonial  Club  Interchange  Underpass 

General  Condition: 
FAP    Rte,  8  #125-0120-017 8P, 


Good 


Br.  No.  125-0910-O021P    U.S,  12-Golonial  Club  Interchange  Underpass 


Paint  Condition:  Good 


General  Condition:  Good 


Remarks:    New  in  1961.    #0021  and  002!?  are  one  structAn-e. 


Br.  No.  125-0910-0028 

Paint  Condition:  Good 
Remarks:    New  in  1961, 


G.N.  Ry.,N.P,Ry.,&  Boulder  Avenue 

797.5'  Riveted  Plate  Girder 
General  Condition:  Good 
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Br.  No,  125""0910-»0028P    G.N.  Ry.,  N.P,  Ry.,  &  Bou3_der  Avenue     ■■  '  -  .  . 

809 »7'  Riveted  Plate  Girder 
General  Condition:  Good 


Paint  Condition:  Good 
Remarks:    Nevf  in  1961 

Br.  No.  125~0910--0034 
General  Condition:  Good 
Remarks:    Under  contract 

Br.  No.  125-0910-003 4P 
Remarks:    Under  contract 

Br.  No.  125-0910-0041 
Remarks:    Under  contract 

Br.  No.  12 5 -0910 -0041? 
Remarks:    Under  contract 

Br.  No,  12^-0910-0071 

Remarks:    Under  contract 

Br.  No.  125-0910~0071P 

Remarks:    Under  contract 


Cedar  St,  Interchange  Underpass 
Let  5-24-61 

Cedar  St.  Interchange  Underpass 

Let  5-24-61  -  #125-0910-0034  same  bridge 

York  Road  Separation     Underpass  : 
let  5-24-61  -  FAS  280  -  #280-25-0004 

York  Road  Separation  Underpass 

Let  5-24-61  -  #107-0910-0041  Same  bridge 

County  Ftoad  Separation    118'  Prestressed  Concrete 

Beams 

Let  12-20-61        ■  •  , 

County  Road  Separation    118'  Prestressed  Concrete 

Beams 

Let  12-20-61  •  .  . 


Br.  No,  125-0910-0101    Lincoln  Road  Interchange -FAS  274  Undei-pass 
Remarks:    Under  contract  -  Let  12-20-61    -    FAS  Rte.  274  #274-20-0001 


Er.  No.  125-0910~0101P  Lincoln  Road  Interchange -FAS  274  Underpass 
Remarks:    #125-0910-0101  and  125-0910-OlOlP  are  one  struct-or-e . 

Br.  No.  125-0910-0046  Go  N„  Railway  83'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Shoulder  fill:  at  northvrest  walk  end,  ¥/hleh  has  slo-ughed  out  for  1.5' 
in  from  rail  needs  to  be  replaced.    Southeast  end  reflector  is  gone. 
Bolsters  have  been  placed  under  south  end  diaphragms  of  Span  2^  as 
girder  haunches  failed.    West  diaphragm  sur'face  adjacent  to  exterior 
girder  las  flaked  off  2  l/2'  long^  1  l/2'  high  and  into  re-steel 
above  the  outer  bolster.    A  few  minor  cracks  in  girders  and  back 
walls „    Concrete  deck  surface  in  good  condition. 

Br.  No.  125-0910-0048  N„  P.  Railway  119'  Concrete  T  Bea.m 

General  Condition:  Good 

Remarks:    Fills  at  both  south  and  northwest  sidewalk  ends  sloijghing  out  and  should 
be  refilled.    Cracks  in  both  colimms  to  baetaYall  haimches  of  the  north 
bent.    Yertieal  cracks  vdiere  exterior  girders  meet  the  backwall^  both 
end  bents.    Both  collision  struts  have  vertical  cracks  at  column 
junction.    East  side  intermediate  bent  columns  lightly  cracked  at 
both  strut  junctui'es.       Minor  crack  in  the  haunches  of  one  girder 
of  the  center  span.    Concrete  deck  surface  v/earing  to  coarse  aggregate 
in  scattered  areas^  but  in  good  condition. 

Br.  No.  125-0910-0068     Helena  Valley  Canal  23^1'  Steel  &  Concrete 

Paint  Condition.:    Good  General  Condition:  Good 


Br,  No.  125-0910-0074  Ten  Mile  Greek  67'  Concrete  T  Beam 

General  Conditions  Good 

Remarks;    At  tlie  center  pier  there  are  heavy  cracks  in  many  of  the  girder  haunches 
of  both  spans.    Cracks  extend  from  center  of  bearing  plates  up  and 
into  Joint  between  deck  spans.    Cracks  are  all  old. 

Br,  No,  125-0910-0209    Gates  of  Mountain  Interchange 

118'  Prestressed  Concrete  Beam. 

Remarks  I    Under  contract  -  Let  6-14-61 

Br.  No.  125-0910-0209P  Gates  of  Mountain  Interchange 

118'  Prestressed  Concrete  Beam 

Remarks:    Under  contract  -  Let  6-14-61 

Br,  No.  125-0910-0283  Sieben  Interchange        133'  Prestressed  Concrete  Beam 

Remarks:    Under  contract  -  Let  10-25-61 

Br.  No.  125-093-0~0283P         Sieben  Intereha-nge         133'  Prestressed  Concrete  Beam 
Remarks:    Under  contract  -  Let  10-25-61 

Br.  No.  125-0910-0294F     Little  PrickJy    Pear  Creek  -  On  Frontage  Road 

63.1'  Treated  Timber  Trestle 

Remarks:    Under  contract  -  Let  10-25-61 

Br.  No,  125-0910-0365  Sheep  Creek  63.2'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Some  spalling  of  concrete  on  edge  of  deck  overhang  haunch  north  span 
eastside  at  joint  between  spans.    Outside  edge  of  deck  spalling  for 
one  rail  panel  length  on  west  side„    Oiled  smr-face  on  deck  in  good 
condition, 

Br.  No.  125-0910-0422  Missouri  River  472.6 'Continuous  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks :    At  the  north  bent  there  is  some  disintegration  of  the  concrete  aromid 
the  side  and  edges  of  the  cap.    Deck  contraction  device  over  first 
pier  from  north  is  loose  and  noisy  under  traffic.    Pier  scouring  at 
,     water  line.    Surface  checks  in  deck  slab^  but  in  good  condition. 
•  . .  .  Paint  is  generally  good^  except  on  face  plates  of  bent  and  pier  truss 

batter  col'jtnris 

Br.  No.  125-0910-0477  Wagner  Creek  39.3'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Hairline  cracks  in  girders.    Oiled  surface  on  deck  in  good  condition. 

Br.  No.  125-0910-0501  Stickney  Creek  92'  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    A  few  hairline  cracks^  west  girder  over  bearings.    Three  small  holes 
in  oil  mat  at  deck  ends  and  at  face  of  curbs  Ydiere  drainage  runs 
■■■■■    down  behind  the  baclcwalls.    Concrete  deck  surface  in  good  condition. 

Field  Maintenance  Division  No.  301  Cascade  County 

Br.  No.  107-0910-0049  Novak  Creek  43'  Concrete  T  Beajn 

General  Condition:  Good 

Remarks:    Sorne  slight  disintegration  of  concrete  surface  of  Bent  2  cross  beams 

.  .  ends  due  to  weathering.    Oiled  surface  on  deck  in  good  condition. 


Er.  No,  107-0910-0064     Missouri  River  &  G.  N.  Ry.    54-6.2'  Steel  Truss 
Paint  Condition e    Good  General  Condition:  Good 

Remarks:    Paint  generally  good.    There  are  a  number  of  scattered  rust  spots. 

Especially  on  the  truss  batter  eolujnn  face  plates.    Light  rail  damage 
both  sides.    One  portal  slightly  damaged  and  a  nmiber  of  intermediate 
SYiray  braces  have  been  scraped.      One  comer  post  damaged.  Concrete 
deck  surface  in  good  condition. 


Br.  No.  107-0910-0071  P-ryetter  Creek 

General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  in  good  condition, 

Br,  No.  107-0910~008S  ?Iardy  Creek 

General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  in  good  condition. 


79.2'  Concrete  T  Beam 


96,3'  Concrete  T  Beam 


Br.  No.  107-0910-0101 
Paint  Condition:  Good 
Remarks:    New  in  1961 


Tingtinger  Interchange  133'  Prestressed  Concrete  Beam 

General  Condition:  Good 


Br.  No,  107-0910-0122 
Paint  Condition:  Good 
Remarks:    New  in  1961 


Frontage  Road  Separation    82'  Prestressed  Concrete  Beam 

General  Condition:  Good 


Br.  No.  107-0910-0155 
Paint  Condition:  Good 


South  Cascade  Interchange  138'  Prestressed  Concrete  Beam 

General  Condition:  Good 


Remarks:    New  1961  ~  Roadway  under  construction, 

Br.  No.  107-0910-0170    North  Cascade  Interchange    123'  Prestressed  Concrete  Beam 


Paint  Condition:  Good 
Remarks:    New  1961 


General  Condition:  Good 


Br,  No.  107-0910-0237 
Paint  Condition:  Good 

Br.  No.  107-0910~0237P 
Paint  Condition:  Good 


Little  Muddy  Creek 
Little  Muddy  Creek 


100'  Continuous  Concrete  T  Beam 
General  Condition:  Good 

100'  Continuous  Concrete  T  Beam 
General  Condition:  Good 


Br.  No,  107-0910-0315 
Paint  Condition:  Good 


Ulm  Interchange 


130'  Continuous  Concrete  T  Beam 
General  Condition:  Good 


Remarks:    Exterior  beam  west  side  and  the  next  beam  in  have  been  chipped  above 
the  center  of  the  traffic  lane  into  Ulm.  (high  side).    No  clearances 
marked  on  structuTe, 


Br.  No.  107-0910-0405 
Paint  Condition:  Good 


G,  N,  Railway 
S'on  River 


174'  Continuous  Steel  Girder 
General  Condition:  Good 


Br.  No,  107-0910-0409  S'un  River  396.1'  Steel  Truss 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Some  spall ing  of  concrete  deck  of  main  span.    Oiled  surface  wearing 
off.    Concrete  curb  shows  some  wear,    A  line  of  reinforcing  steel 
is  exposed  in  two  places.    Southwest  term.inal  section  of  metal  rail 
damaged „ 


Br,  No,  107-0910-0416  G.  N,  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No,  107 -0910 -O4B9    County  Road -Manchester  Interchange 

108'  Prestressed  Concrete  Beam 
Paint  Condition:    Good  -   General  Condition:  Good 

Bro  No.  107-0910-04.89P  Comty  Road -Manchester  Interchange 

-     .  108'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  -      -■    ■       -      General  Condition:  Good 

Br.  No.  107-0910-0530      115-Vaughn  Interchange       219'  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    FAP  Route  21  -  #150-0910-0001 

Br.  No.  107-0890-0532    C.M.ST.P.&P.R.R.,^^  G.N.  Ry,  138'  Concrete  T  Beam 
General  Condition:  Good 

Br.  No.  107-0890-0534  Muddy  Greek      "  146'  Concrete  Girder 

General  Condition:  Good 

Br.  No.  107-0890-0615  Mill  Coulee  Creek  76'  Treated  Timber  'Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Three  broken  sway  braces.    Bridge  signs  need  repainting, 

Br.  No.  107-0890-0636  Mill  Coulee  Creek  76'  Treated  Timber  Trestle  ' 

Paint  Condition:    Poor  General  Condition:  Good 
Remarks:    Bridge  signs  need  repainting. 

Br.  No.  107-0890-0671  Ashuelot  Canal    .  25'  Treated  Timber  Trestle 

Paint  Condition:    Poor  ~  General  Condition:  Good 

Remarks:    Bridge  signs  need  repainting, 

Br,  No.  107-0890-0710     Greenfields  South  Canal      60'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    New  19 61 

Field  Maintenance  Division  No.  301  Teton  County 

Br.  No.  150-0890-0008  L-rigation  Canal  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    Paint  good  except  for  poor  paint  on  some  west  side  rail  posts.  One 
rail  end  shattered. 

Br.  No,  150-0890-0193  Teton  River  189.7'  Steel  Pony  Truss 

Paint  Condition:    Good  General  Condition:    Good  ■ 

Br.  No.  150-0890-0303  Drainage  20'  Concrete  Slab 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    This  structure  widened  with  treated  timber  and  a  new  corru^jated  m.etal 
rail  with  8"x8"  tljnber  posts, 

Br,  No.  150-0890-0333  Foster  Creek  45'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Bridge  signs  need  repainting. 


Br,  No,  150-0890-0354  Big  Muddy  Creek  285'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Conditions  Good 

Remarks :    Third  spand  from  south^  a  broken  stringer  in  center  of  span  has  been 
reinforced  with  a  new  stringer  set  in  along  side.    Stringers  throLigh- 
out  the  length  of  the  bridge  have  been' tightened  up  with  shingle 
wedges  driven  in  at  top  of  caps 


Br,  No,,  150-0890-03  7  5  Jones  Coulee 

Paint  Condition:  Poor 

Remarks:    Piling  checked  and  found  to  be  sounds 


57'  Treated  Timber  Trestle 
General  Condition:  Good 
No  bridge  signs. 


Br.  No„  150-0890-0389  Drainage 
Paint  Condition:  Poor 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No,  150-0890-0395  Drainage 
Paint  Condition:  Poor 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  150-0890-0400 
Paint  Condition:  Poor 


Bynum  Canal 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  150-0890-0429 
Paint  Condition:  Good 


Farmers  Coulee 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  150-0890-0450 


38'  Treated  Timber  Trestle 
General  Condition:  Fair 


Walenstein  Coulee 
Paint  Condition:    Good  to  Fair 
Remarks:    Due  to  settlement  of  north  bent  a  doiible  6"xl8"  cap  has  been  set  in 
along  side  of  the    old  cap  and  short  lengths  of  pile  set  on  6"xl8" 
timber  sills  are  used  for  shores. 


Field  Maintenance  Division  No.  301 


Br.  No.  137-0890-0003 
Paint  Condition:  Poor 


Hines  Coulee 


Pondera  Co'onty 

114'  Treated  Timber  Trestle 

General  Condition:  Good 


Br.  No.  137-0890-0025 
Paint  Condition:  Poor 

Br.  No,  137-0890-0027 
Paint  Condition:  Fair 


Dry  Fork  Marias  River    57'  Treated  Timber  Trestle 

General  Condition:  Good 

Dry  Fork  Marias  River    75'  Treated  Timber  Trestle 

General  Condition:  Good 


Br.  No.  137-0890-0052 
Paint  Condition:  Poor 


Matchette  Coulee 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  137-0890-0072 
Paint  Condition:  Poor 


DupuA?-er  Greek 


190'  Untreated  T:imber  Trestle 
General  Condition:  Fair 


Remarks:    Four  bent  caps  have  been  replaced  and  are  bolted  to  piles  with  grader 

blade  sections.    Three  pile  stubs  have  been  set  in  at  various  locations 
and  have  concrete  footings  enclosed  in  oil  barrel  forms.    At  the  south 
bent  J  east  side,  a  6"xl8"  timber  cap  bridging  foi;ir  stringers  has  been 
set  against  the  old  cap  and  two  pile  stubs  are  used  for  shores.  The 
north  end  bent  has  also  been  repaired.    Oil  mat  on  deck  is  In  good 
condition,  , . 


Br.  No,  137-0890-0076  DupU5?-er  Creek  Overflow  57'  Untreated  Timber  Trestle 
Paint  Condition:    Poor  General  Condition:  Good 

Renarks:    Both  end  bents  have  been  reinforced  i^ith  new  bents  with  12"xl2" 

treated  timber  caps  and  treated  pile  stubs  set  on  6"xl8"  treated 

timber  sills. 
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Br.  No.  137--0890~0078  Sheep  Creek  57'  Untreated  Timber  Trestle 

Paint  Condition:    Fair  General  Conditions  Good 

Remarks:    Third  bent  from  south  has  been  sT?/ay  braced  and  a  nevif  12"xl2"  cap 
has  replaced  the  eld  cap.    The  north  end  bent  has  been  reinforced 
with  a  nev/  bent  Yirith  a  12"xl2"  cap  and  pile  stubs  set  on  6"xl8" 
timber  sills.    6"xl8"  timber  used  for  backing  plank.    All  replacement 
timber  is  treated, 

Br.  No.  13 7 -0890 "0107  Valier  Canal  57'  Untreated  Tmber  Trestle 

Paint  Condition:    Fair  to  Poor  General  Condition:  Fair 

Remarks:    Piling  and  backing  plank  of  south  end  bent  replaced.    Bent  north  side 
of  canal  has  two  treated  piles  set  in  along  side  the  old  piles  on 
the  west  side  and  are  set  in  concrete  footings „    The  north  end  bent 
has  been  reinforced  with  a  new  bent^  with  12"xl2"  cap  and  treated 
pile  stubs  set  on  a  6"xl8"  timber  sill^  with  6"xl8"  timber  backing 
plank , 

Br,  No.  137-0890-0128  Oartwright  Coulee  38-  Untreated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    End  bents  reinforced  with  new  treated  timber  bents  consisting  of  12"xl2 
caps  and  pile  stubs  set  on  6"xlS"  timber  sills. 

Br.  No,  137-0890-0171  Birch  Creek  175'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Br,  No.  137-0890-0191  Blacktail  Creek  53'  Steel  I  Beam 

Paint  Condition:    Steel  Paint  Good  -  Rail  Poor       General  Condition:  Good 
Remarks:    At  north  end  bent  the  fill  is  sloughing  out  from  behind  the  cross- 
beam at  the  jmction  with  the  haunch.    The  opening  is  about  one 
foot  square  and  extends  up  two  feet  from  base  of  beam. 

Br.  No.  137-0890-0197  Badger  Fisher  Canal       39'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Field  Maintenance  Division  No.  301  Glacier  Coijnty 

Br.  No.  118-0890-0073  Agency  Greek  31'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    East  curb  scraped  and  a  fevir  re-bai'S  are  exposed  at  ends  and  center, 

Br.  No.  118-0890-0075     Badger  Creek  Overflow         63'  Steel  I  Beam 
Paint  Condition:    Steel-Good^ Rail-East-Good ^  West-Poor. 
General  Condition:  Good 

Br.  No.  118-0890-0076  Badger  Greek    '  129,8'  Steel  Pony  Truss 

Paint  Condition:    Steel-Good j,  Timber  Rail-West-Good;,  East-Poor 
General  Condition:  Good 

Remarks:    Roekers  on  expansion  slde^  and  steel  is  butted  against  back  wall. 

Cracks  in  wall  near  junction  with  wings ^  hairline  crack  in  center  of 
...  I-    :  wall.    Expansion  rockers  partially  covered  with  gravel.    Should  be 
•'J    .   cleaned  off.    North  end  bent  has  been  reinforced  with  a  new  treated 

timber  bent  consisting  of  a  12"xl2"  cap  and  pile  stubs  set  on  a  6"xl8" 
timber  sill, 

Br,  No.  118-0890-0128  Two  Medicine  Creek         26^'  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 


44" 


BPo  Mo.  118-0390-013.5  Two  Medicine  Canal         50'  Treated  Timber  Trestle 

Paint  Condition:    Good  to  Fair  General  Conditions  Good 


Br.  NOo  118-0890-0380       Drainage  (Lake  Creek)       42'  Concrete  Arch 
General  Condition:  Good 

Remarks:    Part  of  rail  coping  on  each  side  is  gone  and  one  rail  end  has  been 
knocked  off. 

Br.  No,  118-0890-0384     South  Fork  Cut  Bank  Creek    53'  Concrete  Arch 
General  Condition:  Fair 

Remarks;    Concrete  coping  section  top  of  both  rails  is  gone^,  otherwise,  masonry- 
rail  is  good.    Due  to  ice  and  snow  could  not  check  erosion  at  arch 
water  line . 

Br.  No,  118-0890-0427     North  Fork  Cut  Bank  Creek    120'  Steel  Truss 
Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    QD.e  section  of  metal  rail  has  been  pushed  out  but  not  broken. 
Rockers  on  expansion  side, 

Br.  No.  118-0890-0465  Drainage  .48'  Concrete  Arch 

General  Conditions  Good 

Remarks:    Mortar  out  of  some  joints  of  masonry  rail, 

Br.  No.  118-0890-0642  St.  Mary's  River  312'  Continuous  Steel  Girder 

Paint  Condition:    Good  .       General  Condition:  Good 

Br.  No.  118-0890-0695  Kennedy  Creek  121,5-  Prestressed  Concrete 

Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    New  1961 

Field  Maintenance  Division  No,  301  Cascade  Comity 

Federal  Aid  Primary  Route  3  Spur  in  Great  Falls 

Br.  No.  107-0910-0009        Missouri  River-G.N,  Ry.  2092.8  Steel  Girder 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    FAP  Rte.  41  -  Br,  No.  107-0875-0047.    Deck  surface  in  good  condition. 

Federal  Aid  Primary  Route  3  Old  FW 

Br.  No.  107-0910-0235  Little  Muddy  Creek        74^4  Steel  I  Beam 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Some  spalling  of  concrete  below  a  few  beams  on  the  faces  of  the  bent 
caps^  also  on  the  west  side  haunch  of  one  bent  cap. 

Br.  No.  107-0910-0308  Muddy  Creek  Slough        33'  Steel  I  Beam 

Paint  Condition:    Good  to  Fair  General  Condition:  Good 

Remarks:    West  side  rail  has  been  hit  forcing  entire  rail  slightly  to  south^ 
splitting  posts  and  rail  ends. 
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Field  A'laintenance  Division  No.  501  Carbon  GoTinty 

Br,  No„  105-3100-0005          U.S.R„S.  Frannie  Canal    57'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Conditions  Good 

Remarks     End  spans  so  close  to  groimd  they  are  hard  to  see^  but  look  okay, 

Br,  No,  105-3100-0042          Sage  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 


Br,  No,  105-3100-0121  C.B.  &  Q.  Ry.    ■•  142,2'  Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Good 

Remarks:    Two  small  honeycomb  spots  (16  and  36  sq.  in,)  on  bottom  strut  Bent  4 

3r=  NOo  105-3100-0235  Bridger  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Right  rail  leans  out.    Some  posts  cracked.    Looks  like  wheel  guard 
timber  is  pushed  out , 

Br,  No.  105-3100-0237    Clark  Fork  Yellowstone  River    300'  Steel  Girder 
Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Very  mild  erosion  showing  at  low  i^ter  line  of  piers, 

Br.  No,  105-3100-0290  Sand  Greek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Banks  under  end  spans  are  eroding  and  may  cause  additional  work. 

Some  work  has  been  done  here  and  more  may  be  required. 

Br,  No,  105-3100-0374  Elbow  Greek   >  28,5' Combination  T  Beam 

General  Condition:    Good  and  I  Beam 

Paint  Condition:  Poor 

Remarks:    One  rail  post  cracked  through  its  anchor  bolts,    A  few  cracks  in 
concrete  backwall , 

Br,  No.  105-3100-0423  Rock  Creek         '  137,3'  Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Good 

Remarks:    Stream  is  routing  altogether  near  Bent  4c 


Field  Maintenance  Division  No,  501 

Br,  No.  156-3100-0018  N.  P,  Railway 

Paint  Condition:  Good 


Ye  Hows  t  one  Co'unty 
Underpass 

General  Condition:  Good 


Br„  No,.  156-3100-0026  Ye llOYf stone  River  496'  Steel  Truss 

Paint  Condition:    Fair  ■     General  Condition:  Good 

Remarks:    Extensive  checking  on  large  corner  posts  Bent  1  and  Bent  4. 

Noticeable  spalling  on  curb  edges  and  slab  edges.    Piers  showing 

age  cheeks,    Spalling  top  of  columns  Bent  4e 

Br,  No,  156-3100-0036  Drainage  25'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition:  Fair 

Remarks:    Has  been  b/urned  -underneath.    Looks  structurally  okay.  Some 

stringers  so  close  to  the  ground,  I  could  not  see  all  of  them, 

Br,  No,  156-3100-0038  N,  P.  Railway  Underpass 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Extensive  spalling  on  sidewalk  up  near  tracks  and  curb  of  slab 

below.    Curb  about  10  percent  gone.    One  large  crack  in  slab  across 

road  near  south  end. 


-46- 


FEDERiVL  AID  PRU^Y  ROUTE  5 

Field  Maintenance  Division  No„  101 

Br„  Mo.  132-0930-0099  G.  N,  RailYray 

Paint  Conditions  Fair 


Missoula  County 
125'  Steel  Beam 
General  Conditions 


Good 


Field  Maintenance  Division  Mo„  101 


Br.  No,  12 4-093 0-003 9 
Paint  Conditions  Good 


Jocko  River 


Lake  County 

104'  Concrete  T  Beam 

General  Conditions  Good 


Br.  No„  124-0930-0231 
Paint  Conditions  Good 


Post  Creek 


51'  Concrete  T  Beam 
General  Condition:  Good 


Br.  No,  124-0930-0261 
Paint  Conditions  Good 


Nine  Pipe  Reservoir 


76'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No,  124-0930-0295 
Paint  Conditions  Good 


Crow  Creek 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No„  124-0930-0341  Drainage 
General  Conditions  Good 

Remarks s    Some  light  traffic  scars  on  rail  posts 


Br,  No.  124-0930-0421 
Paint  Conditions  Good 
General  Conditions  Good 


Pablo  Feeder  Canal 


20'  Concrete  Slab 


82'  Continuous  Concrete  T 
Beam 


Br.  No.  124-0930-0462  Flathead  River 

Paint  Conditions    Good  to  Fair 


Remarks s    Signs  at  bridge  ends  -  30  M,P.H„ 
North  side  rail  traffic  scuffed. 


2014'  Treated  Timber  Trestle 
General  Conditions    Good  to 
Fair 

Paint  on  south  side  rail  good, 
T^ro  rail  posts  on  north  side  posts 
traffic  damaged.    Curb  ends  of  some  plank  in  the  sidewalk  are  broken. 
Original  east  end  bent  piling  and  cap  pushed  tcrArards  river  by  roadway 
fill,    A  nevff"  bent  has  been  set  in  on  the  road  side.    Backing  plank 
on  the  new  bent  extends  partway  down  and  backing  iJlank  on  the  old 
bent  extends    up  a  suffieient  height  to  retain  the  fill»    Some  longi- 
tudinal bent  to  bent  pile  bracing  and  a  number  of  SY/ay  braces  are 
sjjlit  or  broken  five  to  S'h<:  spans  out  from  each  end  bent  could  be 
visually  inspected.       The  stringers  and  under  side  of  deck  look 
good„    Surfacing  on  deck  is  intact  and  central  portion  not  snow 
covered  is  in  good  condition. 


Br,  No,  124-0930-0672 
General  Conditions  Good 


Dayton  Creek 


61'  Concrete  T  Beam 


Field  Maintenance  Division  No,  102 

Br,  No,  115-0930-0227  StillYmter  River 

Paint  Conditions  Good 


Flathead  Coxinty 
155.3'  Concrete  T  Beam 
General  Conditions  Good 


Br.  No,  115-0930-0346  Whitefish  River  215*  Steel  Beam 

Paint  Condition:    Fiar  to  Good  General  Conditions    Fair  to  Good 

Remarks:    At  west  end  bent  steel  is  butted  against  concrete  baclwall.  The 

concrete  at  the  exterior  beam  ends  is  chipped  out  to  re-steel.  At 
east  end  bent  the  concrete  has  spalled  off  under  the  southeast  bear- 
ing plate ^  exposing  about  2"  of  outside  anchor  bolt  below  the  plate 
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■base.    This  plate  is  50  percent  unsupported.    The  concrete  at  face 
of  bearing  seats  of  next  three  inside  beams  is  spalling  off.  The 
same  condition  exists  at  northside  bearing  plate.    These  plates  are 
still  fully  supported,    Excessive  deterioration  of  several  rail 
units  and  post  tops, 

Br.  No,  115-0930-0512  G,  N.  Railway  Underpass 

Paint  Condition:    Good  General  Conditions  Good 

Remarlcs:    Bottom  flanges  all  beams  have  been  scraped. 

Field  Maintenance  Division  No»  102  Lincoln  County 

Br.  No,  127-0930-0012  Stillwater  River  60'  Concrete  T  Beam 

Paint  Condition;    Good  ^  General  Condition;  Good 


Br.  Mo,  127-0930-0133  Graves  Creek  57'  Concrete  T  Beam 

General  Condition:  Good 

Br.  No,  127-0930-0136  Drainage  43'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    The  center  bent  cap  is  cracked  at  each  end  at  diagonally  opposite 
points ,    The  cracks  extend  up  into  the  beam  haunches  and  angle  out 
to  face  of  cap.    One  span  central  end  post  has  a  large  spall 
ready  to  drop  off^  just  below  the  bottom  rail. 


FEDER/^.L  AID  PRB'IARY  ROUTE  6 


Field  Maintenance  Division  Mo,  101  Sanders  County 

Br.  No„  145-0105 -0110  Bull  River  l6l-  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  14.5-0105-0127 
Paint  Condition:  Good 


N.  P„  Ry.  Overpass 


346'  Steel  Girder 
General  Condition:  Good 


Br.  No.  145-0105-0170 
Paint  Condition:  Good 

Br.  No.  145-0105-0281 
Paint  Condition:  Good 


N.  P.  Ry.  Overpass 


Clark  Fork 


315'  Continuous  Deck  Plate  Girder 
General  Condition:  Good 

1061'  Continuous  Deck  Plate  Girder 
General  Condition:  Good 


Br.  No.  145-0105-0314 


N.  P.  Railway 


Paint  Condition:    Poor  .  •  ■ 

Remarks:    Considerable  rust  on  g5-rders. 


Underpass 
General  Condition; 


Good 


Br.  No.  145-0105-0335  Beaver  Creek 

Paint  Condition:  Good 

Remarks:    Right  post  Bent  1  has  a  vertical  crack, 
edge  of  deck  deteriorating. 


230'  Seel  Beam 
General  Condition:  Good 
Section  of  cmtId  and  outside 


Br.  No.  145-0105-0492 
Paint  Condition:  Good 


Clark  Fork 


949'  Riveted  Plate  Girder 
General  Condition:  Good 


Br.  No,  145-0105-0532  N.  P.  Railway  156'  Steel  Girder 

Paint  Condition:    Good  on  rail -Fair  structural  steel    General  Condition:  Good 
Remarks:    Blast  plate  cover  material  gone^  frame  is  intact.    Piling  and  bracing 
timber  span  adjacent  east  side  of  steel  span  is  bo\'yed  and  span  has 
shifted  to  the  north  side  the  YJ-idth  of  the  guard  rail. 

Br,  No.  145-0105-0561  Thompson  River  426.5'  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Rail  post  broken  and  tipped  out  2"  left  side  at  Pier  2.    Bevel  bar 

broken  out  of  deck  expansion  joint  device  at  Bent  5.    There  is  some 

ru.st  along  the  truss  bottom  chord, 

Br.  No,  145-0105-0729          Lynch  Creek  83"  Concrete  T  Beam 
General  Condition:  Fair 

Rem.arks:    Ecterior  beam,  haunches,  span  2,  pier  2,  right  beam,  lightly  cracked  and 

left  beam  has  a  hea'vy  crack.  Oil  m.t  on  deck  extra  thick  at  Bent  3 

to  fit  present  roadf/ay  grade  and  to  correct  a  decided  drop  in  the  deck 

grade  of  span  2,  The  effect  of  the  progressive  shortening  of  the  rail 
height  is  very  noticeable. 

Br,  No.  145-0105-0766  Beyer  Creek  51.1'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    One  intermediate  concrete  rail  post  heavily  cracked." 

Br.  No,  145-0105-0826  Clark  Fork  969.6^  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  broken  rail  unit  in  the  west  approach  span.    End  post  traffic 
scarred „ 
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Br.  No.  145-0105-0846  Clark  Fork  455'  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Portals  and  cross  frames  have  been  slightly  hent.    At  Pier  2  there  is 

approximately  a  6"  strip  above  the  iee  that  shows  surface  erosion. 

Curb  ends  at  Pier  2  are  cracked. 

Br,  No.  145-0105-0922  •        Seepay  Creek  ,r      31'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Concrete  under  the  south  exterior  beam,  face  of  abutment,  has  spalled 
off  the  surface.    Similar  spalls  under  other  beams  have  been  patched. 

Br.  No.  145-0105-1003  Magpie  Creek  39'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  rail  end  split. 

Field  Maintenance  Division  No.  101  Lake  County 

Br.  No.  124-0105-0007    N„P,  Railway  &  Jocko  River  332.4' Concrete  T  Beam  .  ' 

General  Condition:  Good 
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FRDTTRAT,  ATP  PRIMARY  ROUTE  7 


Field  Maintenance  Division  No.  101  Ravalli  Comity 

Br.  No„  141-0930-0129    East  Fork  Bitterroot  River  I4O'  Steel  Beam 
Paint  Conditions    Good  General  Conditions  Good 

Remarks:    Some  traffic  scratches  and  rock  abrasions  on  rail^  otherwise,  paint 
good.    Some  surface  spalls  on  concrete  deck  and  at  joints. 

Br.  No,  14-1-0930-0156    East  Fork  Bitterroot  River  130'  Continuous  Steel  Beam 
Paint  Condition.:    Good  General  Condition:  Good 

Remarks:    Deck  rough  textuxed,  large  aggregate  shows,  but  is  in  good  condition. 
Some  edge  chipping  at  junction  of  span  slabs. 

Br,  No,  14I-O93O-OISI    East  Fork  Bitterroot  River  130'  Continuous  Steel  Girder 
Paint  Condition:    Good  to  Fair  General  Condition:  Good 

Remarks:    Substructure  steel  good.    Rail  paint  fair.    Curb  edges  deteriorating. 

Numerous  small  gouges  in  deck  surface  extending  the  length  of  the 
■  bridge ,    There  are  also  a  few  large  spalls  of  one  square  foot  or  more , 

Deck  looks  good  on  the  underside. 

Br.  No,  141-0930-0259  Rye  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  s'urface  has  some  transverse  cracks, 

Br.  No.  141-0930-0265  Bitterroot  River  182'  Pony  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Several  rail  sections  battered  and  sheared  loose  from  brackets. 

Vertical  truss  hanger  column  angles  twisted  due  to  shearing  of  brackets 
from  rail.    Erosion  on  center  pier  below  ice  breaker  nose  angle  is  about 
2"  deep„    Paint  on  lower  part  of  truss  end  face  plates  is  poor  also 
areas  adjacent  to  shoes.    Some  rail  poor.    Concrete  deck  good. 

Br.  No.  141-0930-0293  Fern  Creek  209'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Substructure  good.    Oil  mat  has  some  transverse  cracks,  but  is  intact, 

Br.  No.  141-0930-0299  Tineup  Creek  57 «  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Paint  good  except  for  one  rail  panel.    Deck  oiled  surface  intact. 
Shoulder  fill  slu.f f ing  out  from  curb  end  at  northeast  corner , 

Br.  No,  141-0930-0350  Rock  Creek  95'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:  At  Bent  1^  timber  behind  columns  has  rotted  and  the  west  half  together 
with  the  roadway  fill  has  r'un  out.  The  opening  behind  the  cap  extends 
up  to  the  base  of  oil  mat.    The  opening  is  approximately  2'x5'x3o5'. 

Br,  No.  141-0930-0370  Lick  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Several  rail  posts  tops  and  a  few  rail  sections  traffic  scarred.  One 

flared  end  terminal  section  lower  rail  broken.    Oil  mat  has  few  holes 

and  seme  alligator  cracking. 


Br.  No.  1.41-0930--0376  Lost  Horse  Creek  \yi  .V  Concrete  T  Beam 

General  Condition:  Good 

Remarks s    Corner  of  Bent  2  cross  beam  spalled  off  above  the  haunch  on  the  up- 
stream side.    Oil  mat  in  good  condition. 

Br,  No.  14-1-0930-03  99  Gamas  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Conditions  Good 

Remarks s    Part  of  one  rail  post  split  off  and  one  rail  traffic  scarred,  Sub- 
struct-ure  good.    Oil  mat  on  deck  good,,;.,,  .;:  .,  •  . 

Br.  No.  141-0930-0418  Gold  Creek  100-  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Conditions  Good 

Remarks:    One  broken  stringer.  Number  6  from  west,  third  span  from  south,  diagonal 
break  across  the  base.    Some  rails  and  posts  traffic  scarred.  North- 
east wing  rail  section  gone.    Deck  oil  mat  has  several  chuck  holes 
and  some  cracking,  otherwise,  intact, 

Br.  No„  141-0930-0437  Bitterroot  River  300''  Steel  G?:rder 

Paint  Condition:    Good  General  Condition.  Good 

Remarks:    Deck  good.    No  oiled  surface. 

Br.  No.  141 .093 0-0451         .  Skalkaho  Creek  57^  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Two  rail  posts  split.    Three  post  replaced  with  laminated  posts  made 

up  of  2"x8"  planlc.    Substructure  looks  good.    Oiled  sujr-face  is  intact. 

Br.  No.  14I-O93O-O486  Gorvallls  Greek  36'  Concrete  T  Beam 

General  Condition:    Good  .  . 

Br,  No,  14I-O93O-O495  Bitterroot  River  392'  Continuous  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Bent  3,  Portal  bent.    Light  deterioration  of  surface  and  end  of  Bent  2 
coping,  dovrastream,  le  ft  corner  Bent  3  at  bearing  seat  and  a  few 
places  along  the  curb.    Curb  face  part  of  stationary  plate  of  south 
expansion  Joint,  right  side,  has  been  broken  off.    Concrete  deck 
surface  good. 

Br.  No.  141 -0930-0500  Irrigation  Canal  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Grouted  riprap  breaking  up.    Oiled  surface  patched,  good  condition. 

Br,  No.  141-0930-0503  Blodgett  Creek (Signed  Blodget)  49'  Treated  Timber  Trestle 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  good,  , ' 

Br,  No,  141-0930-0508  Sheafman  Creek    '  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  good. 

Br.  No.  141-0930-0546  Mill  Creek  88'  Treated  Timber  Trestle 

Paint, Condition:    Good  General  Condition:  Good 

Remarks:    Grouted  riprap  south  side  is  breaking  up. 
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Br.  No.  141-0930-0.571     South  Fork  Bear  Creek  100'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks  s    Grouted  riprap  south  side  breakirig  up„  None  on  north  side„  Oiled 
surface  good, 

Br„  No,  141-0930-0583    North  Fork  Bear  Creek  3^'  Treated  Timber  Trestle 

Paint  Condition:    Good.  General  Conditions  Good 
Remarks:    Grouted  riprap  is  mdercut  at  end  bents „    Oiled  sur^face  good, 

Br.o  No.  141-0930-0597  .Si¥eathouse  Greek  SV  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Grouted  riprap  breaking  up„    Fo'ur  stringers  of  center  span  and  two 

stringers  of  the  ncr  th  span,  east  side_,  have  bolts  with  large  washers 
at  center  of  stringers  up  thiT'O'iigh  deck.    Could  not  see  if  stringers  were 
checked  or  cracked.    This  bridge  has  a  new  plant  mix  surface  and  bolts 
may  have  been  used  to  tighten  deck  to  stringers.    Plant  mix  s^urface  good. 

Br.  No.  141-0930-0616  Big  Creek  114'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Riprap  broken  and  at  highwater  creek  Yirashes  against  Bent  1  piles 
and  under  edge  of  backing  plank.    New  plant  mix  surface  on  d.eck, 

Br,  No.  141-0930-0651  McGalla  Creek  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    New  plant  mi>:  sui^face  on  deck, 

Br,  No.  141-0930-0661  McCalla  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Water  mider cutting  grouted  riprap.  New  plant  mix  surface  on  deck. 

Br,  No.  141  ■■'0930-0662  Kootenai  Greek  75'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Part  of  grouted  riprap  at  Bent  1  is  washed  out.    Deck  has  new  plant 
mi-x  s'urface. 

Field  Maintenance  Division  No.  101  Missoula  County 

Br.  No.  132-0930-0062  Lolo  Creek  140'  Concrete  T  Beam 

General  Condition:  Poor 

Remarks:    On  the  north  side  of  Bent  4  (from  south)  the  concrete  at  the  face  and 

top  of  cap  has  spalled  off  under  all  three  beam  haunches  and  the  re-steel 
is  exposed  due  to  settlement  of  west  side  of  the  Bent,    The  two  west  beam 
haunches  are  broken  and  have  no  support  from  the  cap.    The  east  beam 
ha'OBch  is  cracked  but  has  some  support.    Steel  beam,  bolsters  and  plates 
have  been  set  in  on  Bent  4  mider  the  end  diaphragiD,s  of  spans  3  and  4  to 
support  the  span  ends.    The  diaphragm  hauneh^,  span  4;,  at  jmiction  with 
west  beam  is  cracked.    The  south  end  of  span  3  at  Bent  3  has  shifted 
2"  west.    Southwest  end  post  and  rail  are  broken  off.    Tops  of  Span  3 
rail  posts  on  west  side  are  broken.    The  settlement  is  reflected  in 
the  grade  and  alignment  of  the  rails.    Deck  oiled  surface  looks  good, 

Br.  No,  132-0930-0135  Bitterroot  River  381'  Steel  Truss 

Paint  Condition:    Fiar  General  Condition:    Good  ..  ■ 

Remarks:    Portal  sway  braces  have  been  hit  and  slightly  bent.    Oiled  surface 

extends  to  approximately  1,5'  of  the  curb.  Concrete  sujrface  in  this 
area  spalled.    Some  chipping  out  of  concrete  siirfaee  at  deck  joints. 


Oiled  surface  in  general  in  good  condition.    Lattice  type  rail  gone 
from  southwest  side  of  west  approach,  span  and  has  been  replaced  with 
steel  'beam  type  rail,    Kxpansion  rockers  of  east  truss  span  in  extreme 
expansion  position  and  tight  against  the  nuts  (approximately  50^=^,), 

Br.  No.  132-0930-0174  Clark  Fork  &  C.M.ST.P.&Po  R.R.  972'  Riveted  Plate  Girder 
Remarks s    Under  contract  ~  Let  9-27-61  -  Higgins  Avenue  Bridge 

Federal  Aid  Primary  Route  7  Orange  Street  Spur 

Br.  No.  132-0930-0012  C„M.ST,P.e^P.  R„R.  20S,5'  Concrete  T  Beam 

Paint  Condition:    Fair  General  Conditions  Good 

Remai'ks:    Substructure  and  imder  side  of  deck  good.    Ditch  between  north  track 
and  adjacent  bent  is  an  unloading  area  and  ditch  is  filled  with 
discarded  packing  materials^  wood  and  cardboard.    Fires  have  been 
built  agains  the  east  and  center  coriimns  of  bent„    Surface  mortar 
worn  from  deck  and  there  are  a  few  small  pot  holes,  othen/vise deck 
in  good  condition.    Aluoainum  coat  of  paint  wearing  off  exposing  the- 
prime  coat. 

Federal  Aid  Pr;imary  Route  7  Orange  Street  Spur 

Br,  No.  132-0930-0013  Clark  Fork  503. 2-  Deck  Truss 

Paint  Condition:    Good -Structural  Steel;  Fair  on  Rail    General  Conditions  Good 

Remarks:    Substrticture  and  under  side  of  deck  good.    Deck  not  oil  sur-faced. 

Surface  mortar  -wearing  off  exposing  large  aggregate.    There  are  a  few 
oil  patched  areas  and  some  large  spalled  surface  areas.    Deck  good. 
Aluminmi  coat  of  paint  wearirag  rail^  exposing  the  prime  coat. 

Federal  Aid  Primary  Route  7  Orange  Street  Spm" 

Br,  No.  132-0930-0019  N.  P.  Railway  ^  Underpass 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Structure  moxmted  signs:  "T'urn  Lights  On  -  Speed  15  M.P,H<,'%  need 

repainting.    Some  sidevfalk  curb  and  retaining  wall  top  stirfaces  are 
deteriorating.    The  40'  of  pipe  hand  rail  previously  reported  gone^ 
has  not  been  replaced.    This  rail  is  mounted  on  the  left  retaining 
wall  and  is  for  pedestrian  inclined  walk  to  underpass.  Concrete 
approach  and  underpass  concrete  pavements  are  not  oil  surfaced. 
Coarse  aggregate  is  exposed  due  to  wear.    There  are  a  number  of 
various  sized  pot  holes  and  large  and  small  spalled  surface  areas. 

Federal  Aid  Primary  Route  7  Madison  Avenue  Spur 

Br.  No.  132-0930-0012  Clark  Fork  &  CM.ST.P.&P.  R.R,  5i51,6'  Steel  Plate  Girder 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Checked  one  set  of  overhead  roadway  signs.    South  side  of  structure 
vertical  clearance  is  17 '  4" . 


-54" 
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Field  Maintenance  Division  No,  101  Fov,rell  Co-'jji.tj 

Br.  No.  139~0120--0062  Little  Blaekfcot  River  &  N.  P.  Railroad  462'  Steel  Girder 
Paint  Condition;    Good  General  Condition:  Good 

Remarks:    Shoulder  at  southwest  curb  end  sluffing  out.    At  northeast  curb  end^ 

edge  of  guard  angle  ^  there  is  a  small  hole  in  the  oil  m.at  where  draina, 

enters  and  runs  down  behind  the  back  wall. 

Br,  No.  139-0120-0118  Little  Blackfoct  River    107,3'  Concrete  T  Beam 

General  Condition:  Fair 

Remarks:    Beam  hamches,  east  end  of  Span  2,  are  cracked  and  large  pieces  of 
concrete  have  spalled  off.    North  end  of  west  pier  coping  is  crazed 
and  corner  has  disintegrated.    Pier  3  has  settled  approximately  4-" 
on  the  right  side.    The  dcwa  stream  leg  of  this  pier  is  eroding  at 
thie  water  line.    Concrete  spalled  off  curb  for  one  rail  panel  length 
exposing  one  line  of  re -steel.    At  junction  of  Spans  1  and  2  from 
west,  the  center  and  south  diaphragms  have  been  bolstered  up  with 
short  lengths  of  12"xl2"  timbers  set  on  top  of  cap. 

Br.  No.  139-0120-0131  Little  Blackfoot  River    95'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Edge  of  coping^  right  side  of  Bent  3,  spalling. 

Br.  No.  139-0120-0221  Little  Blackfoot  River    59'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Hea-vy  disintegration  of  curb  faces  and  outside  deck  edges,  especially 
on  the  south  side.    Re -steel  exposed.    Southeast  end  post  top  cut  off 
and  one  intermediate  post  cracked  vertically.    Center  pier  eroding 
2"  to  3". 

Field  Maintenance  Division  No.  301  Lewis  and  Clark  County 

Br.  No.  125-0120-0092  Ten  Mile  Creek  102.2-  Concrete  T  Beam 

General  Condition:  Good 

Remarks:  End  of  southwest  wing  wall  spalling  and  re -steel  exposed.  South 
side  outside  curb  face  spalling  for  one  rail  panel  length.  Hair 
cracks  in  girder  exterior  faces. 

Br,  No.  125-0120-0178  1-15 (Colonial  Club  Interchange)  260.5'  Steel  Girder 
Paint  Condition:    Good  General  Condition:  Good 

Rem_arks:    FAPRte,  3  -#125-0910-0020 
Br.  No.  125-0120-0178?  1-15    Same  as  above, 

Br.  No.  125-0120-0202  G.N,  Railway  I48.8'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Near  center  of  structure  on  south  side  one  intermediate  rail  post 

is  cracked  and  both  rails  broken.  Sidewalk  ends,  north  and  south  side 
at  expansion  joint  have  broken  ends  foming  open  holes  in  vmlk, 

Br.  No,  125-0120-0203  N.  P,  Railway  211.5'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:  Corner  off  northwest  end  post  exposing  re-steel.  Some  deteriorating 
of  walj^  curb  face  and  ends.  Underside  of  deck  and  girders  are  good. 
Oiled  surface  on  deck  in  good  condition. 


Br,  Mo,  125~0120~0216  Prickly   Pear  Greek       65 Concrete  T  Beam 

General  Conditions  Good 

Remarks s    Oiled  siirfaee  on  deck  in  good  condition. 

Field  Maintenance  Division  No,  201  Broadwater  County 

Br.  No.  104-0120-0203  Missouri  River  300'  Continuous  Plate  Girder 

Paint  Conditions    Good  General  Condition:  Good 

Remarks s    Tops  of  a  number  of  rail  posts  are  traffic  scarred „    Oiled  surface  on 

deck  in  good  condition.    Southwest  rocker  at  end  "bent  partially  covered 

with  dirto 

Br.  No,  104-2870-0229  Irrigation  Canal  21,5'  Concrete  Slab 

General  Conditions  Good 

Remarks:    Oiled  surface  on  deck  in  good  condition, 

Br.  No.  104-2870-0241       ■   Deep  Creek  65.5'  Concrete  T  Beam 

General  Condition"  Good 

Remarks s    Up  stream  side  of  Pier  ,3  is  eroded.    Face  of  column  extends  15"  up 

to  bottom  of  haunch.    This  section  is  cracking  above  the  eroded  portion 
and  will  eventually  spall  off.    Concrete  at  top  of  eroded  area  tests 
solid  2  l/2"  in  from  eol-'jm.n  face.    Due  to  ice  cover  could  see  only 
top  edge  of  eroded  area.    Oiled  sujrface  on  deck  in  good  condition. 

Br.  No.  104-2870-0246       Deep  Greek  Overflow  22'  Concrete  Slab 

General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  in  good  condition.  ■  .  ' 

Br.  Mo.  104-2870-0313          Six  Mile  Greek  21,7'  Concrete  Slab 
General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  is  in  good  condition. 

Br.  No„  104-2870-0321          N.  P,  Railway  .    3S5.^'  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    Drainage  cutting  in  aromid  end  posts  and  curbs „    Oiled  surface  on 
deck  is  in  good  condition, 

Br.  Mo.  104-2870 -"03 23  Missouri  River  689.5'  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  treatment  on  deck  is  in  good  condition,, 

Field  Maintenance  Division  No„  301  Lewis  and  Clark  Comity 

Federal  Aid  Prim.ary  Route  8  Spm'  in  Helena 

Br,  No,  125-0120-0002  G.  N,  Rail?/ay  206'  Prestressed  Concrete  T  Beam 

Remarks:    Under  contract  -  Let  5-24-61 

Br.  No.  125-0120-0002P        G,  N.  Railway   ■  205.6'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    One  intermediate  concrete  rail  post  and  two  rail  units ^  south  side  near 
center,  are  broken.    At  expansion  joint,  near  center  of  bridge^  the  out- 
side corners  of  both  sidewalks  are  broken,  off  forming  open  hole  in  the 
.    ,        walks  that  should  be  repaired.    Cracks  below  rail  post  bases  at  inter- 
■  •  mediate  bents.    Deck  surface  in  good  condition  and  underside  of 

structure  looks  good. 
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Field  Maintenance  Division  No.  301  Lewis  and  Clark  County 

Br.  No.  225-2870-0001       Little  Prickly    Pear  Creek    151,5'  Concrete  T  Beam 
General  Conditions  Good 

Remarks:    At  south  end^  second  span  from  south^  there  are  cracks  in  the  exterior 
girder  haunches    extending  up  from  edge  of  bearing  plates  to  joint 
between  spans. 

Br.  No.  225-2870-0040  Rock  Creek  ,  75'  Concrete  T  Beam 

General  Conditions  Good 

Remarks s    At  center  pier,  west  beam,  north  span  concrete  at  inside  face  of  beam 
haunch  has  spalled  off  exposing  one  bar  of  reinforcing  steel. 


Br„  No,  225-2870-0155  Dearborn  River 

Remarks:    Under  conctract  -  Let  12-20-61 


294'  Steel  Riveted  Plate  Girder 


Br.  No.  225-2870-0263 
Paint  Conditions  Poor 


Flat  Creek 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No.  225-2870-0343  Stoelcpass 
Paint  Conditions  Poor 

Remarks:    One  rail  end  post  split  in  two. 


38'  Tr'eated  Timber  Trestle 
General  Conditions  Good 


Br.  No.  225-2870-0353  Dry  Creek 

Paint  Conditions  Poor 

Remarks:    Bridge  signs  broken  off. 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  225-2870-0406  South  Fork  Sun  River 
General  Condition:  Good 


41'  Concrete  T  Beam 


Br.  No.  225-28-70-0407  Slough 
Paint  Conditions  Poor 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


315'  Steel  Girder 
General  Condition: 


Good 


Br.  No.  225-2870-0457       North  Fork  Sun  River 
Paint  Conditions  Good 
Remarks:    Fill  at  southwest  end  post  is  sluffing  out,  starting  at  face  of 
curb.    Bridge  signs  need  repainting. 

Field  Maintenance  Division  No.  301         "  Teton  County 

Br,  No,  250-2870-0002  Floweree  Canal  93"  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Condition:  Good 

Remarks:    The  south  half  of  the  fifth  stringer  in  from  the  west,  center  span, 
has  been  repaired  T/ith  a  steel  plate  bolted  to  the  side.    At  the 
center  a  10"  steel  beam  bridges  six  stringers  and  is  pulled  up  against 
the  stringers  with  through  bolts  to  the  deck,    A  similar  beam  section 
bridging  four  stringers  is  located  against  the  cap  of  the  south  center 
bent . 


Br.  No.  250-2870-0036 
Paint  Conditions  Poor 


UoS.R.S,  Canal 


100'  Treated  Timber  Trestle 
General  Condition:  Good 


-57- 


Br.  No.  250-2870-0155  Dry  Wasii 

Paint  Conditdon:  Poor 

Remarks:    Bridge  signs  need  repainting. 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  250-28^70-0184  Deep  Greek  150'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Third  stringer  from  east  of  the  third  span  from  north  has  been  replaced 

with  a  12"  X  12"  timber  blocked  up  from  the  caps.    Signs  need  re- 
painting. 

Br.  No.  250-2870-0203  Teton  River  200'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    No  bridge  signs.  '  - 


-58- 
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Field  Maintenance  Division  No.  301  Cascade  County 

Br.  No,  107-0870-0005  Missouri  River  &  US  87  Bypass  965.4'  Concrete  Arch 

General  Condition:  Good 

Remarks:    Substructure  and  deck  in  good  condition.    Oiled  surface  on  deck  is  in 
good  condition.    Old  sidewalk  and  curb  south  side  of  bridge  replaced. 
New  walk  and  curb  in  good  condition.    Curb  on  north  side  is  disintegrating 
and  sidewalk  surface  is  spalling.    Railing  concrete  surfaces  are  rough 
due  to  weathering.    Railing  still  substantial. 

Br.  No,  107-0870-0008  G.  N.  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Due  to  volume  and  speed  of  traffic^  Sat'orday,  P.M.;,  November  18^  1961 
did  not  check  vertical  clearances.    Should  be  checked  with  two  men 
and  using  a  more  easily  adjustable  rod.    There  are  no  clearances 
marked  on  structure, 

Br.  No.  107-0870-0015  G.  N.  Railway  Underpass 

Paint  Condition:    Fair  to  Good  General  Condition:  Good 

Br.  No.  107-0870-0016  C.M.ST.P.&P,  R,R.  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  107-0870-0021  Missouri  River  1130'  Concrete  Arch 

General  Condition:  Good 

Remarks:    Considerable  cracking  and  spalling  of  concrete  in  the  base  of  the  east 
rail.    Steel  exposed  in  a  few  places.    Rail  posts^,  east  side,  that 
support  pipe  standards  for  lighting  or  communication  lines^,  are  cracked. 
Pier  nose  and  heel  coping  shows  some  v/ear.    Six  concrete  pickets  are 
gone  from  one  rail  panel  and  the  opening  is  boarded  up  v/ith  2"x6" 
plank.    A  few  rail  units  are  short  one  or  two  pickets  each.  Bridge 
in  general  in  good  condition.    Fill  at  southwest  end  post  and  1,5' 
in  towards  road'way  and  above  pipeline  has  sluffed  out. 

Field  Maintenance  Division  No,  301  Chouteau  County 

Br.  No.  108-0870-0045          Dry  Com-se  76'  Treated  Timber  Trestle 

Paint  Condition:    Poor  '■      ^           General  Condition:  Good 

Renarks:    One  broken  stringer^  center  of  third  span  from  south.    Break  extends 
from  center  back  to  cap. 

Br,  No,  108-0870-0300  G,  N.  Railway  126'  Concrete  T  Beam 

General  Condition:  Good 

Br.  No.  108-0870-0358     Marias  River  &  G.N.  Ry.      1150.5'  Continuous  Steel  Truss 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Large  spall  on  river  side  of  third  pier  from  south. 

Br.  No.  108-0870-0480  Spring  Coulee  114'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:    Good  ^ 

Br.  No.  108-0870-0509  Dry  Course  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  108-0870-0530  Diy  Coi3rse 

Paint  Conditions  Good 

Remarks:    Warp  in  south  side  rail. 

Br.  No.  108-0870-0540  Dry  CoajTse 

Paint  Condition:  Good 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


95''  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  108-0870-0577 
General  Condition:  Good 


G.  N.  Railway 


95'  Treated  Timber  Trestle 


Br.  No.  108-0870-0598  Dry  CoLirse 

Paint  Condition:  Good 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br„  No.  108-0870-0669 
Paint  Condition:  Good 


Big  Sandy  Creek 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No„  108-0870-0689 
Paint  Condition:  Good 
Remarks 


Dry  Course 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


One  pile  of  second  bent  from  north  only  half  mder  the  cap.  Bearing 
increased  by  a  4"  x  4"  piece  bolted  to  pile. 

Field  Maintenance  Division  No.  302  Hill  County 

Br.  No.  121-0870-0003  Box  Elder  Creek  76'  Treated  Timber  Trestle 

.Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Shoulder  sloughing  out  at  two  end  rail  wing  panels.    Rail  of  one  panel' 

splintered.    One  broken  stringer  in  each  of  two  spans  has  been  reinforced 
with  an  additional  stringer  bolted  to  it.    Some  stringers  lack  full 
bearing  on  the  caps. 


Br.  No.  121-0870-0102 
Paint  Condition:  Good 


Gravelly  Coulee 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  121-0870-0180  Beaver  Creek  •: 

Paint  Condition:  Fair 

Remarks:    Pier  surfaces  eroded  at  water  line 
beam,  seats. 


103.5'  Steel  I 
General  Condition:  Good 
Some  chipping  of  concrete  under 


Cascade  Coimty 

1125.7'  Riveted  Plate  Girder 


Federal  Aid  Primary?-  Route  10  Spur  in  Great  Falls 
Field  Maintenance  DiA/ision  No.  301 
Br.  No,  107-0870-0018  Missom-i  River 

General  Condition:    New  four  lane  structure. 

Reiiarks:    Old  bridge  removed.    Construction  of  new  bridge  nearing  conipletion. 

Construction  items  complete  except  for  field  painting  of  structural 
steel  and  steel  bridge  rail.    Roadway  approaches  to  structure  not  yet 
complete.  (Note:    East  lane  opened  to  traffic  early  in  December. 
Temporary  approach  connections.) 


'60- 
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Field  Maintenance  Division  No.  202  Park  County 

Br.  No.  1,34-0890-0002  Yellowstone  River  408,8'  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Paint  is  good;  there  are  scattered  spots  that  could  be  touched  up. 

Br.  No.  134-0890-0204  Yellowstone  River  450'  Steel  Plate  Girder 

Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  134-0890-0241  Big  Creek. 

Paint  Condition:  Good 
Remarks:    On  new  alignment. 

Br.  No,  134-0890-0262  Hay  Ylfagon  Pass 
Paint  Condition:  Good 

Br.  No.  134-0890-0272  S±k.  Mile  Creek 
Paint  Condition:  Good 


90'  Continuous  Concrete  T  Beam 
General  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

31'  Steel  I  Beam 
General  Condition:  Good 


Br.  No.  134-0890-0283  Emigrant  Creek  31'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Concrete  at  top  and  ends  of  two  wing  walls  is  disintegrating. 

Br.  No.  134-0890-0364  Mill  Creek    ■  67'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Concrete  has  spalled  off  under  exterior  beams  at  end  bents. 

Br.  No.  134-0890-0444  Pine  Creek  ,         20 o8'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    West  rail  and  posts  are  loose  and  one  panel  of  east  rail  is  broken. 

Br.  No.  134-0890-0514  Yellowstone  River  284.9'  Reinforced  Concrete  Rib 

General  Condition:    Good  Arch 

Remarks:    End  post  at  northeast  corner  hit  and  some  concrete  around  the  post 
pocket  is  broken  off.    Rail  damage  has  been  repaired.    Some  erosion 
of  piers  at  v/ater  line . 

Br.  No.  134-0890-0548       I-90-South  Interchange  Underpass 
Remarks:    FAP  Rte .  2  -#134-0100-0084  -  Under  contract 

Br.  No.  134-0890~0548P      I-90-.South  Interchange  Underpass 
Remarks :    #0548  and  0548P  one  struct'^are ,  -  Under  contract 

Br,  No.  134-0890-0549       I--90~South  Interchange  Underpass 
Remarks:    FAP  Rte.  2  -  #134-0100-0084P  -  Under  contract 

Br.  No.  134-0890~0549P      I-90-South  Interchange      Underpass  ,-.  , 

Remarks:    #0549  and  0549P  one  structure.  -  Under  contract 

Br.  No.  134-0890-0577  Yellowstone  River  500'  Cantilever  Steel  Girder 

Paint  Condition:    Good  General  Condition:'  Good 

Br.  No.  134-0890-0597         I-90-East  Interchange      279'  Continuous  Steel  Girder 
Remarks:    FA?  Rte.  2  -  #134-0100-0133  -  Under  contract 


-61- 


Br.  No.  134-0890-0623  I-90-^Iission  Interchange  209.5'  Prestressed  Concrete  Beam 
Remarks:    FAP  Rte,  2  -  #134-0100-0159  ~  Under  contract 


Br.  No.  13 4-0890-0628  N.  P.  Railway  128'  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  134-0890-0637  Yellowstone  River  390'  Steel  Girder  Deck  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Br,  No.  134-0890-0654  Drainage  '  60'  Concrete  Slab 

General  Condition:  Good 

Remarks:    West  side  curb  face  disintegrating;  less  on  east  curb. 

Br.  No.  134-0890-0699  Willow  Creek  38''  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Grouted  riprap  starting  to  break  up. 

Br.  No.  134-0890-0724  Drainage  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  broken  stringer  repaired  with  steel  plates  with  bolts  up  through 
deck. 

Br.  No.  134-0890-0734  Shields  River  140.7'  Steel  Pony  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Curbs^  corner  posts^  rail  post  brackets^  and  tops  of  pier  surfaces 
are  deteriorating. 

Br„  No.  134-0890-0744  Rock  Creek                     59'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Paint  cn  exterior  face  of  the  south  beam  is  poor^,  otherwise  beam 

paint  is  good.  Concrete  surface  of  pier  top  and  curb  faces  are 

deteriorating , 

Br.  No.  134-0890-0788  Shields  River                 128.1'  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Br,  No.  134-0890-0866  Flathead  Creek  55'  Steel  I  Beam 

Paint  Condition:    Fair  to  Poor  General  Condition:  Good 
Remarks:    Paint  on  exterior  face  of  outside  beams  is  poor^,  otherwise^  metal 
paint  is  fair. 

Field  Maintenance  Division  No.  202  Meagher  County 

Br,  No,  130-0890-0058  Lost  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    No  bridge  signs. 

Br.  No.  130-0890-0065  South  Fork  Sixteen  Mile  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    No  bridge  signs. 

Br.  No.  130-0890-0071  C.M.ST.P.&P. R.R.  &  245'  Continuous  Steel  Girder 

Paint  Condtion:    Good  Sixteen  Mile  Creek  General  Condition:  Good 

Remarks:    Name  plates  are  gone. 
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Br.  No.  130-0890-0143 
Paint  Condition:  Good 

Br„  No.  130-0890-0152 
Paint  Condition:  Good 

Br.  No,  130-0890-0197 
Paint  Condition o  Good 

Br.  No.  130-0890-0314 
Paint  Condition:  Good 

Bro  No.  130-0890-0490 
Paint  Condition:  Good 


So.  Fork  Smith  River 
So.  Fork  Smith  River 
So.  Fork  Smith  River 
No.  Fork  Smith  Creek 
Sheep  Creek 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

69'  Treated  Timber  Trestle 
General  Condtion:  Good 


Remarks:    South  side  wing  rails  pulled  away  and  split  corner  posts. 


Field  Maintenance  Division  No.  301 
Br.  No.  107-0890-0063  Belt  Creek 

General  Condition:  Good 


Br.  No,  107-0890-0118 
General  Condition:  Good 


Belt  Creek 


Cascade  County 

100'  Concrete  T  Beam 


100'  Concrete  T  Beam 


83 '  Concrete  T  Beam 


Br,  No.  107-0890-0137  Belt  Creek 

General  Condition:  Good 

Remarks:    Piers  surfaces  eroded  at  water  line.    Some  girder  haunches  are  cracked. 

Br.  No,  107-0890-0369  Belt  Creek  105'  Steel  Pony  Truss 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    North  bent  wall  cracked  vertically  and  truss  shoes  are  covered  with 
dirt  and  gravel.    One  broken  stringer  in  the  third  deck  panel  from 
south  end  and  one  broken  stringer  in  second  deck  panel  from  north. 

Br.  No,  107-0890-0383  Belt  Creek  105'  Steel  Pony  Truss 

Paint  Condition:    Steel-Fair;  Wood  Rail-Poor  General  Condition:  Good 

Remarks:    Deck  has  been  resurfaced  since  previous  report  and  is  in  good  condition, 
One  rail  broken  for  one  panel  lengths 


Br,  No,  107-0890-0434 
Paint  Condition:  Good 


Otter  Creek 


75'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  107-0890-0438  Belt  Creek  156'  Concrete  T  Beam 

Faint  Condition:    Good  •  General  Condition:  Good 

Remarks:    Vertical  crack  in  cross  heam.  second  bent  from  west.    Crack  extends 

through  "beam.    Located  near  haunch  at  left  column..    Reflectors  at 

all  four  corners.    No  n'omber  on  bridge, 

Br.  No.  107-0890-0550  Box  Elder  Creek  40*  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Southeast  end  post  chipped  and  cracked  at  base.    One  intermediate  rail 
post  J,  south  side,  cracked.    Reflectors  at  all  fom"  corners, 

Br,  No.  107-0890-0584  G.  N.  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Minor  chipped  concrete  at  joints  of  railroad  track  slab. 
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FEDERAL  AID  PR3MABY  ROUTE  12 

Field  Maintenance  Division  No.  202  Gallatin  County 

Br,  No,  116-1910-0044  South  Fork  Madison  River 

General  Conditions    Good  60*  Reinforced  Concrete  Girder 
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FEDERAL  AID  PRIMARY  ROUTE  13  .  .  •  -■  y.  -  '-^-r 

Field  Maintenance  Division  No.  202  Madison  County 

BPc  No.  229-2870-0080  Madison  River  259«5'  Prestressed  Concrete  Beam 

Remarks ^    Under  v'sontraeto    Road  closed  by  snoWo  Barricaded  and  signed  about  0,6 

mile  from  bridge „      ..        ■  -  :  ; 

Br,  No.  229-2870-0150  Papoose  Greek  25'  Concrete  T  Beam 

General  Condition Good  ■••     .  . 

Remarks  2    Some  crazing  of  rail  posts  „    Light  cracks  in  girders  and  back  v/alls„ 
Oiled  surface  on  deck  is  in  good  condition, 

Br,  No„  229-2870-0167  Squaw  Greek  25'  Concrete  T  Beam 

General  Conditions  Good 

Remarks^    Some  crazing  of  rail  posts  and  slab  edges.    Underside  closed  with  snow 
and  ice „    Oiled  surface  on  deck  is  in  good  condition. 

Br.  No„  229-2870-0308  Indian  Creek  "  '   "  "  83'  Concrete  T  Beam  ' 

General  Conditions  Good 

Remarks o    Curb  cracking  at  east  side  Junction  of  spans  2  and  3.    Hairline  cracking 
in  girders c,  pier  caps^,  and  in  bent  back  walls.    Oiled  surface  on  deck 
is  in  good  condition „ 

Br.  No,  229-2870-0481  O'Dell  Greek  122'  Concrete  T  Beam 

General  Condition?  Good 

Remarks s    Light  crazing  of  end  post  surfaces.    Hairline  cracks  in  girders  and  back 
walls.    Pier  2  eroded  at  nose  and  heel  approximately  4"  deep  exposing 
re-steel.    End  spans girder  haunches  on  the  piers  are  cracked.    No  oil- 
surface  treatment  on  deck.    Concrete  suji'face  sho¥/s  some  Virear  but  is  in 
good  condition, 

Br.  No.  229-2870==.0483        Madison  River  Overflow    107'  Concrete  T  Beam 
General  Conditions  Good 

Remarks s    One  lower  rail  on  the  west  side  is  gone  and  one  post  is  cracked.    End  posts 
surfaces  crazing  and  crackings  especially  the  southwest  post.    Some  cracks 
in  girders  and  back  walls  previously  reported  could  not  be  checked  as 
underside  of  structure  was  snow  and  ice  filled.    No  oiled  surface  treat- 
ment on  deck.    Concrete  S'ui'face  in  good  condition. 

Br.  No,  2.29-2870-"048,4        Madison  River  Overflow    81'  Concrete  T  Beam 
General  Conditions  Good 

Re-marks s    C>n'.s  rail  post  erasked  at  curb.    Light  erasing  of  rail  end  posts.  Under- 
side of  structure  almost  filled  with  snow  and  ice  so  that  cracks  in  girders 
and  back  walls,  and  so  forth  could  not  be  checked.    However,  where  it  was 
possible  to  cheek  girders  and  back  walls  the  cracking  was  generally  the 
hairline  type.    No  oiled  surface  treatment  on  deck.    Concrete  surface  in 
good  condition, 

Bro  No,  229-2870-048.5        Madison  River  Overflow    107'  Concrete  T  Beam 
General  Conditions  Good 

Remarks s    End  post  surfaces  erased  or  cracked.    Hairline  cracks  in  girders,  Spalling 
of  concrete  on  do'wn.stream  side  of  Pier  3  as  previously  reported,  could 
not  be  checked  as  river  is  ice  covered o    No  oiled  s'orface  on  deck, ,  Con- 
crete deck  surface  in  good  condition. 
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Bro  Nq„  229-2870-0486  Madison  River  289.7'  Thru  Steel  Truss 

Paint  Condition;    Good  to  Fair 

Remarks s    Paint  wearing  off  truss  batter  column  face  plates »    Some  scattered 

rust    and  flaked  spots.    No  vertical  clearance  signs.    End  post  surfaces 
heavily  checked »    Concrete  at  curb  ends  above  center  pier  have  split  off„ 
Ice  is  42"  belovf  bottom  truss  chord.    No  oiled  surface  on  deck.  Concrete 
deck  in  good  condition. 

Br,  No„  229-2875-0653  Warm  Springs  Creek        38'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition:  Good 

Remarks:    Fill  is  starting  to  slough  out  from  behind  the  backing  plank  at  the  south 
bent.    Oiled  suTface  on  the  deck  is  in  good  condition „ 

Br.  No.  229-2875-0680  Drainage  38'  Treated  Timber  Trestle 

Paint  Condition!    Good  General  Condition:  Good 

Remarks:    Two  sets  of  x-bridging  removed  where  broken  stringer  has  been  spliced. 
Oiled  surface  on  deck  is  in  good  condition. 

Bre  No„  229-2875-0736  Dry  Hollow  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  rail  end  split.    Oiled  surface    on  deck  is  in  good  condition. 

Br.  No.  229-2875-0752  South  Willow  Creek        38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Two  rail  posts  split.    Traffic  scars  at  southwest  end  of  rail. 

Field  Maintenance  Division  No,  202  Gallatin  County 

Br,  No,  216-2875-0016    N,P,  Ry,  &  C,M,ST ,P ,&P ,R.R,    370'  Steel  Girder 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Light  edge  chipping  of  deck  edges  at  contraction  joints.    Light  cracks 
west  side  of  Bents  6,  7^  and  8  caps.    Rail  posts  are  set  in  pockets 
and  were  grouted  in  following  setting  of  rail.    At  some  posts  the  grout 
has  cracked  at  the  corners  and  the  freezing,  of  moisture  entering  the  pockets 
has  caused  the  sections  of  grout  to  pop  up  above  the  curb  surface.  These 
post  pockets  should  be  regrouted, 

Br,  No.  216-2875-0022  Jefferson  River  394.5'  Thru  Steel  Truss 

Paint  Condition:    Good  to  Fair 

Remarks:    Rust  spots  on  truss  batter  column  face  plates.    No  vertical  clearance 
signs.    No  load  limit  signs.    The  lower  angle  at  north  portal  has  been 
bent  and  at  the  south  portal  it  has  been  broken.    South  side  rockers 
are  in  the  contraction  position  against  the  anchor  bolt  nuts.    There  is 
a  vertical  crack  in  the  center  pier  and  one  anchor  bolt  missing  from  shoe 
at  second  pier  from  north.    One  rail  uiiit  and  top  of  post  cracked^  west 
side,  north  approach  span. 
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Field  Maintenance  Division  No„  201  Broadwater  County 

Br«  No.  104-0120-0011  Montana  Canal  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Fourth  stringer  in  from  north  side  brolcen_,  the  fifth  stringer  has  a 

diagonal  crack  along  base  starting  on  cap  and  extending  out  5'  and  a  central 
crack  is  developing  above  it.    East  rail  ends  battered.    Oiled  surface  on 
deck  has  a  few  cracks  but  is  intact.  -  ■-•  ■ 

Br.  No.  104-0120-0111  Deep  Greek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  is  in  good  condition. 

Field  Maintenance  Division  No,  202  Broadwater  County 

Br.  No.  104-0120-0119  Deep  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Rails  traffic  scarred.    Oiled  surface  on  deck  in  good  condition.  At 
northwest  curb  end  there  is  a  hole  in  the  oil  mat  where  drainage  runs 
down  behind  the  backing  plank, 

Br„  No,  104-0120-0151  Deep  Creek       .  39'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  rightside  top  rail  split.    Oiled  surface  on  deck  in  good  condition. 

Br,  No,  104-0120-0173  Deep  Creek  39'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  in  good  condition. 

Field  Maintenance  Division  No.  202  Meagher  County 

Br,  No.  130-0120-0257  Four  Mile  Creek  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Br,  No,  130-0120-0429  Flagstaff  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No,  130-0120-0450  Cooper  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  broken  stringer  in  third  span  from  west.    Break  starts  over  cap 

and  extends  back,     (This  is  thB   same  stringer  previously  reported  cracked). 

Br,  No,  130-0120-0463  Drainage  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General    Condition:  Good 

Br,  No,  130-0120-0530  North  Fork  Musselshell  River  95'  Treated  Timber  Trestle  ■ 
Paint  Condition:    Good  General  Condition:  Good 

Field  Maintenance  Division  No,  403  Wheatland  County 

Br,  No,  154-0120-0051  Daisy  Dean  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  broken  stringer^  west  span^,  south  side. 

Br,  No,  154-0120-0077    Drainage  (Signed  Willis  Coulee)  57'  Treated  Timber  Trestle 
Paint  Condition:    Good  General  Condition:  Good 
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Bro  NOo  154-0120-0109 
Paint  Condrticrio  Good 


Haymaker  Creek 


57'  Treated  Timber  Trestle 
General  CondiU  ons  Good 


Bro  No„  154-0120-0134  Willis  Coulee (Not  Signed)  3B'  Treated  Timber  Trestle 
Paint  Conditiono    Good  General  Conditionc  Good 


Drainage 


3S'  Treated  Timber  Trestle 


Br„  No„  154-0120-0164 
Paint  Conditions    Good  '  General  Conditions  Good 

Remarks  J    A  strip  of  oil  mat  along  the  north  curb  is  breaking  up  and  a  section  of 
deck  is  exposed. 


Br.  No,  154-0120-0184 
Paint  Conditions  Good 

Br„  No.  154-0120-0202 
Paint  Conditions  Good 

Br.  No„  154-0120-0232 
Paint  Conditions  Good 


Hopley  Creek 

Di'ainage 
„M«ST,P„&P.  R„R, 


76'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

203.9'  Continuous  Steel  Beam 
General  Conditions  Good 


Remarks s    At  southeast  end  of  curb  and  walk,  fill  and  oil  mat  has  been  washed  out 
from  2"  inside  end  post  down  and  under  back  wall  haunch „    This  hole  is 
about  5'  deepo    Grouted  riprap  north  side  of  B©nt  north  of  tracks  starting 
to  break  up, 

Er„  No,  154-0120-0274 
Paint  Conditions  Good 


Drainage 
Drainage 


Br,  No.  154-0120-0280 
Paint  Condiilons  Good 
Remarks s    Rail  slightly  crooked, 

Br„  No,  154-0120-0293  Drainage 
Paint  Conditions  Good 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


38'  Treated  Timber  Trestle 
General  Conditions  Good 


Br„  No,  154-0120-0410 
Paint  Conditions  Good 


Drainage 

Remarks s    Berm  starting  to  go  mder  the  backing  plank 

Drainage  .  : 


57'  Treated  Timber  Trestle 
General  CondrtLons  Good 


Br.  NOo  154-0120-0427 
Paint  Conditions  Good 


Field  Maintenance  Division  No,  501 
Br,  NOo  119-0120-0097  Drainage 
Paint  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Conditions  Good 

Golden  Valley  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 


Br,  No,  119-0120-0110 
Paint  Conditions  Good 

Br,  No,  119-0120-0133  ■ 
Paint  Conditions  Good 

Er,  No,  119-0120--0171 
Paint  Conditions  Good 


Careless  Creek 


Drainage 


Nine  Mile  Creek 


114'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 
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Bro  No„  119-0120-0015  G„  Rail?/ay 

Remarks?    Not  inspected = 


Underpass 


Br„  No.  119-0120-0178 
Paint  Conditions  Good 

Br.  No„  119-0120-0206 
Paint  Condition o  Good 

Br«  No.  119-0120-0218 
Paint  Conditions  Good 

Br»  No„  119-0120-0249 
Paint  Conditions  Good 

BPo  No„  119-0120-0250 
Paint  Condition:  Good 

Brc  No.  119-0120-0260 
Paint  Conditions  Good 


Drainage 

Five  Mile  Creek 

Drainage 

T\fin  Coulee 

Twin  Coulee 

Drainage 


Field  Maintenance  Division  No^  501 
Br„  No.  133-0120-0007  Dean  Creek 

Paint  Conditions  Good 


Br.  No„  133-0120-0030 
Paint  Conditions  Good 

Br„  No.  133-0120-0097 
Paint  Conditions  Good 


Drainage 
Currant  Creek 


Br„  NCc  133-0120-0141  Pole  Creek 

Paint  Conditions    Good  (Signed  Horsethief  Creek] 


Br«  No„  133-0120-0229 
Paint  Conditions  Good 

Br.  No,  133-0120-0238 
Paint  Cjonditions  Good 


filloYiT  Creek 


Musselshell  River 


Mus  se  Isiie  11  Ri  ver 


Bro  No.  133-0120-0246 
Paint  Conditions  Good 
Remarks s    One  reflectori-zed  sign  gone, 

Br„  No„  133-0120»O257  Drainage 
Paint  Conditions  Good 

Br.  NOo  133-0120-0273  Drainage 
Paint  Conditions  Good 

Br„  No,  133-0120-0289  Drainage 
Paint  Conditions  Good 

Br,  No,  133-0120-0311  Drainage 
Paint  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  I'reated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57^  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

Musselshell  County 

76'  Treated  Timber  Trestle 

General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

57 '  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 


Er,  No,  133-0120-0323  Drainage  ■ 

Paint  Conditions  Good 

Remarks:    Ctoe  s-^mj  brace  broken. 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Drainage 

Drainage 

Irrigation  Canal 

Drainage 

Drainage 

Drainage 

Drainage 

Drainage 


Drainage 


Old  River  Channel 


Br„  No,  133-0120-0343 
Paint  Condition?,  Good 

Br„  No„  133-0120-0371 
Paint  Conditions  Good 

Br,  No.  133-0120-0356 
Paint  Conditions  Good 

Br.  No,  133-0120-0396 
Paint  Conditions  Good 

Br.  No.  133-0120-0402 
Paint  Conditions  Good 

Br,  No„  133-0120-0413 
Paint  Conditions  Good 

Br.  No„  133-0120-0428 
Paint  Conditions  Good 

Br.  No.  133-0120-0447 
Paint  Conditions  Good 

Br.  No„  133-0120-0483 
Paint  Conditions  Good 

Br.  No.  133-0120-0498 
Paint  Conditions  Good 

Br.  No.  133-0120-0522 
Paint  Conditions  Good 
Remarks s    A  lot  of  blocking  and  raising  has  been  done  underneath.    Gap  Bent  has 
a  curve  in  it. 

Br.  No.  133-0120-0535  Drainage  38'  Treated  Timber  Trestle 

Paint  Conditions    Fair  General  Conditions  Good 

Remarks s    One  riprap  section  deteriorated  about  20  percent. 

Br.  No.  133-0120-0554  Musselshell  River  224'  Continuous  Steel  Girder 

Paint  Conditions    Fair  General  Conditions  Good 

Remarks s    Both  Pier  shafts  have  a  crack  about  centerline  of  roadway  from  ground 
line  to  bottom  of  cap. 


Drainage 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

25'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Fair 


Field  Maintenance  Division  No.  502 
Br.  No.  144-0120-0008  Drainage 
Paint  Conditions  Poor 


Br.  No.  144-0120-0023 
Paint  Conditions  Poor 


Home  Creek 


Rosebud  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br„  No,  144-0120-0089 
Paint  Conditions  Good 

Br„  No.  144-0120-0094 
Paint  Condition:  Good 

Br.  No.  144-0120-0097 
Paint  Conditions  Good 

Bro  No.  144-0120-0099 
Paint  Conditions  Good 

BPo  No„  144-0120-0128 
Paint  Conditions  Good 

Br.  No.  144-0120-0166 
Paint  Conditions  Good 

Br.  No.  144-0120-0175 
Paint  Conditions  Good 

Br,  No,  144-0120-0202 
Paint  Conditions  Good 


Home  Creek 


Hcgne  Creek 


Home  Creek 


Home  Creek 


5'/'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 


Dry  Wash  (M'uggins  Creek)    57"  Treated  Timber  Trestle 

General  Conditions  Good 


Drainage 
Drainage 
Dry  Wash 


38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Tiiriber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 


Remarks s    Corner  posts  have  good  sized  cracks  in  them. 


Br„  No.  144-0120-0222 
Paint  Conditions  Good 

Br.  No.  144-0120-0287 
Paint  Conditions  Poor 

Br„  No„  144-0120-0310 
Paint  Conditions  Poor 


Drainage 
Drainage 
Drainage 
Drainage 


Br.  No.  144-0120-0318 
Paint  Conditions  Fair 

Remarks  s    Good  size  cracks  in  comer  posts 


25'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Truest le 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No,  144-0120-0327 
Paint  Conditions  Poor 


Drainage 

Remarks s    Fairly  good  size  cracks  showing  up  in  corner  posts 

Drainage 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No. ■144-0120-0366 
Paint  Conditions  Fair 

Br«  No.  144-0120-0382 
Paint  Conditions  Fair 

Br.  No.  144-0120-0392 
Paint  Conditions  Good 

Br.  No.  144-0120-0435 
Paint  Conditions  Poor 


Drainage 


Drainage 


Horse  Creek 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

100'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br-o  No„  144-0120-0^50 
Paint  Condition:  Poor 


Br,  x^fo.  144-0120-0459 
Paint  Conditions  Poor- 
Remarks  c    One  rail  split  slightly. 


Anderson  Creek 


Drainage 


Bre  No.  144-0120-0501 
Paint  Condition:  Poor 

Br.  No.  144-0120-0504 
Paint  Condition:  Fair 


Porcupine  Creek 
Drainage 
Drainage 


Br.  No.  144-0120-0526 
Paint  Condition:  Poor 

Remarks:    Small  section  of  rail  is  battered  up. 


Br„  No.  144-0120-0552 
Paint  Condition:  Poor 

Br.  No,  144-0120-0575 
Paint  Conditions  Fair 


Drainage 
McGraws  Coulee 


Br.  No.  144-0120-0631 

Yellowstone  River,  CM.  ST. P.  &  P.  Railroad 
Paint  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 


122'  Steel  Girder 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 


95'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 


825,3'  Steel  Girder 
General  Condition:  Good 
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FEDERAL  AID  PRB/IARY  ROOTE  15 


Field  Maintenance  Division  No,  301 

Br.  No.  107 -0002  Otter  Creek 

Paint  Conditions  Good 


Br.  No.  107-0870-0005 
Paint  Condition:  Good 


Otter  Creek 


Cascade  County 

123 '  Pre stressed  Concrete  Beam 
General  Conditions  Good 

118'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Br.  No.  107 --0870 "0008  Otter  Creek  118'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    On  the  north  side,  east  end^  the  end  rail  post  has  been  sheared  off.  ' 

The  next  post  west  has  been  bent  over  to  top  of  ciirb  and  the  first  rail 
section  is  off.    All  rail  posts  of  the  next  six  rail  sections  are  slightly 
bent  to  the  west.    The  bridge  marker  for  the  northeast  end  post  is  on  the 
road  at  the  northwest  curb  end.    No  reflectors. 


Br.  No„  107-0870-0015 
Paint  Condition c  Good 

Br.  No„  107-0870-0019 
Paint  Condition:  Good 


Otter  Creek 


Otter  Creek 


101.5'  Prestressed  Concrete  Beam 
General  Condition:  Good 

101.5'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Br.  No.  107-0870-0022 
Paint  Condition:  Good 

Br.  No.  107-0870--0025 
Paint  Condition:  Good 

Br,  No.  107-0870-0030 
Paint  Condition:  Good 


Otter  Creek 
Otter  Creek 

Otter  Creek 


91.5'  Prestressed  Concrete  Beam 
General  Condition:  Good 

91.5'  Prestressed  Concrete  Beam 
General  Condition:  Good 

101.5'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Br.  No.  107-0870-0035  Otter  Creek 

Paint  Condition:  Good 

Remarks:    Northeast  curb  end  chipped. 

Field  Maintenance  Division  No.  301 

Br.  No.  123 --0870-0014  Otter  Creek 

Paint  Condition:    Good  • 


101.5'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Judith  Basin  County 

81.5'  Prestressed  Concrete  Beam 

General  Condition:  Good 


Remarks:    Nev^  1961.    Bridge  deck  has  not  been  sealed  and  chipped.    Reflectors  at 
four  corners. 

Br,  No.  123-0870-0022  Otter  Creek  81.5'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    New  1961,    Bridge  deck  has  not  been  sealed  and  chipped.    Reflectors  at 
four  corners. 

Br.  No.  123-0870-0037  Otter  Creek  81,5'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    New  1961.    Bridge  deck  has  not  been  sealed  and  chipped.    Reflectors  at 
four  corners. 


Br.  No.  123-0870-0038  Otter  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    No  bridge  signs.    Reflectors  at  four  corners. 


Br„  No.  123-0870-0043  Otter  Creek  .57'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Remarks:    Northwest  end  rail  post  split.    One  stringer^  fDnrth  from  south  side^^ 
west  end  span^  previously  reported  as  split  laas  been  repaired.  The 
break  has  been  closed  with  metal  straps.    An  8"x8"  shore  has  been  set 
on  each  side  of  the  break  and  wedged  at  top„    The  shores  are  loose, 
.      wedges  need  to  be  reset  and  shore  toe  nailed  to  stringer „  Reflectors 
at  fo'ur  corners. 


McCarthy  Creek 


Br„  No„  123-0870-0148 
Paint  Conditions  Good 
Remarks s    Reflectors  at  four  corners, 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Bro  No.  123-0870-0222  Fox  Coulee 

Paint  Conditions  Good 

Remarks?    Reflectors  at  four  corners. 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Surprise  Creek 


Br„  No.  123-0870-0238 
Paint  Conditions  Good 
Remarks  s    Reflectors  at  four  comers 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  123-0870-0247 
Paint  Conditions  Good 


Sun  Creek 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No,  123-0870-0278  Wolf  Creek 

Paint  Conditions  Good 

Remarks s    Bridge  sign  west  end  broken  off 
north  side,  split  off. 


57'  Treated  Timber  Trestle 
General  Condition:  Good 
One  curb  end  at  second  bent  from  west, 


Br,  No,  123-0870-0301 

Paint  Conditions  Good 


North  Fork  Skull  Creek  38'  Treated  Timber  Trestle 

General  Conditions  Good 


Br,  No.  123-0870-0303 
Paint  Conditions  Goo( 


South  Fork  Skull  Creek     38'  Treated  Timber  Trestle 

General  Conditions  Good 


Br,  No,  123-0870-0318  Coyote  Creek  57'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks:    At  southeast  corner  curb  end  for  one  panel  length  is  shattered.  West 
end  bridge  marker  is  off  and.  lying  on  the  grotind. 


Br,  No,  123-0870-0329  Willow  Creek 

Paint  Conditions  Good 

Remarks:    Bridge  sign  at  east  end  broken. 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No,  123-0870-0351  Drainage 
Paint  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No,  123-0870-0360 
Paint  Conditions  Good 


Sage  Creek 


38'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No,  123-0870-0371  Drainage 
Paint  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Conditions  Good 


Remarks:    Paint  poor  on  two  pa lels  of  south  rail,  otherwise,  good, 
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Br,  No„  123-0870-0386  Dry  Creels: 

Paint  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  123-0870-0498  G.  N.  Railway  123'  Concrete  T  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    At  the  southeast  bridge  end^  drainage  off  the  struct'ure  has  cut  heavily 

into  embanlonent  slope.    Cut  starts  5'  from  bridge  end  and  just  inside  road- 
way guard  rail„    At  the  northeast  end  there  is  a  crack  in  the  roadway 
starting  2'  in  from  the  face  of  the  curb  at  the  end  of  the  deck  and 
curving  out  around  the  first  post  of  the  roadway  guard  rail,- 

Bro  No.  123-0870-0511  Judith  River  159'  Concrete  T  Beam 

General  Condition:    Good  .■  ■ 

Remarks:    Approximately  two  panel  lengths  of  the  face  of  the  north  rail  curb  has 

disintegrated  and  one  line  of  reinforcing  steel  is  exposed.    Base  of  one 
rail  post  is  cracked.    The  nose  and  heel  of  the  east  pier  is  disintegrating 
at  the  water  line  and  the  reinforcing  steel  is  exposed.    The  next  pier 
west  has  been  repaired  with  a  protective  coping  poured  around  the  nose,, 
The  heel  is  disintegrating  at  the  water  line  exposing  some  reinforcing 
steel o 

Br.  No.  123-0870-0553  Ross  Fork  Creek  120.3'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Some  spalling  along  deck  edge  for  two  rail  panel  lengths  on  the  south 
side .  , 


Br.  No.  123-0870-0559  Olson  Creek 

Paint  Condition:    Good  , 

Remarks:    Signs  on  bridge  spelled  Olsen, 

Field  Maintenance  Division  No.  4-03 
Br.  No.  114-0870-0050  Dry  Coulee 

Paint  Condition:  Good 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Fergus  County 

38'  Treated  Timber  Trestle 

General  Condition:  Good 


Br.  No.  114-0870-0052 
Paint  Condition:  Good 


Rock  Creek 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  114-0870-0075 
Paint  Condition:  Good 


Little  Rock  .Creek 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  114-0870-0081 
Paint  Condition:  Good 


King  Coulee' 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  114-0870-0096 
Paint  Condition:  Good 


Beaver  Creek 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  114-0870-0110 
Paint  Condition:  Good 


Cottonwood  Creek 


75'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  114-0870-0151 


165'  Concrete  T  Beam 
General  Condition:  Good 


CJI.St,  P.&P.  R.R. 
Paint  Condition:    None  needed 
Remarks:    Track  span  slightly  out  of  alignment  Expansion  joint  at  this 

span  looks  like  it  is  opened  up  a  little  more  than  necessary. 


Br.  No.  114-0^70-0179  Mill  Ditch 

Paint  Conditions    None  needed 


25'  Concrete  T  Beam 
General  Condition? 


rOOd 


Remarks  o    Minor  spalling  on  edges  in  various  spots  „    Water  •underneatli,  so  this 
inspection  was  not  very  complete. 


Br„  No„  114-0870^0192 
Paint  Conditions  Good 

Br,  No„  114~0870~02r7' 
Paint  Conditions  Good 

Bro  No„  114-0870 -03 11 
Paint  Condition o  Good 

Br„  No.  ll4-0870"~0363 
Paint  Conditions  Good 

Br..  No.  11A"087Q»0393 
Paint  Conditions  Good 


Boyd  Greek 
Boyd  Creek 
Drainage 
Drainage 
Drainage 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

25'  'Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  114-0870-0408    North  Fork  McDonald  Creek    57^  Treated  Timber  Trestle 


Paint  Conditions  Good 

Br,  No„  114-0870-0421 
Paint  Conditions  Good 

Br,  No„  114-0870-0429 
Paint  C'Dnditions  Good 

Br„  No„  114-0870-0433 
Paint  Conditions  Good 

Br„  No,  ri4-0870--0449 
Paint  Conditions  Good 

Br,  No.  114-0870-0460 
Paint  Conditions  Good 

Br.  No,  114-08^70-0465 
Paint  Conditions  Good 

Br,  No.  114-0870^0472 
Paint  Conditions  Good 


Drainage 
Drainage 

Irrigation  Reservoir 

Drainage 

Drainage 

Drainage 

Drainage 


General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

100'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

25'  Treated  Timber  Trestle 
General  Conditions  Gocd 

38'  Treated  Timber  Trestle 
General  Conditions  Good 


Bro  No,  114-0870-0480    South  Fork  McDonald  Greek    100'  Treated  Tijnber  Trestle 


Paint  Conditions  Good 

Br,  No.  214-0200-0493 
Paint  Conditions  Good 

Br,  No,  214-0200-0507 
Paint  Conditions  Good 

Br,  No,  21^-0200-0526 
Paint  Conditions  Good 


Charters  Coulee 


Gerdrum  Coulee 


McDonald  Creek 


General  Conditions  Good 

57'  Treated  Timber  Trestle 
General^  Conditions  Good 

57'  Treated  T:imber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No,  214-0200-0554 
Paint  Condition:  Good 


Briggs  Coulee 


Field  Maintenance  Division  Mo,  403 

Br.  No,  235-0200-0220  Box  Elder  Creek 

Paint  Condition:    Good  ■ 

Remarks:    Fence  tied  to  rail. 


Br.  No,  235-0200-0345 
Paint  Condition:  Good 


'  Drainage 


Musselshell  River 


Br.  No.  235-0200-0350 
Paint  Condition:  Good 

Remarks:    Spalling  on  top  edges  of  piers  and  ends 
of  steel  have  been  hit  and  bent. 

Field  Maintenance  Division  No,  403 


Br.  No.  217-0200-0030 
Paint  Condition:  Good 

Br.  No,„  217-0200-0040 
Paint  Condition:  Good 

Br.  No.  217-0200-0050 
Paint  Condition:  Good 

Br.  No.  217-0200-0098 
Paint  Condition:  Good 

Br.  No.  217-0200-0111 
Paint  Condition:  Good 

Br.  No.  217-0200-0114 
Paint  Condition:  Good 

Br,  No,  217-0200-0122 
Paint  Condition:  Good 

Br.  No.  217-0200-0132 
Paint  Condition:  Good 

Br,  No.  217-0200-0150 
Paint  Condition:  Good 

Br.  No,  217-0200-0165 
Paint  Condition:  Good 

Br,  No.  217-0200-0187 
Paint  Condition:  Good 

Br,  No.  217-0200-0247 
paint  Condition:  Good 

Br.  No.  217-0200-0256 
Paint  Condition:  Good 


Drainage 

Sage  Hen  Creek 

Dog  Creek 

Drainage 

Drainage 

Drainage 

Calf  Creek 

Drainage 

Drainage 

Drainage 

Drainage 

Drainage 

Drainage 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

Petroleum  Coun.ty 
184'  Concrete  T  Beam 
General  Condition:  Good 


38'  Treated  Timber  Trestle 
General  Condition:    Good  ■ 

435.5'  Steel  Truss 
General  Condition:  Good 
of  curbs.    Many  crossframes 


Garfield  County 

114'  Treated  Timber  Trestle 

General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57 '  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:    Good    '  ■ 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:    Good  • 
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Br„  No.  217-0200-0293  Dugout  Coulee 

Paint  Condition:  Good 

Remarks:    Cap  on  Bent  4  is  developing  a  good 


Br.  No.  217-0200-0324 
Paint  Condition:  Good 


Drainage 
Drainage 


95'  Treated  Tnjnber  Trestle 
General  Condition:  Good 
siaed  crack. 

76'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  217-0200-0327 
Paint  Condition:  Good 

Remarks:    Cracked  stringer^  fourth  in  second  span. 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  217-0200-0338  Drainage 
Paint  Condition:  Good 

Br„  No.  217-0200-0348  Drainage 
Paint  Condition:  Good 

Br.  No,  217-0200-0357  Drainage 
Paint  Condition:  Good 

Er.  No.  217-0200-0383  Drainage 
Paint  Condition:  Good 

Br.  No.  217-0200-0387  Drainage 
Paint  Condition:  Good 

Br.  No.  217-0200-0403  Drainage 
Paint  Condition:  Good 

Br.  No.  217-0200-0415  Big  Dry  Creek 

Paint  Condition:    Wood -Good;  Steel-Fair 


Br.  No.  217-0200-0422 
Paint  Condition:  Good 

Br.  No.  217-0200-0439 
Paint  Condition:  Good 

Br,  No.  217-0200-0464 
Paint  Condition:  Good 

Br,  No,  217-0200-0477 
Paint  Condition:  Good 

Br.  No.  217-0200-0491 
Paint  Condition:  Good 

Br.  Nqo  217-0200-0501 
Paint  Condition:  Good 

Br.  No.  217-0200-0519 
Paint  Condition:  Good 

Br.  No.  217-0200-0526 
Paint  Condition:  Good 


Drainage 


Drainage 


Drainage 
Drainage 
Drainage 
Drainage 

Drainage 
Drainage 


114'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 


162'  Steel  Girder 
General  Condition: 


Good 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

114'  Treated  Timber  Trestle 
General  Condition:  Good 
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Br.,  No.  217-0200-0537  Big  Dry  Creek  161'  Steel  Beam 

Paint  Conditions    Fair  General  Condition:  Good 

Remarks s    Rockers  are  in  expansion  position  at  5°below  0  at  both  ends  of  steel. 
Gap  is  closed  betv/een  steel  and  timber. 


Br.  No„  217-0200-0565 
Paint  Condition:  Good 

Br.  No.  217-0200-0591 
Paint  Condition:  Good 

Br.  No.  217-0200-0612 
Paint  Condition:  Good 

Br.  No,  217-0200-0626 
Paint  Condition:  Good 

Br.  No.  217-0200-0637 
Paint  Condition:  Good 

Br.  No,  217-0200-0649 
Paint  Condition:  Good 


Vale  Creek 


Dry  Wash 


Drainage 


Drainage 
Dry  Wash 
Drainage 
Big  Dry  Creek 


Br.  No.  217-0200-0678 
Paint  Condition:  Good 

Remarks:    One  set  of  rockers  at  Bent  3,  5^  and 
10°  below  0.    Nosing  timbers  on  Bent 


Br,  No.  217-0200-0689 
Paint  Condition:  Fair 

Br.  No.  217-0200-0713 
Paint  Condition:  Fair 

Br.  No,  217-0200-0724 
Paint  Condition:  Fair 

Br.  No.  217-0200-0739 
Paint  Condition:  Fair 

Br.  No.  217-0200-0741 
Paint  Condition:  Fair 

Br,  No.  217 -0200 ■■■-07 59 
Paint  Condition:  Fair 

Br.  No.  217-0200-0770 
Paint  Condition:  Good 

Br.  No,  217-0200-0806 
Paint  Condition:  Good 

Br„  No,  217-0200-0888 
Paint  Condition:  Good 


L  -  S  Creek 
Drainage 
Drainage 
Drainage 

Drainage 
Drainage 
Drainage 

Little  Dry  Greek 
Drainage 


63'  Treated  Timber  Trestle 
General  Condition:  Good 

63 '  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

63'  Treated  Timber  Trestle 
General  Condition:  Good 

63 '  Treated  Timber  Trestle 
General  Condition:  Good 

76-  Treated  Timber  Trestle 
General  Condition:  Good 

396'  Continuous  Steel  Beam 
General  Condition:  Good 

8  are  in  expansion  position  at 

6  are  dam.aged. 

125'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

25'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

101'  Treated  Timber  Trestle 
General  Condition:  Good 

93'  Treated  Timber  Trestle 
General  Condition:  Good 

404'  Steel  Beam 

General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 


Field  Maintenance  Division  No,  401 

Br,  No,  225-0200-0002  Timber  Creek 

Paint  Ccnditions  Fair 

Br,  No.  228-O200-0011  Skull  Creek 

Paint  Conditi.ono  Fair 

Remarks  J    Hard  to  check  stringers  on  first  span, 


Br„  No„  228-0200-0044 
Paint  Condition »°  Fair 

Br,  No.  228-0200-0047 
Paint  Condition:  Fair 

Brc  No,  228-0200-0061 
Paint  Condition  c"  Fair 

Br«  No,  228-0200-0062 
Paint  Conditions  Fair 

Br.  No,  228-0200-0067 
Paint  Conditions  Fair 

Br,  No,  228-0200-0086 
Paint  Condition:  Fair 

Br,  No,  228-0200=0133 
Paint  Condition:  Fair 

Br,  No.  228-0200-0185 
Paint  Condition:  Fair 

Br.  No.  228-0200=0218 
Paint  Conditions  Fair 

Br,  No,  228~0200"0232 
Paint  Conditions  Fair 

Br,  No,  228-0200-0248 
Paint  Conditions  Fair 

Br.  No.  228-0200-0272 
Paint  Conditions  Poor 


Drainage 

Drainage 

Drainage 

Drainage 

Drainage 

Coulee 

Dirty  Creek 

Cotter  Creek 

Stoney  Butte  Creek 

Drainage 

Antelope  Creek 

Drainage 


Br,  Nc<>  228-0200-0281  Old  Cliamel  Redwater  River 
Paint  Conditions  Fair 


Br,  No,  228-0200-0291 
Paint  Conditions  Fair 


Drainage 
Redwater  River 


Br,  No,  228-0200-0316 
Paint  Conditions  Fair 

Remarks s    A  few  minor  spalls  at  the  curb  edges, 


McCone  Comty 

125'  Treated  Timber  Trestle 
General  Conditions  Good 

123 '  Treated  Timber  Trestle 

General  Conditions  Good 

It  is  enclosed  with  grouted  riprap, 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

85'  Treated  Timber  Trestle 
General  Conditions  Good 

85'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

63 '  Treated  TiJiiber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

76^  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

114'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

267'  Steel  Girder 
General  Condition:  Good 
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Br.  No.  228--0200-0321  Drainage 
Paint  Condition:    Fair  •  ■ 


■  38'  Treated.  Tijiiber  Trestle 
General  Condition:  Good 


Br,  No.  228-0200-0352 
Paint  Condition:  Fair 


Buffalo  Spring  Creek    II4'  Treated  Timber  Trestle 

General  Condition:  Good 


Field  Maintenance  Division  No.  4OI 


Br.  No.  211-0203-0005 
Paint  Condition:  Fair 


Cottonwood  Creek 


■  Dawson  Counts?" 

76'  Treated  Timber  Trestle 
-General  Condition:  Good 


Br.  No.  211-0203-0029 
Paint  Condition:  Fair 


Berry  Creek 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  211-0203-0060  '  '  ■  Drainage  ■ 
Paint  Condition:  Fair 


76'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  211-0203-0084  Hay  Creek 

Paint  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  211-0203-0095  Hay  Creek 

Paint  Condition:  Good 


76'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  211-0203-0108 
Paint  Condition:  Good 


Sand  Creek 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  211-0203-0120  '  Drainage 
Paint  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  211-0203-0173 
Paint  Condition:  Good 


Upper  Seven  Mile  Creek  II4'  Treated  Timber  Trestle 

General  Condition:  Good 


Br,  No.  211-0203  -0177  ■•■  Drainage 
Paint  Condition:  Fair 

Br.  No.  211-0203-0182  •  ^■'■  Drainage 
Paint  Condition:  Good 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 


Bro  No.  211-0203-0198 
Paint  Condition:  Good 


Drainage 


95'  Treated  Timber  Trestle 
General  Condition:    Good  . 


Br,  No.  211-0203-0220  Drainage 
Paint  Condition:  Good 

Br.  No,  211-0203-0243  Drainage 
Paint  Condition:  Good 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No,  211-0203-0256 
Paint  Condition:  Good 


Drainage 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  211-0203-0262  Drainage 
Paint  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  111-0100-0364 
Paint  Condition:  Good 


Dry  Creek 


120'  Continuous  Concrete  T  Beam 
General  Condition:  Good 


Br.  No.  111-0100-03 64P 
Paint  Condition:  Good 


Dry  Creek 


120'  Continuous  Concrete  T  Beam 
General  Conditions  Good 


Br,  No.  111-0100-0377 
Paint  Condition:  Good 


YellOY/stone  River 


1317.5'  Concrete  Girder 
General  Condition:  Good 


Gravej/ard  Coulee 


Br,  No.  111-0100-03 B9 
Paint  Condition:  Poor 
Remarks:    Extensive  spalling  on  c-arb. 


90'  Continuous  Concrete  Slab 


General  Condition:  Fair 
Tops  cracked  on  corner  posts  -  Bent  1, 


Br.  No.  111-0100-0411  Glendive  Creek 

Paint  Condition:    None  needed 
Remarks:    A  few  small  spalls  on  curb  edges. 

Br,  No.  111-0100-0466  Griff itli  Creek 

Paint  Condition:  Good 
Remarks:    Two  flared  ends  of  flex  beam  rail  on  wrong. 


180,3'  Concrete  T  Beam 
General  Condition:  Good 

106'  Continuous  Steel  Girder 
General  Condition:  Good 


Br„  No. Ill -0100 -0503      ■ .,      Krug  Creek  106'  Continuous  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    One  flared  end  slightljr  bent^  rockers  in  expansion  position  at  32°, 

Field  Maintenance  Division  No.  4-01  1/ibaux  County 

Br,  No,  155-0100-0073  West  Wibaux  Interchange  Underpass 

Remarks:    Under  contract  -  Let  10-25-61  . 


Br.  No.  155-0100-0074  Beaver  Creek 

Remarks:    Under  contract  -  Let  10-25-61 


286' 


Pre stressed  Concrete  Beam 


Br,  No.  155-0100-0075  East  Vlfibaux  Interchange  Underpass 

Remarks:    Under  contract  -  Let  10-25-61 

Br,  No.  155-0100-0067  (PW/)  Dry  Creek  ■  125'  Treated  Timber  Trestle 

Paint  Condition:    Poor  -,       .  General  Condition:  Good 

Br,  No.  155-0100-0074  (PTW)  Beaver  Greek         ,  276'  Continuous  Steel  Girder 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    A  section  of  curb  broken  off  at  Bent  1  right. 

Br.  No.  155-0100-0084  (PTW)  Yates  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 
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FEDERAL  AID  PRBIAEY  ROUTE  16 


Field.  Maintenance  Division  No„  501 


Br,  No.  102-0870-0040 
Paint  Conditions  Good 


Pass  Creek 


Big  Horn  County 

6-4c5'  Continuous  Steel  Girder 

General  Condition:  Good 


Br,  No,  102-0^70-0047 
Paint  Condition:  Good 


Pass  Creek 


64.5' Continuous  Steel  Girder 
General  Condition:  Good 


Br„  No.  102-0870-0131 
Paint  Condition:  Good 

Bro  No„  102-0870-0223 
Paint  Condition:  Good 

Br.  No.  102-0870-0294 
Paint  Condition:  Good 

Br.  No„  102-0870-0352 
Paint  Condition:  Good 


Little  Big  Horn  River 
Lodge  Grass  Creek 
Little  Big  Horn  River 
Little  Big  H^orn  River 


120'  Continuous  Steel  Girder 
General  Condition:  Good 

63.9'  Concrete  T  Beam 
General  Condition:  Good 

136'  Concrete  T  Beam  ' 
General  Condition:  Good 

1:56'  Concrete  T  Beam 
General  Condition:  Good 


Br.  No,  102-0870-0411 
Paint  Condition:  Good 


Little  Big  Horn  River 


156'  Concrete  T  Beam 
General  Condition:  Good 


Remarks :    Dirt  Berms  settling  away  from  concrete  quite  a  little . 

Br.  No.  102-0870-0418       Montana  8  Interchange  Underpass 

Paint  Condition:    Good  General  Condition, 

Remarks:    Also  FAP  Route  37  -  Br.  No.  102-2120-0001 


Good 


Br.  No.  102-0870-0418P  Montana  8  Interchange 
Paint  Condition:  Good 


Underpass 
General  Condition; 


Remarks 


Br.  No.  102-0870-0418  and  102-0870-0418P  one  structure 


Good 


Br.  No.  102-0870-0431  Little  Big  Horn  River 
Paint  Condition:  Good 


130'  Continuous  Steel  Girder 
General  Condition:  Good 


Br.  No.  102 -0870-043 IP      Little  Big  Horn  River 

Paint  Condition:  Good 

Remarks:    Drift  caught  on  one  pier. 

Br.  No.  102-0870-043 IF  Little  Big  Horn  River 
Paint  Condition:  Good 

Remarks:    Some  large  logs  caught  on  pier, 

Br.  No„  102-0870-0435      Crov/  Agency  Interchange 

Paint  Condition:  Good 

Remarks:    End  Bent  fill  dirt  settling, 

Br,  No.  102-0870-043 5P  Crow  Agency  Interchange 
Paint  Condition:  Good 


164.5'  Prestressed  Concrete  Beams 
General  Gondi-tion:  Good 


153'  Prestressed  Concrete  Beams 
General  Condition:  Good 


133'  Prestressed  Concrete  Beams 
General  Condition:  Good 


133 '  Prestressed  Concrete  Beams 
General  Condition:  Good 


Remarks:    Noticeable  settlement  of  fill  dirt  at  end  bents 


Br,  No.  102-0870-0494 
Paint  Condition:  Good 


Dunmore  Interchange      118-  Prestressed  Concrete  Beams 

General  Condition:  Good 


Br.  No.  102-  0870-0494P  Dunmore  Interchange  118'  Prestressed  Concrete  Beams 
Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  102 -.0870-0 5 46 
Paint  Condition:  Fair 


Big  Horn  Rive: 


577 o 8'  Steel  Truss 
General  Condition:  Good 


Br,  No.  102-0870-0580  Two  Leggin  Canal  3V  Concrete  T  Beam 

Paint  Condition:    None  needed  General  Condition:  Good 

Remarks:    Dirt  is  mdercut  quite  badly  west  end  under  end  'bent  beam. 


Br.  No„  102-0870-0627 
Paint  Condition:  Good 


Perista  Creek 


38'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  102 -0870 "~0687  C.B.  &  Q„  Railroad       232.8'  Concrete  T  Beam 

Paint-  Condition:    None  required  General  Condition:  Fair 

Remarks:    The  track  span  west  end,  is  opened  3  3/4" »    Looks  like  it  has  slipped 
sideways  about  5" .    Dirt  berms  at  end  bents  have  settled  away  about 
3 ' .    Moderate    amoijnt  of  checking  in  end  post  concrete 


Br„  No.  102-0870-0725  Fly  Creek 

Paint  Condition:  Good 

Field  Maintenance  Division  No.  501 


Br,  No„  156-0870-0137 
Paint  Condition:  Poor 

Br.  No.  J 56-0870-0139 
Paint  Condition:  Poor 


East  Fork  Pryor  Creek 
Pryor  Creek 


57'  Untreated  Timber  Trestle 
General  Condition:  Good 

Yellowstone  County 
55'  Concrete  Slab 
General  Condition:  Good 

69'  Concrete  Slab 
General  Condition:  Good 


Er.  No.  156-0870-0231 
Paint  Condition:  Fair 


57'  Untreated  Timber  Trestle 
General  Condition:  Good 


Dry  Creek 

Remarks:    Stringers  have  chipped  places  and  small  rotted  spots. 

Br.  No.  156-0870--0251  N.  P.  Railv/ay  261.8'  Continuous  Steel  Beam    "  - 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Paint  on  steel  directly  over  tracks  looks  like  it  has  been  bm^ned  away.' 

Br.  No„  156-0870-0253  Yello'wstone  River         540'  Continuous  Steel  Truss 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Dirt  collected  aromd  rockers  Bent  3o    End  posts  Bent  3  badly  cracked. 

Two  vertical  members  twisted  Span  2.    Many  crossframes  have  been  hit  and 
■  bent  slightly.    Vertical  clearance  is  14.80  leeto    End  posts  Bent  1 
cracked. 


Br.  No.  156-0870-0253  ■     '     Yellowstone  River 
Remarks:    Under  contract  -  Let  5-25-60 

Br,  No„  156-0870-0253P  Yellowstone  River 

Remarks:    Under  contract  -  Let  5-25-60 

Br.  No.  156-0870-0255  Sevrer  Ditch 

Paint  Condition:    None  Required 
Remarks:    Left  side  filled  in  with  dirt.    Four  corner  posts  broken  off, 


945.2-  Riveted  P3Bte  Girder 
938.2'  Riveted  Plate  Girder 


35'  Concrete  T  Beam 
General  Condition:  Good 


Br<,  No,  l56-0870«0297 
Paint  Conditions  Good 


.five  Mile  Creek 


Br.  No.  l;56-0870-"0303  Billings  Bench 

Paint  Condition o    Good -Wood;  Poor-Steel 

Br„  No„  156-0670-0349  Eleven  Mile  Creek 

Paint  Conditions    Good -Wood;  Pocr-Steel 


57'  Treated  TiiBber  Trestle 
General  Conditions  Good 

39'  Steel  I  Beam 
General  Conditions  Good 

31,2'  Steel  I  Beam 
General  Conditions  Good 


Br.  No„  156-0870-0354  Middle  Fork  Twelve  Mile  Greek  38^  Treated  Timber  Trestle 


Paint  Conditions  Good 

Br,  No„  156-0870-0357 

North  Fork  Tii^elve  Mile  Creek 

Paint  Conditions  Good 


Br,  No,  156-0870-0409 
Paint  Conditions  Good 

Br„  Nc.  156-0870-0416 
Paint  Conditions  Good 

Br„  No.  156-0870-0451 
Paint  Conditions  Good 

Br,  No,  156-0870-0492 
Paint  Conditions  Good 

Br„  No,  156-0870-0493 
Paint  Conditions  Good 


So.  Fork  Crooked  Creek 
No„  Fork  Crooked  Creek 

'Dry  Wash 

Drainage 

Drainage 


Field  Maintenance  Division  No„  501 
Br.  No.  133-0870-0016  Drainage 
Paint  Conditions  Good 

Remarks  s    Berm  getting  awa.j  under  'both  end  bents 


Br,  No„  133 ""0870-0026 
Paint  Conditions  Fair 

Br,  No„  133-0870-0045 
Paint  Conditions  Good 

Br»  No,  133-0870-0181 
Paint  Gonditions  Good 


Drainage 


Razor  Creek 


Half  Breed  Creek 


Half  Breed  Creek 


Br,  No.  133-0870-0206 
Paint  Conditions  Poor 

Remarks s    Steel  stringers  underneath  are  crocked, 


Br,  No,  133-0870-0208 
Paint  Conditions  Poor 

Br,  NOo  133-0870-0210 
Paint  Conditions  Good 


Half  Breed  Creek 


Half  Breed  Creek 


General  Conditions  Good 


38'  Treated  T:ijnber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

Musselshell  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 


57'  Trea-ted  Timber  Trestle 
General  Conditions  Good 

75'  TTeated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
G-eneral  Conditions  Good 

31,2'  Treated  Timber  Trestle 
General  Conditions  Good 
No  structural  harm, 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br.  No.  133-0870-0226 
Paint  Condition o  Good 

Br„  No.  133-0870-0229 
Paint  Condition o  Fair 


Half  Breed  Creek 


Drainage 


16"'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


Bro  No.  133-0870-0250  Musselshell  River         229'  Continuous  Steel  Beam 

Paint  Condition,    Good  General  Conditions  Good 

Remarks s    A  little  spalling  on  concrete  sidewalk  edges, 

Br.  No.  133-0870-0254  CM.ST.P .ciP.  R.R.         167.7'  Steel  Truss 

Paint  Condition:    Poor -Underneath;  Good -Top  General  Condition:  Good 

Remarks:    Rockers  and  deck  expansion  plate  in  extreme  expansion  position  at  5° 
below  0.    Looks  like  steel  touches  concrete  on  both  ends. 


Br.  No.  133-0870-0351 
Paint  Condition:  Good 

Br.  No.  133-0870-0362 
Paint  Condition:  Good 

Br.  No.  133-0870-0.417 
Paint  Condition:  Good 


South  Willow  Creek 

Drainage 
Willow  Creek 


76'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 


Field  Maintenance  Division  No.  403 
Br.  No,  135-0870-0029  Flatwillow  Creek 

Paint  Condition:  Good 
Remarks:    A  number  of  plank  are  loose  from  the  bents.    Looks  like  ground  heave  has 
pulled  them  loose . 


Petroleum  County 

133-  Treated  Timiber  Trestle 

Gene'ral  Condition:  Good 


Field  Maintenance  Division  No.  403 


Br.  No.  114-0870-0023 
Paint  Condition:  Good 

Br.  No.  114-0870-0027 
Paint  Condition:  Good 

Br.  No.  114-0870-0058 
Paint  Condition:  Good 

Br.  No.  114-0870-0124 
Paint  Condition:  Good 

Br.  No.  214-0192-0201 
Paint  Condition:  Good 
Remarks:    Under  contract 


Spring  Creek 


Pike  Creek 


Pike  Greek 


Elk  Creek 


McDonald  Greek 


Fergus  County 

57'  Treated  Timber  Trestle 

General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57"  Treated  Timber  TTestle 
General  Condition:  Good 

57"  Treated  Timber  Trestle 
General  Condition:  Good 


91.5'  Pre stressed  Concrete  Beam 
General  Condition:  Good 
Let  2-21-61     Small  piece  of  concrete  gone  from  cap  center 


Bent, (Upstream  corner).    Dirt  banked  around  outside  beams  end  bents, 

Br,  No.  214-0192-0212  Chippewa  Creek  81 „5'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Under  contract  -  Let  2-21-61     Little  chip  of  concrete  gone  right  end 
wall  Bent  3 . 
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BPo  No  214-0192-0250  Fords  Creek       -.         91,5'  Prestressed  Concrete  Beam 

Paint  Conditions    Good  General  Condition:  Good 

Remarks  2    Under  contract  -  Let  2-21-61     A  few  little  chips  off  of  cur'b„ 


Br.  No.  214-0192-0273       Little  Box  Elder  Creek 
Paint  Condition'  Good 
Remarks?    Under  contract  -  Let  2-21-61 

Br,  No.  214-0192-0307       South  Fork  Bear  Greek 
Paint  Condition:  Good 
Remarks;    One  flared  end  bent, 

Br.  No„  214-0192-0361       North  Fork  Bear  Creek 
Paint  Conditions  Good 
Remarks?    Two  flared  end  bents „    Concrete  chip  off  of  column  center  bent 


81.5'  Prestressed  Concrete  Beam 
General  Conditions  Good 


91,5'  Prestressed  Concrete  Beam 
General  Condition.  Good 


81,5'  Prestressed  Concrete  Beam 
General  Conditions  Good 


Br„  No.  214-0190-0415 
Paint  Condition;  Good 


Overflow  Box  Elder  Creek    75 '  Treated  Timber  Trestle 

General  Conditions  Good 


Br,  No,  214-0190-0624       '   ■  Missouri  River  698'  Steel  Girder 

Paint  Condition:    Good  General  Conditions  Good 

Remarks;    Name  plate  south  gone.    Surface  patches  scaling  near  ground  line^ 
Pier  3 .    Three  nuts  gone  from  north  name  plate  <, 


Field  Maintenance  Division  No,  402 


Br„  No,  236-0190-0310 
Paint  Conditions  Good 

Br,  No,  236-0190-0364 
Paint  Conditions  Good 

Br.  No,  236-0190-0368 
Paint  Conditions  Good 

Br.  No.  236-0190-0373 
Paint  Conditions  Good 


Beaver  Creek 

Drainage 

Drainage 

Little  Warm  Creek 


Phillips  County 

57'  Treated  Timber  Trestle 

General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

63'  Treated  Timber  Trestle 
General  Conditions  Good 

138'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No,  236-0190-0418 
Paint  Conditions  Good 


■■  Drainage  ■  ■ 

Remarks s    Roadway  fills  have  narrowed  at  both  bridge  ends 

Big  Warm  Creek 


76'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  236-0190-0452 
Paint  Conditions  Fair 

Br.  No„  236-0190-0483 
Paint  Conditions  Fair 

Br,  No.  236-0190-0486 
Paint  Conditions  F^ir 


100'  Treated  Timber  Trestle 
General  Conditions  Good 


Wild  Horse  Creek  Overflow    57'  Treated  Timber  Tx-estle 

GerEral  Conditions  Good 


fild  Horse  Creek 


Wi3-d  Horse  Creek 


Br,  No„  236-0190-0489 
Paint  Conditions  Fair 

Remarks s    Nose  angles  on  bents  are  very  rusty, 


100'  Treated  Timber  Trestle 
General  Conditions  Good 

100'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  236-0190-0507 
Paint  Conditions  Fair 

Brc  No.  236-0190-0519 
Paint  Conditions  Fair 

Br.  No.  236-0190-0522 
Paint  Condition:  Fair 


Br.  No.  236-0190-0551 
Paint  Condition:  Fair 
Remarks:    Bent  4  shiimied  underneath 


Tliree  Mile  Creek 

Drainage 
Drainage 

West  Alkali  Creek 


38'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

100'  Treated  Timber  Trestle 
General  Condition:  Good 


Black  Coulee 


Br.  No.  236-0190-0557 
Paint  Condition:  Fair 

Br.  No.  236-0190-0578 
Paint  Condition:  Good 

Br,  No,  236-0190-0612 
Paint  Condition:  Fair 
Remarks:    Cracks  showing  up  at  tops  of  piers.    Rockers  too  far  to  expansion  position, 


Halfway  Coulee 


Alkali  Creek 


75'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

156.5'  Steel  Pony  Truss 
General  Condition:  Good 


Br,  No.  236-0190-0617 
Paint  Condition:  Fair 

Br,  No.  236-0190-0660 
Paint  Condition:  Fair 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Desjardin  Coulee 
South  Fork  Taylor  Creek    75'  Treated  Timber  Trestle 


General  Condition:  Good 


Remarkf 


Reflector  signs  shot  up  quite  a  little. 


Br.  No,  236-0190-0662  North  Fork  Taylor  Creek  100'  Treated  Timber  Trestle 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Badly  broken  stringer  third  span^  third  stringer. 


Br.  No.  236-0190-0686 
Paint  Condition:  Fair 


Canal 


100'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  236-»0190-0693  G.  N.  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Renarks:    Oakum  raised  out  of  many  hand  rail  post  holes.    Third  Y/all  from  north 
on  east  side^  has  moved  in  about  5/8"  from  fill  pressure.    One  large 
chip  from  concrete  at  the  joint.    Fourth  wall  from  north  on  west  side, 
is  moved  in  about  5/8".    General  checking  on  concrete  posts  along  rail- 
road track  on  north  side. 
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■FEDERAL  AID  PRIMABi  ROUTE  17 


Field  Maintenance  Division  No,  502  Custer  County 

Br.  No,  109-0100-0052  Jr.  Grade  Separation    21 „2'  Concrete  Slab 

Remarks:    Under  contract  ■-  Let  4-19-61 


Br.  No.  109-0100-0181 
Paint  Condition:  Good 


Cottonwood  Creek 


171'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  109-0100-0195 
Paint  Condition:  Good 


Miles  Creek 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  109-0100-0215  . 
Paint  Condition:  Good 


Macks  Creek 


Field  Maintenance  Division  No.  401 


Br.  No.  140-0100-0001  , 
Paint  Condition:  Good 

Br,  No.  140-0100-0028 
Paint  Condition:  Good 

Br.  No,  140-0100-0065 
Paint  Condition:  Good 


Williams  Coulee 


Camp  Creek 


Powder  River 


38'  Treated  Timber  Trestle 
General  Condition:  Good 

Prairie  County 

95'  Treated  Tiinber  Trestle 

General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

632.7'  Continuous  Steel  Truss 
General  Condition:  Good 


Remarks:    Very  mild  erosion  and  drift  wear  noticeable  on  pier  nose  in  stream  main 

flOY/. 


Br,  No.  140-0100-0088 
Paint  Condition:  Good 

Br.  No.  140-0100-0096 
Paint  Condition:  Good 

Br.  No.  140-0100-0122 
Remarks:    Not  inspected 

Br.  No.  140-0100-0134 
Remarks:    Not  inspected 

Br.  No.  140-0100-0170 
Paint  Condition:  Good 

Br.  No.  140-0100-0223 
Paint  Condition:  Good 


Sand  Coulee 
Conn's  Coulee 
Drainage 
Drainage 

C.M.ST.P.&P,  R.R. 
0' Fallon  Greek 


114'  Treated  Timber  Trestle 
General  Condition:  Good 

57 '  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
38'  Treated  Timber  Trestle 


Underpass 

General  Condition:  Good 

220'  Continuous  Steel  Girder 
General  Condition:  Good 


Remarks:    Bent  3  rockers  in  extreme  expansion  position  at  +20^'.    Steel  girder  is 
tutted  solid  against  concrete  wall.    Mild  spalling  comer  post  and  curb 
Bent  3  left. 


Br,  No.  140-0100-0226            N.  P.  Railway  146'  Concrete  T  Beam 

Paint  Condition:    None  required  General  Condition:  Good 
Remarks:    Most  rockers  tipped  i,wong, 

Br.  No.  140-0100-0245            Yellowstone  River  1142.2'  Steel  Truss 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    Portals  have  been  hit  and  bent  slightly.    Few  spalls  in  comrete  under 
expansion  device , 
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Br.  No,  140-0100-0268  Hateiiet  Creek 

Paint  Conditions  Good 

Remarks:    A  feY^  small  cracks  in  rail  posts. 

Field  Maintenance  Division  No,  401 

Br,  No.  111-0100-0011  Bad  Route  Creek 

Paint  Condition:  Good 

Remarks:    A  few  small  cracks  in  concrete  posts. 


Br,  No.  111-0100-0058 
Paint  Condition:  Gocd 


Cracker  Box  Creek 


64,5'  Steel  I  Beam  ■  ' 
General  Condition:  Good 


Dawson  County 
164.5'  Steel  I  Beam 
General  Condition:  Good 


164.5'  Steel  I  Beam 
General  Condition:  Good 


Br,  No.  111-0100-0106 
Paint  Condition:  Good 
Remarks 


U.S.R.S.  Canal  - 
A  few  small  cracks  in  top  edges  of  concrete  posts. 

Clear  Creek 


65'  Steel  I  Beam 
General  Condition:  Good 


Br,  No.  111-0100-0107 
Paint  Condition:  Good 

Remarks:    A  few  small  cracks  in  tops  of  posts. 


Br,  No,  111-0100-0110 
Paint  Condition:  Good 


Canal 


Whoopup  Creek 


189.5'  Steel  I  Beam 
General  Condition:  Good 


31'  Steel  I  Beam 
General  Condition:  Good 


Br,  No,  111-0100-0133 
Paint  Condition:  Good 

Remarks:    A  few  samll  spalls  at  outside  of  walk. 


64.5'  Steel  I  Beam 
General  Condition: 


Good 


Br,  No.  111-0100-0156 
Paint  Condition:  Good 

Br,  No,  111-0100-0157 
Paint  Condition:  Good 


U.S.R.S,  Canal 


Sand  Creek 


39.5'  Steel  I  Beam 
General  Condition:  Good 


89.5'  Steel  I  Beam 
General  Condition:  Good 


Remarks:    Little  cracks  at  top  of  most  of  the  posts. 


Br,  No.  111-0100-0159  U.S.R.S,  Canal 

Paint  Condition:    None  required 

Remarks:    Shoulder  Berm  Bent  2  is  eroding, 

Br,  No,  111-0100...0185  U.S.R,S,  Canal 

Paint  Condition:    None  required 


Br„  No,  111-0100-0201 
Paint  Condition:  Good 


Upper  Seven  Mile  Creek 


Br.  No,  111-0100-0201P  Upper  Seven  Mile  Creek 
Paint  Condition:    Good  .  /■ 


21'  Concrete  T  Beam 
General  Condition:  Good 


21'  Concrete  T  Beam 
General  Condition:  Good 

120'  Continuous  Concrete  T  Beam 
General  Condition:  Good 

120'  Continuous  Concrete  T  Beam 
General  Condition:  Good 
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FEDEML  AID  PRIMARY  ROUTE  18 


Field  Maintenance  Division  No.  502  Custer  County 

Br.  No.  209-0220--0012  Yellowstone  River         971"  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:  Hair  checks  about  every  three  feet  downstream  side  of  Pier  3.  Deck 

expansion  plate  Pier  3,  is  noisy  with  traffic  and  plate  is  not  flush 

with  bottom  plate , 

Br.  No.  209-0220-0040       South  Fork  Sunday  Creek    IW  Concrete  T  Beam 
Paint  Condition:    None  needed  General  Condition:  Good 

Remarks:    One  cracked  girder  haunch  Pier  4.    Small  chip  Imocked  from  curb  joint 
Pier  2,    One  rail  post  chipped  a  little  on  top. 


Br.  No.  209-0220-0061  Drainage 
Paint  Condition:  Poor 

Br„  No.  209-0220-0067  Drainage 
Paint  Condition:  Poor 

Br.  No.  209-0220-0076  Drainage 
Paint  Condition:  Poor 

Br.  No.  209-0220-0092  Drainage 
Paint  Condition:  Poor 

Br.  No,  209-0220-0103  Drainage 
Paint  Condition:  Poor 

Bro  No.  209-0220-0112       North  Sunday  Creek 

Paint  Condition:    None  needed 


3B'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

117,8'  Concrete  T  Beam 
General  Condition:  Good 


Br.  No.  209-0220-0121 
Paint  Condition:  Poor 

Br.  No.  209-0220-0135 
Paint  Condition:  Poor 

Br.  No.  209-0220-0143 
Paint  Condition:  Poor 

Br.  No.  209-0220-0154 
Paint  Condition:  Poor 

Br.  No.  209-0220-0169 
Paint  Condition:  Poor 


Owens  Coulee 
Drainage 
North  Sunday  Creek 
Drainage 
Drainage 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Untreated  Timber  Trestle 
General  Condition:  Fair 


Remarks:    Some  piling  are  rotten,  others  have  had  to  be  reinforced. 


Br.  No.  209-0220-0180  Grimes  Creek 

Remarks:    Under  contract  -  Let  11-29-61 


101.7'  Prestressed  Concrete  Beams 


Field  Maintenance  Division  No.  502  "  ■   '  ■'■  ■       Rosebud  County 

Br.  No.  244-0220-0051  Dry  House  Creek  95'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    In  the  process  of  being  widened  1-16-62. 


Br.  No.  244-0220-0150 
Paint  Condition:  Poor 


Rock  Springs  Greek 


Field  Maintenance  Division  No.  502 


Br.  No.  217-0220-0039 
Faint  Condition:  Poor 

Br.  No,  217-0220".0054 
Paint  Condition:  Poor 

Br.  No.  217-0220-0058  ' 
Paint  Condition:  Fair 

Br.  No.  217-0220-0069 
Paint  Condition:  Good 

Br.  No.  217-0220-0083 
Paint  Condition:  Poor 

Br.  No.  217-0220-0097 
Paint  Condition:  Poor 

Br.  No.  217-0220-0109 
Paint  Condition:  Poor 

Br.  No,  217-0220-0137 
Paint  Condition:  Fair 

Br,  No.  217-0220-0147 
Paint  Condition:  Poor 

Br,  No.  217-0220-0209 
Paint  Cond.it ion:  Fair 

Br.  No.  217-0220-0211 
Paint  Condition:  Fair 

Br.  No.  217 -0220-0233 
Paint  Condition:  Good 

Br,  No.  217-0220-0266 
Paint  Condition:  Poor 

Br,  No,  217-0220-0326 
Paint  Condition:  Good 

Br.  No.  217-0220-0344 
Paint  Condition:  Good 


Drainage 

Red  Butte  Creek 

Drainage 

Drainage 

Drainage 

Thompson  Creek 

Drainage 

Drainage 

Drainage 

Little  Dry  Creek 
White  Horse  Creek 
Red  Horse  Creek 
Drainage 
Drainage 
Drainage 
Sand  Creek 


38'  Treated  Timber  Trestle 
General  Condition:  Good 

Garfield  County 

57'  Treated  Timber  Trestle 

General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


171'  Steel  I  Beam 
General  Condition: 


Good 


Br,  No.  217-0220-0398 
Paint  Condition:  Good 

Remarks:    Two  flared  ends  installed  wong. 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

153 '  Concrete  T  Beam 
General  Condition:  Good 
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FEDEBAL  AID  PRMARY  ROUTE  19  , ..  ,  -.  V.  . . ,  ,  . 

Field  Maintenance  Division  No..  201  Deer  Lodge  County 

Br.  No.  112-0105-0003    N.P.  Ry.  (Crackerville)       136'  Continuous  Steel  Girder 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  112-0105-0006  Clark  Fork  52'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Inside  face  and  top  of  east  span  curbs  are  deteriorating.    Center  pier 

eroded  at  vmter  line  and  light  surface  erosion  on  faces  of  end  abutments 

East  side  wings  considerably  v/eathered  and  south  wing  is  cracked. 

Br.  No.  112-0105-0122  Warm  Springs  Creek       41'  Concrete  T  Beam 

General  Condition:    Good  •   '  ■  '  ■     '  ■ 

Remarks:    Some  light  ?/ing  wall  and  girder  cracks. 

Br,  No,  112-0105-0185  Warm  Springs  Creek       41'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    North  edge  of  deck  spalling.    Crack  in  northwest  wing. 

Field  Maintenance  Division  No.  101  Granite  County 

Br.  No.  120-0105-0076  Fred  Burr  Creek  ■63.4'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Traffic  nicks,  north  side  end  posts, 

Br.  No.  120-0105-0212  Boulder  Creek  71.4'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Concrete  Pier  2  eroding  at  water  line.    Reinforcing  steel  exposed  on 
doY/n  stream  column, 

Br.  No,  120-0105-0256  Flint  Creek.  '  '      ■    '    114'  Concrete  T  Beam 

General  Condition:  Good 

Remarks:    Light  spalling  of  one  Bent  1  wing  wall. 

Br.  No.  120-0105-0320            Willow  Creek  39'  Steel  I  Beam 

Paint  Condition:    Good  General  Condition:    Good  . 

Remarks :    Bent  1  eroded  at  water  line , 

Br.  No.  120-0105-0357            Clark  Fork  267'  Steel  Girder 

Paint  Condition:    Good  ■■            General  Condition:  Good 

Remarks:    Some  light  cracking  in  curbs  and  rail  posts, 

Br.  No.  120-0105-0360           Drainage'  '       -25'  Treated  Timber  Trestle 

Paint  Condition:    Good                          .  General  Condition:  Good 
Remarks:    A  few  loose  cross  braces. 
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FEDERAL  AID  PRIMAHY  ROUTE  20 


Field  Maintenance  Division  No.  401 
Br.  No.  211-0160-0018  Drainage 
Paint  Condition:  Good 

Br.  No.  211-0160-0044 

Drainage    (Signed  -  Deer  Creek) 

Paint  Condition:    Good  .-.  - 


Br.  No.  211-0160-0071 
Paint  Condition:  Good 

Bt.  Eo.  211-0160-0081 
Paint  Condition:  Good 

Br.  No.  211-0160-0102 
Paint  Condition:  Good 


Three  Mile  Creek 
Drainage 
Lower  Seven  Mile  Creek 
Morgan  Creek 


Br,  No.  211-0160-0127 
Paint  Condition:  Good 

Remarks:    Fiftli  stringer.  Seventh  span,  busted. 


Br.  No,  211-0160-0157 
Paint  Condition:  Good 

Br.  No.  211-0160-0180 
Paint  Condition:  Good 


Thirteen  Mile  Creek 


Linden  Creek 


Field  Maintenance  Division  No.  401 


Br.  No.  242-0160-0019 
Paint  Condition:  Good 

Br.  No.  242-0160-0061 
Paint  Condition:  Good 

Br,  No,  242-0160-0081 
Paint  Condition:  Good 

Br.  No.  242-0160-0090 
Paint  Condition:  Good 

Br,  No.  242-0160-0093 
Paint  Condition:  Good 

Br.  Mo.  242-0160-0095 
Paint  Condition:  Good 

Br.  No,  242-0160-0144 
Paint  Condition:  Good 

Br.  No.  242-0160-0147 
Paint  Condition:  Good 


Burns  Creek 
Beef  Slough 
Garden  Coulee 
U.S.R.S,  Canal 
Dunlap  Creek 
U.S.R.S.  Canal 
U.S.R.S.  Canal 
Sears  Creek 


Dawson  County 

76'  Treated  Timber  Trestle 

General  Condition:  Good 


190'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

152'  Treated  Timber  Trestle 
General  Condition:  Good 

152'  Treated  Timber  Trestle 
General  Condition:  Good 


190'  Treated  Timber  Trestle 
General  Condition:  Good 

57 '  Treated  Timber  Trestle 
General  Condition:  Good 

Richland  County 

150'  Treated  Timber  Trestle 

General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

75'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

63 '  Treated  Timber  Trestle 
General  Condition:  Good 

75'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 
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Br.  No.  242-0160-0235 
Paint  Condition:  Good 

Br.  No.  242-OI6O-O26S 
Paint  Condition:  Good 

Br.  Mo.  242-0160-0285 
Paint  Condition:  Good 

Br.  No.  242-0200-0364 
Paint  Condition:  Poor 

Br.  No.  242-0200-0369 
Paint  Condition:  Poor 

Br.  No.  242-0200-0377 
Paint  Condition:  Poor 


Fox  Creek  76'  Untreated  Timber  Trestle 

General  Condition:  Good 

Ditch  38'  Treated  Timber  Trestle 

General  Condition:  Good 

Lone  Tree  Creek  II4'  Treated  Timber  Trestle 

General  Condition:  Good 

First  Hay  Creek      ■.  .  -   II4'  Treated  Timber  Trestle 

General  Condition:  Good 

Second  Hay  Creek  95'  Treated  Timber  Trestle 

General  Condition:  Good 

Third  Hay  Creek  76'  Treated  Timber  Trestle 

.    .      General  Condition:  Good 
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FEDERAL  AID  PRIMAHY  ROUTE  21 


Field  Maintenance  Division  No.  301  Cascade  Comtsr 

Br .  No .  107 -0910 -0001    ..^  ■    ■  •  .. 

U.S.  89  -  Vaughn  Interchange  Underpass 

Remarks:    FAP  Route  3,  #107-0890-0530  -  #0001  and  OOOIP  are  one  structure 


Br.  No.  107 -0910 -0003P  ■ 

U^S.  89  -  Vaughn  Interchange 

Remarks:    FAP  Route  3,  #107-0890-0530  - 

Field  Maintenance  Division  No.  301 

Br.  No.  150-0910-0172  Teton  River 

Paint  Condition:    Fair  to  Good 


Underpass 
#0001  and  OOOIP  are  one  structure. 

Teton  County 
:  "  ^  :'-^■  267'  Steel  Girder 

General  Condition:    Good  . 


Pondera  County 

25'  Concrete  T  Beam 


Field  Maintenance  Division  No.  302 
Br.  No,  137-0910-0142  Irrigation  Canal 

General  Condition:  Good 

Remarks:    Top  of  one  east  side  intermediate  rail  post  above  top  rails,  has  been 
knocked  off.    Wing  walls  crazed. 


Br,  NOo  137-0910-0154 
General  Condition:  Good 

Br.  No.  137-0910-0191 
General  Condition:  Good 

Br.  No.  137-0910-0246 
General  Condition:  Good 


Irrigation  Canal  21.5'  Concrete  Slab 

Dry  Fork  Marias  River  113 '  Concrete  T  Beam 
Irrigation  Canal  63.6'  Concrete  T  Beam 


Field  Maintenance  Division  No.  302 

Br.  No.  151-0910-0029  Marias  River 

Paint  Condition:  Good 


Toole  County 

541.3'  Continuous  Steel  Plate 
General  Condition:  Good 


Remarks:    Rockers  of  north  end  bent  are  dirt  covered  and  should  be  cleaned  off, 

U.S.  2  &  G.N.  Ry. 


Br.  No.  151-0910-0071 
Paint  Condition:  Good 
Remarks:    FAP  Route  1  #151-0020-0151 


360'  Steel  Beam 
General  Condition:  Good 


U.S.  2  &  G,N,  Ry, 


Br.  No.  151-0910-0071P 
Paint  Condition:  Good 
Remarks:    FAP  Route  1  #151-0020-0150 


360'  Steel  Beam 
General  Condition; 


Good 


Br,  No,  151-0910-0084     North  Shelby  Interchange  Underpass 


Paint  Condition:  Good 


General  Condition:  Good 


Br.  No,  151-0910-0084?    North  Shelby  Interchange  Underpass 


Paint  Condition:  Good 


General  Condition:  Good 


Remarks:    #151-0910-0084  and  151 -0910 -OO84P  are  one  structure. 


Br.  No.  151-0910-0354 

FAS  Route  214  ~  Sunburst  Interchange 

Paint  Condition:  Good 


168'  Prestressed  Concrete  Beam 
General  Condition:  Good 


Remarks:    FAS  Route  214 


'214-51-0001 
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Br.  No.  151-0910-0357 
Paint  Condition:  Good 


G,  N.  Railway 


313 '  Steel  Girder 
General  Condition:  Good 


Field  Maintenance  Division  No.  302  Toole  Coimty 

Federal  Aid  Primary  Route  21  Old  Alignment  in  Shelby 

Br.  No.  151-0910-0013  G.N.  Railway  382'  Steel  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Br.  No.  151-0910-0033 

I  15  -  North  Shelby  Interchange  276'  Steel  Girder 
Remarks:    See  #151-0910-0084                   .  ' 
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FEDERA-L  AID  PRIMARY  ROUTE  22 


Field  Maintenance  Division  No.  4-02 

Br.  No.  210-013C-0144     North  Fork    Eagle  Creek 

Paint  Condition:  Fair 

Field  Maintenance  Division  No.  402 


Br.  No„  246-0050-0026 
Paint  Condition:  Fair 

Br.  No.  246-0050-0037 
Paint  Condition:  Fair 

Br.  No.  246-0050-0060 
Paint  Condition:  Fair 

Br,  No.  246-0050-0076 
Paint  Condition:  Fair 

Br.  No,  246-0050-0084 
Paint  Condition:  Fair 

Br,  No.  246-0050-0188 
Paint  Condition:  Good 


North  Fork  Eagle  Creek 
Eagle  Creek 
Redstone  Creek 
Big  Muddy  Creek 
Canal 

Plentywood  Creek 


Daniels  Co^jn.ty 

76'  Treated  Timber  Trestle 

General  Condition:  Good 

Sheridan  County 

76'  Treated  Timber  Trestle 

General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

125'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

114'  Treated  Timber  Trestle 
General  Condition:  Good 


Remarks:    Small  amount  of  drift  collected  underneath. 

McCoy  Creek 


Br.  No.  246-0050-0206 
Paint  Condition;  Fair 

Br.  No.  246-0050-0244 
Paint  Conditions  Poor 

Br,  No.  246-0050-0255 
Paint  Condition:  Poor 

Br.  No.  246-0160-0268 
Paint  Condition:  Good 

Br.  No.  246-0160-0285 
Paint  Condition:  Good 

Br,  No.  246-0160-0335 
Paint  Condition:  Fair 

Br.  No.  246-0160-0357 
Paint  Condition:  F£ir 


Box  Elder  Creek 
Marron  Creek 
Drainage 
Ator  Creek 
Antelope  Creek 
McLaughlin  Creek 
Reserve  Creek 


Br.  No.  246-0160-0387 
Paint  Condition:  Fair 

Remarks:    Left  stringer,  first  span,  broken. 


Neiser  Creek 


114'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Tijiiber  Trestle 
General  Condition:  Good 

114'  Treated  Timber  Trestle 
General  Condition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  246-0160-0416 
Paint  Condition:  Good 
Remarks:    A  few  loose  nuts  and  a  cracked  wheel  guard. 


95'  Treated  Timber  Trestle 
General  Condition:  Good 
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Br,  No,  246-0160-0478  Medicine  Lalce  Overflow 
Paint  Conditions  Fair 

Rainarlcffls   Ocmld  only  sea  rnider  two  end  spans. 


95'  Treated  Timber  Trestle 
General  Conditions  Good 
They  are  okay. 


Br.  No,  246-OI6O-G479 
Paint  Conditions  Fair 


Medicine  Lake 

Remarks s   Gould  only  see  mder  two  end  spans.   They  are  okay. 

Creek 


190'  Treated  Tliriber  Trestle 
General  Condition!  Good 


Br.  No.  246-0160-0532 
Paint  Conditions  Fair 


Field  Maintenance  Division  No,  402 
Br,  No,  243-0160-0001 
Paint  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Condition: 


Br,  No,  243-0160-0010 
Paint  Conditions  Poor 

Br„  I©,  243 -0160-0040 
Paint  Conditions  Fair 


Lost  Creek 


Sheep  Creek 


looeevelt  Comty 

38'  Treated  Tiiiber  Trestle 

General  Conditions  Good 

57'  Treated  Tiinber  Trestle 
General  Conditions   Good  ' 

106'  Pony  Trass 
General  Conditions  Good 


Eemarkss   One  minor  "bend  in  railing  from  being  hit. 


Br.  No,  243-0160-0177  Spring  Creek  &  G.N.Hy, 
Paint  Conditions  Good 


264'  Steel,  Girder 
General  Conditions  Good" 


Br,  No,  243-^160-0200  Missowi  liver  1169'  Thmi  Steel  Truss 

Paint  Conditions   Good  General  Ccwiditions  Good 

Eemarkss   One  anchor  holt  gone  from  Pier  6.  All  orossframes  and  portals  have 
slight  hends  from  being  hit* 


Field  Maintenance  Division  No,  402 

Br.  No.  242-0160-0005  Missouri  Eiver 

Paint  Conditions   Good  Overflow 

Br.  No,  242-0160-0014' 

Dry  Creek  (Signed  Day  ^CSreek) 

Paint  Conditions  Good      -  - 


Br,  No.  242-0160-0052 
Paint  Conditions  Good 

Br.  Mo.  242-0160-0063 
Paint  Conditions  Good 

Br,  No,  242-0160-0075 
Paint .Conditions  Fair 

Br.  No,  242-0160-0085' 
Paint  Condition  I  l^ir 

Br«  No,  242-0160-0092. 
Middle  Fork  Cherry  Oreek 
Paint  Conditions  Poor 


Sheep  Camp  Gotilee 


Cherry  Creek 


liohland  Comty 

95'  Tr©'fited  Timber  Trestle 

General  Conditions  'Good 


76'  Treated  Timber  Trestle 
General  Condition j  Good 

71'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated '  Tiiiber  Trestle 
Gene.ral "  Condition  s  Good 

76*  Treated  Timber  Trestle 
General  Conditions  Good 

76*  Treated  Timber  Tireetle 
General  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Conditions  Good 


'99' 


Br.  Mo.  2^-0160-0103 
Paint  Conditions  Poor 


Haclcley  Ootilee 


3B'  Treated' Timber  Trestle 
General  G'onditions  Good 


Br.  No,  242-0160-0112       ,  :;(.;.: 

Soiiitli  Fork  Cherry  Oreek  oic.  j^v-'-'^enx  Sx.  •Sr.-  'J'^'  Treated  Tijiiber  Trestle 
Paint  GoEiditions    Poor  [■ ,  ii:^/[}r:-ir.y  General  Oonditions  Good 

Br,  No,  242-0160-0201 

North  Fork  First  l&y  Creek  76'  Treated  Tijiber'  Trestle 

Paint  CJ©(nditions   Poor  General  Oonditions  Good 

Eeiaarkss   One  rail  post  3aas  a  part  split  off« 


Br.  Ho.  242-0160-0233 

SoutJa  Fork  First  Hay  Oreek 
Paint  Conditions  Poor 

Br,  No«  242-0160-0237  StOQkpass 
■paint  Oonditions  Poor 


95'  Treated  Tiiiber  Trestle 
Seneral  Oonditions  CSood 

3S'  Treated  Tiitoer  Trestle 
deneral  Conditions  Good 


Br,  No.  242-OI6O-033O  tJ.S.R.S.  taal  7I5«  Treated  Timber  Treetl® 

Paint  Conditions   Poor  CSeneral  Conditions  Good 

Remarks  g   Two  piling  wall  plank  gone„   One  spacer  "block  "between  stringers  is 
falling  ©tit,. 
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FEDERAL  AID  PRBtAHY  ROUTE  23 


Field  Maintenance  Division  No„  502 

Br.  No„  1.09-3120-0018  I  94  Interchange 

Paint  Conditions  Good 

Remarks FAP  Route  2  -  Br,  No„  109-0100-0182 


Br.  NOo  109-3120-0024 
Paint  Conditions  Good 

Br.  No.  109-3120-0064 
Paint  Conditions  Good 

Br.  No„  109-3120-0069 
Paint  Conditions  Good 

Br.  No„  109-3120-0079 
Paint  Conditions  Poor 

Br.  No„  109-3120-0084 
Paint  Conditions  Poor 

Br.  No,  109-3120-0091 
Paint  Conditions  Poor 

Br„  No.  109-3120-0108 
Paint  Conditions  Poor 


Irrigation  Canal 
Cowles  Creels: 
Irrigation  Canal 
Irrigation  Canal 
Log  Creek 
Mills  Creek 
Squaw  Creek 
Pumpkin  Creek 


Br.  No„  109-3120-0155 
Paint  Conditions  Good 
Remarks s    Under  contract  -  Let  4-19-61 


Br,  No.  109-3120-0280 
Paint  Conditions  Poor 

Br,  No„  109-3120-0298 
Paint  Conditions  Poor 

Br.  No.  109-3120-0311 
Paint  Conditions  Poor 

Br.  NOo  109-3120-0326 
Paint  Conditions  Poor 


Drainage 
Fire  Creek 
Drainage 
Drainage 
Maggie  Creek 


Br.  No.  109-3120-0338 
Paint  Conditions  Poor 

Remrkss    Upstream  piles  showing  some  damage  from 


Br.  No.  109-3120-0345 
Paint  Conditions  Poor 

Br.  No„  109-3120-0351 
Paint  Conditions  Poor 


Chinnick  Creek 


Drainage 


Custer  County 
Underpass 

General  Conditions  Good 


50'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  T.ljnber  Trestle 
General  Conditions  Good 

50'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

138'  Prestressed  Concrete  Beams 
General  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 
drift . 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br„  No„  109-3120-0366 
Paint  Oonditlons  Poor 

Br„  NOo  109-3120-0388 
Paint  Gonditie-ES  Poor 

Br.  Mo,  109-3120-0399 
Paint  GGrsditions  Poor 

Br,  No„  109-3120-0411 
Paint  Conditiens  Poor 

Bro  No«  109-3120-0420 
Paint  Omdltlom  Poor 

Br,  No„  109-3120-0431 
Paint  Conditions  Poor 

Br.  No.  109«-3 120-0444 
Paint  Conditions  Poor 

Br.  Mcl  109-3120-0450 
Paint  Conditions  Poor 


Drainage 
Drainage 
969  Greek 
Bets  Creels: 
Cottonwood  Creek 
Basin  Greek 
Ptmpkin  Greek 
Dra.inage 
Drainage 


Bro  No.  109-3120-0454 
Paint  Oonditions  Poor 

Reamrkss    One  rail  post  puslaed  sligMly  out  of 
weatlier  ©hecks, 

Br„  Mo,  109-3120-0463  Brainage 

Paint  Conditions    Poor  ■ 

Field  MaintenanG®  Division  No.  502 
Br,  No„  138-3120-0077  Brainage 
Paint  Pond it ions  Poor 


Br.. No,  138-3120-0096 
Pain'fc  eonditiomg  Poor 

Br„  No.  138-3120-0163 
Paint  Sonditions  Poor 


Lost  Soldier  Creelc 
Brainage 
Mizpah.  Greek 


Br.  Mo,  138-3120-€192 
Paint  .eonditioiis  Poor 

Remarks  s    Rail  aad  cotId  skim  where  a  'bent  has 
has  a  tijms>  in  it, 

Bri  No„  138-3120-0200  Drainage 
Paiiifc  Conditions  Poor 

Br,  No,  138-3120-0224  Drainage 
Paint  Gonditions  Poor 

Br,  No.  13 8-2120-0290  Brainage 
Pa  int  Gomd  it  ioii,  2  Poor 


38'  Treated  Timber  Trestle 
Cleiieral  Renditions  Good 

38'  Treated  Tiaber  Trestle 
General  Conditions  Sood 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Tinber  Trestle 
General  Oonditions  G-ood 

38^  Treated  Timber  Trestle 
general  Conditions  Sood 

57'  Treated  Timber  Trestle 
General  Oonditions  §ood 

95'  Treated  Timber  Trestle 
General  Coriditions  Good 

57''  Ir-eated  Timber  Trestle 
General  Condition 2  Good 

95'  Treated  Timber  Trestle 
General  Oonditions  Good 
line.    Many  posts  have  large 


95'  Treated  Timber  Trestle 
General  fend it ions  Good 

Powder  River  Ooimty 

76^  Treated  Timber  Trestle 

General  Conditions  Good 

38'  Treated  Timber  Trestle 
ileneral  Oonditions  Good 

57"  Treated  Timber  Trestle 
Qeseral  Oosditions  Hood 

114"  Treated  Timber  Trestle 
General  Conditions  Good 
either  heaved  or  stank  as  the  rail 


57^  Tr^eated  Timber  Trestle 
General  Conditions  5ood 

38^  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timfeer  Trestle 
General  Conditions  Good 
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Br.  NOo  138-2120-0300 
Paint  Conditions  Good 

B'Pe  No,  138-2120-0362 
Paint  Conditions  Poor 

Br.  No,  138-2120-0365 
Remarks  J    Not  inspected. 


Powder  River 


Little  Powder  River 


East  Fork  Greek 


591 ->  8  GontintLQus  Steel  Truss 


Field  Maintenance  Division  No,  502 

Br.  No„  106-2120-0249  Willow  Creek 

Paint  Condition o  Good 

Br,  No,  106-2120-0325  Thconpson  Creek 

Paint  Conditions  Fair 

Remarks  s    Rockers  in  expansion  position  at  +20'^  „ 


Br„  No„  106-2120-0332 
Paint  Ooaditions  Fair 


General  Condition; 


lood 


Drainage 

Little  Missonrl  liver 


Br.  No,  106-2120-0342 
Paint  Ooiiditions  Fair 

Remarks s    Roekers  in  expansion  position  at  +20O^ 


297^  Steel  Truss 
General  Conditions  Good 

114'  Treated  Timber  Trestle 


Carter  Coimty 

92-  Conerete  Girder 

General  Conditions  Good 

90.3  Steel  Beam 
General  Conditions  Good 


57'  Treated  Tiiriber  Trestle 
General  Conditions  Good 

178„7^  Steel  Pcmy  Truss 
General  Conditions  Good 
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WmmAt  AID  TRIMMI  ROUTE  24-, 


Field  Maintenan®e  Division  No,  101  Missoiila  Comtj 

Br.  Mo. 23 2 -0200 -005 5  llaokfoot  River  360,8'  Gontinuous  Steel  Girder 

Paint  Condition?    Good  General  Conditions  Sood 

Rem&T'ksi    Sme  rail  post  tops  scarred  by  traffic « 

Br.  No«232«0200~0090  West  Twin  Greek  Treated  Tiinber  TretStle 

Paint  Conditions  ' §ood  Cleneral  Condition?  Sood 

Remarks?    Top  and  sides  of  eoneret©  end  posts  ar®  rapidly  disintegrating.  Out- 
side top  and  faees  of  pier  copings  are  also  deteriorating  due  to  weathering. 

Br.  No„  232-0200-0093  last  Twin  Greek  75'  Treated  Tiaaber  Trestle 

Paint  Conditions   Good  to  Fair  General  Conditions  Sood 

Remarks s    Heavj  disintegration  of  concrete  end  posts, 

Br,  Io„,  232-02Q0-O112       "    Blackfoot  Elver  44^,8'  Sontinmom^  Beak  Heel  Truss 

Paint  Oonditions    Good  General  Conditions  Qood 

Rejaarksg    LigW  t©  heavy  sealing  of  eonorete  deck  spans hoth  ends.    Outside  faee 

and  ends  of  pier  copings  are  deteriorating  due  t©  weather*  Heavy 

disintegration  of  end  posts, 

Br,  Mo,  232-0200-0254  Ilk  Creek  55'  Treated  Timber  Trestle 

Paint  Conditions    Good  Semeral  Sonditions  Good 

leiaarkss    Two  east  creek  bent  isway  braces  split, 

Br.  No„  232-0200-0266'  Big, Blaekfoot  River     244'  Plate  Sirder 

Paint  Oonditions    Good  General  ©onditions  Good 

leaarkss    Som  minor  'Spalling  of  concrete  end  posts  and  wing  walls. 

Br„  Mo,  232-0200-0313  Clearwater  liver         113*3'  Sontinuous  Steel  Beam 

Paint  Conditions    Sood  CJeneral  Conditions  Good 

Field  Maintenance  iivision  lo,  101  Powell  0oiiity 

Br.  No.,  239-0200-0059  Montire  Greek  100'  Treated  Timber  Trestle 

Paint  Omditions   Good  -  General  .Conditions  Good 

Br.  lo.  239-0200-0141  North  Fork  Blaekfoot  River  1S2'  Continuous  Concrete  T  Beaa  ■ 
Paint  Conditions    Good  General  Gonditions  Good 

Br,  Mo.  239-0200-0223  Arrastra  Greek  57'  Treated  Timber  Trestle' 

Paint  0ondltions   Good  General  Conditions    Good  ■ 

Heisarks  s    Paint  generally  good «    Fair  to  poor  on  a  few,  rails . ■  , 

Field  Maintenance  Bivision  Ifo,  301  Lewis  and  Clark  County 

Br.  Ho,  225-0200-0043  Keep  Sool  Creek',         3B'  Treated  Tlaber  Trestle 

Paint  ©onditions    Biir  to  Poor  ■  General  Conditions  Good 

Br.  lo,  225-0200-0047  Spring  ©raek  38°  Treated  Timber  Trestle 

Paint  Conditions    Fair  to  Poor  General  Conditions  Good 

Br.' Ho.  225-0200-0056     Spring  Creek  Overflow        25'  Treated  Timber  Trestle 
Paint  Conditions    Fair  to '  Poor  General  Gonditions  Good 

Remarks s    Bridge  sign  bent. 
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Br.  NOe  225-0200-0123  3La.nders  Fork  178''  Oontinuous  Steel  I  Beaai 

Paint  Conditions    Good  General  Conditions  Good 

Remarks  s    East  end  post  deteriorating .    North  curb  face  and  south  exterior  deck 
edge  also  deteriorating  due  to  weathering. 


Br,  Nc.  225-0200-0131 


Drainage 


30'  Treated  Timber  Trestle 


Paint  Conditions  North  side-Poor ^  South  side-<iood 
General  Conditions  Good 


Br.  No.  225-0200-0139  Drainage 
Paint  Gonditions  Poor 

Br„  Mo.  225~0200-.0154.  Drainage 


30'  Treated  Timber  Trestle 
General  Conditions  Good 

30'  Treated  Timber  Trestle 


Paint  Conditions    North  side-Poor,;  South  s:lde--Good 

General  Condition 2  Good 

Remarks s    One  end  post  split  in  two. 


Br.  No.  225-0200-0166 
Paint  Conditions  B'air 

Br.  No.  22f5-»0200™0r74 
Paint  Conditions  Poor 


Drainage 
Alice  Creek 
Cadotte  Creek 


Br«  No„  225-0200-0201  ■ 
Paint  Ccmdi'tions  Poor 
Remarks s    Bridge  signs  need  repainting. 


30'  Treated  Timber  Trestle 
General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 

3S'  Treated  Timber  Trest3.e 
General  ^^'onditions  Good 


BPo  No„  225 -•0200-03 2 5  Middle  Fork  Dearborn  River  101'  Treated  Timber  Tres^tle 
Paint  Conditions    Fair  to  Poor  General  Conditions  Good. 

Drainage 


BPc  No,  225-0200-0330 
Paint  Conditions  Poor 


Bro  No.  225~02G0-"0335  Drainage 

Paint  Conditions    Fair  to  Poor 

Remarks -J  /Northeast  top  rail  end  shattered, 

Br.  No,  22 5 -0200 -03 41  Drainage 
Paint  Conditions    Good  to  Fair 


Br.  No.  225»0200-"03  70 
Paint  Conditions  Good 


Dearborn  River 


25'  Treated  Timber  Trestle 
General  Conditions  Good 

25'  Treated  Timber  Trestle 
General  Conditions  Good 


25'  Treated  Timber  Trestle 
General  Conditions  Good 

l8'4-o9'  Continuous  Steel  Girder 
General  Conditions  Good 


Flat  Creek 


75^  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No.  225-0200-0457 
Paint  Conditions  Poor 
Remarks s    The  cap  of  the  bent  on  the  east  side  of  the  creek  has  been  blocked  up 

over  the  two  south  piles  with  a  6"xl2"  tmber  under  the  cap.  Rail  looks 
good,  no  settlement. 


ifleld  Maintenance  Division  No.  301 
Br.  Nc.  207-0200-0026  Drainage 
Paint;  Conditions  Poor 
Remarks s    Grouted  riprap  on  east  side  breaking  up. 


Cascade  County 
63 '  Treated  Timber  Trestle 
General  Conditions  Good 
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Br.  No,  207-0200-0092  Irrigation  Canal  25'  Treated  Timber  Trestle 

Paint  Oonditioni    Poor  General  Condition:  Good 

Remarks  I    Southeast  end  post  split  in  two  and  core  dry  rotted.    Three  piles  of 

Va®  east  "bent  liave  teen  splioed  and  tied  with  bar  iron  and  lag  screws. 

Fill  behind  the  backing  plank  of  the  west  bent  is  slo-ughing  ont.  Up 

approximately  2.0'  from  bottom  of  lower  plank  and  about  1.0'  wide  and 

runs  for  two  pile  panel  lengths. 

Br.  No.  207-0200-0217         Sun  liver  2S4.2'  Steel  Truss 

Paint  Oonditioni    Good  to  Fair  General  Condition:  Good 

Remarks:    Portals  have  been  hit.    Center  of  east  portal  heavily  bent;  interaediates, 
lightly  bent.    Erosion  of  Pier  3  at  water  line. 


Br.  No.  207-0200-0224 
Paint  Condition:  Poor 
Remarks  I    One  split  pile  Bent  2. 


Mill  Coulee 


57'  Treated  Timber  Trestle 
General  Condition:  Good 
Paint  aloaost  gone  from  railing. 


Federal  Aid  Prinary  Route  24  Spiic 

Br.  No.  207-0210-0013         Simms  Creek 

Paint  Oonditioni  Poor 

Remarks  5   Oil  mat  breaking  up  along  north  ourb. 


150'  Treated  Timber  Trestle 
General  Condition:  Good 


Federal  Aid  Primary  Route  24  Augusta  Spxir 
Br.  No.  207-0210-0022         Irrigation  Canal 
General  Condition:  Good 


39'  Concrete  T  Beam 


Federal  Aid  Primary  Route  24  Augusta  Spur 
Br.  No.  207-0210-0031  Heppler  Ooulto 
Paint  Oonditioni  Poor 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Remarks:    Left  corner  post  east  bent,,  split  in  two. 

Federal  Aid  Primary  Route  24  Augusta  Spur  Lewis  and  Clark  Ootmty 

Br*  Mo.  225-0210-0062         Dry  Creek  76*  Treated  Timber  Trestle 

Paint  Condition!:   Poor  General  Condition:  Good 

Remarks!    Shoulder  fill  from  inside  face  of  curb  has  sloughed  out  at  the  south- 
west comer. 


Federal  Aid  Primary  Route  24  Augusta  Spur 
Br.  No,  225-0210-0110         Spring  Coulee 
Paint  Condition:  Poor 


95'  Treated  Timber  Trestle 
General  Condition:  Good 


Federal  Aid  Prteiary  Route  24  Augusta  Spur 
Br.  No.  225-0210-0152 
Paint  Condition!  Poor 


3S'  Treated  Timber  Trestle 
General  Condition:  Good 


Federal  Aid  Friaary  Route  24  Augusta  Spur 

Br,  No.  225-0210-0153      South  Fork  Sun  River       79'  Concrete  T  Beam 
Paint  Condition!    Good  General  Condition!  Good 

Remarks!    Lower  rail  end  west  span,  north  side,  at  center  is  broken  and  hanging 
by  re-steel. 
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FEDEmi  AID  PRIMARY  ROUTE  2$ 


Field  Maintenance  Division  No.  4OI 


Br,  NOo  228-0X30-0002 
Paint  Condition «  Good 

Br,  No„  228-0130--0017 
Paint  Conditions  Good 

Br.  No.  228-0130-0025 
Paint  Conditions  Good 

Br.  No.  228-0130-0056 
Paint  Conditions  Good 

Br,  No,  228-0130-0085 
Paint  Condition:  Good 

Br.  Ng,  228-0130-0102 
Paint  Condition:  Good 

Br.  No,  228--0130-O149 
Paint  Conditions  Good 

Br,  No,  228-0130-0185 
Paint  Conditions  Good 


Horse  Creek 


Lone  Tree  Creek 


Drainage 


Lost  Creek 


McCone  Connty 

114'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 


South  Fork  Buffalo  Creek   76'  Treated  Timber  Trestle 

General  Condition;  Good 

North  Fork  B'offalo  Creek    76'  Treated  Timber  Trestle 

General  Conditions  Good 


Duck  Creek 
Drainage 
Cow  Creek 


Br,  No,  228-0130-0202 
Paint  Conditions  Fair 
Remarks s    Rail  looks  crooked. 

Br,  No,  228-0130-0212  Drainage 
Pa.int  Conditions  Poor 

Br,  No.  228-0130-0253  East  Fork  Wolf  Creek 
Paint  Conditions  Fair 


76'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

114'  Treated  Timber  Trestle 
General  Conditions  Good 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  228-0130-0277 
Paint  Conditions  Poor 


Wolf  Creek 

Remarks s    Drift  collected  on  top  of  plank  walls  around  piles. 

Drainage 


114'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  228-01:30-0294 
Paint  Conditions  Fair 

Br,  No,  228-»0130"O315 
Paint  Conditions  Good 

Br,  No.  228-.OI3O-O342 
Paint  Conditions  Fair 

Br,  No.  228-0130-0354 
Paint  Conditions  Poor 

Br,  No,  228-0130-0388 
Paint  Conditions  Fair 


Drainage 


Drainage 


Drainage 


Sheep  Creek 


76^  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 


General  Condition; 


tood 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

25'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 
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Drainag©  38'  I^reated  TSiaber  Trestle 

General  Conditions  Good 

Br.  lo.  22^-0130-0465         Missotiri  River    v:v^^-     1074'  Steel  Tlmi  Trtiss 
Paint  Conditions    Good  General  Oondltions  Good 

Reaiarkss   Aboat  one-half  of  erossframes  have  been  hit  and  bent.    Portals  also 
Imve  been  hit  and  bent.   Mild  surface  spalls  on  deck. 


Br,  No„  228-0130-0420 
Paint  Gonditicflig  Good 


Fieldi  Maintenance  Division  Mo.  402 

Br«  No,  243-0X34-0038         Little  Wolf  Oreels 

Paint  Oonditions    Good  ■ 


Roosevelt  Ootmty 

76'  Treated  Timber  Trestle 

General  Conditions  Good 


Br.  No«  243-0134-0049 
Paint  Conditions  Good 


Mosquito  Creelc 


57^  Treated  Timber  Trestle 
General  Conditions  Good 


3r.  NOe  243-0134-0062 
Paint  Oonditions  dood 
Remarks  s 


d.  N.  Railway 


Underpass 
Seneral  Oondition; 


Good 


Seeond  and  third  section  of  retaining  wall  on  northeast  side  are  leaning 
in.    Looks  like  the  wall  is  oraoked  off  at  the  mrb  llne„    This  wall  Is 
out  of  line  about  one  foot  at  the  worst  place.    There  must  be  a  water 
condition  behind  these  walls  because  the  ice  shows  a  flew  throxjgh  a  craok 
between  the  walls  and  base.    Water  flows  over  carb  and  builds  up  ice. 
in  gutter.    Third  section  of  retaining  wall  on  northwest  side  is  out  of 
line  about  three  inches.    Slab  rides  rough  and  has  spalled  at  most  Joints, 
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FEDERAL  AID  PRMmY  ROUT^E  26 


Field  Maintenance  Division  No.  4OI 
Br.  No.  242-0230-0003  Ditch 
Paint  Condition:  Good 


Richland  County 

57'  Treated  Timber  Trestle 

General  Condition:  Good 


Br,  No.  2,42-0230-0013 


Yellowstone  River 


1231'  Steel  Truss 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Paint  badly  sealed  under  first  plate  girder  span.    Rail  has  a  few 
minor  bends  from  being  hit. 


Br.  No.  242-0230-0023  Drainage 
Paint  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br„  NOo  242-0230-0062       Bennie  Peer  Creek  113'  Concrete  T  Beam 

Paint  Condition:    None  required  General  Condition:  Good 

Remarks:    Pier  3  has  honeycomb  sections  at  base  of  shaft.    Erosion  has  partly 
exposed  the  footings  at  Pier  3<. 
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FEDERAL  AID  PRamY  ROUTE  27 


Field  Maintenance  Division 
Br.  Ho,  206>»0070~0007 
Paint  Oonditions  .  Good 

Br,  No,  206-0070-0020 

Paint  Conditions  Good 

Br.  No.  206-0070-0030 
Paint  Oonditions  Good 

Br.  No.  206-0070-0057 
Paint  Conditions  Good 

Br.  No.  206-0070-0068 
Paint  Conditions  Good 

Br,  Mo.,  206-0070-0071 
Paint  CJonditions  Good 

Br,  Mo.  206-0070^0038 
Paint  Conditions  Good 

Br,  Ho,  206-0070-0121 
Paint  Oonditions  Good 

Field  Maintenance  Division 
Br,  Mo.  213-0070-0063 
Paint  Conditions  Good 

Br.  Ho.  213-0070-0081 
Paint  Conditions  Good 

Br,  Ho,  213-0070-0094- 
Paint  Oonditions  Good 

Br.  No,  213-GG70-0231 
Paint  Conditions  Good 

Br.  lo,  213-0070-0237 
Paint  Oonditions  Good 

Field  Maintenance  Division 
Br.  Ho.'255-.0070-0002 
Paint  JSonditions  Good 

Br.  No.  255-0070-0027 
Paint  Conditions  Fair 

Br.  No.  255-0070-0060 
Paint  Conditions  Poor 

Br.  No,  255-0070-0072 
Paint  Conditions  Poor 


No,  502 
Drainage 


Drainage  we-Ar 

Drainage 

Drainage 

Little  Beaver  Creek 
Collins  Creels: 
Canal 
Drainage 


Mo.  502 
Drainage 


Drainage 
Drainage 


Carter  Gomty 

57 «  Treated  Timber  Trestle 

General  Conditions  Good 


Sandstone  Creek 


No.  401 

Ash  Creek 


Drainage 
Drainage 
Drainage 


38'  Treated  Timber 
General  Conditions 

38'  Treated  Timber 
General  Conditions 

57'  Treated  Tiiiber 
General  Conditions 

95'  Treated  Timber 
General  Oonditions 


Trestle 
Good 

Good 

Trestle 
Good 

Trestle 
Good 


57^  Treated  Tiiinber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

Fallon  Cotmty 

57'  Treated  Timber  Trestle 

General  Oond.itions  Gocd 

57 Treated  Timber  Trestle 
General  Conditions"  Good 

57'  Treated  Timber  Trestle 
General  Oonditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

63'  Treated  Timber  trestle 
General  Oonditions  Good 

libatax  Comity 

75'  Treated  Tiiiber  Trestle 

General  Condition  t  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

45'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 
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Paint  Condition:  F^ir 


Drainage 
Drainas3;e 


Br.  Mo,  255-0O70-O179 
Paint  Conditions  Poor 
Remarks  J    All  sway  braces  are  broken 


Br„  No.  25f5~0070-0236 
Paint  Conditions  Poor 

Br„  No.  255-0070-O24.9 
Paint  Conditions  Fair 


Beaver  Creek 


Beaver  Greek 


Br.  NOe  255-0070-0252  N,  P.  Railway 

Paint  Conditions  Fair 

Remarks:    Oonorete  posts  on  top  weathered 


45'  'Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 


150'  Treated  Timber  Trestle 
General  Condition:  Good 


150'  Steel  Girder 
General  Condition; 


Good 


Underpass 

General  Condition:  Good 
noticeable . 
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FEDERAX  AW  PRimRY  ROUTE  28 

Field  Ilaintenanoe  Division  No»  501  Carbon  Comity 

Br„  No.  105-2120-'O058         Drainage  25 «  Concrete  T  Beam 

Paint  Conditions    None  needed  General  Conditions  Good 

Br„  No„  105-2120-=0072        West  Fork  Rock  Creek      63'  Concrete  T  Beam 
Paint  Conditions    None  needed  General  Conditions  Good 

Remrkss   Minor  erosion  at  base  of  eolmms  of  center  pier,   A  few  small  spalls 
on  sidewalk  edges, 

Br.  No,  105-2120-0243  Rock  Creek  122'  Concrete  T  Beam 

Paint  Conditions    None  needed  General  Conditions  Good 

Reniarksg    Dirt  Berm  Bent  4  is  washing  away  somewhat.    Small  amount  of  erosion  is 
noticeable  on  columns  at  low  water  line, 

Br»  No.  105-212G--0343  Rock  Greek  122.5'  Steel  I  Beam, 

Paint  Conditions    S^ir  General  Conditions  Fair 

Remarks s   A  lot  of  working  over  bas  been  done  on  this  bridge,.    Wing  tiiibers  right 
of  Bent  5  are  rotten.    Some  spalling  on  top  of  piers. 

Br«  No.  105-2120-0348         Drainage  38'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 
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FEDERAL  AID  PRaCAHY  ROUTE  29 


Field  Maintenance  Division  No,  202  Madison  Coimty 

Br.  No.  229-2370-0021  Weber  Irrigation         ■  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks 2    Right  side  rails  scuffed.    Oiled  surface  on  deck  is  in  good  condition, 

Br,  No.  229-2870-0166  Herman  Gulch  45'  Treated  Timber  Trestle 

Paint  Conditions    Good  •    •    General  Condition:  Good 

Remarks:    Grouted  riprap  at  south  end  is  breaking  up.    Oiled  surface  on  deck  is 
in  good  condition. 

Br.  No.  229-2870-0179  Granite  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Rem.arks:    Grouted  riprap  is  breaking  up  at  both  ends.    Left  side  curb  bolt  nuts 
are  gone.    Oiled  surface  on  deck  is  in  good  condition. 

Br.  No.  229-2870-0183  McNeal  Gulch  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    ^aint  is  good  except  on  a  few  rails  and  one  post  v/here  it  is  poor. 

Grouted  riprap  on  west  side  is  breaking  up.    Oiled  surface  on  deck  is 
in  good  condition. 

Br.  No.  229™2870--0l88  Water  Gulch  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Re.marks:    One  new  stringer  has  been  set  in  near  center  of  Span  1  and  tiro  in 

the  center  span.    Grouted  riprap  breaking  up  at  Bent  4.  Oiled 

sm'face  on  deck  is  in  good  condition. 

Br.  No.  229-2870-0259  Alder  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  sxirface  on  deck  in  good  condition..    A  few  checked  stringers, 

Br.  No.  229-2870-0284  Ramshorn  Creek  38'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

ReiEarks:    East  side  rail  paint  is  fair.    Oiled  surface  on  deck  is  in  good  condition 

Br.  No,  229-2870-0372  Wisconsin  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  is  in  good  condition.    One  checked  stringer. 

Br.  No.  229-2870-0498  Jefferson  River  358.3'  Steel  Poriy  Truss 

Paint  Condition:    Good  to  Poor  General  Corditions  Good 

Rem.arks:    Concrete  surface  of  top  and  sides  of  piers  at  bearing  seats  is  deterior- 
ating „    End  posts  and  tower  span  surfaces  show  crazing  and  cracking.    There  is  a 
vertical  crack  in  Pier  2  and  both  piers  are  eroding  at  the  water  line, 

Br.  No.  229-2870-0499  Irrigation  Ditch  25'  Treated  Timber  Trestle 

Faint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  is  in  good  condition, 

Br.  No,  229-2870-0509  Drainage  25'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  on  deck  is  in  good  condition. 
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Br»  No,  229-0410-0519         Drainage  zy  Treated  Tiffltoer  Trestle 

Paint  Conditions   Good  General  ConditLong  Good 

Remarks s    Oiled  sxarface  on  deok  is  in  good  condition.  .  . 


Br*  No.  229-0410-0521         Drainage  25'  Treated  Timber  Trestle 

Paint  Conditions    Qood  General  Conditions  Good 

Remarks  J    Oiled  surface  on  deck  is  in  good  condition.    Some  stringers  checked. 

Br«  No,  229-0410-0522         Irrigation  Ditch  25^  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition:  Good 

Remarks  s    Center  checks  in  one  stringer  running  together  and  starting  to  form  a 
central  crack.    Oiled  surface  on  deck  is  in  good  condition. 

Br.  No.  229-0410-0533  Irrigation  Ditch  25*  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks  I    Oiled  surface  on  deck  is  in  good  condition, 

Br.  Mo«  229-0410-0536         (Sherry  ©reek- ■■■■  :  25'  Treated  Timber  Trestle 
Paint  Conditions   Good  General  Conditions  Good 

Remarks s    Oiled  surface  on  deck  is  in  good  condition, 

Br.  No.  229-0410-0571         Little  Cherry  Creek      57*  Treated  Timber  Trestle 
Paint  Conditions'  Good  General  Conditions  Good 

Remarks s    Oiled  surface  on  deck  is  in  good  ■condition.         .-.  .v 

Field  Maintenance  Division  No,  202  :■■  Silver  Bow  Counby 

Br.  No.  247-0410-0015         Fish  Creek  57'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions    Good  ■ 

Remarks s    Oiled  surface  on  deck  is  in  good  condition . 

field  Maintenance  Division  No.  201  Jefferson  County 

Br.  No.  222-0410-0033         C. M.ST. P.  &  P.  E.  .R.     135.5'  Steel  Beam 
Paint  Conditions   Good  General  Conditions  Good 

Remarks s    Deck  concrete  surface  in  good  condition. 

Br.  No.  222-0410-0057         Little  Pipestone  Creek  76'  Treated  Timber  Trestle 
Paint  Conditions   Good  General  Conditions  Good 

Remarks s    Tiro  rail  ends  and  curb  traffic  scuffed  and  split.    Oiled  surface  on 
deck  is  in  good  condition . 
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FEDERAL  AID  PRIMARY  ROUTE  30 


Field  Maintenance  Division  No.  4-02 
Br.  No,  24.6-00.50-0114  DaM  Greek 

Paint  Oonditions  Good 


Br,  No.  246"'0050-0143 
Paint  Conditions  Good 

Br.  No.  246-0050-0153 
Paint  Condition:  Good 

Bi\  No,  246-0050-0171 
Paint  Condition:  Good 


Main  Greek 
Dry  Creek 
Shallow  Greek 


tSheridan  County 

57'  Treated  Timber  Trestle 

General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Condition:  Good 

25'  Treated  Timber  Trestle 
General  Condition:  Good 

76'  Treated  Timber  Trestle 
General  Condition:  Good 


FEDERAL  AID  PRBMRY  ROUTE  31 

Field  Maintenance  Division  No,  402  Daniels  County 

Br.  No„  210-0130-0037    South  Fork  Wliitetail  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Br.  No,  210-0130-0063  Wliitetail  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Fa:ir  General  Condition:  Good 

Br.  No.  210-0130-0070  North  Fork  Whitetail  Creek  38'  Treated  Timber  Trestle 
Pajjit  Condition:    Fair  General  Condition:  Good 
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FEDEHAL  AID  PRIMAHT  ROUTE  32 


Field  Ifeintenanes  Division  No,  402 

Br,  Mo,  243-0130-0081         Tnle  Greek 

Paint  Conditions    None  required 

Remarks  s    Drift  has  wore  concrete  into  re-lDars  at 


Br,  No,  243-0130-0120 
Paint  Conditions  Fair 


Bittner  Coulee 


Br.  No,  243 -0'13 0-0147  South  Fork  Chelsea  Ci^ek 
Paint  Conditions  Fair 


Br«  No.  243-0130-0153 
Paint  ©onditions  Fair 


Ohelsea  Greek 
Box  Elder  Creek 


Br,  No,  243-0130-0203 
Paint  Conditions  Fair 
HeKiarkss   Rail  shows  a  huarp  in  grade « 

Br.  No«  243-0130-0218  North  Fork  Box  Elder  dreek 
Paint  Qonditions  Good 


Roosevelt  Gonnty 
89'  Concrete  T  Beam 
General  Conditions  Good 
high  water  line  on  all  eolums 

'38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Tisiber  Trestle 
General  Oonditions  Good 

76"  Treated  Timber  Trestle 
General  CJonditioB.8  Good 

95'  Treated  Timber  Trestle 
General  Condition 3  iood 


Br.  No,  243-0130-0276 
Paint • Oondition  s  Good 

Br.  No,  243-0130-0301 
Paint  Conditions  Fair 


Spague  Ooiilee 
Midway  Coulee 


Br,  No.  243-0130-0337  lest  Fork  Poplar  River 
Paint  Conditions  Fair 

Br.  No.  243-0130-0341  West  Fork  Poplar  River 
Paint  Oondition s  Fair 

Br«  No,  243-0130-0343  West  Fork  Poplar  River 
Paint  Conditions  Fair 

Field  Maintenance  Division  No,  402 

Br,  No,  210-0130-O029         Nielson  Coulee 

Paint  Conditions  Good 


Br,  No,  210-0130-0057 
Paint  Conditions  Fair 

Br«  No,  210-0130-0087 
Paint  Conditions  Fair 

Br,  No,  210-0130-0099 
Paint  Conditions  Fair 

Br,  No,  210-0130-0114 
Paint  Conditions  Good 

Br,  No,  210-0130-0129 
Paint  Conditions  Fair 


Belknap  Creek 
Dickinson  Coulee 
Brioker  Coulee 
Poplar  River 
Manternach  Coulee 


38'  Treated  TM)er  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Tliiber  Trestle 
General  Conditions  Good 

114^  Treated  Tiaiber  Trestle 
General  Conditions  Good 

185'  Steel  Pony  Truss 
General  Conditions  Good 

Daniels  County 

38'  Tr©at,#d  Timber  Trestle 

General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  TiiEber  Trestle 
General  Conditions  Good 

76'  Treated  Tiiiber  Trestle 
General  Conditions  Good 

185'  Steel  Truss 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 
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FEDEML  AID  PRMRY  ROUTE  33 


Field  Maintenance  Division  No.  101 

Br.  No.  227-0370-0006  G.  N,  Railway 

Paint  Condition:  Good 

Remarks:    Bridge  signs  need  repainting. 


Lincoln  County 

271'  Continuous  Steel  Beam 

General  Condition:  Good 


Br.  No.  227-0370-0007  Kootenai  River 

Paint  Condition:  Good 

Remarks:    Bridge  signs  are  gone  from  end  posts 


698'  Riveted  Plate  Girder 
General  Condition:  Good 


Br„  No.  227-0370-0385  " 
General  Condition:  Good 
Remarks:    Underside  good, 


Parsnip  Creek 


23.8'  Steel  Girder 


Br.  No.  227-0370-0433  Big  Creek 

Paint  Condition:    Poor -Rail;  Fair  to  Poor-Metal 


60'  Steel  Girder 
General  Condition; 


Good 


Remarks:    Small  rust  spots  all  along  the  flange  and  lower  part  of  girder  web 


Br.  No,  227-0370-0548  Kootenai  River  482,5'  Steel  Truss 

Paint  Condition:    Fair  to  Poor  on  Rail;  Good  to  Poor  on  Structural  Steel 
General  Condition:  Fair 

Remarks:    Steel  sheet  casing  on  center  pier  above  water  has  broken  open  and  is 

hanging  from  pier.    Re-steel  is  exposed  below  bottom  of  web  wall.  Some 
spalling  of  the  cap  surface.    At  vrest  end,  the  shoulder  fills  are  sloughing 
out.    At  the  west  portal j,  the  sway  brace  has  been  hard  hit  and  is  bent 
downward  restricting  the  vertical  clearance, 

Br.  No,  227-0370-0583  Tobacco  River  130'  Steel  Pony  Truss 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Northwest  c'urb  end  broken  and  re -steel  exposed.    Concrete  above  trans- 
verse floor  beams  at  deck  edges  lightly  chipped  out.    Some  rust  spots 
on  metal  rail. 
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FEDERAL  AID  PRMRY  ROUTE  3^ 


Field  Maintenance  Division  No.  101  Ravalli  Connty 

Bro  No.  241-0380-0010  Repiiblican  Ditch  25*  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Curb  end  reflectors  for  approach  lanes  are  gone.    Reflectors  on  each 
opposite  curb  ends.    Oiled  surface  good. 


Br.  No.  241-03S0-0017  Hedges  Ditch  25'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Reflectors  on  curb  end  for  approach  lanes  are  gone „    Oiled  surface 
good . 


Br.  No.  241-0380-0029  Skalkaho  Creek  76'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Plank  spiked  to  stream  face  of  east  bent  piles  to  retain  roadway  fill. 

We,^st  side  below  original  backing  planlt  is  open  and  rock  fill  is  beginning 

to  slide  out.    Oiled  surface  is  good. 


Br.  No.  241-0380-0046 


Paint  Conditions  Good 


Bitterroot  Valley  Irrigation  Ditch 

50'  Treated  Timber  Trestle 
General  Conditions  Good 


Remarks s    Plank  spiked  to  ditch  side  of  piles  to  retain  roadvmy  fill, 
sui^face  is  intact. 


Oiled 


Field  Maintenance  Division  No.  101  Granite  County 

Br.  No.  220-03 80--0100       West  Fork  Rock  Creek         45'  Steel  Pony  Truss 
Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Concrete  at  face  of  abutments  spalling  off  under  all  truss  shoes. 

Br.  No,  220-0380-0133       West  Fork  Rock  Creek         45'  Steel  Pony  Truss 
Faint  Conditions    Good  General  Conditions  Poor 

Remarks s    Paint  on  superstructure  is  good,  poor  on  lower  chords  of  truss.  Due 
to  disintegration  and  spalling  of  concrete  at  face  of  both  abutments 
un,der  the  truss  shoes^  approximately  30^  to  50^  of  the  bases  of  the 
bearing  plates  are  unsupported.    There  is  a  vertical  crack  in  the  east 
abutment  just  inside  the  junction  with  the  south  wing.    Bridge  structure 
is  good.    Reported  poor  on  account  of  condition  at  bearing  plates. 
Under  side  of  2"x4"  laminated  deck  looks  good. 


Br„  No.  220-0380-0159  Rock  Greek 

General  Conditions  Good 

Remarks s    Erosion  of  Bent  2  from  west, 


139 o7'  Concrete  T  Beam 


at  water  line,  heavier  on  Bent  3 


Some 


disintegration  of  concrete  surfaces  along  the  south  deck  edge  and  at  curb 
ends  at  expansion  joints.    All  end  posts  are  disintegrating,  one  inter- 
mediate post  top  broken  and  one  rail  unit  broken.    Portion  of  deck  not 
snow  or  ice  covered  indicate  deck  to  be  in  good  condition. 


Br.  No.  220-0380-0250  Trout  Greek 

Paint  Conditions  Good 

Remarks s    Bridge  markers  painted  over. 


38'  Treated  Timber  Trestle 
General  Conditions  Good 


Bro  No.  220-0380-0276 
Paint  Conditions  Good 


Irrigation  Ditch 


25'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br.  No„  220-0380-0279  Flint  Greek  57^  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition «  Good 

Remarks  J    North  half  of  deck- is  exposed  and  is  ?/earingo    West  end  rail  posts  back 
of  flared  terminal  posts  are  split  in  two  and  one  rail  end  is  damaged „ 


FEDERAL  AID  PRmRY  ROUTE  36 

Field  Maintenance  Division  No.  101  Sanders  County 

Br.  No.  24-5-0280-0196  Hot  Springs  Creek  50'  Prestressed  Concrete  Beams 

Paint  Conditions    Good  General  Conditions  Good 

Remarks :    One  flared  rail  end  bent  „ 

Br.  No,,  245-0280-0267       Little  Bitterroot  River    57'  Treated  Timber  Trestle 
Paint  Conditions    Gocd^  except  on  a  few  rail  lengths. 
General  Conditions  Good 

Field  Maintenance  Division  No,  102  Flathead  County 

Br,  No,  215-0280-0008  Sullivan  Creek  38'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    End  bent  piles  have  been  pushed  in  and  top  of  north  piles  are  in  5" 
from  inside  cap  face.    South  side  piles  are  in  3i"  to  5"  from  inside 
face  of  cap.    The  piles  have  moved  away  from  the  top  backing  planl^  at 
each  bent , 
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Field  Maintenance  Division  No,  501  Big  Horn  Gounty 

Br.  No„  102-2120-0001     1-90  (Grow  Agency  Intercha'nge) 
209 o5'  Prestressed  Concrete  Beams  ■     ■  = 

Remarks?    See  FAP  Route  16  -  Br^  No„  102 -'0870-0418 


Br,  NOo  102 -'2120-0082  Drainage 
Paint  Oonditions  ilood 

Reimrkss    Oracked  stringer^  foin'th  in  last  span, 


76'^  Treated  Timber  Trestle 
General  Conditions  Good 


Drainage 
West  Fork  Mloek  Greek 
Drainage  j 
Drainage    .     .       y.  ; 
Drainage 
Drainage 


Br.  No„  102 »21 20-0094 
Paint  Conditions  Good 

Br,  No„  102-2120-0129 
Paint  Conditions  Good 

Br.  Ng„  102-2120-0147 
Paint  Conditions  Good 

Br.  No.  102-2120-0157 
Paint  Conditions  Good 

Br.  No.  102-2120-0165 
Paint  Conditions  Good 

Br.  No.  102-2120-0171 
Paint  Conditions  Good 
Remarks s    Cracked  stringer,  fourth  one,  third  span 

Rosebud  Creek 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Tijaber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  T'reated  Timber  Trestle 
General  Conditions  Good 


Br.  No.  102-2120-0250 
Paint  Conditions  Good 

Br.  No„  102-2120-0256 
Paint  Conditions  Good 

Br.  No„  102-2120-0279 
Paint  Conditions  Good 

Br,  No.  102 -"2120-0284 
Paint  Conditions  Good 

Br<.  No.  102-2120-0293 
Paint  Conditions  Good 

Br.  No„  102-2120-0303 
Paint  Conditions  Good 

Br.  No.  102-2120-0314 
Paint  Conditions  Good 

Br.  No.  102-2120-0322 
Paint  Conditions  Good 


B'osby  Greek 
Park  Creek 
Inage 


East  Porcupine  Greek 
Two  Moon  Creek 
Drainage 

Killsnight  Creek 


75'  Treated  Timber  Trestle 
General  Conditions    Good  - 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 

100'  Treated  Timber  Trestle 
General  Conditions    Good - 

75'  Treated  Timber  Trestle 
General  CondiUons  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br,  No„  102-2120-0337 
Paint  Gonditions  Good 

Br„  No,  102-2120-0368 
Paint  Conditions  Good 


Ridgewalker  Creek 
Muddy  Creek 


Field  Maintenance  Division  No.  502 

Br,  No„  144-2120-0033  Lame  Deer  Creek 

Paint  Condition:;  Poor 

Br„  No,  144-2120-0226  Tongue  River 

Paint  Conditions  Good 

Remarks  2    Good  si-zed  chip  knocked  out  of  column 
spots  near  water  line  Pier  2<> 


Bro  No„  144-2120-0244 
Paint  Conditions  Poor 


Otter  Creek 


Field  Maintenance  Division  No„  502 

Br.  No„  138-2120-0032       East  Fork  Otter  Creek 

Paint  Conditions  Fair 

Br„  No.  138-2120-0082  Drainage 
Remarks:    Not  inspected  1962. 


Br.  No.  138-2120-0092 
Paint  Conditions  Fair 


Drainage 


75'  Treated  Timber  Trestle 
General  Condition:  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Good 

Rosebud  County 

75'  Treated  Timber  Trestle 

General  Conditions  Good 

200'  Continuous  Steel  Girder 
General  Coiiditions  Good 
Bent  1  left.    A  few  honeycomb 


112*  Treated  Timber  Trestle 
General  Conditions  Good 

Powder  River  County 

81'  Treated  T;imber  Trestle 

General  Conditions  Good 

38'  Treated  Timber  Trestle 


38*  Treated  Timber  Trestle 
dreneral  Conditions  Good 
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FEDERA-L  AID  PRimY  ROUTE  38 


Field  Maintenance  Division  No»  102  Flathead  Gotintv 

Br,  No„  215-0400-0016         Whitefish  River  138'  Steel  Beam 

Paint  Conditions    Good  General  Conditions  s^iuuci 

Remarlcss    Excessive  deterioration  of  a  mmiber  of  rail  anits  and  end  posts.  Some 
spalling  of  concrete  on  outside  declc  edges  and  stir'b  ends  at  joints, 

Br.  Mo.  215-0400-0078         Flatiiead  River  496'  Steel  Truss 

Paint  Conditions    Fair  General  Conditions  Good 

Remarks g    East  portal  and  adjoining    sway  brace  are  bent.    Fill  slotigliing  out 
from  behind  the  cap  of  the  east  bent* 


Field  Maintenance  Division  No«  302  Glacier  County 

Br„  No„  218-0170-0121         Lee  Creek  208"  Continuous  Steel  Beam 

Remrkes    Road  barricaded  and'  signed  "Road  Closed"  due  to  snow. 


Field  Maintenance  division  No,  301  ©asoade  County 

No  Bridges 


Field  Maintenance  Division  No,  301  Cascade  County 

Br.  NOo  107-0875-O046         a,  N.  Railway  109'  Concrete  T  Beam 

General  Conditions  Good 

Br.  No„  107-0875-0047         FAP  Route  3 -Spur  Underpass 

Paint  Conditions    Good  General  Conditions  Good 

Resoarks^    Crossing  under  Number  7  Span  (a6th  Steel  Span)  Missouri  River 

Bridge  #107-0910-0009 o    See  FAS  226   Br„  No.  226-07-0001 

Brc  No.  107-0875-0055         G.  No  Railway  Underpass 

Paint  Conditions    Fair  General  Condition's  Good 

Br,  No.  107-0875-0058         FAP  Route  10  Underpass 

General  Conditions    Underpass  Span  Good 

Remarks?   Span  concrete  girders  chipped  by  high  loads. 

Br„  No.  107-0875-0059         O.M.ST«P.&P.  R.R.  Underpass 

Paint  Conditions    Good  to  Fair  General  Conditions  Good 
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FEDERAL  A;ED  PRUIARI  ROUTE  4-2 


Field  Maintenance  Division  No.  4.01 

Br.  No.  2.28-0240--0034  Timber  Creek 

Paint  Conditions  Good 

Field  Maintenance  Division  No,  402 

Br„  No.  253-0240-0056  Barton  Coulee 

Paint  Conditions  Good 


Bro  No,  253-0240-0064 
Paint;  Conditions  Good 

Br.  No„  253-0240-0080 
Paint  Conditions  Good 

Br,  No.  253-0240-0134 
Paint  Conditions  Good 

Br„  No.  253-0240-0155 
Paint  Condition::  Good 

Br.  No,,  253-0240-0156 
Paint  Conditions  Fair 


Galpin  Coulee 
Galpin  Coulee 
Canal 
Milk  River  0'/er.flo\ir 
Milk  River 


MeCone  County 

204.5'  Prestressed  Concrete  Beams 
General  Condition:  Good 

Valley  Comty 

57'  Treated  Timber  Trestle 

General  Conditions    Good  . 

76"  Treated  Timber  Trestle 
General  Condiiions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

152'  Treated  Timber  Trestle 
General  Conditions  Good 

472 „7'  Steel  Thru  Truss 
General  Conditions  Good 


Remarks  s    Rockers  in  extreme  expansion  position  at +18'^.,    Nuts  gone  from  rocker 
bolts „    (South  portal  has  been  hit  and  bent. 


Br«  No„  253-0240-0170 
Paint  Conditions  Fair 


iSprague  Coulee 
G.  N,  Railway 


57'  Treated  Timber  Trestle 
Genera]  Conditions  Good 


Br„  No,  253-0240-0190  G„  N,  Railway  Underpass 

Paint  Conditions    Fair  General  Conditions  Good 

Remarks s    Much  general  spalling  of  edges  of  concrete.    Patchwork  done  on  spalled 
spots  not  holding  in  place. 


.FEDERAL  AID  PRMRr  ROUTE  43 

Field  Maintenance  Division  No.  403 

Br.  No.  214-0190-0001  Spring  Greek 

Paint  Goaditions  Good 

Br.  Mo.  214-0190^^0007  Spring  Creek 

Paint  Conditions    None  needed 


Fergus  County 

33 u7'  Concrete  Slab 

General  Conditions  Good 

63 '  Concrete  T  Beam, 
General  Condition;  Good 


Remarks s    Mild  spalling  in  various  places.    Edges  of  rail  and  wing  walls  and  nose 
of  center  pier  cap. 


Warm.  Springs  Creek 
Box  Elder  Creek 
Box  Elder  Greek 


38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Goniitions  Good 


Br.  No„  21^-0190-0101 
Paint  Conditions  Fair 

Br.  No„  214-0190-0381 
Paint  CoiditiccLS  Good 

Br,  No„  214-0190 "03 87 
Paint  Conditions  Good 
Remarks s    Power  line  'iinderneath  touches  Vifood  and  could  be  a  fire  hazard. 


57'  Treated  T^4iber  Trestle 
General  Conditions  Good 


FEEEML  AIj}.:mB/[ABr  JjQIJTE  .,45. 


Field  Maintenance  Division  No,  202 

Br.  No.  249-0190^0008  P.  Railway 

Paint  Conditions  §ood 

Heimrkss    LigM  craclcs  in  wing  walls. 


Yellcwstone  Ri^rer 


Sweet  Grass  Goimty 
Underpass 

General  CSonditions  Good 


379o8'  Gontimious  Steel  Girder 
General  Conditions  Good 


Br„  Nc«  249-0190«0010 
Paint  Coaditieni  Clood 
Eemarkss   Montana  State  Higlway  plsiqym  previously  reported  as  half  torn  off  is 
now  set  properly  on  the  end  post  o 


Br.  No.  249-0190-OOlS         Big  Tljnbe:r  Greek  137 J'  doncrete  T  Beam 

General  Condition!.?  Good 

Remarks  s   One  bridge  sign  'broken »    Oraeks  in  some  girder  ha'unehes.  Rocker 
shoes  were  never  painted  field  coats  of  paints 

Br.  Mo„  249-0190-0097         Drainage  57=  Treated  Tiaaber  Trestle 

Paint  Conditions   Good  General  Oonditicns  Good' 

Reiisa,rk£a    Lower  portion  of  nortli  side  gromted  riprap  starting  to  break  up* 

Br.  le,  249--0190-O100     South  Fork  Ten  Mile  Creek   63'  Treated  Timber  Trestle 


Paint  Sonditionu  Good 

Br,  Mo„  249-0190-0114 
Paint  Clondltiong  Good 

Br,  No,  249-O190-0140 
Faint  Conditions  Good 

Br„  Mb.  249-0190-'0l52 
Palirt  Conditions  -Sood 


Ten  Mile  Greek 


Wheeler  Greek 


Drainage 


Qeneral  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Oonditions  Good 

63^  Treated  Timber  Trestle 
General  ©onditiong  Good 

57'  Treated  Timber  Trestle 
General  Oonditions  Good 


Remrkss    Stringer  previously  reported  broken^  has  been  repaired  with  a  series  of 
steel  base  plates  with  bolts  np  thrG-ugh  the  deck* 


Br„  No„  249-0190-0163 
Paint  Conditions  f^^ood 

Bro  No,  249~0190''0iai 
Paint  CoRditions  Good 


Otter  Greek 
Drainage 

Sweet  drass  Creek 


88'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
G/sneral  Condition. g  ilood 

184'  Sontinnons  Steel  Sirder 
General  Qonditions  Good 


Br«  Mo,  249-0190*-€)l83 
Paint  Oonditions  Gaod 
Remarks  8    Bme  e-iarfaee  erosion  on  Pier  1. 

Brc  NO'o  249--0190--0204         Oaynse  Creek 
Paint  Oonditions  Good 
Resarkuss    North  side  riprap  cracking. 

Field  Ifeintenanee  Division  No  „  403 
Br,  No.  254-0190-0009         Fish  Sreek 
Paint  CoMitions    Good  f 
Rennarkss    One  east  side  way  b.race  in  each  of  the  two  tower  spans  is  broken  ont. 

Drainage 


Treated  Timber  Trestle 
General  Conditions  Good 


Wheatland  Connty 

113'  Treated  Timber  Trestle 

©eneral  C5onditions  Good 


Br,  No,  254-0190-0033 
Pairit  Conditions  Good 


38'  Treated  Timber  Trestle 
General  Oonditions  Good 
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Br.  No,  254~0190-"004.5  South  Fork  of  Mierican  Fork  28 » 6^  Concrete  and  Steel  I  Bean 


Paint  Conditions  Good 

Br.  MOo  254-0190-0047  American  Fork 

Paint  Conditions  Good 

Remarks s    Bridge  sign  reads  American  Creek. 

BPo  No,  2 54-0190 -0082  Btj'  Wash 

Paint  Condi-tions  Good 

ReEiarkss    North  side  hand  laid  riprap  breaking  up, 


Br„  No„  254-0190-0087 
Paint  Conditions  Good 

Br„  No„  254-0190-0098 
Paint  Conditions  Good 


Lebo  Creek 


Spring  Greek 


General  Conditions  Good 

40'  Concrete  T  Beam 
General  Conditions  Good 


25'  Treated  TimlDer  Trestle 
General  Conditions  Good 


25'  Treated  Timber  Trestle 
General  Conditions  Good 

25''  Treated  T:iii\ber  Trestle 
General  Conditions  Good 


Br,  No.  254-0190-0151 
Paint  Conditions  Fair 


190'  Continuous  Steel  Cantilever 
General  Condition'! '  Good 


Musselshell  River 

Remarks s    Steel  road  oil  spattered  from  drip  when  deck  was  surfaced., 

Br„  No,  254-0190-0153  C„M.SToFe&Pc  R,R«  186'  Steel  Pony  Truss 

Paint  Conditions    Good  General  Conditions  Good 

leaarkss    Some  wear  on  deck.    Surface  texture  slightly  roughened „ 


Br„  No„  254-0190-^345 
Paint  Conditions  Good 


G„  N,  Railway 


Field  Maintenance  Division  No.  403 
Br.  No.  214"»0190-0016  Drainage 
Paint  Conditions  Good 

Remarks s    Bridge  signed  "Ross  Fork  Creek" 

Br.  No.  214-0190-0020  Ross  Fork 

Paint  Goniitions  Good 

Remsxkss    Signed  "Ross  Fork  Greek"  o 


Bre  No„  214-0190-0112 
Paint  Conditions  Good 


Buffalo  Creek 


Field  Maintenance  Division  Nc,  403 

Br.  No„  223~0190-»0012  Little  Trout  Creek 

Paiat  Conditicrns  Good 

Field  Maintenance  Edvlsion  No^  403 

Br.  NOo  214-0190-0179  Ca\S,ST„P„&P.  H.R„ 

General  Conditions  Good 


200'  Continuous  Steel  Girder 
General  Conditions  Good 

Fergus  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 


25^  Treated  T'ijiiber  Trestle 
General  Conditions  Good 


25'  Treated  Timber  Trestle 
General  Coikdltlons  Good 

Jiidith  Basin  Gomty 

57^  Treated  Tijnber  Trestle 

General  Conditions  Good 

Fergus  Go-an'ty 

240.8'  Concrete  T  Beam 
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Field  Maintenance  Division  Mo»  201  B8averb,ead  Omsrd-j 

Br.  Ho„  201-043 0'-0064         Trail  Creek  38 «  Relnforoed  0©ii®rete  Girder 
Remarks s    Road  closed  'by  snow.    Not  inspefsted^ 

Br.  No,  201-0430-0090 
Reaarks  s    Net  irispected, 

Bi'o  No«  201-0430-009S 
Remrkst    Kot  inspected, 

Br,  No.  201-0430-0141 
Remarks  2    Not  inspe(3t©d„ 

Br,  Mo.  201-0430-0158 
Remarks 8    Mot  Inspected „ 

Br.  No«  201-0,430»0249 
Remarks  g   Tinder  eontraet 

Br„  'SOu  201-0^>30«02$3 
Paint  Qomdltions  liood 
Remarks s    Oiled  surface  on  deck  in  good  condition* 

Br*  Mo<,  20l'-043 0-0420         Big  Hoi®  Elver  234«5'  Prestressed  Oonortte  Beam. 

Paint  Oonditioas   Good  deneral  Condition  8  JHood 

Remrkes   Eeek  sealed  and  oMpped  and  in  good  ©onditiontt 

Field  telntenan©®  Division  No«  201  Beer  Lodge  Ooimty 

Br.  No„  212-6430-0066         Flshtrap  feeek  57'  Treatad  T'laber  Trestle 

Paint  OoMitions    Good  General  Conditions  Good 

Resfix^ksi    New  plant  mix  swfase  on  deck*    Oiled  sm?face  to  top  of  o'lirlsSo 

Br,  No.  212-0430-0082         LaMarclie  Oreek  BV  Treated  Timber  Trestle 

Paint  Condition  J    Good  General  @ondlti©ns  Sood 

lesaarkss    Lower  plank  Pier  2  not  "bolted  to  pilings    New  plant  m:ix  anrtan&e  on  deok» 

Bro  No,,  212-0430-0112         SeymotiT  Creek  3B'^  Treated  Timber  'Nestle 

Faiat  Conditions    Good  §eneral  Condition s  Good 

Reiaarks^    Mcrtlieast    reflector  broken  off  at  gromd  lin.6o    Reflsetor  b%%  against 

end  post  teiaporarily.    Bent  3  s^ap  has  only  partial  bearing  on  nor'tMast 

pile.    New  plailt  mix  s-arfa«e  on  dae.k« 

Br,  NOo  212-043G"'0124         Deep  Oreek  75"  Treated  Timber  Trsstls 

Paint  OoTiditions    Good  (Ireneral  Oonditieas  Good 

Remarks g    Southeast  top  rail  end  split  and  reflector  gone.    New  plant  mix  sm'face 
©n  deck a 

Field  Maintenance  Division  No,  102  Silver  Bm  Comty 

Br„  N©«  247-O430-O017         Big  Hole  River  325'  Riveted  Steel  Plate  dirder 

Paint-  Conditions    Good  General  Condition i  Good 

ReH5ark^3g    Oiled  surface  treatment  on  dsak  stii^ace  is  partially  worn  off,    Deek  is 
in  good  condition e 


Trail  Greek  60'  Reinforced  Concrete  Slab 

Road  slosed  dne  to  snoir» 

Trail  Oreek  60'  Reinforced  Concrete  Slab  - 

Road  oloeed  diae  to  snew. 

Trail  0r@ek  60 Reinforced  Goaorete  Slab 

load  olosed  in®  to  sacw, 

Euby  Greek  60'  R®inforo®d  Conor© te  Slab 

Road  closed  dm  to  snow*' 

Big  Hoi©  River  214«.5'  Prestreaatd  ©oaeret®  Beam 

«  Lei  7-19--61 

Steal  Or«ek  Treat®d  Timber  Ixestle 

General  Conditions  Clood 
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Field  Maintenanee  Dj-yisiori  No.  201.  Bea.Yerhead  Gomty 

Br.  No.  201-0430-0651         Branah  Wise  Siver  29'  Steel  I  Beam 

Paint  Condition:    Pair  to  Poor  General  Condition:  Good 

Remarks :    Concrete  spalled  off  under  one  end  of  an  exterior  girder.  Underside 
of  deck  good.    New  plant  mix  surface  on  deck.    Paint  on  exterior  face 
of  'both  exterior  girders  and  on  all  bottam  flanges  is  poor.  Concrete 
eroded  at  water  l3.ne  of  east  abutment. 

Br.  No.  201-0430-0653  Branch  Wise  River  44.2-  Steel  I  Beam 

Paint  Condition:    Fair  to  Poor  General  Condition:  Good 

Remarks:    Section  of  concrete  rail  topping  at  northwest  end  has  peeled  off„ 

Concrete  under  both  west  ends  of  exterior  girders  and  at  east  end  of 
south  exterior  girder  has  spalled  off.    Underside  of  deck  good.  New 
plant  mix  si]r:face  on  deck.    Paint  on  exterior  face  of  exterior  girders 
and  all  bottom  flanges  is  poor. 

Br,  No.  2OI-O43O-O6.54  Branch  Wise  River  42. 8"  Steel  I  Beam 

Paint  Condition:    Fair  to  Poor  General  Condition:  Good 

Reniarks:    Piece  of  concrete  at  face  bearing  seat  at  northwest  end  of  exterior  girders 
has  spalled  off.    Underside  of  deck  is  good.    One  wing  rail  broken  and 
pushed  out  about  3" .    Paint  on  outside  face  of  exterior  girders  and  on 
bottom  flanges  is  poor.      Oil  mat  on  deck  is  good, 

Br.  No.  2OI-O43O-O74I  Big  Hole  River  232'  Thru  Steel  Truss  ^ 

Paint  Condit,ion:    Fair  to  Good  General  Condition:  Good 

Remarks:    One  diagonal  and  one  -vertical  truss  members  hit  and  channel  edge  tent. 
Batter  column,  end  panel  west  truss  section,  edge  bent.    Southwest  end 
rail  secfcion  bent  over  batter  column.    A  few  knee  braces  hit  and  slightly 
bent.    Underside  of  pony  truss  deck  good.    Underside  of  thru  truss  spans 
have  scattered  spalled  areas  T/here  a  few  re-bars  are  exposed.    Oil  mat 
on  deck  is  in  good  condition.    Some  de-fceriora'tion  of  c-urb  ends  and  south 
side  pier  top  edge  and  face. 

Field  Maintenance  Divisi.on  No.  201  Silver  Bow  County 

Br.  No.  247-0430-0031         Divide  Greek  3B'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Some  substructure  nuts  and  washers  missing. 


FEDERAL  AID  PRIIMARY  ROUTS  4? 

Field  Maintenance  Division  No.  201  Deer  Lodge  County 

Renmrks:    No  Bridges 


FEDERAL  AID  PRjEMAEY  ROIPIE  4^ 


Field  Maintenance  Division  No,  .501 
B:r„  No.  202-0470-0009  Drainage 
Paint  Conditions  Good 

Br„  Mo„  202-0470-0015  Drainage 
Paint  Condition!  Good 


Big  Horn.  Comty 

25'  Treated  Timber  Trestle 

Q-eneral  Conditions  Good 

68'  Treated  Timber  Trestle 
General  C'Dnditions  Good 


Br„  No„  202 -.0470-0055 
Paint  Oonditicns  Good 


Low  Line  Ditcto, 

:°kss    Badj„y  burned  mdeiTieatli  about  li"  of  charred  lumber 

Drainage 


31*  Treated  Timber  Trestle 
General  Conditions  Fair 


Br.  NOo  202-0470-0075 
Paint  Conditions  Good 


38'  Treated  Tinfcer  Trestle 
General  Conditions  Good 


Br.  No,  202-0470-0081  Low  Line  Ditch  3B'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    One  span  so  low  to  ground  it  can't  be  looked  at„ 


Br.  No„  202 -.0470-0083 
Faint  Conditions  Good 

Br.  No.  202-0470-0114 
Paint  Conditions  Good 


Low  Line  Ditefe 
Drain  Ditch 


FEDERAL  AID  PRMARY  ROUTE  49 

Field  Ms..intenanc;e  Division  No.  201 

Br„  No,  201-0410-0071  Irrigation  Ditch 

Paint  Conditions  Good 


S'tone  Creek 


57-  Treated  T3i€)er  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Ccmditions  Good 


Beaverhead  County 

25'  Treated  Timber  Trestle 

General  Conditions  Good 


38'  Treated  Timber  'I'restle 
General  Conditions  Good 


Br.  Ng„  201-0410-0091 

Paint  Conditions  Good 

Remarks s    One  broken  stringer  in  north  span  has  been  reinforced  with  an  additional 
stringer  set  In  along  side.    Area  under  bridge  in  front  of  end  bents 
appears  to  have  been  cleaned  out  and  leveled  up  for  use  by  adjacent  land- 
owner.   Bottom  of  Qhannel  is  3"  below  bottom  backing  plank  „    The  fill 
on  the  north  side  is  out  for  1'  above  lower  plank  and  extends  back  2' 
so  that  fill  is  tree  to  run  as  loosened. 

Field  .Maintenance  Division  No„  201  Madison  C©tjB:fcy 

Br,  No,  229-0410-0010         Beaverhead  Elver  150"  Steel  §irder 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Rail  and  posts,  downstream  side,  lightly  t«ffic  scarred . 

Br.  No,  229-0410-0138         Beaverhead  River  180.6'  Steel  Girder 

Paint  Conditions    Good  General  Conditions  .Good 

Remarks s    AluminiM  coat  of  paint  is  wearing  off  top  rail  exposing  undercoat,  other- 
wise, paint  is  good.    One  north  side  rail  picket  broken  loose  trcm  lower 
rail. 
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FEDEML  AH^  PRIMARY  ROUTE  ...  jO 

Field  Maintenance  Division  No,,  202  Gallatin  Qovmtj 

BTo  No.  Il6~a910»0037         Madison  River  133 oS'  Concrete  airder 

General  Condition?  Fair 

Remarks  s    There  does  not  seem  to  be  any  further  progression  in  the  damage  previously 
reported^  caused  hj  the  1959  earthquake „    The  spalled  off  concrete^  west 
end  bent,  at  top  of  coromns  and  ends  of  concrete  girders^  has  exposed 
the  column  corner  bars  and  the  bottom  bar  layer  of  the  beams.    Pier  2 
is  eroded  at  the  water  lineo 

Bro  No„  116-1910--0076  Cougar  Creek  34 -B'  Concrete  Girder 

General  Conditions  Poor 

Remarks?    At  the  construction  joint  between  the  column  tops  and  concrete  girder 
seats  where  the  concrete  was  shattered^  as  previously  reported  by  the 
1959  earthquake  exposing  re-steely  there  does  not  seem  to  be  much  change o 
It  has  been  necessary  to  maintain  the  roadway  fill  adjacent  to  the  end 
bent  backwalls  and  this  is  now  stabiliz.edo    The  underside  of  the  deck 
and  girders  above  the  breaks  look  good„ 

Br.  No„  116-1910-0082      '    Duck  Creek  88 „ 8''  Concrete  Sirder 

General  Conditions  Fair 

Remarks s    There  are  numerous  cracks  of  various  degrees  of  tightness  distributed 
over  the  various  members  of  the  bridge,  hoirever^  the  structure'  appears 
to  be  in  fair  condition  to  continue  serving  existing  traffic  o 

Br.  No„  116-1910-0099  Grayling  Creek  104 <. 9  Reinforced  Concrete  Girder 

Paint  Conditions    Good  General  Conditions  Good 

Remax-'kss    This  structure  widened ^  contract  let  May,  1961  „ 

Br,  No„  116-.1910-0234  West  Gallatin  River  '      120'  Continuous  Concrete  T  Beam 

Paint  Conditions    Good  General  Conditions  Good 

Bro  Wo„  116-1910-0262  Speelmen  Greek       ■        63 ^7'  Continuous  T  Beam 

Paint  Condition:    Good  General  Conditions  Good 

ReuBrkss    Paint  gccd  except  for  some  alirasion  on  pickets  due  to  ehips  thrown  off 
oiled  sijTfaee  0 

Br«  NOo  116-1910 -03 2 5         West  Gallatin  River       122'  Concrete  Girder 
Faint  Condition?    Good  General  Conditions  Good 

Remarks s    Bridge  rail  paint  h^s  been  touched  up  where  required ^ 

Br„  NOo  116-1910-0337         Taylor  Creek  70'  Cantilever  Concrete  Slrder 

Paint  Conditions    Good  General  Conditions  Good 

Bro  No,  116-1910-0479  West  Fork  Creek  80'  Cantilever  Concrete  Girder 

Paint  Conditions    Fair  to  Good  General  Corditions  Good 

Remarks  s    On    some  areas  along  top  of  rail  and  on  a  few  pickets^  the  alminum 
coat  is  worn  exposing  under  coat  of  paint „ 

Bro  NOo  116-1910-0497         West  Gallatin  River       160 Concrete  T  Beam 
Paint  Conditions    Fair  to  Poor  General  Conditions  Good 

Remarks s    Heavy  abrasions  and  flaking  off  of  altminttm  coat  from  bottom  rail  and 

pickets  show  rust  spots „    On  the  top  rail  the  prime  coat  is  showing 

through  the  worn  alumimjui  f  inish  eoato 
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Br»  Wo.  116-1910-0572         Swsm  Creek  54'  leinf creed  ©oner@te 

Paint  O'onditiong    Fair  ieneral  CSomditions  Good 

lemarfess    Prim®  ©oat  paint  showing  on  parts  of  top  rail«    ©©nsiderafele  flaking  and 
abrasions  on  piokets  dm  to  flying  roek  eMps  fron  oiled  anrfaaee 

Br,  Wo„  116-1910-0613         West  Qallatin  RiTer      234o3'  Steel  Girder 
Paint  Conditions.   Good  §©iaeral  Conditions.  Qtood 

lemarke?   Alumiiraira  paint  wearing  off  oa  sections  of  rail  exposing  prlc»'  ©oat* 
Strmct-ural  steel  paint  is  g©od«  ■ 

Br»  No,  116-1910-0680         Spanieii  Greek  68,6'  Concrete  T  Bean  ■ 

Paint  Honditions    flood  §<ineral  Condition ?    &©od.  , 

leiaarksS'   On  sections  of  top  rail  iM  alminnB  aoat  is  wearing  off  exposing  tke 

prim®  coato    Some  abrasion  of  rail  and  piokets  dm  to  battering  by  rook 

oteipe » 

Br,.  lov  116-1910-0703         West  Salla tin  liver      260 » .Steel  iirder' 

Paint  ©©Editions   Sood  Seneral  Conditions   flood  • 

lemrkeg    Brift  collecting  at  nortla  pier»  ■ 

Br<,  Nq.o  116-1910-0781         Samal  .    .  20'  ©oncrete  Slab 

Paint  Conditions   iood  ienoral  Oottditiong 

Hemarkss   End  and  top  of  wing  walls  and  cwbs  ^  beginning  t©  disintegrate 

Bro  No.  116-1910-0834        Middle  Oreek  ^30'  aonorete  Sirder 

Paint  Conditions   ftood  ieneral  Comditioni 


«"!l3,0— 


FEDERAL  AID  PRIiMRY  RQTJ^IE  51 


Field  Maintenance  Division  No 6  401 
Br,  No.  228-0200-0004  Buffalo  Springs  Gre 

Paint  Conditions  Good 


MeOon®  Goonty 
elc  88^  ^Ireated  Timber  Trestle 
General  Gonditiong  Good 


Br«  N©«  22S-0200-0072 
Paint  Gonditions  Good 


Cottonwood  Greek 


88'  Treated  Timber  Trestle 
General  Ooaditions 


Field  Maintenance  Division  No„  401 
Br,  No,  211-0200-0024  Drainage 
Paint  Conditions  Good 


Dawson  County 

88'  Treated  Timber  Trestle 

General  Conditions  Good 


Br,  No„  211-0200-0053  '  Drainage 
Paint  Conditions  Good 


88'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No,  211-0200-0090  Drainage 
Paint  Conditions  Good 


57'  Treated  Timber  Trestle 
General  Conditions  Good 


Field  Maintenance  Division  No,  401 
Bro  No,  242-0200-0372  U,S,R,S, 
Paint  Conditions  Poor 


Canal 


Richland  Comty 

75'  Treated  Timber  Trestle 

General  Conditions  Poor 


Reimrkss    Badly  bxrrned  imderneath  and  upstream  rail,    Gbarred  lumber  about  1" 
thick  under  deck  and  some  rail  posts  are  -g-  charred  lumber. 


FEDERAL  AID  PRB^Y  ROUTE  52 

Field  Maintenance  Division  No,  102  Flathead  County 

Br,  No,  215-0350-0027           Swan  River  219 „8'  Continuous  Steel  Gird 

Paint  Conditions    Good  General  Conditions  Good 

Br,  No,  215-0350-0071           Drainage  •         57'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Br,  No,  215-0350-0126           Mill  Greek  95'  Treated  Timber  'Trestle 
Remarks s    Three  of  the  corner  posts  back  of  the  flared  end  terminal  posts  are 
split  in  two. 
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Field  M&iatemiaoe  BlyislQn  No.  501 

Br.  Ho,  256.»0Q30"-^0011  E<.B„¥.A,  Oaml 

Paint  Ocmditiong    Moae  lieedecl 

Bro  Nco  256-'0030-O0S8     SD';rfc>i  Fork  Alisli  Oresk 
Paint  GoMltions    Good  ' 

Br.  NOo  256-0Q30-0109     Nertia  Fo3±  AiijEli  Oreek 
Paiat  Sondition;  GocA 

Br,  Mo,  2.56-»0030-0136  Soum  Fork  Five" Mile  Greelc 
Paint  Sonditicns  uood 

Br.  Mo,  2f?6-0030.»OjJ7  Nortli  Fork  Fi'^e  Mile  Oreelc 
Paint  §m&±tlm.t  §ooi 

Field  Maintenance  DiYisioD.  No,  501 


Br,  No.  219-0030-0026 
Paint  Qosditions  Sood 

Br,  Mc,  319-0030-0030 
Paint  Oonditions  Crood 

Br.  Mo,,  219-0030-0050 
Paint  Oonditions  Clood 

Br,  NOo  219-0030-0056 
Paint  Condition g  Good 

Br,  iGo  21.9-OG3G'-0106 
Paint  ©ondltien?  Good 

Br,  NOo  219"-0Q30-»0112 
Paint  Sonditioas  £l©od 


TJTj  Wasli 
B5jy  Wask  - 
Biy  Wash 
Painted  Robe  dresk 
Big  Soulae  Oreek 
Hij^sselsliell  River 


TellGirstoBB  Comity 

35-  Treated  Tlafcer  Trestle 

General  ^onditioni  Good 

95-  fesated  TMjer  Trestle 
fensral  ^^ci»nditiong  §ood 

57*  Treated  Tiinber  Trestle 
General  Conditions  Clood 

76'  ■frsated  Tiiaber  Trestle- 
deneral  gonditiom?'  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

§olden  "^allej  Sotnstjr 

57^  frsated  Timfc:er  Trestls  . 

General  Condition?  dood 

25'  Treated  Timber  Trestle 
ienaral  0omd±tion?  Sood 

76^  Treated  Tij:ib@r  Trestle 
Cleneral  Oonditions  Good 

95'  Treated  Timber  Trestle 
General  Conditions  Sood 

101'  Pre stressed  ioncrete  Beams 
ieaeral  CS^cmdition?  iood 

143 '  Pre stressed  Oonerete  leame 
General  ©oMltions  Sood 


FEDERAL  AID  SECONDARY  ROUTE  201 


Field  Maintenance  Division  NOo  402 

Br.  No.  201-28-0133  Redwater  River 

Paint  Condition °.  Good 

Field  Maintenance  Division  No„  402 


Br,  No.  201-42-0588 
Paint  Conditions  Good 

Br,  No.  201-42-0633 
Paint  Condition.  Good 


North  Fork  liay  Creek 
Second  Hay  Creel: 
Main  Canal 


Br.  No.  201-42-0693 
Paint  Conditions  Poor 
Remarks?    One  rail  section  busted. 

FEDERAL  AID  SECONDARY  ROUTE  202 

Field  Maintenance  Division  No.  101 
Br.  No.  202"45"0218  Bull  River 

General  Conditions  Good 


MeGone  County 

321*  Concrete  T  Beam 

General  Conditions    Good  . 

Richland  County 

76'  Treated  Timber  Trestle 

General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

51'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No.  202»"45-~0313 
Paint  Condition:  Good 


Bull  River 


Sanders  County 
78.8^  Concrete  Slab 


83 '  Treated  Timber  Trestle 
General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  203 

Field  Maintenance  Division  No,  101 

Br.  No.  203-41-0052  Bitterroot  River 

Paint  Conditions  Good 

Remarks s    Shoulder  fill  sloughing  and  washing  out  at  south  side  of  bridge  ends, 

especially  on  the  west.    The  west  side  opening  extends  in  1.5'  from,  curb 
face,  2.0'  out  and  approximately  1.5'  to  3.0'  deep.    The  same  condition 
to  a  lesser  degree  exists  on  the  east  bridge  end. 


Ravalli  County 

374'  Riveted  Plate  Girder 

General  Conditions  Good 


Br.  No.  203-41-0055  Drainage 
Paint  Conditions  Good 

FEDERAL  AID  SECONDARY  ROUTE  204 

Field  Maintenance  Division  No.  402 
Br.  No.  204-36-0013  Milk  River 

Paint  Conditions  Good 


Br.  No.  204-36-0014 
Paint  Conditions  Good 


UoSoR.S,  Canal 
FEDERAL  AID  SECONDARY  ROUTE  206 


38'  Treated  Timber  T:restle 
General  Conditions  Good 


Phillips  County 

240 '  Steel  Plate  Girder 

General  Conditions  Good 

63  *  Treated  Timber  Tfestle 
General  Conditions  Good 


Remarks s    No  bridges 

FEDERAL  AID  SECONDMY  ROUTE  207 

Remarks?    No  bridges  • 
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FEDERAX  AID  SECQm)ARY  ROUTE  20^ 


Field  Maintenance  Division  lo.  102  Flatliead  County 

Br.  Mo/ 208-15-0058  Flathead  River  686 »  Steel  Girder 

Pa.ikt  Gcmdition;    Good  General  Conditions  Good 

Resiarkss    Shoulder  fill  at  end  of  curbs  and  along  faces  of  end  posts,  west  end 

of  strnctTjre^  is  sloughing  out  and  should  he  back  filled ^  Similar 

condition  starting  at  southeast  curb  end. 

FEDERAL  AID  SECONDARY  ROUTE  209 

Field  Maintenance  Division  No.  102  Flathead  County 

Br.  No.  209-15-0037  Swan  River  251'  Steel  Howe  Truss 

Paint  Conditions    dood  General  Condition?  Poor 

Remarks?    Paint  on  struetoral  steel  is  good.    No  paint  on  timber  rail.  Southeast 

end  vertical  hanger  rods  have  been  broken  above  the  eyes  and  repaired  by  welding. 

The  rods  have  been  reinforced  with  a  3/4"  cable  clamped  around  the 
top  to  bottom  pins.    Bridge  posted?    Speed  limit  10  m.p.h.;  G.T.Wo  10  tons|  One- 
lane  traffic.  ■  ■ 


Field  Maintenance  Division  Mo.  102 
Br.  No.  209-24-0058  Swan  River 

Paint  Conditions  Good 

Remarks s    Bridge  posted s    Load  Limit  10  Tons 


Lake  County 
255'  Timber  TiPestle 
General  ©ondition?  Fair 
Some  recent  work  has  been  dome  ©n 


west  end  span,  a  new  stringer  and  solid  bridging  has  been  set  in. 

Br.  No.  209-24-0214  Lost  Creek  57'  Treated  Tijnber  Trestle 

Paint  Conditions.   Good  General  Conditions  Good 

Remarks s    This  bridge  has  been  raised.    A  new  deck  has  been  constructed  above  the 
■  original  2"x6"  laminated  deck  and  is  decked  with  2"  plank. 


Br.  Mo.  209-24-0300  Goat  Oraek 

Paint  Conditions    Fair  to  Poor 


97'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  Mo 0,209-24-03 46  Lion  Creek 

Paint  Oomditions    Fair  to  Poor 


69'  Treated  Timber  Trestle 
General  Conditioias 


Field  Maintenance  ©ivision  No.  101 

Br.  Mo.  209-32-0530  Holland  Creek 

Paint  Conditions  Poor 


Missoula  County 
57*  Treated  Timber  Trestle 
General  Conditions 


Br.  No.  209-32-0808 
Paint  Conditions  Poor 
Remarks?    Bridge  signs 


Morrell  Creek 


75'  Treated  Tisiber  Trestle 
Seneral  Sonditi©n.s.  Good 


FBBEHAL  AID  SEOOMMRY  ROTO  211 


Mo  bridges. 
FEDERAL  AID  SEOQMDARY  RQU^E  ^12 


6lSi'i-' 


Field  Maintenance  Division  Mo.  101  ''  - 

Br„  Mo.  212-24-0124         Post  Greek  (Rd  Plans) 

Paint  Conditions  Good 

Remarks?    Mission  Creek  on  county  iiiap. 


Lake " County 

75'  Treated  Jimber  Trestle 
General  Condition ;  Good 


FEDiEBAL  AID  SEGONDMI  ROUTE  213  ' 
No  bridges » 

FEDERAL  AID  SECONDABY  ROUTE  2l4 

Field.  Maintenance  Division  NGo  302  Toole  County 

Br-'o  No.  214 -> ,51-0001       I  15    Sunburst  Interchange  Underpass 
Remarks  s    See  FAP  Route  21   #  151-0910-03.54 

FEDERAL  AID  SEOQNDARY  ROUTE  21$ 

No  bridges, 

FEDERAL  AID  SECONDARY  ROUTE  216 

Field  Maintenance  Division  NOo  301  Pondera  County 

Br„  No,  216-37-0053  Soberup  Greek  57'  Treated  Timber  Trestle 

Paint  Condition?.   Good  General  Condition 2  Good 

Remarks:    No  reflectors.,    No  bridge  signs 0 

Br^  No,  216~'37--0095  Dupuyer  Greek  150'  Treated  Timber  Trestle 

Paint  Condition »    Good  General  Condition o  Good 

Remarks"    Fill  at  northwest  curb  end  is  sloughing  out..    Fill  is  starting  to  run 
out  from  behind  the  cap  of  the  west  bent  and  it  is  now  open  about  9" 
wide  between  columns  and  extends  up  1'  from  base  of  cap^ 

Br.  No.  216-37-0117  Irrigation  Canal  3S'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition 2  Good 

Remarks:  At  center  bent  the  cap  is  split  diagonally  across  the  bottom  above 
the  second  pile  from  the  south „  The  split  runs  2'  to  3 '  each  side 
of  pile  head. 

FE'DERAL  AID  SECONDARI  ROUTE  218  .    .  • 

Field  Maintenance  Division  No„  302  Pondera  County 

Br.  No,  218-37-0011  Pondera  Coulee  38''  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 
Remarks s    Several  rail  posts  split » 

Br.  No.  218-37-0107  Pondera  Coulee  50 «  Treated  T'lmber  Trestle 

Paint  Condition:    Good  General  Conditions  Good 
Remarks?    Reflectors  have  been  placed  on  all  tovr  end  posts  since  previous  inspection. 

Br„  NOo  218™37-0199  Drainage  22„5»  Treated  Timber  Trestle 

Paint  Ooiiditions    Poor  General  Condition?  Good 

Field  Maintenance  Division  No,  302  Liberty  County 

Bro  No„  218-26-0295  Pondera  Coulee  46'  Treated  Timber  Triiss  , 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks s    Drift  collected  on  bottom^  south  chord  of  truss ^  as  reported  on  previous 
inspection „ 
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FEMRAL  AID  oECTMEY  mixE  219 

Field  "Maintemnee  Dirision  No^  301  Teton  Oomrfcy 

Br«  NOo  219""50-'0031  Farmers  Coulee  57'  •Treated  Timber  Trestle 

Paint  GonditioHS    Fair  General  Gonditions  Good 


Field  Maintenance  Division  NOo  301 
Br,  No.  219-3'7""0176  Drainage 
Paint  Conditions  Poor 

FEDEML  AID  SEGONDMT  ROUTE  220 


Pondera  Gonnty 

38'  Treated  TiEaber  Trestle 

Qeneral  SoB.ditions  Good 


No  bridges  0 

FEDiEHAL  AID  SEO,Om)iLEr  HOITE  221 

Field  Maintenance  DiYision  Mo^  301 

Bro  NOo  221-^50-0049  feton  River 

Paint  Ooaaitions  Good 

Remarks^  At  expansion  joint  there  is  a 
Bridge  signs  need  repainting,, 
face  and  the  heel  cf  the  pier 


Teton  OG"untj 
267 ,7  *  Steel  I  Beam 

Q-eneral  Oonditions  Sood 
separation  of  3/4"  'between  plates  „ 
West  river  pier  is  eroded  on  tlie  streain 
is  more  heavily  eroded « 


FEDERAL  AID  SECOHDMY  ROUTE  223 


Field  Maintenance  Division  NOo  301 
Bro  No„  223-08^0013  Teton  Pdver 

Paint  Condition g  Good 

Field  Maimtenanoe  Division  Nc»  302  Liberty  Comity 

Bro  NOo  223-26-0379         •     Marias  River       '         360'  Thru  Steel  Trass 
Paint  Gondition?,    Poor  General  Oonditions  Poor 

Remarks  s    At  the  seoond  bent  from  the  south  treated  timber  piles  have  been  set 
in  on  the  concrete  footing  and  crpssbraeed ,    A  nmiber  of  planks  are 
toed  against  the  footdng  and  extend  back  and  up  against  the  end  bent 
built  tip  oap  to  prevent  it  from  being  forced  in  by  the  roadTOy  fillo 
Gn  the  truss  span  a  nusiber  of  x-braeing  are  hanging  and  soae  stringers 
are  cracked  and  others  splits    At  the  end,  bent  of  the  ncjpth  timber 
approach  span  the  embanloBent  on  eaoh  side  has  been  cut  down  vertically 
for  a  considerable  depth;  the  cut  esrtends  in  to  the  second  stringer 
on  the  west  side  and  the  third  stringer  en  the  east  side  the  end  bent 
eondition  cannot  be  dete^'^ained  as  it  is  in  the  emba'nlgnent  and  an  additional 
/:■'■  ■■  sill  of  planks  has  been  aet  'Tider  the  strinffers  several  feet  ahead  cf 

the  bent  mi  the  central  block  of  einbanloaentj,  the  sides  of  which  are 
•        vertical  as  noted  above-..    Rail  h&s  a  few  breaks  and  is  old.  .  Signs 
are  old  and  need  to  be  repainted  „    Beek  tren.^  .•?««?  fnlr  to  good  . 

Br.  Mo„  223-26-0435  Drainage 
Paint  Conditions  Poor 
Eeimrkss    Oae  rail  post  split  in  two-o 


Ohouteau  Go'onty 
297,5''  Goncrete  T  Beam 
il  Conditions  Good 


57*  'Ireated  fimber  Trestle 
General  Conditions  Good 
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Br,  NOo  223-26-0473  Nine  Mile  Coulee  38'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks:    Three  piles  have  been  set  in  on  the  north  bent  to  reinforce  dry  rotted 
piles o    One  broken  center  bent  outside  pile  is  reinforced  with  small 
poles  each,  side  with  through  bolts „    One  inside  pile  is  reinforced  with 
a  pile  set  in  on  a  rock  sill„      No  sway  bracing  on  this  bento  Both 
end  wing  rail  sections,  west  side,  are  smashed .    Deck  s-orfacing  is  rough. 
No  load  limit  posted «    No  reflectors „ 

Br,  No„  223-26-0500  Cottonwood  Creek  76'  Untreated  Timber  Trestle 

Paint  Conditon:    Poor         ~  General  Condition:  Fa5-r 

Remarks"    Northeast  end  post  broken,,    West  pile  of  second  bent  from  north  rotted 
through  just  below  ground  line.    The  outside  piles  of  the  south  end 
bent  show  considerable  dry  rot;  cores  are  solids    S">jrfacing  on  portions 
of  deck  is  gone  and  top  longitudinal  layer  of  planking  is  wearing.  No 
reflectors.    Bridge  load  and  speed  limit  sign  on  north  side  only„ 

FEDERAL  AID  SECONDARr  ROUTE  224- 

No  bridges, 

FEDERAL  AID  SECONDARY  ROUTE  225 

Field  Maintenance  Division  No,  301  Cascade  County 

Br,  No,  225-07-0024  Drainage  57^  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Re:fDarkss    Paint  good  except  for  some  scuffing  of  rails.    No  reflectors „ 

Field  Maintenance  Division  No,  301  Chouteau  County 

Br.  No,  225-08-0298  Teton  River  152*  Steel  Pratt  Truss 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks:    Bridge  posted  as  follows s    Slow  ~  Load  Lim-it  20^00Gf-      GoVJ/,^  Speed 

Limit  10  M,P,Ho,    North  side  portal  timber  is  gone.    Deck  and  stringers 
are  all  intact.    North  side  pier  has  been  pushed  toward  river  by  fill 
and  the  truss  has  only  partial  support  on  rollers,  . 

FEDERAL  AID  SECONDARY  ROUTE  226  ■  ' 

Field  Maintenance  Division  No. 301  Cascade  County 

Bro  No,  226-07-0001    Spur  FAP  Route  3  (6th  Steel  Span)  Underpass 
General  Conditions  Good 

Remarks s    Crossing  under  sijeth  steel  span^  Missouri  River^  Tenth  Avenue  Bridge, 

See  Spui'  Route  3,  Br,  No,  107-0910-0009,    See  Route  41^  Br,  No,  107-0875-0046, 

Br,  No,  226-07-0036  Sand  Coulee  57'  Treated  TiiflDer  Trestle 

Paint  Conditions    Good  General  CoEdition:  Good 

Remarks:    Fill  at  south  end  bent  is  sloughing  out  from  behind  the  backing  plank 
and  the  opening  is  2,5*  to  3,5*'  wide  and  approximately  11,0'  long  and 
extends  up  4.0'    from  the  bottom    backing  plank,  or  6"  above  the  bottom 
of  the  cap.    There  is  a  heavy  oil  mat  above  the  opening  east  side  of 
roadway  (northbound  lane) ,    Oil  mat  surface  is  within  2"  of  top  of  C'jrb 
timber  and  the  combined  thickness  of  oil  mat  and  fill  above  the  opening 
is  approxiimtely  2,5',    Fill  at  northwest  corner  is  sloughing  out  under 
curb  flared  terminal  section.    No  number  on  bridge.    No  reflectors^ 


FEDERAL  AID  SECQUDA3I  ROUTE  227 
No  bridges „ 

FEDERAL  AID  SECONDARI...ROUTE  228 

Field  Maintenance  Division  NOc  301 
Br,  No,  228-07-0105  Red  Coulee 

Paint  Condition:]  Fair 
Remarks:    Southwest  end  rail  post  split. 

repainting.    Deck  oiled  surfae.( 


Cascade  Co-ijnty 

57'  Treated  Timber  Trestle 

General  Conditions  Good 

Rail  end  split o    Red  Coulee  signs  need 

good.    No  reflectors. 


Br.  No,  228-07-0164  Belt  Creev  186'  Steel  I  Beam 

Paint  Condition"    Poor-Bridge  Rail;  Good -Steel  G-irder>s     General  Condition:  Good 
Remarks:    Southwest  end  rail  post  split.    Belt  Creek  signs  need  repainting „  Surfacirg 
on  deck  slightly  ro'ogh  but  intact  for  length  of  bridge.    Shoulder  fill 
at  northwest  corner  washing  and  sloughirjg  out  from  2'  inside  curb  and 
3'  back  from  end  bent.    Shoulder  fill  at  northeast  corner  sloughing  out 
from  curb  and  1,5'^  back.    The  fill  behind  the  bent  cross  beam  adjacent 
to  the  east  column  has  run  out  and  there  is  an  opening  3o5'  up  above 
base  cf  beam  and  runs  towards  center  of  roadway  behind  the  cap.  At 
the  southwest  corner  the  fill  has  run  out  from,  behind  the  crossbeam 
and  there  ia  an  opening  about  3 'x3 '  and  extends  up  4'  above  the  base  of 
the  beam. 


Field  Maintenance  Division  No,  301  Chouteau  County 

Br,  No,  228-08-0223  ,  Highwood  Creek  75'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    End  of  one  rail  broken  off.    Deck  surfacing  intact  except  for  one  spot 
of  approximately  fo-ixr  square  feet  at  northeast  end  of  deck. 


FEDER/IL  AID  SECONDARI  ROUTE  210  

Field  Maintenance  Division  No,  301 

Br.  No„  230~08--0002  G,  N«  Railway 

Paint  Condition:  Good 


Chouteau  County 
128*  Concrete  T  Beam 
General  Condition:  Good 


Br.  No,  23O-O8-OO24  Missouri  River  708'  Riveted  Plate  Girde: 

Remarks:    New  bridge  under  construction.    Contract  let  2-19-61, 


Bt.  No,  230-08-0040  Shonkin  Greek 

Pa lot  Condition:  Good 
Reirarks:    Corner  posts  cracked, 

Br,  No,  23O-O8-OO86     Boyle  Coulee  (O'Hanlon) 

Paint  Condition:  Poor 

Remarks:    Two  corner  posts  split  in  two. 


125'  Treated  Timber. Trestle 
General  Condition:  Good 


75'  Treated  Tljnber  Trestle 
General  Condition:  Good 


Br,  No,  230-08-0132  Drainage 
Paint  Condition:  Poor 

Br.  No,  230-08-0097  Drainage 
Paint  Condition:  Poor 
Remarks:    Dae  corner  post  split  in  two  and  reflector  hanging, 


38'  Treated  Timber  Trestle 
General  Condition:  Good 

57''  Treated  T:lmber  Trestle 
General  Condition:  Good 
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Br.  Mo„  230-08-0322  Drainage  57^  treated.  TlmheT  Trestle 

Paint  Conditions    Poor  General  Gonditon:  Good 

RemBTksi    Piece  split  off  one  top  rail  for  one  panel  length » 

Br.  NOo  230-08-0331  Flat  Greek  76'  Treated  Timber  Trestle 

Paint  Condition"    Poor  General  Condition o  Good 

Remarks  o    At  south  end  of  deck^  the  surfacing  is  vforn  off  two  wheel  lanes  for 

a  length  of  several  feet  and  the  deck  is  wearing „    One  cracked  stringer^ 

north  span  J,  second  from  east  sideo 

Br„  No„  230-08-0341  Trihata-r^-  Flat  Greek    2i5'  Treated  Timber  Trestle 

Paint  Condition;;    Foor  General  Conditions  Good 

Bro  ^c,  230-08-0416        Cowboy  Steel  Creek  75 «  Treated  Tiniber  Trestle 

Paint  Conditions    Poor  General  Condition o  Good 

Remarks:    FoiH"  sets  of  x-bridging^  north  span,  have  not  been  nailed  at  bottom 
eridSo    Ttvo  damaged  rail  ends  and  cracked  posts  ^ 

Br.         230-08-0420  Butte  Creek  75'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Br»  NOo  23O-O8-O467  Arrow  Creek  250*  Treated  Timber  Trestle 

Paint  Conditions    Good  to  Poor  General  Conditions  Good 

Remarks s    Bridge  widened  and  lengthened.    Paint  on  rail  of  the  widened  side  (east) 

is  goodo    Paint  on  the  west  side  for  the  tmo  new  added  spans  is  good 

and  poor  on  the  original  eight  spans o 

Field  Maintenance  Division  Mo„  301  Judith  Basin  County 

Bro  No.  230-23-0611  Wolf  Creek  57'  Treated  Timber  Trestle 

Paint  Conditions    Fair  General  Conditions  Good 

ReEia,rkss    Paint  is  poor  on  four  panel  lengths  of  iail„    Some  rail  post  deeply  checked 

FEDERAL  AID  SEGONDARI  ROUTE  231 

Field  Maintenance  Division  MOo  302  Hill  County 

Br,  No,  231-21-0090  O'Brien  Coulee  38"  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 
Heiarkss    Bridge  signs  need  repainting., 

Br„  No.  231-^21-0138  Little  Sage  Creek  38'  Treated  Timber  Trestle 

Paint  Conditions    Fair  to  Poor  General  Conditions  Good 
Remarks  s    Gravel  stir  facing  worn  off  and  deck  wearing « 

BTo  NCo  231-21-0186  Sage  Greek  57'  Treated  Timber  Trestle 

Paint  Conditions    Poor  Gene:ral  Conditions  Good 
EeBjarks ;    Broken  stringer  repairel  ^ith  two  spaced  steel  plates  with  bolts  up 
through  the  deck<. 

FEDERAL  AID  SECOKDAIlf  ROUTE  232  '  '  " 


Field  Maintenance  Division  NOo  302  Hill  County 

Br.  No,  232-21-0001  No  Railway         .      826.2'  Steel  I  Beam 

Paint  Conditions    Good  General  Conditions  Fair 

Remarks?    Extensive  surface  wear  and  spalling  on  deck.    Re -steel  showing  up  in 

numerous  places.    Rockers  out  of  adjustment  and  expansion  joint  Pier  2 
nearly  closed  at  +32^' „,    Fire  damage  about  15%  on  south  timber  spans. 
All  blast  plates  are  goneo 


BTo  No.  232-21-0002  Milic  River  2S6o6«  Steel  Trass 

Paint  Conditions    Poor  (General  Ooaditicns  Fair 

Remarks s    Deck  slab  on  approaeh  span  shears  extensive  wear*    North  end  "bent  has 
moved  and  been  repaired «    Ten  Ton  posted  limit  sign  on  north  end.  No 
sign  on  sontn  end,    Bme  crossfraaies  of  truss  nave  been  Mt  and  bent, 

FIS^BAL  AID 

Mo  bridges „ 

FEDERAL  AID  SEG(MDAB:I  HOUTE  234 

Field  Maintenance  Division  No,  302  Hill  Oomty 

Bro  No.  23 4. -21-0020  Scott  Ootdes  Ganal       95 ,6'  Steel  Pony  Truss 

Paint  Conditions    Fair  General  Conditions  Good 

Remrkss    Struotrn'-ally  okaj,    ?/ood  timbers  undemeath  sliow  a  few  years  age, 

HGERAX  AID  SEQ(mmM^Bmm  23.^.,.. 

Field  Maintenance  Division  No,  403  Fergus  (ycunty 

Br,  No',  235-14-0004  Warm  Springs  Greek       50'  Concrete  Slab 

Paint  Oomditions    None  needed.  General  Conditions  Good 

•Renjarks s    A  few  cracks  wlaere  wing  walls  connect  to  aain  wall*    Sm'll  ahmik 
of  concrete  gene  fr.csi  rail.  : 

Br,  No,  235-14-0033  Warm  Springs  Creek      3B'  Treated  Timber  Trestle 

Paint  Conditions    Good  sSeneral  Sonditions  Good 

Br,  No,  235-14-0085  Irrigation  Oanal         38^  Treated  Tlaber  Trestle 

Paint  Oorditions    Fair  General  Oonditioni  Good 

Remarks 2    Rail  has  been  bit  recently  and  a  section  busted, 

Br,  No,  235-l,4-"0090  Wa:rm  Springs  Greek       95^  treated  Timber  Trestle 

Paint  Conditions    Poor  '                                      C>eneral  Conditions  So^d 

Remarks?    One  wing  rail  section  Ms  p-ulled  away  from  structure  and  split  the 
comer  post, 

Br,  No,  235-14-0100  Warn  Sprlssg's  Greek       95-  Treated  Timber  frestle 

Paint  Conditions    Poor  >5eneral  Conditions    i3ood , 
.Reiaarkss    Three  comer  posts  busted  froK  wing  rail  sections  polling  away, 

Br.  Mo,  235-14-0175  Juditb  Eiver  177'  Steel  Girder 

Paint  Conditions    Good  General  Conditions.  Good 

Br,  No,  235-14-0179  Sage  Greek  175-  treated  Timber  Trestle 

Paint  Conditions    Fair  {leneral  GcmditioBi  0ocd 

Blemarkss    Barbed  wire  fence  is  nailed  to  stringers, 

Br,  No,  235-1.4-0225  Dry  Wolf  Creek  57'  Treated  Timber  frestle 

Paint  Conditions    Poor  '      General  Conditions  Clood 

Br.  NCo  235-14-0299  Wolf  Creek  76^  Treated  Timber  Trestle 

Paint  Conditions    fair  General  Ooaditioru  Good 

Iteiiarks^    Cracked  stringer  foixrth  in  second  span. 
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Br,  No.  23 5 -14 -'03 64  Coffee  Creek 

Paint  Conditions  Fair 

ResBrks:?  Broten  stringer  first  span  fourtli  one 
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03 

Dog  Creek 
Little  Dog  Creek 


ireated  Timber  Trestle 
General  Conditions  Fair 


Field  Maintenance  Division  4O3 
Br„  236-U-OO42 
Paint  Condition ;  Fair 


Br«  No.  230-14-0063 
Paint  Condition:  Poor 

Er»  No.  236-14-0095 
Paint  Conditions  Poor 

Er„  NOo  236-14-0101 
Paint  Conditions  Fcor 


Br«  HOo  23 6~l4 


Dog  Greek 
Dog  Creek 
Missouri  River 


Fergus  County 

38-  Treated  Timber  Trestle 

ueneral  Condition:  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

38-  Treated  Timber  Trestle 
General  Condition:  Good 

57*  Treated  Timber  Trestle 
General  Condition:  Good 

Free  Ferry 


Remarks  0    Approximate  size  18  x  50 „    Ferry  not  working  11-17-61 „ 

Field  Maintenance  Division  No.  301  Chouteau  County 

Br„  No,.  236-08-0552  Chip  Coulee  98'  Treated  Tiiaber  Trestle 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks?    Bridge  looks  old  and  dilapidated,,    Some  piles  at  baekwall  are  very 
rotten o    Deck  planks  are  loose «    O'urb  bcaids  are  missing . 

Br.  No.  236-08-0636  Chip  Coulee  52'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Conditions  Poor 

Remarks:    Piling  are  rotting  fairly  bad  and  one  piling  is  rotted  completely  in 
two.    Probably  structurally  safe  for  some  time  yet. 


BVo  NOo  236-03-0660  Chip  Go'ulee 

Paint  Conditions  Timber  was  never  painted, 
Remrks:    One  hole  through  2x4  decko 


Eagle  Creek 


38'  Treated  Timber  Trestle 


64'  Treated  Timber  Trestle 


General  Condition:  Poor 


Br.  No„  236-08-0720 
Paint  Condition o  Poor 
Remarks o    About  1/3  of  truss  members  are  bent ,    Each  tension  point  underneath 
.    is  supported  with  two  piles  and  a  cap.    One  of  these  caps  is  broken . 
Steel  in  the  truss  is  very  lighx  guage  metal, 

FEDERAL  AID  SECO1MDA.RI  ROUTE  237 


Field  Maintenance  Division  No.  403  Fergus  County 

Br.  No.  237-14-0019  Big  Springs  Creek        50'\^teel  Howe  Truss 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks:    Concrete  eroded  at  low  water  line  Bent  2  exposing  steel  piling.  Steel 
truss  has  a  broken  connection  on  one  vertical  member o    Rail  crooked. 
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FEDERAL  AID  SECONDARY  ROUTE  238 


Field  Maintenance  Division  No.  403  Fergus  Cowity 

Br,  No.  238-14-0004  Mill  Ditch  49'  Reinforced  Concrete  Slab 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    One  flared  end  is  gone  and  some  angle  iron  patched  in  its  place, 

Br.  No.  238-14-0192  Drainage  30'  Untreated  Timber  Trestle 

Remarks:    Road  closed  from  snow  14  miles  out.    Not  inspected. 


Field  Maintenance  Division  No.  301  Judith  Basin  County 

Br.  No.  239-23-031  Judith  River  65'  Preetressed  Concrete  Beam 

Paint  Conditions    Good  General  Conditions  Good 

Remarks:    There  is  a.  crack  across  the  top  of  the  backwall  starting  at  the  stream 
face  and  extending  from  the  outside  of  the  curb  to  Junction  with  the 
wing  wall  at  both  bents  on  south  side.    There  is  a  similar  but  lighter 
and  shorter  crack  at  the  northwest  comer. 


Field  Maintenance  Division  No .  302 
Br*  No.  240-03 -OOlfS  Milk  River 

Paint  Conditions  Poor 

Remarkas   Wing  mils  broken  at  both  end  bents. 

have  been  hit^ 


Blaine  County 
1,60'  ThiPU.  Steel  Truss 
General  Conditions  Flair 
Signs  gone.   Rail  bent  and  portals 


Br,  No,  240-03 -OOia 
Paint  Conditions  Good 
Reimrkss    Now  is  a  i30'  Steel  I  Beajn. 


50'  Treated  Timber  Trestle 
General  Conditions  Good 


Bra  No.  240-03-0029  Three  Mil©  Ot'eek 

Paint  Ootiditionj  Poor 

Remarks:   Borne  rails' broken  from  being  hit. 

Br.  No.  ^40-03-0076  Six  Mil©  Creek 

Paint  Condition:  Poor 

Refflarksj    Rail  appearance  is  bad,    Sam®  broken 
Bottom  sill,  Bent  3,  is  rotting. 


40*  Steel  I 
General  Conditions  Good 


74^  Steel  ' I  Beam 
General  Conditions  Good 
and  general  aged  condition* 


Br„  Mo.  240-03-0124 
Paint  Condition:  Good 


Bean  Creek 


38'  Treated ' Timber  Trestle 
General  Conditions  Good 


Br„  No.'  240-03-0166 
Paint  Condition:  Fair 


Snake  Creek 


3B-  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  240-03-0250 
Paint  Condition:  Good 
Remarks:    Okay  underneath. 


Peoples  Creek  57'  Treated  Timber  Trestle 

General  Conditions  Good 
Tar  and  ballast  worn  off  in  patches  on  the  deck. 


Field  Maintenance  Division  No.  302  Blaine  County 

Br.  No.  241-03-0002  Thirty  Mile  Creek        88'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition:  Good 
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Br.  No„  241-03-0010               Buckley  Coulee  57'  Treated  Timber  Trestle 

Faint  Condition:;    Poor  General  Condition:  Good 
Remarks:    Sign  bent^ 

Br„  No,  241-03-0042               Fogey  Creek  95'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Br.  No.  241-03-0075       West  Fork  Wayne  Creek  76'  Treated  Tijnber  Trestle 

Paint  Condition:    Poor        -  General  Condition:  Good 

Br„  No.  241-03-0091               Wayne  Creek  76'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 
Remarks;    Riprap  south  berm  washed  out  25  percent. 

Br,  No.  241-03-0097       East  Fork  Wayne  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Riprap  north  washing  out  a  little „  Bridge  sign  says  Oriley  Creek o- 

Br.  No.  241-03-0110               Drainage  57'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 
Remarks:    Bridge  sign  says  North  Fork  Wayne  Creek. 

Br.  No.  241-03-0122               West  Savoy  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 
Remrks:    Bridge  sign  says  Savoy  Creek. 

Br„  NOo  241-03-0375            Woody  Island  Creek  117'  Steel  I  Beam 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Ms.ny  rail  posts  cracked. 

FEDERAL  AID  SECONDARY  ROUTE  242 

Field  Maintenance  Division  No,  402  Phillips  County 
Br„  No.  242-36-0055               Circle  Diamond  Coulee  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

•Remarks:    Run  off  causing  slight  fill  damage  on  north  end, 

Brp  No„  242-36-0060              Assiniboine  Creek  114'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
Remarks:    A  few  nuts  gone  from  curb  bolts. 

Br.  No.  242-36-0152               Cottonwood  Creek  100'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition:  Good 

Br.  No.  242-36-0174  Little  Cottonwood  Creek    76'  Treated  Timber  Trestle 

Paint  Oondltion:    Fair  General  Condition:  Good 
Remarks:    Many  curb  nuts  loose, 

Br,  No.  242-3 6-O47O               Whitewater  Creek  100'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 
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FEDERAL  AID  SECONDARY  ROUTE  2i3 


Field  Maintenance  Division  No.  402 
Br .  No ,  213  -3  6-0007  Drainage 
Paint  Oondition:  Good 


Br.  No.  243-36-0010 
Paint  Conditions  Good 

Br.  No,  243-36-0012 
Paint  Oondition J  Good 


Br.  No.  243-36-0013 
Paint  Ooiaclitionj 
Remarlcsj    O^arb  shows 


Br.  No.  243-36-0014 
Paint  Condition:  Good 

Br,  No,  243-36-0016 
Paint  Conditions  Good 

Br.  No.  243-36-OOlS 
Paint  Condition!  Good 

Br.  No.  243-36-0022 
Paint  Condition:  Good 

Br.  No.  243-36-0G5S 
Paint  Condition:  Good 


Drainage 

Df.S.R.S.  Ditcli 

Drainage 
"battered  up  a  little 
Drainage 

Drainage 

Drainage 

Drainage 

Millc  River 


Phillips  County 

57'  Treated  Timber  Trestle 

General  Conditions  Good 

3B'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle 
General  Oondition:  Good 

57'  Treated  Timber  Trestle 
General  Condition:  Good 


57'  Treated  Timber  Trestle 
General  Condition:  Good 

3S'  Treated  Timber  Trestle 
General  Conditions  Good 

114'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

250'  Steel  Plate  Girder 
General  Condition:  Good 


61,6'  Steel  I  Beam  ■ 
General  Condition:  Poor 


Br .  No ,  243  -3  6-0096  White  (St inl^y  Water )  Creek 
Paint  Oondition!    Poor  (Probably  never  painted) 
Remarks:    Looks  struoturally  okay „midemeath,  but  members  too  light  for  general 
traffic.    Is  old  and  dilapidated  looking. 


Br,  No.  243-36-0101  Whitewater  Creek         117*  Steel  1  Beam 

Paint  Condition!    Poor  General  Condition!  Poor 

Remarks:    A, lot  of  recent  repairs  have  been  made  and  bridge  is  probably  structurally 
all  right.    It  has  a  general  patched  up  and  dilapidated  look. 


Petroleum . Oouaty 

38'  Treated  Timber  Trestle' 

General  Conditions  Good 


mm^  MP  gEOTM,  wm  244 

Field  Maintenance  Division  No,  403  ,■' 
Br.  Mo.  244-35-0024  Drainage 
Paint  Condition:  Fair 
Remarks:    Tumble  weeds  collected  underneath. 

Br,  No,  244-35-0058  Flatwillow  Creek         133'  Treated  Timber  Trestle 

Paint  Oondition:    Poor  '  General  Conditions  Good 

Remarks:    No  signs.    No  reflectors.    Nuts  missing  on  some  rail  belts.    Other  nuts 
loose , 


Br .  No ,  244-3  5-0121  Pike  Creek 

Paint  Oondition:  Poor 

Remarks!    No  signs.    No  reflectors. 


38'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br.  No,  244-35-0123 
Paint  Conditions  Poor 

Br,  No,  244-3 

Paint  Condition:  Poor 


Br,  No„  244-35-0233 
Paint  Condition;  Poor 

Remarks s    No  signs.    No  reflectors 

FEDERAL  AID  SECONDARY  ROUTE  245 
No  bridges, 

FEDERAL  AID  SECONDARY  ROUTE  246 
Field  Maintenance  Division  No.  402 


Drainage 

Yellow  Water  Creek 
McDonald  Creek 


3S'  Treated  Timber  Trestle 
General  Condition:  Good 

76''  Treated  Timber  Trestle 
General  Condition:  Good 

125'  Treated  Timber  Trestle 
General  Condition:  Good 


Br„  No,  246-53-0007 
Paint  Condition:  Good 
Remarks:    New  I960. 

Br,    No.  246-53-0011 
Paint  Condition:  Good 
Remarks:    New  I960 

Br,  No,  246-53-0021 
Paint  Condition:  Good 
Remarks:    New  I960 

Br.  No,  246-53-0067 
Paint  Condition:    Very  Poor 
Remarks 


Cherry  Creek 


Drainage 


Milk  River 


Antelope  Creek 


Valley  County 

120'  Continuous  Concrete  T  Beam 
General  Condition:  Good 


75'  Treated  Timber  Trestle 
General  Condition:  Good 


400'  Riveted  Steel  Plate  Girder 
General  Condition:  Good 


75'  Untreated  Timber,  Trestle 
General  Condition:  Fair 


Structurally  sound,  but  old  and  patched  up  looking „  One  section  of 
rail  gone  on  southv/est  end. 


FEDERAL  AID  SECONDARY  ROUTE  247 

Field  Maintenance  Division  No,  402 

Br,  No,  247-53-0066        East  Fork  Cherry  Creek 

Paint  Condition:  Fair 

Remarks:    Middle  stringer  second  span  cracked. 


Br.  No.  247-53-0254 
Paint  Condition:  Fair 


Dry  Fork  Creek 


Val] ey  County 

150'  Treated  Timber  Trestle 

General  Condition:  Good 


125'  Treated  Timber  Trestle 
Genera]  Condition:  Good 


Br,  No,  247-53-0281  West  Fork  Porcupine  Creek  II4'  Treated  Timber  Trestle 
Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Rail  shows  a  distortion  of  grade  line.    One  wing  section  of  rail  broken 
off. 


Br,  No.  247-53-0351  Drainage 
Paint  Condition:  Fair 


57'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No„  247-53-0394  Middle  Fork  Porcupine  Creek  100'  Treated  Timber  Trestle 
Paint  Condition:    Fair  General  Condition:  Good 

Remarks:    Repair  on  stringer  and  piles  in  good  shape. 
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Br.  Mo.  247-53-0400  Alkali  Creek        ■   ■    76'  Treated  Tisiber  Trestle 

Paint  Condition:    Fair  '       General  Condition:  Good 

Re.tnarksj    One  rail  post  broken. 

FEDERA.L  AID  SECOITOARY  ROUTE  2AB 


Field  Maintenance  Division  No,  402 
Br.  No.  248-10-0025  Drainage 
Paint  Conditions  Fair 


Daniels  Comty 

25'  Treated  Timber  Trestle 

General  Conditions  Good 


Br,  No,  24S-IO-OO3O        East  Fork  Poplar  River      277.6*  Steel  Pony  Truss 
Paint  Conditions    Good  General  Condition i  Good 

Remarks s    Rockers  in  expansion  position  at  O^F, 


Br,  No.  248-10-0032 
Paint  Conditions  Fair 
Remarks!    No  reflectors, 


Drainage 


Butte  Creek 


Br.  No.  24S-IO-OO36 
Paint  Conditions  Fair 

Remarks s    One  badly  broken  stringer  in  last  span. 


Br,  No.  248-10-0093 
Paint  Conditions  Good 

Br.  Ho.  248-10-0106 
Paint  Conditions  Poor 
Reiraarkss    No  reflectors, 

Br.  No.  248-10-0220 
Paint  Condition:  Poor 

Br.  MOo  248-10-0225 
Paint  Conditions  Poor 

Br.  No.  248-10-0243 
Paint  Gonditicns  Poor 

Br,  No.  248-10-0289 
Paint  Conditions  Poor 


Drainage 
Spring  Creek 

Drainage 
Drainage 
Drainage 
Drainage 
Old  Overflow  Clmnnel 


Br.  No.  248-10-0290 
Paint  Conditions  Poor 
Renarkss    Reflectors  shot  up  badly. 


76'  Treated  Timber  Trestle 
General  Conditions  Good 


127'  Treated  Timber  Trestle 
General  Conditions  Good 
No  reflectors. 

25'  Treated  Timber  Trestle 
General  Conditions  Good 

75''  Treated  Timber  Trestle 
General  Conditions  Good 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

76*  Treated  Timber  Trestle 
General  Conditions 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 

50'  Treated  Timber  Trestle 
General  Conditions  Good 


Field  Maintenance  Division  No.  402  Valley  Comty 

Br.  Mo.  248-53-0291      West  Fork  Poplar  River        200'  Treated  Timber  Trestle 
Paint  Conditions    Poor  General  Conditions  Good 

Resmrkss    About  10  percent  of  tlie  nuts  missing  from  bolts.    About  25  percent  of 
tlae  nuts  are  loose. 


Br.  Mo.  248-53-0293     Overflow  West  Fork  Poplar  River 
75'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Remarks s    Ten  percent  of  the  nuts  are  missing.   Many  of  the  nuts  are  loose. 
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Br.  No„  24-8-53-0316 
Paint  Conditions  Poor 


Spring  Greelc 


FEDERAL  AID  SECONDARY  ROUTE  2LS 


Field  Maintenance  Division  No,  402 
Br.  No.  249-53 -0020  Milk  River 

Paint  Conditions  Good 

Remarks s    T¥/o  rail  posts  liave  been  hit  and  bent. 


50'  Treated  Timber  Trestle 
General  Conditions  Good 


Yalley  County 
369'  Steel  Girder 
General  Condition  j:  Good 


57'  Treated  Timber  Trestle 
General  Conditions  Fair 


Br.  No.  2^.9-53-0072  Drainage 
Paint  Conditions  Fair 
Remarks:    Badly  burnt  underneath.    An  average  of  about  1  inch  charred  timber, 

Br„  No,  249-53  -0098    Overflow  Missouri  River  (posted  Galpin) 
286'  Steel  I  Beams 

Paint  Conditions    Good  General  Conditions  Good 

FEDERAL  Air>  SECONDARY  ROUTE  250 
No  bridges. 

FEDERAL  AID  SECONDARY  ROUTE  251 

Field  Maintenance  Division  No,  402  Roosevelt  County 

Br,  No.  251-43-0118  Drainage  25'  Treated  Timber  Trestle 

Paint  Conditions    Fair  General  Conditions  Good 


Br,  No.  251-43-0155  Drainage 

Paint  Conditions  Poor 

Remarks s    One  rail  board  broken. 


Br,  No.  251-43-0178 
Paint  Conditions  Fair 

Br,  No,  251-43-0207 
Paint  Conditions  Good 


Kirn  Coulee 
Drainage 
Hay  Creek 


Br.  No.  251-43-0217 
Paint  Conditions  Fair 
Remarks:    -Two  corner  posts  cracked. 

Field  Maintenance  Division  No.  402 

Br.  No.  251-10-0409  Smoke  Creek 

Paint  Conditions  Poor 


25'  Treated  Timber  Trestle 
General  Conditions  Good 


25'  Treated  Timber  Trestle 
General  Conditions  Good 

25'  Treated  Timber  Trestle 
General  Conditions  Good 

38''  Treated  Timber  Trestle 
General  Conditions  Good 


Daniels  Oomty 

25'  Treated  Timber  Trestle 

General  Conditions  Good 


Br.  No.  251-10-0498  Eagle  Greek  . 

Paint  CondJ-tions  Poor 

Remarks s    One  section  rail  broken  out  and 

FEDEPAL  AID  SECONDARY  ROUTE  252 

Field  Maintenance  Division  No.  401 

Br.  No,  252-28-0015  Horse  Creek 

Paint  Conditions  Fair 


25'  Treated  Timber  Trestle 
General  Condition; 
two  other  sections  broken 


Good 


McCone  County 

100'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br„  No.  252-25-0070 
Paint  Oonditions  Fair 


Denwoody  Creek 


38'  Treated  Timber  Trestle 
General  Conditions  Good 


Bro  No.  252-28-0080 
Paint  Condition:  Fair 

Br.  No.  252-28-0130 
Paint  Conditions  Fair 

Br.  No.  252-28-0141 
Paint  Condition:  Fair 


Horse  Creek 


Horse  Creek 


Drainage 


75"  Treated  flniber  Trestle 
General  Conditions  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General    Condition:  Fair 


Prairie  Comty 

825'  Riveted  Plate  Girders 

General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  253 

Field  Maintenance  Division  No.  401 
Br,  No.  253-40-0009  Yellowstone  River 

Paint  Conditions  Good 
Remarks s    Rockers,  Bent  2,  in  expansion  position  at  +20OFo 

Br.  No.  253-40-0036  Drainage  50'  Treated  Timber  Trestle 

Paint  Conditions  'Poor  General  Conditions  Good 

Remarks  J    No  signs.    No  reflectors.    Two  rail  posts  damaged. 


Br.  No.  253-40-0046 
Paint  Condition:  Poor 
Remarks:    Two  rail  posts  damaged. 


Cherry  Creek 


Br.  No.  253-40-0080 
Paint  Conditions  Poor 

Br.  No.  253-40-0094 
Paint  Conditions  Poor 


Braokett  Creek 


Cedar  Creek 


Drainage 


Br.  lo,  253-40-0147 
Paint  Conditions  Poor 

Remarks:    One  wing  wall  Mt  and  knocked  over* 


Br.  Mo.  253-40-0174 
Paint  Conditions  Poor 

Br.  No,  253-40-0188 

Paint  Condition:  Poor 

Br.  No.  253-40-0224 
Paint  Condition:  Poor 

Br.  No.  253-40-0269 
Paint  Conditions  Poor 


Drainage 
Drainage 
Cedar  Creek 
Cedar  Creek 


Field  Maintenance  Division  No,  401 

Br.  No.  253-28-0371  East  Duck  Greek 

Paint  Conditions  Poor 

Br.  No.  253-28-0462  Redwater  River 

Paint  Conditions  Poor 

Remarks s    F'oyrtii  stringer  sixth  span  cracked. 


362.5'  Steel  I  Beam 
General  Condition;  Good 


95*  Treated  Timber  Trestle 
General  Conditions  Good 

133'  Treated  Timber  Trestle 
General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 


76'  Treated  Timber  Trestle 
General  Conditions  Good 

95'  Treated  Timber  Trestle  ■ 
General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Condition:  Good 

McCone  Coxmty 

75'  Treated  Timber  Trestle 

General  Condition:  Good 

150'  Treated  Timber  Trestle 
General  Conditions  Good 
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FEDERAL.  AID  SECONDARY  ROUTE  25^ 


Field  Maintenance  Division  No„  401  Dawson  Gcunty 

Brc  No,  254-11-0175  Lower  Seven  Mile  Creek  25'  Treated  Timber  Trestle 
Paint  Conditions    Fair  General  Condition:  Good 

Remarks 2    Tumble  weeds  present  a  fire  hazard  under  this  bridge. 


Br,  No.  254-11-0229    South  Fork  Thirteen  Mile  Greek 
25'  Treated  Timber  Trestle 

Paint  Condition:    Fair  General  Condition; 

Remarks:    Tumble  weeds  have  collected  under  this  bridge,, 


Good 


Br„  No.  254-11-02B8       Middle  Fork  Burns  Creek 

Paint  Conditions  Fair 

Remarks:    Road  berms  are  eroding  away. 


25'  Treated  Timber  Trestle 
General  Condition:  Good 


Br.  No.  254-11-0532  Redwater  River  98'  Steel  and  Concrete 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks:    All  concrete  badly  spalled  and  weathered „    Part  of  the  deck  has  been 
ripped  away  making  the  roadv/ay  narrow.    No  signs.    No  rail.  No 
reflectors.    Part  of  the  curb  is  gone  and  the  bridge  looks  old  and 
dilapidated „ 

FEDERAL  AID  SECONDARY  ROUTE  256 


Field  Maintenance  Division  No.  402 

Br.  No.  256-46-0064    .  McCoy  Creek 

Paint  Condition:  Poor 


Sheridan  County 
28'  Steel  I  Beam 
General  Condition:  Good 


FEDEPlAL  aid  SECONDARY  ROUTE  257 

Field  Maintenance  Division  No.  101 

Br,  No.  257-31-0001  C.M.ST.P.&P,  R.R. 

Paint  Condition:  Fair 

Remarks:    In  Superior, 


Mineral  County 
Underpass 

General  Condition:  Good 


459.4'  Steel  Pratt  Truss 
General  Conditions  Good 


Br.  No„  257-31-0002  Clark  Fork 

Paint  Condition:    Fair  to  Poor 
Remarks:    In  Superior.    Rail  paint  poor.    Truss  ends  at  portals  are  rusted  and 

there  are  namy  scattered  rust  spots  over  the  length  of  the  structure . 

Underside  of  corrugated  metal  deck  base  and  stringers  (many  new)  look 

good.    Deck  oil  mat  in  good  condition. 


Br.  No.  257-31-0003  Interstate  90(U„S.  10) 
Paint  Condition:  Good 


Underpass 

General  Condition:  Good 


Br.  No.  257-31-0004        Interstate  90 (U.S.  10)  Underpass 

Paint  Condition:    Good  General  Condition:  Good 


Br.  No.  257-31-0012  Cedar  Creek 

Paint  Condition:  Good 

Remarks:    Deck  oiled  surface  is  good. 


110'  Concrete  T  Beam 
General  Condition:  Good 
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Br.  No.  257->31""0037  N.  P,  Railway  188'  Concrete  T  Beam 

Paint  Condition?    Good  General  Condition:  Good 

Remarks  2    The  sloughing  of  the  fill  at  Bent  1  previously  reported  has  been 
taken  care  of „    Deck  oiled  surface  is  good. 

FEDEmL  AID  SECONDARY  ROUTE  258      r^-^^  ■.    •  'i  i-  ••l;^ 

Field  Maintenance  Division  No,  402  :  •    Sheridan  County 

Br.  No.  2.58-46--0002  Big  Muddy  Creek  150'  Treated  Timber  Trestle 

Paint  Conditions    Fair  General  Conditions  Good 

Reimrkss  About  J-  of  the  nuts  are  gone  from  bolts  holding  wheel  guard  on.  Rail 
shows  hump  in  grade. 

Br.  No.  258-46-0008        •      Drainage  113'  Treated  Timber  Trestle 

Paint  Conditions    Fair  :;-  General  Conditions  Good 

Remarks:    About  25  percent  of  the  nuts  are  gone  from' wheel  guard  timber  bolts. 
Rail  shows  quite  a  huoip  in  the  grade.  ... 

FEDERAL  AID  SECONDAKI  ROUTE  261      ■■■^         ^-^  ir.-r-:..        .     .^-^  ,.  ■  -  . 


Field  Maintenance  Division  No.  401 

Br»  No.  261-55-0004  D:ry  Greek 

Paint  Conditions    None  required. 

Remarks s    A  few  small  spalls  on  euxb.    No  signs, 

Field  Maintenance  Division  No^  401  J'- 
Br.  No„  261-42-0435  O'Brien  Creek  --^y.. 

Remarks s    Not  inspected, 

FEDERAL  AID  SECONDARY  ROUTE  262 

No  bridges.    ■. ,.  •.  . ' 

FEDERAL  AID  SECONDARY  ROUTE  263 

No  bridges. 

FEDERAL  AID  SECONDARY  ROFTE  264 

No  bridges.  ,       r        : ^■:  -  . 

FEDERAL  AID  SECONDARY  ROUTE  265      . .    ■  - ■ 

No  bridges.  V      '  'i;;'  :  ;  , 


Wibauz  C  omty 
56'  Steel  Girder 
General  Condition: 
No  reflectors. 


Good 


Richland  County 

28'  Treated  Timber  Trestle 


FEDERAL  AID  SECONDARY  ROUTE  266 

No  bridges.    •    ■  ■ 

FEDERAL  AID  SECONDARY  ROUTE  267 

Field  Maintenance  Division  No,  101  Missoula  County 

Br.  No.  267-^3 2-0001  N.  P.  Railway  Unde-rpass 

General  Conditions  .F^ir 
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Br,  No.  267-32-0044  Rattlesnake  Creek        50'  Untreated  Ttmber  &  Concrete 

Paint  Conditions    None  on  rail  General  Conditions  Fair 

Remarks s    Center  pier  settled  on  upstream  side.    Posted  3  Ton  load  limit, 

FEDERAL  AID  SECONDARY  ROUTE  265 

No  bridges, 

FEDERAL  AID  SECONDARY  ROUTE  269 

Field  Maintenance  Division  No.  101  Ravalli  Coimty 

Br.  No.  269-41-0034  Irrigation  Ditch  21.8'  Concrete  Slab 

Paint  Conditions    Fair  to  Poor  General  Conditions  Good 

Remarks s    Northwest  rail  ends  broken  off.    Paint  poor  west  side  rail.    Fair  east 
side  rail, 

Br.  No,  269-41-0053  Irrigation  Ditch  25'  Treated  Timber  Trestle 

Paint  Conditions    Fair  to  Poor  General  Conditions  Good 

Remarks s    Paint  fair  west  rail^  poor  east  rail.    Deck  oil  mat  good. 

Br.  No 269-41-0208       Bitterroot  River  Overflow    75"  Treated  Timber  Trestle 
Paint  Conditions    Poor,  Northside;  Fair,  South  side 
General  Conditions  Good 


Br.  No.  269-41-0210 
Paint  Conditions  Good 

FEDERAL  AID  SECONDARY 


Bitterroot  River 


324'  Continuous  Steel  Girder 
General  Conditions  Good 


Field  Maintenance  Division  No.  502 

Br.  No„  270-06-0036  Horse  Creek 

Paint  Conditions  Poor 


Carter  County , 
35'  Steel  I  Beam 
General  Conditions  Good 


Remarks  s    CMpped  out  spot  on  Bent  1  under  right  beam. 

Br.  No.  270-06-0066  Little  Missouri  River  142'  Steel  Pratt  Truss 

Remarks 2    Portals  have  been  hit  and  bent.    Rail  bent..   Old    concrete  wall  bent 
4p  is  pushing  against  new  pile  bent. 


Br.  No.  270-06-0189 
Paint  Conditions  Poor 

Br.  No.  270-06-0198 
Paint  Conditions  Poor 


Cottonwood  Creek 


Hackberry  Creek 


60'  Steel  Pony  Truss 
General  Conditions  Fair 


23 '  Steel  I  Beam 
General  Condition: 


Good 


FEDERAL  AID  SECONDARY  ROUTE  271 

Field  Maintenance  Division  No.  101 

Br.  No.  271-39-0202  Nevada  Greek 

Paint  Conditions  Good 

Remarks s    Also  listed  Br.  No.  272-39-0284 

Br.  No.  271-39-0257  Big  Blackfoot  River 
Paint  Conditions  Good 


Po¥irell  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 


179'  Steel  Pony  Truss (re -erected) 
General  Conditions  Good 
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FEDERAL  AIB  SEGOl^iMT  ROUTE  272 


Field  Maintenance  Division  Ng.  272  Powell  Comty 

Br,  NOo  ' 272-3 9""0ir7  -RMne  Qxeek  38'  Seated  Timber  Trestle 

Paint  Conditions    Poor  '  General  Conditions  Good 

Remarks  s    One  end  post  and  two  intermediate  posts  split  <,    End  of  norttpfeet  rail 
section  split -off. 


Bro  No»  272-39-0133 
Paint  Oaaditioas  Good 


HeYadSi  Creek 


57'  Treated  Timber  Trestle 
General  Gonditions  Good 


Br,  No.  272^39-0284  Nevada  0reek 

Paint  Conditions  Good 

Remsxkss   Also  listed  Br„  No*  271-39-0202  ■ 

Br.  Ng«  272-39-0354  Big  Blaalcfoot  liver 
Paint  Conditions  Sood 


38'  Treated  Timber  Trestle 
General  Oonditions  Good 


189'  Steel  Pony  Trass  (re-eiected) 
General  Conditions  Good 


Br.  Hp,  272-39-0419      North  Fork  Blaekfoot  Elver  152'  Steel  Pratt- Trass 
Paint  Conditions    Poor  General  Geoiitions  Poor 

Heiimrksg   Additional  bent  imder  truss  is  located  at  tbs  third  trass  panel  from 

somtla  end«,    Support  mder  sotith  side  'truss  is  a  lengtk  of  o.am«p»  culvert 
pipe  filled  with  consrete.    The  one  on  the -east  side^  previously  reported 
as  washed  out,  has  been  replaced  with  an  8"x8"  timber  shore  with  bloicks 
and  wedges  at  top  with  timber  footings 


Field  Maintenance  Division  NOo  201 
,Br,  Mo«  273-12-0007  Wa»  Springs  Oreek 

Paint  Oonditions  None 

Remarks  §    Bent  1  has  a  vertiaal  ©rack  at  center 

could  not  be  inepeeted.  Previous  report  stated  that  footing  was  being 
washed  away^    No  load  liait  posted  for  this  structure 


Deer  Lodge  County 
42'  Steel  I  Beam 
General  Oonditions  Good 
Dm  to  ioe  cover.  Pier  2  footing 


Field  Maintenance  Division  N©»  201  Deer' Lodge  Oowity 

Br.  No.  274-12 --0016  Mill  0re©k  25'  Treated  Timber  Trestle 

Paint  Oonditions    Fair  General  Conditions  Good 

Remarks s    Some  rail  paint  poor  due  to  paint  flakiLgo  off » 


Br.  No.  274-12-0122  '  Big  Oalifomia  Creek 
Paint  Cionditions  Poor 

Remarks s    End  of  east  side  top  rail  broken 


Br.  No.  274-12-0164 
Paint  Conditions  Fair 
Eeuffirksg   Markers  need  painting 


French  Gulch 


57°'  Treated  Timber  Trestle 
General  Conditions  Good 
Bridge  markers  need  painting. 

57'  Treated ' Timber  Trestle 
General  Conditions  Good 


French  Giilch 


57'  Treated  timber  Trestle 
General  Conditions  Good 


Br.  No»  274-12-0198 
Paint  Oonditions  Poor 
Remarks s   At  south  end  bent^  two  west  piles  are  l|-"  tO'  2"  below  the  capo  Space 
should  be  wedged.    South  side  bridge  marker  is  gone. 
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FEDEmi  AID  SECONDARY  ROUTE  27g 


Field  Maintenance  Division  No,  201  Deer  Lodge  County 

Br.  No.  275-12-0018  Willow  Creek  30'  Treated  TimlDer  Trestle 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks:    East  and  center  bent  piles  are  deeply  rotted „    Laminated  2"x4"  deck  and 
6"xl2"  curbs  are  treated  lumber.    Balance  of  structure  is  untreated. 
Southwest  corner  post  split  and  the  flared  end  terminal  section  is  gone. 
Fill  at  southvirest  corner  is  sloughing  out  from  1'  inside  curb.  Load 
limit  sign  on  east  side  of  structure  only.    Load  limit  10,000  pounds. 
Central  part  of  oil  mat  good.    Outside  areas  are  cracked, 

Br.  No,  275-12-0021  Clark  Fork  37'  Timber  Truss  Span 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Bridge  posted  as  follows:    Signs  painted  on  approach  ¥;-ing  top  rail:  • 
"Load  Limit  10,000  Lbs'J .    Oil  mat  on  deck  is  good.    This  truss  now  has 
a  center  bent  with  a  12"xl2"  cap.    Three  12"xl2"  short  timber  piles  set 
on  concrete  footings. 


FEDERAL  AID  SECONDARY  ROUTF  276 


No  bridges. 


FEDERAL  AID  SECONDARY  ROUTE  277 


Field  Maintenance  Division  No,  502  Carter  Comty 

Br,  No,  277-06-0209              Whitetail  Creek  23.1'  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Pressure  cracks  at  viring  wall  corners.  No  signs.    No  reflectors,  ' 

Br.  No.  277-06-0253              Muskrat  Creek  62,2'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Fair 
Remarks:    Stringers  look  too  light  for  their  spans.    No  signs.    No  reflectors, 

Br.  No,  277-06-0290              Corral  Creek  51'  Treated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Piles  and  backing  planl^  are  new.    The  rest  of  the  lumber  is  old.  No 
signs  or  reflectors. 


Br,  No,  277-06-0315  Box  Elder  Creek 

Paint  Condition:  Poor 

Rem.arks:    No  signs  or  deflectors. 

FEDERAL  AID  SECOI^DARY  ROUTE  278 

Field  Maintenance  Division  No.  201 

Br.  No,  278-01-0186  Grasshopper  Creek 

Paint  Condition:  Good 


104'  Steel  I  Beam 
General  Condition:  Good 


Beaverhead  Counter 

50'  Treated  Timber  Trestle 

General  Condition:  Good 


Bull  Creek 


25'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No.  278-01-0342 
Paint  Condition:  Good 
Remarks:    The  cap  of  Bent  2 (south)  is  not  bearing  on  two  piles  left  side  by 
3/4"  on  one  and  1"  on  another.    The  gaps  should  be  wedged.  Gravel 
surfacing  on  the  deck. 
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Br.  No.  278-01-0432  Warm  Springs  Creek       35'  Untreated  Log  Trestle 

Paint  Condition:    None  General  Condition:  Good 

Remarks:    Underside  of  deck  and  log  stringers  look  good. 

Br.  No.  278-01-0433  Drainage  37.4'  Concrete  and  Steel 

Paint  Condition:    Fair  to  Good 

Remarks:    Concrete  at  face  of  bearing  irall  at  shoe  seats  lias  chipped  off. 
Nothing  serious.    Underside  of  deck  looks  good. 

FEDE-RAL  AID  SECONDARY  ROUTE  279         j  -    ' 

Field  Maintenance  Division  No.  301  Lewis  and  Clark  Cotinty 

Br.  No.  279-25-0001  I  15  -  Lincoln  Road  Interchange 

204.5'  Prestressed  Concrete  Beams 

Remarks:    Under  contract  -  Let  12-20-61  ■  . 

Br.  No.  279-25-0179        Little  Prickly  Pear  Creek    57'  Treated  Timber  Trestle 
Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Bridge  deck  has  oiled  surface  with  a  chip  sealcoat. 

Br.  No.  279-25-0200  Canyon  Creek  57'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition:  Good 

Remarks:    Bridge  deck  has  an  oiled  surface  with  a  chip  sealcoat. 

Br.  No.  279-25-0212  Canyon  Creek  57'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Northwest  curb  end  and  lower  rail  end  split,     ,  " 

Br.  No.  279-25-0217  Canyon  Creek  63'  Treated  Timber  Trestle 

Paint  Condition:    Good  •  General  Condition:  Good 

Remarks:    At  the  south  end  of  the  east  curb  there  is  a  1,5'  diameter  hole  in  the 

oil  mat  that  extends  do?m  behind  the  backing  plank.    Should  be  filled 

as  drainage  will  continue  to  enlarge  the  opening. 

FEDERAL  AID  sicONDARY  ROUTE  280 

Field  Maintenance  Division  No,  301  Lewis  a,nd  Glark  County 

Br.  No.  280-25-0004  I  15  -  York  Road  Separation 

214.5'  Prestressed  Concrete  Beam 

Remarks:    Under  construction.    Supersti"uctiir'e  forms  in  place.    Contract  let  5-24~6l. 

Br,  No.  280-25-0013  Irrigation  Canal  34.3'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Northeast  end  post  and  wing  post  and  rail  panels  torn  out. 

Br.  No.  280-25-0026        Big  Prickly  Pear  Creek       31«4'  Steel  I  Beam 
Paint  Condition:    Good  to  Poor  General  Condition:  Good 

Remarks:    South  rail  paint  good;  northside,  poor.    Abutments  and  pier  eroded  at 
water  line.    Exterior  steel  beam  paint  poor,  good  on  interior  beams. 

Br.  No.  280-25-0146  •  Missouri  River  544.5'  Steel  Thi'u  Truss 

Paint  Condition:    Good  General  Condition;  Good 


*"  jL  ^ 


FEDERAL  AID  SECO.MDARY  ROUTE  281 


Field  Maintenance  Division  No,  201 

Br.  No„  2B1-22-0027  Little  Boulder  River 

Paint  Conditicns    Fair  to  Poor 

Remarks o    Markers  need  repainting. 

FEDERAL  AID  SECONDARY  ROUIE  283 

No  bridges „ 

FEDERAL  AID  SECONDARY  ROUTE  284- 

Field  Maintenance  DiA/ision  No„  301 

Br.  No,  284-2 5™0047        Helena  Valley  Canal 

Paint  Conditions  Good 


Jefferson  Comty 

57'  Treated  Timber  Trestle 

General  Condition j  Good 


Br.  NOo  284-25-0089 
Paint  Conditions  Good 


Misso-uxl  River 
Canyon  Ferry- 


Lewis  and  Clark  County 

71 o7'  Treated  Timber  Trestle 

General  Conditions  Good 

1000'  Concrete  Dam 
General  Condi ticns  Good 


Broad^mter  County 

25-  Treated  Timber  Trestle 

General  Condition »  Good 


Gallatin  County 
154'  Steel  Pratt  Trass 
Rockers  in  extreme  expansion  position 


FE'DERAL  AID  SECONDARY  ROUTE  285 

Field  Maintenance  Division  No.  201 
Br.  No,  285«04-0064  Crow  Creek 

Paint  Conditions  Poor 

.ggggML  A;ID  ..Si;tMDARY  ROUTE  286 

Field  Maintenance  Division  No,.  202 
Br,  Noo  286->l6--0030  Gallatin  River 

Remarks s    Bridge  posted 2    Load  Limit  8  Tons, 

Some  light  cracks  in  beam  seat  caps  and  piers,    T^io  truss  diagonals 

have  been  hit„    No  reflectors. 

FEDERAL  AID  SECONDARY  ROUTE  287  .  ,  . 

Field  Maintenance  Division  No,  201  Gallatin  Comty 

Br,  No,  287-16-0079  Willow  Creek  25'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Rem.arkss    Three  end  and  some  intermediate  rail  posts  heavily  checked.,  Nuts 
missing  from  various  bridge  m-embers, 

FEDERAL  AID  SECONDARY  ROUTE  288 

Field  Maintenance  Division  No,  202  Gal3.atin  Gomty 

Br,  Mo.  288~16="0050  Gamp  Creek  25'  Treated  Timber  Trestle 

Paint  Oonditlons    Poor  General  Conditions  Good 

Remarks s    On  the  west  side  one  intermediate  rail  post  gone  and  one  rail  end  split, 


FEDERAL  AID  SECONDARY  ROUTE  289 

Field  Maintenance  Division  No,  202 
Br,  No,  289-29-0079  Madison  River 

Paint  Conditions  Good 

Remarks s    Paint  good  one  side  and  fair  to  poor  on  other  side.    Anchor  bolt  nuts, 
northside  of  east  bent^  are  gone. 


Madison  County 
250'  Steel  Truss 
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Br.  Ho e' 289-29-0096  Sharry  Greek 

Paiat  0o*idltions    F^ir  to  Poor 


38^  Treated  Timber  Trest^Le 
General  Gonditions  Good 


Field  Maintenance  Division  Nc.  202 

Br„  No.  2a9-l6»»C151  Elk  Oreek 

Paint  Condition:    Peer  (Pipe  rail) 


C^allatin  Q&mtj 
2V  GoTicrete  T  Beam 
GeiBral  Condition;  Good 


Br.  Ho.  289-16-0279  West  dallatin  River     120'  Steel  Thru  Truss 

Paint  Conditions    Fair  General  Conditions  Good 

Remi^ksi    Both  portals  damaged,^  west  end  kit  and  one  m^^mfcer  gone  from  east  portal. 
Deck  oil  imt  intact  except  for  transverse  or«acks  at  plank  desk  joints, 
due  to  some  movement  tinder  traffic.    At  southwest  corner  the  curb  end 
has  been  damaged  at  the  bearing  seat^  S'iifface  concrete  has  deteriorated. 
Deck  underside  is  intact  and  is  in  fair  condition » 

Br.  No.  2S9-16-02S2        Fork  of  West  (lallatin        39'  Steel  and  Concrete 
Paint  Conditions ■  None  General  Conditions  Good 

Remarks s    Beck  is  oil  surfaced  and  underside  v»f  tiiaber  deck  is  intact.    Rail  has 
"been  battered  by  traffic  but,  is  still  intact. 


mm 


Field  Maintenance  Division  No.  202 


Br.  Mo.  290^-l6-»0045 
Paint  Conditions  Good 


East  Gallatin 


Gallatin  Oounty 

50'  Treated  Timber  Trestle 

General  Conditions  Good 


Br.  Mo,  290"l6-"004'7 
Paint  Gonditions  Good 

Br,  No.  290-16-0053 
Paint  Gonditions  Good 


East  Gallatin  River 


Smith  Greek 


50'  Treated  Timber  Trestle 
General  Conditions  Good 

3S'  Treated  Timber  Trestle 
General  Conditions 


Br.  Mc,  290"«16"~0108  Dry  Greek 

Paint  Conditions  Fair 


26'  Steel  I  Beam 
General  Condition i 


Good 


Reitiarkss    Paint  on  interior  beams  is  fair.?  on  the  e^rterior  face  of  the  outside  beams ^ 
the  paint  is  poor^,  also  poor  on  the  angle  iron  guard  rail.    South  rail 
is  battered^  but  still  intact. 


No  bridges. 


No  bridges, 

FEDERAL  AID  SEGQMMHI  ROOTE  293    '  ' 

Field  Maintenance  Division  Mo.  202  Gallatin  Counts^ 

Br.  No.  293-16-0016  East  Gallatin  River        57'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Remarks s    Two  corner  posts  at  the  end  wing  panels  are  split  in  two..  A  single  sway- 
brace  has  been  bolted  to  each  of  the  two  intermediate  bents.  No 
reflectors. 
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Br.  No.  293-16-0032  Bridger  Creek  3B'  Treated  Tijnber  Trestle 

Paint  Condition:    Poor  General  Conditions  Good 

Remarks s    One  wing  panel  end  post  split.    No  reflectors. 

Br.  No.  293-16-0108  Bridger  Creek  25'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

FEDERAL  AID  SECONDARY  ROUTE  294 

Field  Maintenance  Division  No.  202  Meagher  County 

Br.  No.  294-30-0125  Sawmill  Creek  50'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition:  Good 

Br.  No.  294-30-0225  ■   Cottonwood  Creek  75'  Steel  Girder 

Paint  Conditions    Good  General  Conditions  Good 

Br.  No,  294-30-0272    OverElow  Musselshell  River     31'  Treated  Timber  Trestle 
Paint  Conditions.    Good  General  Conditions  Good 

Br.  No.  294-30-0273    South  Fork  Musselshell  River  100'  Treated  Timber  Trestle 
Paint  Conditions    Good  General  Conditions  Good 

Remarks:    Lower  part  of  south  end  hand  laid  riprap  washed  out, 

FEDERAL  AID  SECONDARY  ROUTE  295 

Field  Maintenance  Division  No.  202  Park  County  ■ 

Br,  No,  295-34-0003  Interstate  90  Underpass 

General  Conditions  Good 

Remarks s    See  FAP  Route  2  Br.  No.  134-0100-0123P    Federal  Aid  Primary  Route  2 
Under  construetion.    Concrete  all  poured.    Good  condition.    Roadway  under 

structure  not  complete.    Vertical  clearance  checked  from  existing  road 
minimum  clearance  under  eastbound  lane  (south  side)  15 '9".  Westbound 
FAX  90  (north  side), 

Br.  No.  295-34-0004  Interstate  90  Underpass 

General  Conditions  Good 

Remarks s    See  FAP  Route  2    Br.  No,  134-0100-0123.    Concrete  po-ured.  Good 

condition.    Still  under  construction „ ,    Roadway  under  structure  not 
complete.    Vertical  clearance  checked  from  existing  road  15'  9", 
minimwi  under  eastbound  lane  (south  side  structure)     .  Eastbound 
FAX  90  (southside  structure), 

FEDERAL  AID  SECONDARY  ROUT'E  296 

Field  Maintenance  Division  No.  403  Wheatland  County 

Br.  No.  296-54-0003  Musselshell  River        85 «  Steel  Pony  Truss 

Paint  Conditions    Poor  General  Conditions  Good 

Remarks s    At  south  end  of  truss^  face  plates  have  been  painted^  also  some  rail 

touched  up.    The  painted  sections  are  few.    Cannot  tell  age  of  this 

Yf  ork . 

Br,  No.  296-54-0094  Big  Elk  Greek  30'  Untreated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Fair 

Remarks s    Some  work  has  been  done  on  this  structure  since  previous  report.  Wing 
wall  plank  look  good  and  deck  planlcing  are  intact. 
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KSDEML  AID  SECOlNfDAM"  ROUTE  297 


Field  Maintenance  DiYieion  Nc,  403  Wlieatland  Ooionty 

Br.  Mo,.  Deadman's  Basin  Canal     57'  Treated  Timber  'rrestle 

Paint  Oonditionj    Good  General  Condition;  Good 

FEDERAL  AID  SEGOIC-ARY  ROTO  29S 

Field  Maintenance  Division  .Ho.  202  Sweet  Cirass  Comity 

Br,  No.  29S-49-0085  Boulder  River  120'  iSteel  Thru  Truss 

Paint  Conditions    F^ir  General  Conditions  Good 

Remarks!    Bridge  posted  with  old  load  lijnit  signs  that  requires  close  inspection 
to  make  out  the  words s    Gross  Limit  15  Tone. 

Br,  No,  298-49-0130  Boulder  River  150'  Oontinxious  Steel  Girder 

Paint  Conditions    Good  General  Conditions  Good 

Remarlcss    Several  cords  of  drift  collected  against  Pier  1, 

Br.  Nc,  298~49'-0l62  Boulder  River  60'  Steel  Pony  Truss 

Paint  £3Dnditions    Good  General  Conditions  Good 

Renarkss    Bridge  posted  with  old  signs  that  need  repainting^  "Gross  Limit  15  Tons", 

FEDERAL  AID  SE0ONMHY  ROUTE  299 

Field  Maintenance  Division  No,  501  Golden  Valley  Oounty 

Br,  Mo.  299~19-'0044              Careless  Greek  80'  Steel  Pony  Truss 

Paint  Condition 8    Good«3teel|  Poor-Wood  General  Conditions  Fair 

Remarks s    Truss  mernbers  are  out  of  adjustment.  Some  x-bracing  bent. 

Field  Wfaintenanoe  Division  No,  501   '  Golden  Val3ey  Comty 

Br,  No,  3 00 -19 -000 2  Musselshell  River        141.5'  Prestressed  Concrete  Beams 

.Remarks  I    Under  contract    Let  12-20-61 

Br.  No,  300-19-0012  Fish  Greek  63'  Treated  Timber  Trestle 

Paint  Conditions    Sood  General  Conditions  Good 

Remarks  s   About  50  percent  of  the  tar  and  gravel  gone  from  the  deek,. 

Br,  No,  300-19-0086  Big  Ooulee  Greek         49'  Untreated  Tlnber  Trestle 

Paint  Conditions    Poor  Generfel  .Conditions  Fair 

Remarks?    Structurally  satisfactory.  .    Lumber  looks  o..La„    Rail  is  only  1"  high, 

Br.  No,  300-a9'"0Ga8  Big  Coulee  Creek  40'  Steel  Queen  Truss 

Paint  Conditions    Fair  General  Condition g  Fair 

Re.iiiarksj    Quite  a  little  patching  up  has  been  done  on  truss.    Most  I'omber  decking 
is  new.    It  has  recently  been  part3.y  painted.    Rail  crooked.' 


Field  Maintenance  Division  No,  501  Yellowstone  County 

Br,  No.  302--56-0090  G,  N.  Railway  Underpass 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Beraa  dirt  slough.ing  doini slopes^  past  curb  and  onto  roadway. 


FEDERAL  AID  SECONDARY  ROUTE  303 


Field  Maintenance  Division  No„  501  Yellowstone  County 

Br.  No,  303--56"'0072  Arrow  Creek  23.5'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks s    One  broken  wood  stringer.    Steel  stringers  okay.    Rail  crooked . 


Br.  No,  303-56--0082  Canal  35.5*  Steel  I  Beajn 

Paint  Oonditions    Poor  General  Condition « 

Remarks :    Extensive  spalling  of  concrete  pier  near  normal  water  line , 
and  bent.    Deck  concrete  shows  extensive  wear. 


Br.  No.  303-56-0150 
Pa int  Cond it  icn i 


Canal 
-Rail;  Poor-Steel 

Br.  No.  303 "56-0159  Canal 

Paint  Conditions  Good 

Remarks o    No  signs  or  reflectors. 

FEDERAL  AID  SECONDARY  ROUTE  304- 

No  bridges. 

Field  Maintenance  Division  Nq,  501 

Br.  No.  305-56-0036  Canyon  Greek 

Paint  Conditions  Good 


22.5'  Steel  I  Beam 
General  Conditions 


Poor 
Rail  rusty 


Good 


25.5'  Treated  Timber  Trestle 
General  Conditions  Good 


Yellowstone  County 

120'  Continuous  Concrete  T  Beam 

General  Conditions  Good 


Br,  No.  305-56-00.4.9       Big  Diteh(B.B.,YI .A.  Canal)    25'  Treated  Timber  Trestle 


Paint  Conditions  Good 

Br.  No.  305-56-0101 
Paint  Conditions  Good 


B.B.W.A.  Canal 


General  Conditions  Good 

29"  Treated  Timber  Trestle 
General  C'onditions  Good 


Stillwater  County 
30'  Steel  I  Beam 
General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  306 

Field  Maintenance  Division  No.  501 
Br.  No.  306--4B«O036  Keyser  Creek 

Paint  Condi'tions  Poor 
RerimrkBS    Erosion  exposed  piles  on  south  end  bent.    Left  rail  damaged  and  partly 
gone . 

Br.  No.  3 06 "-48 ""00 5 S  Keyser  Creek  95'  Treated  Timber  -Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Remarks?    A  couple  of  solid  bridging  blocks  have  fallen  out. 

FEDERAL  AID  SECONDARY  ROFIE  307 

Field  Maintenance  Division  No.  501  Carbon  County 

Br.  No.  307»05-0129     West  Fork  Red  Lodge  Creek     25'  Treated  Timber  Trestle 
Paint  Conditions    Poor  General  Conditions  Good 

Remarks s    Water  has  routed  itself  along  Bent  2  side. 
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Br<»  No.  307-05-0198  East  Roseb^jl  Creek 

Paint  Conditions  Good 


110'  Continuo^B  Obncrete  f  Beam 
General  Conditions  Qrood 


Field  Maintenance  Division  No,  501 

Br,  No,  307-^8-0262  last  Bosebiijid  Creek 

Paint  Conditions  Good 

Br.  No.  307-48-0301  Butcher  Creek 

Paint  Conditions  Poor 

Remarks s   Good  sliape  for  its  age. 


Br.  No.  307-48-034-9 
Paint  CodaditioEL  s  Poor 

Br.  No.  307-48-0454 
Paint  Conditions  dood 


Beaver  Creek 


Sliayne  Creek 


Stillwater  Ooiinty 

153'  Prestressed  Concrete  Beams 

General  Conditions  Good 

30'  Concrete  I  Beam 
General  Conditions  Good 


50'  Treated  Timber  Trestle 
CJeraeral  Conditions   Good  ■ 

63'  Treated  Tiinber  Trestle 
General  Conditions  Good 


Br.  No..  307-48-0461 
Paint  Conditions  Good 


■576'  Riveted  P3a't@  Girder 
General  Conditions  Good 


,  Yellowstone  River 

Remarks  I    Piece  of  concrete  fallen  out  -under  otarb  expansion  plate  Bent  1  left. 

TOM  m  momn  mm  m 

Field  Maintenance  Division  No.  501  Carbon  Comty 

Br.  No.  308-05-0001  Roek  Creek  62'  Steel  I  Beam 

■Paint  Conditions   Poor  General  Conditions   Good  ' 

Reiaarkss    Comer  post  and  section  of  rail  gone.    Snail  hmk  of  owb  gone.  Minor 
concrete  erosion  showing  up  at  base  of  oolimns. 

Br.  No.  308-05-0158  Clark  Fork  Tellowstone  River 

244'  Steel  Girder 

Paint  Conditions    Good  General  CoMitions  Good 

Remarks s    Noticeable  erosion  of  concrete  at  1cm  water  line  of  piers.    Looks  like 
about  3/4"  at  Pier  2  and  less  at  Pier  3. 


Br,  No,  308-05-0175 
Paint  Conditions  fo&r 


Silver  Tip  Creek 
ilark  Fork  Yellowstone  River 


57'*  Treated  Timber 
General  Conditions  Good 


Ir.  No.  308-05-0163 
261'  Steel  Girder 

Paint  Conditions    Poor    General  Conditions  Good 

Remarks 8    Rocker  anchor  bolts  are  setting  Mgk  up  out  of.  tbeir  holes.    One  about 

10"  at  Pier  2  and  4.    One  wood  post  off  bridge  end  rotted  off  at 

bottom. 


FEDERAL  AH  SECONmRY  ROUTE  309 

Field  Maintenance  Division  Mo,  501 
Br.  No.  309-33-0040  ©rainage 
Paint  Conditions  Poor 
Remarks 8    Mo  signs.  ■  No  reflectors. 


Musselshell  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  310 

Field  Maintenance  Division  No,  501  Yellowstone  County 

Br.  No.  310-56-0010  Yellowstone  River         676'  Steel  Thru  Truss 

Paint  Conditions    Poor  General  Condition.:  Fair 

Remarks:    Ten  Ton  load  limit  posted.    Pier  nose  angle  is  separated  from  concrete 
by  a  large  crack.    All  concrete  is  checked  with  cracks. 


Mus  s  e Ishe 11  Co\mty 
193'  Prestressed  Concrete  Beams 


TreasLire  County 

8£i'  Treated  Tiraher  Trestle 

General  Condition:  Good 


Fie3.d  Maintenance  Division  No.  501 
Br.  No.  310-33-0417'  Musselshell  River 

Remarks:    Not  inspected  -  New  I960. 

FEDE.RAL  AID  SECONDARY  ROUTE  221 

Field  Maintenance  Division  No.  501 
Br.  No.  311--52-0001  Buckingham  Coulee 

Paint  Condition:  Poor 
Remarks:    Badly  "broken  stringer,  center  one,  third  span. 

Br.  No.  311-52.-.0034  Yellowstone  River        835'  Steel  Thru  Truss 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks:  Ten  Ton  load  limit  posted.  All  pier  concrete  is  deteriorated^  checks 
and  cracks  are  opened  up  throughout.  Pier  1  has  been  chipped  away  at 
water  line  with  ice  and  drift  about  6"  deep  on  npstream  side.  Pier  2 
has  lost  nose  angle  and  concrete  is  chipped  away  about  1'.  This  pier 
is  out  of  plwnb  and  has  been  reworked  to  fit  trusses. 
New  decking  and  many  stririigers  new.  Some  of  the  truss  members  are 
loose  J,  while  others  are  very  tight. 


Br,  No,  311™52™0073  Drainage 
Paint  Conditions  Poor 


imarkes    Rail  all  torn  off.    L\3mber  old  looking. 


No  Bridges, 


62'  Untreated  Timber  Trestle 
General  Condition:  Poor 


Field  Maintenance  Division  No.  501 

Br,  No.  3:O-02».00ia  Williaais  Greek 

Paint  Condition?  Good 

Reimrks:    One  rail  board  broken. 


Big  Horn  County 

25'  Treated  Timber  Trestle 

General  Condition:  Good 


Br.  No,  313™"02"»'0055  '"j^ivo  Leggin  Canal         45,2'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Condition:  Good 

Remarks:    About  i  of  the  nuts  are  gone  from  curb  timber  bolts. 


Br.  No.  313-02>-0070  Two  Leggin  Canal 

Paint  Condition:  Poor 

Remarks:    One  end  rail  section  broken  off. 


50'  Treated  Timber  Trestle 
General  Condition:  Good 


Br,  No,  3 13 -02 "-0072  Overflow  Ditch 

Paint  Condition:  Good 

Remarks:    One  broken  stringer,  fifth,  first  span. 


57'  Treated  Timber  Trestle 
General  Condition:  Good 
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Br.  No. ■313-02-0075              Big  Horn  River  576'  Riveted  Plate  Girder 

Paint  Oonditionj    Sood  deneral  Conditions  Good 

Remarks s    Pier  4  has  a  ©rack  in  concrete  about  4'  right  of  centerline  and  extends 
from  top  of  Pier  to  ground  line, 

Br.  Mo,  313-02-0230        Rotten  Grass  Greek  64'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  3ood 

Remarks s    Foiirth,  stringer  center  span  cracked.  No  signs  or  reflectors* 

Br,  No,  313-02-0319             Soap  ©reek  24*  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks?   Am  extra  support  installed  in  center  of  span.    Looks  strmtturally  okay, 

FEDERAL  AID  SECONDART  RQOTE  314 

Mo  bridges, 

FEDERAL  AID  SEGONMRY  ROUTE  31^ 


Eosebtid  Gotmty 

60.6'  Steel  Howe  Truss 

General  Conditions  Poor 


Field  Maintenance  Division  No.  ^02 

Br.  No,  315-44-0001  Armells  Creek 

Paint  Condition;  Poor 

Remarks s   Tery  dangerous  appearance  because  it  is  00  narrow.    One-way  traffic 

is  necessary.  Diagonal  rods  of  truss  are  loose.  Upstream  members  bent 
by  drift,    Center  vertical  iMaber  bent  with  traffic. 


Br.  lo.  315-44-0133 
Paint  Oonditions  Poor 


Sheep  Creek 


Br,  No,  315-44-0136  East  Fork  Armells  Creek 
Paint  Conditions  Poor 

Remarks t    Third  span,  sijcth  stringer  broken. 


57'  Treated  Timber  Trestle 
General  Conditions  Good 

125'  Treated' Timber  Trestle 
General , Cond ition  s  Good 


Br.  Mo.  315-44-0155 
Paint  Conditions  Fair 

Br.  No.  315-44-0180 
Paint  Oonditions 


Br,  No.  315-44-' 
Paint  Condition 


Good 


Br,  No,  315-44-0228 
Paint  Conditions  Good 

Br.  No.  315-44-OS59 
Paint  Conditions 


Br.  No,  315-44^0347 
Paint  Conditions  Poor 
Remarks?    Sign  rusted. 


Drainage 


Seven  Mile  Greek 


Mo&ilvrey  Creak 


Corral  Greek 


Stocker  Creek 


Miller  Creek 


76'  Treated  Timber  Trestle 
General  Conditions  Good 

$7'  'Treated  Timber  Trestle 
General  Condltioni  food 

3S'  Treated  Timber  l^cestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

57'  Treated  Tiaaber  Trestle  ' 
General  Conditions.  Good 

100'  Treated  Timber  Trestle 
General  Conditions  Good 


Br,  No.  3 15-44-03 B5 
Paint  Oonditions  Poor 
Remarks 8    Signs  bent  and  rusted* 


Rosebud  Creek 


113*  Treated  Timber  Trestle 
Geneml  Conditions  Good 
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FEDERAL  AID  SECONDARY  ROUTE  317 


No  bridges. 

FEDERAL  AID  SECONDARY  ROUTE  318 
No  bridges. 

FEDERAL  AID  SEGONDAHY  ROUTE  319 
No  bridges. 

FEDERAL  AID  SECONDARY  ROUTE  320 

Field  Maintenance  Division  No,  502 

Br.  No.  320-13-0022  Cottonwood  Creek 

Paint  Condition:  Good 

Remarks :    Badly  cracked  stringer  in  fourth  span, 


Fallon  County 

95'  Treated  Timber  Trestle 

General  Conditions  Good 


Custer  County 
36'  Steel  I  Beam 
General  Conditions  Fair 


Field  Maintenance  Division  No,  502 
Br„  No,  320-09-0051  Station  Greek 

Paint  Conditions  Poor 
Remarks s    Structurally  okay.    Concrete  looks  pretty  old  and  is  spalling  at  base 
of  walls.    Rails  bent  and  patched  up, 

Br.  No.  320-09-0053  0 'Fallon  Creek  202'  Steel  Pony  Truss 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks  2    One  steel  span  is  made  of  riveted  angles  and  is  in  fair  shape  structurally. 
Two  spans  have  trusses  of  link  steel  units  and  round  bars  with  screw 
adjustment  connectors.    These  are  bent  and  out  of  adjustment.    The  Piers 
have  been  patched  up  considerable.    Have  timber  nosing  additions.  Rail 
is  dilapidated. 


FEDERAL  AID  SECONDARY  ROUTE  321  ' 

Field  Maintenance  Division  No.  502 

Br.  No.  321-13-0060  Pennel  Oreek 

Paint  Conditions    Good  - 

FEDERAL  AID  SECONDARY  ROUTE  322 


Fallon  County 

100'  Treated  Timber  Trestle 
General  Conditions  Good 


Fallon  County 


Field  Maintenance  Division  No.  502 
Br.  No.  322-13-0111  Little  Beaver  Creek     133'  Steel  Girder 

Paint  Conditions    Good  General  Condition; 

Remarks:    Fo'ur  rail  posts  split.    Curb  expansion  plate  ripped  up. 


Good 


FEDERAL  AID  SECONDARY  ROUTE  323 

Field  Maintenance  Division  No.  502 

Br.  No.  323-06-0026  Russell  Oreek 

Paint  Conditions  Poor 

Remarks s    No  signs  or  reflectors. 


Br,  No.  323-06-0177 
Paint  Conditions  Good 


Box  Elder  Creek 


Carter  County  ' 

57 '  Treated  Timber'  Trestle 

General  Conditions  Good 


1S3'  Concrete  T  Beams 
General  Conditions  Good 
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Br.  No.  323-06-0565  Little  Misso'ori  River  172''  Steel  Pratt  Truss 

Paint  Conditions    Poor  General  Conditions  FsAt 

Remarks 2    15  Eup.ho  speed  limit.    Comer  posts  split »    One  concrete  pier  concrete 
lias  sealed  off  exposing  re -steel, over  75  percent  of  S'ur'face  area. 


T'-EDEmi  AID  SECONDARY  ROU^TE  324 


Beaverhead  County 


Field  Maintenance  Divisi.on  No„  201 
Br.'  No.  324-01^0001 

I  15  Horse  Prairie  Interchange  '133 '  Pre stressed  Concrete  Beam 

Renarkss    FAP  Route  3    Br„  No,  101-0910-0443  Fat'ure  Jmction  -  Let  3-22-61 


FEDERAL  AID  SECONDARY  ROUTE  325 

Field  Maintenance  Division  No„  302 
Br.  Nc.  325-03-0003  Drainage 
Paint  Conditions  Fair 

Br.  No.  325-03-0004  Drainage 
Paint  Ocnditions    Poor     ■-■  " 

Br.  No.  325-03-0005   ■  ^  ■/  Canal 
Paint  Gonditionj  Fair 


Blaine  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 

76'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 


PoOosevelt  Co'onty 

100'  Treated  Timber  Trestle 

General  Condition  s    Good ■ 

Underpass 


FEDERA-L  AID  SECONDARY  ROUTE  326 

No  bridges,    ■  '  ■ 

FEDERAL  AID  SECONDARY  ROUTF  327 

Field  Maintenance  Division  No.  402 
Br.  Ng.  327-4-3-^0039  Little  Muddy  Greek 

Paint  Oonditicns  Good 

Br.  No.  327 <»/i3 -0123  G.  N.  Raili/ay 

General  Gonditions  Good 

FIDERAL  AID  SEQQNIABY  ROU^IE  328 

No  bridges. 

EEimiL  AID  SECaMDARY  ROUTE  329 

Field  Maintenance  Division  No.  501 

Br,  No.  329-56-0017  Yellowstone  River 

Paint  Conditions  Poor 

Remarks  2    Right  girder  span  one  bearing  pDate  is  only  setting  on  support  for  about 
20  percent  of  its  area.    Concrete  broken  out  underneath.    Pretty  good 
tsise  cavities  showing  at  Im  water  line  center  pier.    General  age  shows 
on  concrete.    Most  concrete  spalled  and  checked,    15  Ton  limit  posted. 

Br.  No.  329-56-0022  Duck  Greek  59'  Untreated  T'imber  Girder 

Paint  Gonditions    Poor  General  Conditions  Fair 

Remarks;    This  bridge  has  steel  stringers  . (old  truck  frames  )      and  concrete  deck. 
Seems  to  be  struet'or'ariy  okay.    Rail  crooked.    No  signs  or  reflectors. 


Yellowstone  County 
536.5'  Steel  Thi'U.  Truss 
General  Gonditions  Poor 
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Oaseade  Gomty 

559^  Steel  Howe  Trass 

General  Conditions  Good 


Br.  lo,  329-P6-C024  Buels  Greek        "  39*  Concrete  and  Tiloaber 

Paint  Condition J    Poor  General  Conditions  Fair 

Remarks  s    Strnet'iir'ally  satisfactory „ 

FEDERAL  AID  SEGONm-RY  ROUTE  330 

Field  Maintenance  Division  No,  301 

Br,  Ng„  330-07-0003  Missouri  River 

Paint  Conditions  Sood 

Remarks s    Load  limit  sign  nortliwest  end  25'  in  advance  of  bridge.    Bridge  load 

limit  -  S,¥oW«  15  Ton«  No  load  limit  sign  on  scatlieast  end.  Sign  500' 
in  advances  Slow-Bridge „  Oil  mat  good.  East  abutment  wall  cracked  at 
bearing  seat„ 

Br.  No.  330-0? -0050  -  Smith  River  130'  Steel  Sirder 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Expansion  rockers,  east  and  west  aTDtitments,  canted  excessively  to  the 
expansion  side,    ShG'a3.ders  adjacent  to  east  deck  end  have  been  rock 
filled,  however,  additional  fill  should  be  placed  to  raise  shoulders 
to  deck  level  and  fill  out  to  curbs,,    At  noirt-heast  corner^  junction  of 
footing  and  crossbeam,  the  fill  is  sloughing  out  from  behind  the  beam 
for  a  height  of  3^  above  the  base  of  the  beam. 


Missouri  River 


Steel  Plate  Girder 


Br;  No,  330»-07~03  66 
Paint  Conditions    Good  General  Conditions  Good 

Remarks  s    Shoulders  at  end  of  curb  and  walk  at  northYirest  and  southwest  ends  have 
sloughed  out  and  need  to  be  backfilled. 


MERAL  AID  SEGONGMIY  ROUTE 


1 


Field  Maintenance  Division  No,  301  Cascade  Souxity 

Br,  No,  331-07-0011  G»  N„  Railway  Underpass 

Paint  Conditions    Fair  General  Conditions  Good 

Remarks s    Surface  of  wing,  north  side  of  west  abutment,  has  spalled  off.  Exposed 

face  of  concrete  sound c 


FEDERAL  AID  SECONDARY  ROUTE  332 

Field  Maiatenanea  Division  No„  502 

Br„  No.  332-09-0009  Pumpkin  Greek 

Paint  Conditions  Good 


Custer  domty 

13 B'  Pre stressed  Concrete  Beams 
General  Conditions  Good 


Br„  No„  332-09-0105  Ash  Greek 

Paint  Conditions  Poor 

Remarks s    Corner  posts  have  some  fairly  large 

Br.  No.  332»O9-0106        Ash  Creek  Overflaug- 
Paint  Conditions  Poor 

Bro  Noo  332"»09-0109        Ash  Creek  Overflow 
Paint  Conditions  Poor 


38'  Treated  Timber  Trestle 
General  Conditions  Good 
splits  in  them, 

38'  Treated  Timber  Trestle 
General  Conditions  Good 

38'  Treated  Timber  Trestle 
General  Conditions  Good 


Br.  No„  332-09-0138 
Paint  Conditions  Poor 


■Jack  Creek 


25'  Treated  Timber  Trestle 
General  Conditions  Good 
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Br.  No / 33 2 -09-0157  :      ;.p.;,;  BroMi  Creek  25'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Scmditions  Good 

Br.  No,,  332-09-0173  Haddow  Greek  3S«  .Treated  Timber  Trestle 

Paint  Conditions    Poor  General  CSonditions  Good 

Br.  No.  332-09-019B  Foster  Creek  38'  Treated  TMber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Remarks?    Some  drift  starting  to  oollect  at  Bent  2. 

Field  Maintenanoe  Division  No,  502  Rosebud  County 

Br.  No.  332-44-0396  Tongue  River  152*  Steel  and  Concrete 

Remarks s    Not  inspected, 

mmh  m  momn.  wm.  m 

Field  Maintenance  Division  No.  502  Custer  County 

Br,  No,  333-09-0081  Drainage  23'  Steel  I  Bea©  • 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks?.  Wood  is  all  old.    Structurally  it  looks  satisfactory « 

Br,  No,  333-09-0142  Strevell  Creek  40'  Steel  Pony  Truss 

Paint  Conditions    Poor  ,     ,  •  .   General  Conditions  Poor' 

Remarks:    One  diagonal  Member  broken.    Its  dnal  member  ia  very  tight  with  tension. 
End  walls  seem  to  be  pushing  truss  together, 

Br,  No,  333-09-0160  Misspah  Greek  13'S'  Steel  Thru  Truss 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks s   Members  out  of  adjustments    Concrete  spalled  at  low  water  line-.  Hail 
dilapidated.    Rotten  planks  in  berm  wing  walls . 


Field  Maintenance  Mvision  N©.  402 

Br.  No.  334-10-0039       East  Fork  Poplar  River, 

Paint  Conditions  Good 


Baniele  County 

lii,^'  Concrete  T  Beam 

General  Conditions  Good 


Br,  No,  334-10-0079  East  Fork  Poplar  River 
Paint  Ooxiditions  Good 

Remark® s-  Checked  area  on  outside  of  northwest 


Br,  No,  334-10-0110 
Paint  Conditions  Good 


Cow  ©reek 


143'  Concrete  T  Beam 
General  Conditions 
poet  % 


50'  Treated  Timber  Trestle 
General  Conditions  Good 


Field  Maintenanoe  Division  No,  401 

Br.  No,  335-11-0004  N,  P.  Railway 

Paint  Conditions  Fair 

Remarks 51   A  lot  of  spalled  edges  ©n  concrete, 


Br,  No,  335-11-0115 
Paint  Conditions.  Good 


Cedar  Creek 


Dawson  County 
Underpass 

General  Conditions  Good 
Slab  is  rough  and  broken  at  Joints* 

200'  Treated  Timber  Trestle 
General  Conditions  Good 
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FEDERAL  AID  SECONDAJIY  ROUTE  336 


Field  Maintenance  Division  No„  502 

Br»  No„  336-13-0053         Fork  of  Beaver  Creek 

Paint  Conditions  Fair 


Br.  No..  336-13-0070 
Paint  Condition J  Good 


Beaver  Creek 


FEDERAL  AID  SECONDARY  ROUTE  338 
No  bridges. 

FEDERAL  AID  SECONDARY  ROUTE  339 


Fallon  County 

50'  Treated  Timber  Trestle 

General  Conditions  Good 

75'  Treated  Timber  Trestle 
General  Condition:  Good 


Field  Maintenance  Division  No.  202 

Br,  No.  339-34-0002  Flathead  Creek 

Paint  Conditions  Fair 


Park  County 

50'  Treated  Timber  Trestle 
General  Conditions  Good 


Remarks s    Paint  has  flaked  off  in  spots  on  some  posts. 


Br.  No.  339-34-0037 
Paint  Conditions  Good 


Shields  River 


70.8'  Concrete  T  Beam 
General  Condition;  Good 


Br.  No.  339-34-0141 
Paint  Condition:  Good 


Shields  River 


25'  Treated  Tim.ber  Trestle 
General  Condition:  Good 


FEDERAL  AID  SECONDARY  ROUTE  340 

Field  Maintenance  Division  No,  401  Prairie  Cotmty 

Br.  No.  340-40-0019  Plran  Creek  63'  Treated  Timber  Trestle 

Paint  Condition:    Good  General  Condition;  Good 

Remarks:    Broken  stringer  fourth  from  right  in  first  span. 

Br.  No.  340-40-0154-  Drainage  36'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Condition:  Poor 

Remarks:    L-uiriber  is  old.    Stringers  have  been  patched  up  and  reinforced.  No 
signs  or  reflectors. 

FEDERAL  AID  SEGQNDABY' ROUTE  341 

No  bridges. 

FEDER/IL  AID  SECONDARY  ROUTE  342 


No  bridges.  •  ■  ■  . 

FEDERAL  AID  SECONDARY  ROUTE  343 

Field  Maintenance  Division  No.  302  Toole  County 

Br.  No.  343-51-0250  Strawberiy  Greek  24'  Steel  I  Beam 

Paint  Condition:    Poor  General  Condition:  Fair 

Remarks:    West  rail  bent  out  and  east  rail  skewed  to  the  north.    Plank  deck  in 
good  condition. 
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FEDERAL  AID  SECONDARY  ROUTE  3U 


Field  Maintenance  Division  No.  402 


Br.  No.  344-43-0007 
Paint  Conditions  Good 

Br.  No,'  344-43-0040 
Paint  Conditions  Good 

Br.  No.  344-43-0121 
Paint  Conditions  Good 
Remarks:    New  I960, 


Sheep  Creek  ,. 
Big  Muddy  Creek 
Smoke  Creek 


Roosevelt  County 

50'  Treated  Timber  Trestle 

General  Conditions  Good 

110'  Continuous  Concrete  T  Beam 
General  Coniition:  Good 

110'  Continuous  Concrete  T  Beam 
General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  345 

Field  Maintenance  Division  No.  202 

Br.  No.  345-16-0044  Middle  Creek 

Paint  Conditions  Poor 

FEDERAL  AID  SECONDARY  ROUTE  346  ' 

Field  Maintenance  Division  No.  202 
Br.  No.  346-16^0019  Baker  Creek 

Paint  Conditions    None     .  ..  _ 
Remarks;    No  reflectors. 


West  Gallatin  River 


Gallatin  County 

21'  Concrete  Slab  &  Steel  I  Beams 
General  Conditions  Good 


Gallatin  County 

3B'  Treated  Timber  Trestle 

General  Conditions  Good 


120'  Steel  Howe  Truss 
General  Conditions  Good 


Br.  No.  346«l6-0022 
Paint  Conditions  Good 
Remarks s    Deck  and  stringers  are  in  good  condition.    Oiled  surfacing  on  deck. 

Roller  nests,  previously  reported  packed  with  dirt^  have  been  cleaned, 
Bridge  posted s    Load  Limit  14  Ton,       .  .  , 


Br.  No.  346-16-0063           East  Gallatin  River  80'  Steel  Pony  Truss 

Paint  Conditions    Fair  General  Conditions  Good 

Remarks s    Treated  stringers  and  untreated  plank  deck  are  in  good  condition, 

s-urfacing  on  deck.    Bearing  seats  are  covered  with  dirt. 

FEDERAL  AID  SECONDARY  ROUTE  347 

Field  Maintenance  Division  No.  202  Gallatin  County 

Br.  No.  347-16-0027              Baker  Creek  93.7'  Steel  Girder 

Paint  Conditions  Good  General  Conditions  Good 
Remarks s    Bridge  signs  are  gone  and  bridge  is  short  two  reflectors, 


No 


Br.  No.  347-16-0034 
Paint  Conditions  Good 


West  Gallatin  River 


178'  Steel  Girder 
General  Condition; 


Good 


FEDERAL  AID  SECONDARY  ROUTE  348 

Field  A4aintenance  Division  No,  101 

Br,  No.  348-20-0004  Flint  Creek 

Paint  Conditions  Good 


Br.  No.  348-20-0139 
Paint  Conditions  Good 


Rock  Creek 


Granite  County 

38'  Treated  Timber  Trestle 

General  Conditions  Good 

101,5'  Prestressed  Concrete  Beam 
General  Conditions  Good 
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FEDERAL  AID  SECONDARY  ROUTE  3^9 


No  bridges. 


FEDERAL  AID  SECONDARY  ROUTE  350 

Field  Maintenance  Division  No,  402     .  •■  Sheridan  County 

Br,  No,  350-46-0030  Big  Muddy  Creelc  110'  Continuous  Concrete  T  Beam 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    Left  rail  has  been  bit  and  one  post  bent  out  of  line  about  3". 

FEDERAI,  AID  SECONDARY  ROUTE  352 


No  bridges. 


FEDERAL  AID  SECONDABY  ROUTE  353 

Field  Maintenance  Division  No.  101  Lake  County 

Br,  No.  353-24-0001  N.  P,  Railway  Underpass 

General  Conditions  Good 

Remarks s    No  clearance  signs  on  underpass.    There  are  some  board  strips  that  have 
been  covered  with  N.P,  Railway  Co,  signs. 


FEDERAL  AID  SECONDARY  ROUTE  354 


Field  Maintenance  Division  No,  101 

Br.  No,  3 54-"24--006B  Irrigation  Canal 

Paint  Conditions  Poor 


Lake  County 

68.5'  Untreated  Timber  Trestle 
General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  355 


No  bridges. 

FEDERAL  AID  SECONDARY  ROUTE  356 

Field  Maintenance  Division  No.  301 

Br,  No.  356-25-0001  Ten  Mile  Creek 

Paint  Conditions  Fair 

Remarks  s    Bridge  posted  s    Load  Limit  8  Tons,, 


Lewis  and  Clark  County 
65*  Steel  Pony  Truss 
General  Conditions  Good 
Underside  of  deck  and  stringers 


are  good, 
with  dirt, 


Bridge  deck  si;irface  in  good  condition.    Truss  shoes  covered 


Seven  Mile  Creek 


Br,  No.  356".25~0035 
Paint  Conditions  Good 
Remarks s    Underside  of  deck  looks  good, 


28'  Steel  I  Beam 
General  Conditions  Good 
Concrete  deck  S'orface  in  good  condition, 


FEDERAL  AID  SECONDARY  ROUTE  357 


No  Bridges. 
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FEDERAL  AID  SEGONMRY  ROUTE  356 


Field  Maintenanee  Division  No^  301  Pondera  Cctinty 

Br.„NOo  35S~37~0074-  Bireh  Ore@k  132 «  Steel  I 

Paint  Conditions    Fair  deneral  Condition s  §ood 

3r.  No,  358-37-0174  Two  Medicine  Greek  194'  Steel  Truss 

Paint  Conditions    Fair-Steel;  Poor-Wood  rail,        Seneral  Conditions  Good 
Remarks s    No  reflector  signs,    S-urfacing  on  deck  is  worn  from  the  traffic  lane. 
Deck  is  wearing.    Bridge  portals  slightly  bent. 

Field  Maintenance  Division  No.  302  Glacier  County 

Br,  No,  358-18-0275  -Spring  Greek  36'  Untreated  Timber  Trestle 

Paint  Conditions    None  General  Conditions  Fair 

Eeioarkss    2">£:6"  laminated  deck  and  6"xl8"  stringers.    Additional  spreaders  have 
been  set  in  between  bents  to  hold  in  place. 

FEDERAL  AID  SECONDARI  ROUTE  359  ;  :  ■  ,  '  '  ,    ,  . 

Field  Maintenance  Division  l^fe,  201  Jefferson  County 

.Br,  No.  359-22-0003     Shannel  of  Jefferson  River   30«  Steel  Truss 
Paint  Conditions    lone    .  Seneral  Condition:  Good 

Remarks s    No  sui'faeing  on  deek.    Deck 'wearing  but  in  good  condition.  Underside 
of  deck  and  stringers  look  good. 

Br.  No.  359-22-0012  Jefferson  EiTer  310"  Steel  Truss 

Paint  Conditions    Poor  General  Conditions  Fair 

Field  Maintenance  Division  No,  202  Madison  County 

Br.  No,  359-29-0017  Slough  '        '    '  38'  Treated  fiMber  Trestle 

Paint  Conditions    Good  -  General  Conditions  Sood 

Br.  No. '3  59-29-0050         South  Boulder  River  50'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

FEDERAL  AID  SECONDARI  ROUTE"  360 

Field  Maintenance  Division  No,  202  Meagher  County 

Br.  No.  360-30-0004      North  Fork  Smith  River        29'  Treated  Timber  Trestle 

Remarks s    Under  contract  -  Let  10-25-61 

Br,  No.  360-30-0163  Smith  River         ,        61 «  Pratt  Steel  T'ruse 

Paint  Conditions    Fair  General  Conditions  Fair 

ReiBrkss    The  top  chord  of  the  right  side  truss  has  a  slight  dip  at  center  due 

to  previous  daaflge  to  the  center  and  end  vertical  posts  which  have  been 
„  •■,■;■     .. ;  repaired  with  Trelded  ■sections.    Desk  is  intact.    Posted s    20  Ton  Limit, 

FEDERAL  AID  SECONDARY  ROUTE  362 

Field  Maintenance  Division  No.  202  Park  County 

Br,  No.  3 62-3 4-0008  Yellowstone  River  300'  Steel  Girder 

Paint  Conditions    Good  General  Conditions  Good 
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Br.  No  362~34--0011       Armstrong  Irrigation  Canal    25'  Treated  TimBer  Trestle 
Paint  Conditions    Fair  General  Conditions  Good 

Remarks s    No  signs  or  reflectors, 

FEDERAL  AID  SECONDARY  ROUTE  363 

Field  Maintenance  Division  No.  402  Phillips  County 

Br.  No.  3 63 "-3 6-0013  Milk  River  218.5'  Steel  Thru  Truss 

Paint  Conditions    Poor  General  Condition:  Poor 

Remarks:    East  approach  span  is  in  poor  shape.    It  just  sets  on  the  dirt. 
Structure  has  a  general  old  looking  appearance. 

Br.  No.  363-36-0068  Alkali  Greek  74-'  Steel  Girder 

Paint  Conditions    Good  General  Condition:  Good 

Remarks:    West  piling  shows  some  drift  damage.    One  diagonal  brace  broken. 

Br.  No,  363-36-0113  Irrigation  Canal  73'  Untreated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks:    Quite  a  little  repair  and  reinforcing  work  underneath.    No  rail  on 
the  bridge, 

FEDERAL  AID  SECONDARY  ROUTE  364 

NO  bridges. 

FEDERAL  AID  SECONDARY  ROUTE  365  ^ 
No  bridges, 

FEDERAL  AID  SECONDARY  ROUTE  366 


Field  Maintenance  Division  No.  302 
Br.  No,  366-37-0023       Coulee  &  Canal  Overflow 
Paint  Condition:  Good 

Br.  No.  366-37-0059      Dry  Fork  Marias  River 
Paint  Condition:  Good 

FEDERAL  AID  SECONDARY  ROUTE  367 

Field  Maintenance  Division  No.  101 
Br.  No,  367-41-0004  Irrigation  Canal 

Paint  Condition:  Fair 

Remarks:    No  paint  on  one  foot  high  steel  rail, 

fair.    Deck  surface  oiled  and  in  good  condition, 

FEDERAL  AID  SECONDARY  ROUTE  368 

No  bridges. 


Pondera  County 
25'  Treated  Timber  Trestle 
General  Condition:  Good 

106'  Continuous  Steel  Girder 
General  Condition:  Good 


Ravalli  County 
33 '  Steel  &  Timber 
General  Condition:  Good 
Deck  structural  steel  paint 
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FEDERAL  AID  SECONMRY  ROUTE  369 


Field  Mjaintenance  Mvision  No,  302  Poiidera  Comty 

Br.  Mo,  369-37-0003  Pondera  Coxilee  39*  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Eemarkss    tail  section  east  side  broken;  rail  in  general  is  pobr. 

mmi  m  mmmi  mm  m 

Field  Maintenance  Division  No,  101  Ravalli  Ootmty 

Br,  Mo,  370-^1-0005      Bitterroot  liver  Brancla      57'  Iftitreated  Tljiber  Trestle 
Paint  ©'©nditiOEi  ^Fair  to  Poor  Cteneral  Oonditioni  Fair 

Eemarkss   No  tiinber  oiorbs.    Oiled  STjrfaee  on  deck  is  wearing  throiagli  on  many  plank, 
also  there  are  a  nraober  of  new  plank  wMoti  laave  not  been  surface  treated, 
.Stringers  and  deok  look  good  on  tlie  mdersid®..    Load  LlnitJ    10  Tons  iross, 

Br*  No,  370-41-0006      Bitterroot  River  Branok      93'  Intreated  Timber  Trestle 
Paint  CJonditions   ■Fair  to  Poor  deneral  Conditions  Fair 

Remarks t    Stringer  and  mderside  of  deck  look  good*   One  cracked  stringer,  Span 

1,  reinforced  with  a  new  stiPinger  set  in  along  side,   ISkeck  oiled  surface 
good  except  on  a  few.  plank  where  it  has  been .peeled,  off.    Some  plank 
are  loose.    No  timber  curbs.    Load  Limits    10  Tons  tooss. 

Br,  Mo,  370-41-0007      Branch  of  Bitterroot  liver  162'  Untreated  Tinber  Trestle 
Paint  Condition:    Fair  to  Poor  General  Oonditioni  Fair 

Remarks  I   lent  1  (west)  has  been  pushed  in  at-  the  southwest  side/'  also  wing  back-- 
ing  p_lank  on  this  side.    The  fill  from  1,5'  in  from  the  deck  edge 'has 
sloughed  out  and  should  be  replaced.    There .are  no  timber  curbs.  Pier 
Bents,  2  and  3  -have  new  plank  facings,   D,^ok  oiled  surface  generally  good, 
except  on  a  'few  deck  plank  where  it  ..has-  peeled 'off.   Stringers  appear 
to  be  intact,    Load  Limits    10  Tons  Grose*' 

Br.  Ic,  370-41-0009      Branch  of  Bitterroot 'River  95'  Untreated  Timber  Trestle 
Paint  Conditions    Fair  General  Conditions  Fair 

Remarks t    Some  deck  planking  loose.    Deck  star face  has  been  sealed  and  is  in  fair 
oondition.    Due  to  thaw,  could  only  see  underside  from  downstream  gravel 
bar.    Stringers  appeared  "to  be:- intact,  oould  not  tell  if  stringer  previously 
reported  broken  in  Span  2,  had  been  replaced.    Load  Limits    10  Tons  Grose, 

Br,  No,  370-41-0012      Bitterroot  River  Branch      187 ''Steel  Thru  Truss  . 
Paint  Conditions    Poor  General  Conditions  Pair 

Remarks  J   Paint  good  on  all  timber  guard  rail,  except  four  rail  sections  which 
have  been  replaced.    Beck  has  a  seal  coat  which  is  wearing  off  in  the 
traffic  lane,  otherwise,  condition  is  fair.    Underside  of  deck  and 
stringers  look  good,^  Truss  batter  column,  northeast,  has,  been  reinforced 
with  a  section  of  channel  3"xl2"xl0'  fastened  to  underside  with  "u" 
bolts.    Load  Limits    10  Tons  Gross,' 


Br.  Mo,  370-41-0018  Drainage  38'  Treated  Timber  Trestle 

Paint  Conditions    Fair  General  Conditions:  Good 

Remarks s    No  timber  curbs.    One  Bent  3  pile  split  vertically.    Deck  has  seal  coat 

worn  off  in  spots;  general  condition  fair.    Underside  of  deck  and  jstringere 

are  good.    Load  Limits    10  Tons  Gross* 


-172-. 


Br-o  No.  370-41-0019  Irrigation  Ditcli  76'  Urxtreated  Timber  Trestle 

Paint  Conditions    None  General  Conditions  Fair 

Remarlcss    Underside  of  deck  and  stringers  look  good„    Southwest  end  has  one  lower 
broken  rail.    Deck  has  an  oiled  seal  eoat  in  fair  condition,  '■rransverse 
cracking  at-  plank  Joints.    Due  to  thaw  and  voliMe  of  water  only  one  pile 
was  tested.    Surface  one  inch  above  water  line  rotted^,  bnt  interior 
tested  firnio    Both  end  bents^  stringers^  and  decking  are  oonrparatively 
recent  construction o    Timber  curb  east  span  only«    10  Ton  Gross  Load  Limit. 


FEDERAL  AID  SECONDART  ROUTE  371 

Field  Maintenance  Division  No.  202 

Br.  No,  371«49-0O12  Sweet  Grass  Greek 

Paint  Conditions  Good 


Sweet  Grass  Coimty 

120'  Continuous  Concrete  T  Beam 

General  Grnditions  Good 


Sweet  Grass  Creek 


45'  Timber  Queen  Truss 
General  Conditions  Poor 


Br.  No.  371-49-0109 
Paint  Conditions  None 
Remarks s    Bridge  Posted s    Gross  Limit  10  Tons.    Cheeked  the  length  of  this  bridge ^ 
,50'.    Additional  shoring  under  the  truss  divides  the  span  into  16'  8" 
sections.    Shores  are  8"x8"  tiiribers.    D-ae  to  ice  sills  or  footings^ 
could  not  be  inspected „    Shores  were  tight.    One  piece  of  rail  is  gone. 

FEDERAL  AID  SEGQNDARY  ROUTE  372 

No  bridges. 

FEDERAL  AID  SEGONDARI  ROUTE  373 

mnijcmm  Bmimiw  mm  naiin'mmm  P  jii  jjMUa«ir.>M»ijMnEoi^m«iii!i<n3!cciL.-^^  pMiMnnhiui  j«  i>iiimjiii.miiiii3lijiB  jhulJEm? 

Field  Maintenanae  Division  No.  101  Rava,lli  County 

Br.  No.  373 -"41 -0004  Bitterroot  River         324°  Steel  Girder 

Paint  Conditions    Good  General  Conditions  Good 

Remarks:    Bent  1,  left  curb,  end  post,  and  rail  hit  and  top  of  curb  concrete  at 

post  broken.    Top  rail  post  bolts  exposed  for  5"  c    Flared  rail  end 

replaced.    Concrete  deck  in  good,  condition. 

FEDERAL  AID  SECONDARY  ROFXE  374  .  ' 

Field  Maintenance  Division  MO'.  402 
Br.  Nc.  374-46-0037  Plentywood  Creek 

Paint  Conditions  Good 
Remarks i  ' Nameplate  gone . 

FEDERAL  AID  SECONDARY  ROUTE  375 

Field  Maintenance  Division  No.  201  - 
Br.  No.  375-^47-0083  N,.  P.  Railway 

Remarks s    Not  inspected » 

FEDERAL  AID  SEGONDARI  ROUTE  376 

Field  Maintenance  Division  No.  302 
Br.  No.  376-03-0166  Little  Peoples  Creek 

Paint  Conditions  Good 


Sheridan  Oomtj  ' 

38^  Treated  Timber  Trestle 

General  Oonditi.  ons  Good 


Silver  Bow  Gounty 

214»5'  Prestressed  Concrete  Beam 


Blaine  Gounty 

25'  Treated  T;ijaber  Trestle 

General  Conditions  Good 
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Br.  Ko«  376-03-0176 
Paint  Condition g  Good 


Little  Peoples  Creek 


25'  iTeated  Tiffiber  Trestle 
deneral  OonditiGng  Good 


Br.  No.  376-03-0220 
Paint  Oonditions  ©ood 


Xiittle  Peoples  ®ree3£ 


38^  Treated  TlBber  Trestle 
General  Conditions  dood 


Br,  No.  376-03-0259 
Paint  Conditions 


SoviXh  Fork  Peoples  Greek   100'  Ti^eated  Timber  Trestle 

General  C5Gnditionj  Good 


Peoples  ©reek 


Br,  No.  376-03-0312 
Paint  Conditions  SG®d 
Bemarkss    Left  Qwcb  line  las  a  notiseable  <sro6k  in  it. 


100'  Treated  Tijiiber  Trestle 


Br«  No.  376-03-0-405  . 
Paint'  Condition?  ■  dcod 


White  Bear  ©reek 
Tliree  Mile  Oreek 
FEPEHAL  AIB  fflCSOMBAEI'  ROITI  .377 


Br,  No*  376-03-0470 
Paint  0onditions 


75'  Treated  Timber  Trestle 
^leneral  Conditions  §©od 

100'  Treated  Tliaber  Trestle 


Tetcm  ^omty 
93"  Steel  I 
General  Conditions 


No  Bridges* 

Field  Maintenance ■ ©ivisi®n  MOo  301 
Br.  N©.  37S-5O-0O50  '  Muddy  CSreek 

Paint  Oonditiong    None  ,   General  Conditions  Fair 

Eenarkss    T'ter®  is  no  load  limit  posted  for  this  bridge*   As  ©f  tliis  date,,  12-1-61, 
there  are  standard  shoulder  "Slow"  signs  approximately  200'  each  side' 
of  the  etrmcttjire*,    The  deck  is  gravel  surfaced  and  roiagh. ,  The  south  end' 
bent,  original  piles  have  rotted  and  have  been  replaced  with  12"xl2"  tlmbets* 
Piles  of  the  other  bents 'test  soisnd  for  visible  portions «   ieok  planking 
(4")  appears  to  b®  in  g®od  condition  from  underside  of 'deok.  Timber 
stringer  in  the  approach  spans  appear  goodi  a  few  are  oheoked.   There  is 
no  solid  bridging  ®r  oros^braoing  of  the  timber  smn  stringers.  One 
rail  post  ia  broken  and  one  seotion  of  rial  is  split,  ottierwise,,  in 
fair  aomditiiDn^ 


Br.  N«5«  378-50-0063  israinage  30*  Intreated  Tiaber  Trestle 

Paint  Conditions   None  Gleneral  CSonditiong  Fair 

lenarksg   This  bridge  ie  n®t' posted  'for  a  load  limit,  nor  are  there  any  advaiioe 

signs  ©f  any  tjpe^   A  good  portion  of  the  gravel  .S'larfaee  d®ck  is.exfoiied^ 
Exposed  portions  ©f  pil®s  tested  are  good.  ■•  ©enter  bent  piles  are  set 
on  a'  tlffliber  sill  which  is  partially  siibmerged  and  is  solid  'Where  possible 
t®  test*    It  ©king  and  stringers  appear  t®  be  in  fair  condition,  hwever^ 
there  is  no  solid  bridging  or  x-braoing* 


No  bridges. 

EEBEmL  AIB  MWMMIT  BilffE  3  SO 
No  bridges. 
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FEDERAL  AID  SEGONDABI  ROUTE  381  .  . ,  _ 

Field  Maintenance  DiYision  Me*  501  Musselshell  Comty 

Br.  No.  3 Si "33 -0004       •       Musselshell  River  150'  Steel  Girder 

Paint'  Condition?    Good  General  Conditions  Good 
Remarks  s    'Two  flared  ends  ins'talled  wrong , 

Br.  No.«  3 SI -33 -0044  Harper  Oonlee  3B'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

FEDERAL  AID  SECONDARY  ROUTE  3S2. 


Field  Maintenance  Division  Hc„  101  Sanders  County 

Bro  NOo  382-45-^002  Flathead  River  619.5'  Steel  Thrn  Truss 

Paint  Conditions    Fmir  to  Poor  General  Gond'itions  Poor 

Remarks?  Concrete  abtitanent  looks  good«  Underside  of  deck  and  stringers  for  three 
spans  ahead  that  can  be  seen  from  bank  are  intact ^  Three  spans  out  from 
the  north  bank  are  intact  o  Deck  snow  covered^  no  open  breaks  in  si^irface 
noted  e  North  abutment  "bearing  seat  concrete  has  a  light  crack  on  the 
south  face  and  the  east  bearing  seat  has  a  crack  on  the  east  face.,  At 
truss  ends  above  bearing  there  is  a  bottom  tie  plate  across  the  channels 
that  do  not  have  all  the  rivet  holes  filled » 

Br„  No.  382'"45~0029  Camas  Creek  50'  Treated  Timber  Trestle 

Paint  Conditions    Good  '  General  Conditions  Good 

Remarks s    Tto^ee  pieces  of  solid  bridging  are  gone  and  one  piece  hanging  and  is 
ready  to  drop  outc 

Br.  No»  3 S2 -45-003 4  Camas  Creek  50'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Remarks?    Three  pieces  of  solid  bridging  are  out  and  half  of  two  pieces  are  gone. 

Bro  No.  382-45-0038  Oamas  Creek  50^'  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 

Renmrkss    The  southwest  and  northeast  flared  end  terminal  posts  and  the  imo  panel 
length  rail  are  gone » 

FEDERAL  AID  SECONDARY  ROUTE  383  ■  '  •  ./ 

No  bridges.  .  .- 

FEnEBAL  AID  SECONMRT  ROUTE  384 

Field  Maintenance  Division  lo.  501  Big  Horn  Gomty 

Br,  NOo  384-»02-0005  Little  Big  Horn  liver       183^  Pre  stressed  Concrete  Beams 

Paint  Conditions    Good  General  Conditions  G©od 

Remarks g    New  1960 « 

FEDERAL  .AIj1.SEG0NMM,..  ROTO  18i 

No  bridges. 


a:75 


fmmAL_Am.  SESQIMT  RQ-UTE  386  ■  ■ 

Field  Ifeintenane©  Bivisioa  N©*  301  ■  ©Imrt^sa'a  ,S©mty 

Br.  No «  336-05-0005  i«  No  Mll-mj  Underpass  : 

Palixt  Condition  8    Soed  general  Soaditions    llo©d  ' 

Remrkss    Steep  grade  'mA  -pmT  sigM  distanoSe    Cllea^ranes-  lieiglit  ps/inied  on"  gl'Mer 
faces j  not  very  di'3ti,n«st  and  need  to  "be  repainted «  _ 

BMmL  AIB  SlGGMimr  Emits  3B7  :  n: v; j.- 

No  "bridges* 

FEDERAX  AIB  SEQQNMRT  RQITTE  388  ' 

Field  Maimt@nanee  DiTisiOTi  He  o  101  Emmlli  Gounty  ' 

Br.  No <>■  388-41-0033  Steil'icaho  §reek  32 »  Steel  I  Besmi 

Paiat  Conditions    ao®d  §ea.eral  C^csaaitions  (Icod 

Remarks s    Beals  sand  eoveredo    §©od  eondition*,  lew  2"  angle  iron  rail.    P&ist  good 
oil  strtietmml  steely  fair  en  mil. 

FEDEML  AIL-  3E00Nm£T  ROUT. E.  3.89 

No  "bridges o 

FEDERAL  AIB^  SEOOMMRY  ROU'IE  390 

Field  Maintenan-se  Biirision  N®<,  101 
Br»  I©.  390-'32"»00i|3  ©lark  Fork 

Paint  Gonditions    Sood  .  . 

Field  Maintenance  Division  Ho.  502 
Br.  IG.  391--38-0037  Sand  Sreek  .'; 

Paint  Gondit ions  Poor 

Br.  I©.  391-38-0078  lotigh  ©reek 

Paint  0<imditiORg  Poor 
Renarkss    Has  a  fairly  new  deoko    Bam  bolts  missing  trom  field  spliee.'  Oae 

.  , ,,  broken  stringer,  ©enter  .span.   Anather  repaired  ."bmt  does  mot  look  strongs 
■.'V,  ,      '  '  Truss  members  ont  of  a4Jnstmento    L©eks  like  end' "bents  are  slowly  ptishing 
trass  togetli€«r. 

Br.  No,' 3 91-3 8-^0104  Sache  Sreek  45'  Ifuitreated  Timber  Trestle 

Paint  Conditions    Poor  Seneral  ISondltions  Poor 

Bemarks s    three  broken,  stringers .    No  rail.    Hole  tlii-cj-ugli  deck  plank.   All.  lumber 
old .   

mm^  ^  ^goNiw  mm  ^sa 

No  "bridges. 

FEDERAL  AIB  SEQQNmRT  ROTO  393. 
No  bridges. 


Missenla  Oo'saaty 
420^  Stael  iirder 
General  <^onditi©ng 


Powder  River 

45*  Treated  Timber  Trestle 
General  Oonditions  ioed 

60'  Steel  PoBy  Truss 
General  Sonditiosg  .Fair 
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FEDERAL  AID  SEGONIjABY  ROUTE  394 


Field  Maintenance  Division  Nc.  403  Wheatland  County 

BTo  No„  394-54-0005  Mnsselsliell  River        130*  Steel  Girder 

Paint.  Conditions    Sood  General  Conditions  Good 

Remarks?    Two  flared  end  sections  on  wrong.    Signs  are  gone. 

FEDERAL  AID  SEOQNDART  ROUTE  39^ 

Field  Maintenance  Division  No,  501  Yellafstone  County 

Br.  No.  395-56-0018  B<,B.W.A.  Canal  37.5'  Steel  Girder 

Paint  Conditions    Poor  ■      General  Conditions  Good 

Remarlkss    Minor  spelling  showing  np  on  ex3rbs.  No  signs  or  reflectors* 

FEDERAL  AID  SECONDARY  ROUTE  396 

Field  Maintenance  Division  Nc»  302  Blaine  County 

Br«  No.  396-03-0004  Thirty  Mile  Creek  100'  Steel  I  Beam 

Paint  Conditions    Good  General  Conditions  Good 

Br,  No.  396-03-0049  Drainage  33'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks s    All  piling  rotten „    Baeking  plank  have  fallen  away  from  piles.    Caps'  - 

look  practically  unsupported  at  end  bents.    Deck  plank  pretty  well  worn. 

Br,  No,  396-03-0077              Wayne  Greek  4B'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Fair 

Benarkss    River  bottom  washed  out  around  center  pier  footing  exposing  the  piling. 
Rail  bent, 

Br,  No,  396-03 -"0111              Drainage  24'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Fair 
Remarks:    Vi/ood  is  weathered  looking, 

Br,  No,  396-03-0131              Savoy  Creek  74'  Steel  Pony  Tnoss 

Paint  Conditions    Poor  General  Condition;  Good 
Remarks s    All  lumber  looks  old,    X-bridging  loose, 

FEDERAL  AID  SECONDARY  ROUTE  397 

Field  Maintenance  Division  Ho.  501  Carbon  County 

Br.  No,  397-05-0050    Clark  Fork  Yellowstone  River  193.6'  Steel  Girder 
Paint  Conditions    Poor  General  Conditions  Good 

Remarks s    One-way  signs  posted.    Bent  1  and  Bent  4  each  have  a  small  chip  of 

concrete  out.    Bent  1  cap  'under  slab  and  Bent  4  at  curb  joint  left, 

Thr-'ee  rail  posts  are  broken  and  bent  over, 

FEDERAL  AID  SECONDARY  ROUTE  399 

Field  Maintenance  Division  No,  201  '  Jefferson  County 

Br,  No.  399-22-0003  Boulder  River  120'  Steel  Girder 

Remarks s    Not  inspected,  : 


"177" 


Br<,  lo,  ■  fliite tail  ©reels'  ■ 

Palnf ©ondltions  Po®r 

Remarks  s    B©o!k  gravel"  aw^ered  ®3e:@©pt  a  strip  at 
deck  is  ¥earii3g » 

No  bridges «. 

YmmkL  AIB  SECOMBAIY  RQWE  ^Ql 


Field  Maintenan©©  Bivision  Mo,  201 
Br*  Mo,  401-22-0014 
Paiat.  ©OT.ditions  Fair 


^2^  .Steel  I  Beaa 
fleaeral  CosditiGiag  Sood 
soiatk  end  and  the  laminated 


Br..  No„  401-22-1 
Fffiint  fiSoiiditions 


Field  Maiatenaao® .  BiTisicsa  I®e  502 
Br.  Io>  402-"3S»0053         Little  Peirder 
Paint  0<»diti0ng  fmr 

Field  Mainteaanoe  Division , H©  *  201 
Br.  Mo«  4©3-'47-OO05  '    B«l«  &  P.> 


Eemarksg  ,  Oil  laat  is  goode 
of  tiaimeltt 

Paint  Conditions  G©©d 


flligjat  dip  in  stirfaae 


Jeff@rs©m 
76'  Treated  Tiiaber  Trestle 
Semeral  Rendition s  Sood 

Treated  Tiiaber  Trestle 
ieaeral  0cmditi®ns;  Sood 


Pawder  River  Qomty 
2^1      Steel  Trass 
Cleaeral  Gmditions  S©©d 


BilTer  Bow  '0©mty 
20^  .-Treated  Tfijfesr  ArekfTannel) 
^Sieaeral  3©tiditions  dood' 
at  approxiimtely  tM®  ncrtij 


General  {JonditiOES.  io®d 


BiP".  No,  403-47-0011  Lexingt^a  Mine 
Paiat  Coadltians  §©od 

m  st»si 


Crosswalk 

5  iiiffe  4» 


Field  MaiE'tonaaffle 
Br ft  N©*  404-43-0207 
Paiat  Ocmdltions.  CI@od 


.m  M@»  4Q2.' 


fflfffg  ,4IS^^. 


CleB«.ral  0oaditi®n.s  Hood 


loosevelt  0©mtj' 

110*  Oontlamoms  ©cmorete  T 

teaeral  0®alitl©nfi  §®od- 


Mo  Tsridges* 


H  9"!?  eft' 


EEDEmi  AID  SECONDMY  ROUTE  ^07 

Field  Maintenance  Division  No,  101  Powell  County 

Br.  NOo  .407-39-0002  Little  Elackfoot  River     54'  Steel  Howe  Truss 

Paint  Conditions    Poor  General  Condition o  Good 

Remarks s    Untreated  2"x4"  laminated  deck  in  good  condition «    No  surface  cover. 

Heavy  vertical  break  in  north  abutment^  m.idway  between  the  west  bottom 
chord  and  the  adjacent  floor  beam..    At  the  junction  of  the  virall  and  footing 
there  is  an  opening  1'"k'V  through  the  wall  and  surface  concrete  has 
spalled  off  around  the  opening.    There  is  a  similar  but  lighter  vertical 
crack  in  the  south  abutment,  east  side,  located  betireen  the  east  bottom 
chord  and  the  adjacent  floor  beam,  ■  ■ 

FEDERAL  AID  SECDMDARY  ROUTE  40^ 

Field  Maintenance  Division  No.  101  Teton  County 

Br*  No,  408-50-0013  U,S„R,S,  Lateral  Ditch    3S'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Br,  No,  408-50-0040  U„S„R,S,  Main  Ganal  75'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

FEDERAL  AID  SECONDARr  ROUTE  409 

No  bridges, 

FEDERAL  AID  SECONEARY  ROUIE  410 

Field  Maintenance  Division  302  Toole  Co"anty 

Br,  No,  410-51-0110        West  Fork  Vlflllow  Greek       39^  Steel  I  Beam 
Paint  Conditions    Poor  General  Conditions  Fair 

Remarks:    Cracks  in  end  bents  from  exterior  channel  bearing  seats  out  to  junction 
with  wing  walls.    All  guard  rail  is  gone.    Plank  deck  in  good  condition, 

Br.  No,  410"»51~0l62  Willow  Creek  35'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks s    North  rail  gone  and  south  rail  bent  out  of  alignment.    Plank  deck 
appears  good.    Advance  narrow  bridge  warning  signs, 

Br,  No,  410-51-0166        East  Fork  Willow  Creek       23'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks s    Both  wing  'walls  of  east  abutment  heavily  cracked.    North  rail  gone, 

south  rail  pushed  out  of  alignment.    Deck  is  in  fair  shape.    Top  layer 
longitudinal  plarJcig  in  traffic  lane  is  good.    Advance  narrow  bridge 
warning  signs, 

Br,  No,  410-51-0217  Trail  Creek  31'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  F^ir 

Remarks:    Bctli  rails  gone.    Deck  planking  appears  to  be  in  good  condition. 
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FEDERilL  AID  SEGONEIARI  RQUfE  4II 


Field  Maintenance  DiYision.  I®,  202 

Br.  No. '411-16-0003  East  Gallatin  Hiver 

Paint  Oonditions  Poor 


Gallatin  Q&mtj 

50'  Steel  Pony  Truss 

General  0<widition8  Good 


FEDEML  AID  SEQQMDMY  ROTO  112 

Field  Maintenance  DiTision  N©.  101  Missotila  Comity 

Br,  M©^  412-32-0247  Lolo  Crmk    ■.  84'  Treated  Timber  Trestle 

Paint'  Gonditi©ns  _  Fair  t©  Sood  General  Conditions  Sood 

Remarks'?    Me  to  amomt  of  snow  on  walks  and  alDOve  rail^  oomld  only  oheck 

broken  end  plank  at  southwest  corner  from  imderside^  whereas,  side- 
walk plank  was  preyioualy  reported  broken  at  three  comers, 

Br.  Mo«  412-32-0250  Lolo  Creek    .  63^  Treated  Timber  Trestle 

Paint  Oonditions    Qood  ©emeral  Conditions  .Oood 

.Remarks s    Three  sidewalk  plank  are  gone  from  southwest  end  of  walk. 

Br*  Ho«  412-32-0265  Lolo  ©reek  2S'  Treated  Timber  Trestle 

Paint  Conditons    Fair  General  Conditions    dood  • 

Remarks?    Two  lines  of  3"3e:12'''  planking  has  been  placed  on  the  stream  face  of 
the  piling  to  retain  roadway  fill. 


Br,  No.  412-32-0267  L©1©  Creek    .  .28'  Treated  Timber  Treatle 

Paint  Condition?    Fair  General  Conditions  Good 

Remarks s   Part  of  northeast  end  rmil.post  split  off.    Beck  base 'and  stringers 

are  good.    Two  lines  ©f  3"xl2"  plank  have  been  placed  on  tha  stream 

of  the  piles  to  retain  roadway  fill. 


Field  ■Mtalntenancp.e  ®ivisi®E  M®..  401 
Br,  No.  413-55-0004 
Paint  Owidltionj  Po©r 


Br.  M®.  413*55-0038 
Paint  Conditions  §ood 
Remarks  2    I©  signs  and  n© 


ftralnage 


Beaver  0r@ek 


Br.  No.  413-5^-0246 
Paint  Conditions  Good 

Remrkss    New  I960  -  No  signs  and  no  reflectors, 


Wlbam  Comtj 

150'  'Treated  Timber  Trestle 
General  Conditions  ■  §ood 

25''  Ta^eated  Timber  Trestle 
ieaeral  O^dltions 


100"  Treated  Timber  Trestle 
ieneral  Sonditions  Go©d 


No  bridges, 

FEDERAL  AW  SESOMMKf  ROOTI  415 

Field  Maintenane®  Mvision  I0.  501 

Br.  NO:,  415-52-003?  Sarpy  Creek 

Paint  Conditions  Poor 

Remarks s    Rail  in  flljwily  built* 


Treasm»  Comty 

25'  Treated  Timber  Trestle 

General  Conditions  Fair 
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S/s-o?"  Treated  Timber  Trestle 
General  GGnditions  Fair 

Brc  No.  415~52-"0184  Sarpy  Creek  36.2'  Untreated  Timber  and 

Paint  Conditions    Peer  ■  Concrete 

General  Conditions  Fair 

Reirarkss    Bridge  has  recently  been  reinforced  with  some  Steel  I  beains, 
FEDERAL  AID  SECmmBI  ROUTE  416 

Field  Maintenance  Division  Nc„  501  Yellowstone  Gomty 

Br,  No,  416-56-0020  Yellowstone  River        766-  Steel  Truss 

Paint  Conditions    Poor  General  Conditions  Good 

Remarks  s    Considerable  drift  collected  at  Pier  2  and  4<.    A.  few  bends  in  the  rvail„ 

A  few  chips  out  of  co;mer  posts.    One  good  size  chip  knocked  off  comer 

Bent  1^  colwin  right  „ 

Br.  No.  416-56-0026  Blue  Creek    '  36'  Treated  T:iinber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 


Br„  No„  415-52-0093  Sarpy  Creek 

Paint  Conditions  Poor 


FEDERAL  AID  SECOHDARi  RQUIF:  417 


Field  Maintenance  Division  NOo  302  Toole  County 

Br.  No„  417"51~0071  Marias  River  "      450'  Steel  Girder 

Paint  Conditions    Good  General  Conditions  Gocd 

Remarks  s    Shoulder  fill  at  edge  of  roadway  slo-aghing  out  at  north  bent  back  wall 
hauHohes* 


FEDERAL  AID  SECONDARY  ROUI'E  aIB 


Field  Maintenance  Division  N©,,  501  Big  Horn  County 

Br,  No,  418-02-.0005  Pass  Greek  64'  Treated  T:imber  Trestle 

Paint  Conditions    Poor  General  Conditions  Good 

Br,  No,  41S--02-0096        Little  Big  Horn  River  90^  Steel  Truss 

Paint  Conditions    Good  General  Conditions  Good 

FEDERAL  AID  SEGQNPARY  ROUTE  419  . 


Field  Maintenance  Division  No,  501  Stillwater  County 

Br,  No,  419~48»^0001     Overflow  East  Eosebud  Creek  26'  Steel  I  Beam 
Pa;iiit  Conditions    Poer  Genaral- Conditions  Good 

Remarks s    Noticeable  erosion  at  low  water  line  on  bents.    Rail  bent, 

Br,  No,  419~4S"'0002  East  Rosebud  Creek  56'  Steel  Pony  Truss 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks s    Wi,3ig  walls  of  end  bents  are  clicked  and  moving  out.    Erosion  has 
exposed  piling  under  end  bents, 

Br,  No.  419-4B-0036  West  Rosebud  Greek  ■        60'  Steel  Pony  Truss 

Paint  Conditions    Fair  General  Conditions  Good 

Remarks s    Both  vertical  members  in  ©enter  of  trass  have  been  hit  and  bent.  Fill 
washing  away  under  Bent  1  between  coluans. 
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Br.  No,  419-4S-OI99  Stillwater  River         175,7'  Concrete  Slab 

Paint  Oonditionj    None  needed  General  Conditions  dood 

Remarks  I    Gonorete  slightly  eroded  at  low  water  line^  ©enter  pier. 


Br,  Mo,  419-43-021:3  ©rainage  31'  Untreated  Timber  Por^y  Truss 

Paint  Condition!    Poor  (General  Conditions  FSiir 

Remarks:    Rail  broken.    Motioeable  erosion  of  conorete  at  lofw  water  line, 

Br,  No,  419-4^-0214   West  Fork  Stillwater  River     42'  Steel  I  Beam 
Paint  Conditions    Poor  General  Conditions  Sood 

Remarks J    Rail  has  been  damaged  slightly.   Most  stringers  underneath  imve  been 
repaired , 


FEDERAL  AIB  SECONDARY  ROUTE  420 

Field  Maintenance  Division  No,  501 
Br,  No,  42O-4B-OOO2 
Paint  Conditions 
Remarks  8   Rail  bent  slightly. 


Br,  M©,  420-4^-0003 
Paint  Conditions  Fair 


Stillwater  Comity 
24'  Steel  I"  Beam 
deneral  Condition! 


95'  Steel  I  Beam 
deneral  Conditions 


Rosebud  Creek 

Remarks J.  Expansion  end  ©f  trmss  has  pushed  past  their  anchor  bolt. 
FEDERAL  AB)  SECOMBARY  ROUTE  421 
lo' bridges. 


dood 


Good 


FEDERAL  AID  SECQHBARY  ROUTE  422 

Field  Maintenance  Division  Mo.  201  Madison  Coimty 

Br,  No,  422-29-0001  Jefferson  River  2S$'  Steel,  Thru  Truss 

Paint  Conditions    Poor  General  Conditions  ®©©d 

Remarks  s    I©  sxarfacing  on  deck*    Beck  has  a  top.  longitudinal  one  lane  plank,  surface 

in  good  conditioa.    One.  lower  rail  (steel),  broken  loos®  and  hanging. 

dmm  towards  river,.    Truss  diagonal  in  same  panel  bent,. 

Br,  lo,  422-29-0015        Jefferson  River  Overflow   60* " Untreated  Timber  Trestle 
Pa.int  Conditions    Ion®  "  deneral  Conditions  Good 

Remarks 8    Checked  some  piling  within  reach  and  all  tested  firm.   Bent  1,  from  the 
south,  concrete  bearing  wall  at  junction  with  wing  and  for  five  feet 
^  under  bridge  has  bee®  under  aut  by  streamj  remaining  length  ©f  bent 
below  ice  and  could  not  be  inspected,  .Underside  of  deck  good  and  ,has 
been  replaced  since  last  report,   travel  surfacing  gone  from  deck* 

Br,  No.  422-29-0027  Parrot  Canal  .  Timber  Pony  Truss 

Paint,  Conditions    lone  ieneral  Conditions  Poor 

Remarks s    East  side  truss  has  been  hit  and  outside  lateral  brace  is  gone.  An 

g"2ES"  timber  shore  with't.cyp  blocking  has  been  set  in  tmder  center  of  ; 
truss.    The  shore  has  settled  and  there  is  a  3/4"  space  between  bottom 
chord  and  blocking ,    Stringers  made  up  of  laminated '  2"xl2"  lumber  and 
■  some  planks  are  broken.    Gravel  ballast  gone  from  deck  and  surface  is 
,  wearing. 
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Br.  No.  422-29-0086  Jefferson  River  244.5'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Deck  not  oil  surfaced.    Concrete  surface  good, 

FEDERAL  AID  SECONDARY  ROUTE  423 

Field  Maintenance  Division  No,  201  Silver  Bow  Coimty 

Br.  No.  423-47-0001    I  15  -  Victor  Interchange  209o5'  Prestressed  Concrete  Beam 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Oiled  surface  good.    See  FAP  Route  3  Br.  No.  147-0910-0281. 

Br.  No.  423-47-0003  U.  P.  Railroad  .  •  231'  Steel  Girder  ■ 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:  Aluminum  coat  of  paint  worn  off  a  few  rail  panels ^  exposing  the  under 
coat.  Small  triangular  section  broken  out  of  south  walk  at  expansion 
joint.    Some  light  cracks  in  south  side  of  east  back  wall  at  bearing  seats, 


FEDERAL  AID  SECONDARY  ROUTE  424 


Field  Maintenance  Division  No,  102  Flathead  County 

Br.  No.  424-15-0243  Stillwater  River  198'  Untreated  Timber  Howe  Truss 

Paint  Condition:    None  General  Condition:  Good 

FEDERAL  AID  SECONDARY  ROUTE  425 


No  bridges. 

FEDERAL  AID  SECONDARY  ROUTE  426 


No  bridges. 


FEDERAL  AID  SECONDARY  ROUTE  427 


Field  Maintenance  Division  No,  301 

Br.  No.  427-23-0122  Otter  Creek 

Paint  Condition:  Good 

Remarks:    Paint  good  except  on  two  rail 

FEDERAL  AID  SECONDAHY  ROUTE  428 

No  bridges. 


Judith  Basin  County 
38'  Treated  Timber  Trestle 
General  Condition:  Good 
sections,  which  is  poor.    No  bridge  markers. 


FEDERAL  AID  SECONDARY  ROUTE  429 


Field  Maintenance  Division  No.  501 

Br.  No,  429-56-0002  I  90  Separation 

Paint  Condition:  Good 

Remarks:    See  FAP  Route  2,  Br.  No.  156-0100-0141, 


Yellowstone  County 

457'  Prestressed  Concrete  Beams 

General  Condition:  Good 


Br,  N©.  429-56-0012 
Faint  Condition:  Good 
Eenarks:    New  1959 


Canyon  Creek 


133 '  Prestressed  Concrete  Beams 
General  Condition:  Good 


Br.  No.  429-56-0017 
Paint  Condition:  Good 
Remarks:    No  signs  or  reflectors. 


B.B.W.A.  Canal 


29'  Treated  Timber  Trestle 
General  Condition:  Good 
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FEBEmL  AW  gEGONDMY  ROUTE  4-30 


No  "bridges. 

EEBEBA.L  AID  SE0QHMY  WWt  A31 

Field  Maintenance  Division  No,  301 

Br.  lo.  4-31-50-0001        Main  Irrigation  Oanal 

Paint  Condition I  Good 


Br.  No*  4-31-50-004B 
Paint  Conditions 


Main  Irrigation  Canal 


Teton  Comty 

57'  Treated  Timber  Trestle 
General  Condition i  Good 

57'  Treated  Timber  Trestle 
General  Conditions  Good 


54*  IJntreated  Tiiiber  Trestle 
General  Conditions  Poor 


Br.  No.  431-50-0163 

Paint  Conditions  None 

Remarks s    There  is  a  "slow"  sign  in  advance  of  the  "bridge  and  a  "10  Ton  Load 

iiait"  sign  on  one  of  tlie  north,  side  end  rail  posts.    No  signs  on  the 
somth  side.    Stringers  are  intact.'  The  second  "bent  from  the  somth  end 
has  had  a  new  bent  set  in  along  side  the  old  bent  and  consists  of  an, 
B"xB"  cap,  4,  8"x8"  shores  set  on  a  timber  sill.    The  second  bent  from 
.  the  north  end  has  on®  rotted  out  pile  with  n©  bearing* 

Field  Maintenance  Division  No.  302  CJhouteau  Coimty 

Br.  Mo*  432-0S-0291  Drainage  23'  Untreated  Ttniber  Trestle 

Paint  Conditions   Poor  ieneral 'Conditions  Fair 

Remarlcst    jSiibstTOCttire  looks  good*   End  bents  have  treated  piles  and  mtreated 
.  "backing  plank.   Broken  stringers  in  deck  have  "been  reinforced  with  an 

additional  stringer  set  in  along  side,*    Rail- is  poor  and 'one -half  of 

the  south  rail  has  been  broken  off. 


mwAi,  AW  m99mmi  rot  w 

Field  Maintenance  Division  No,  ^01 
Br.  No,  433-25-0005  Prickley  Pear  Creek 

Paint  Conditions 


Br.  No,  433-25-0018 

Paint  Conditions: 


Helena  Valley  Oanal 


Lewis  and  Clark  Cornitj 
31  ..5*  Concrete  Slab 
General  Conditions  Good 


42*3 '  ©onorete  and 
General  Conditions 


Lewis  and  Olark  Comty 
87*  Steel  Howe  Truss 
General  Conditions  Fair 


Field  Maintenance  Division  No.  301 

Br.  No,  43.4-25-0187   Middle  Fork  Dearborn  River 

Paint  Conditions  Poor 

Remarks s    Bridge  Posted  .on  north  side  onlys  "Load  Limit  8  Tons".    Plank  deck  is 
loose,  but  seems  to  be  in  fair  shape.    Truss  members  are  rusty  and 
approach  timber  spans  have  timber  posts  and  rails  without  paint,  A 
detour  roadway  with  a  double  60"  CM. P.  Culvert  has  been  constructed 

•■■::}.,/:-;.        to  thc  west  of  the  bridge. 
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Br,  No«  434-25-0267    Nortli  Fork  Dearborn  River       23V  Steel,  Pratt  Truss 
Paint  Conditions    Good  General  Conditions  Fair 

Remarks  2    Bridge  posted  'both,  sides  s  "Load  Limit  6  Tons^  10  sioPali/'.    There  was 
approximately  'V  of  snow  on  deek  and  the  traffic' lane  two  wheel  rnts, 
Coiild  not  examine  the  decko    General  appearance  of  stnatuire^,  pins, 
bolts ^  etc.^  seem  satisfaetorjr  for  the  load  and  speed  posted .  The 
steep  down  hill  approach,  from  the  south  under  present  snow  condition 
is  dangerous  to  traffic  and  bridge.    At  the  southwest  corner at  end 
of  deck^  the  fill  has  sloughed  out.    The  depression  was  snow  filled 
except  for  a  wheel  track  and  some  vehicle  had  been  stuck  there.  At 
th,e  northeast  end  metal  post^  the  pipe  rails  have  been  pulled  from  their 
sockets. 


Br.  No,  43 4-2 5 -0407       South  Fork  Sun  River 
Paint  Conditions  Good 
Remarks  J    No  bridge  signs » 


Br.  No.  434-25-0424 
Paint  Gonditions  Good 
Remarks  £    No  bridge  signs, 


Smith  Greek 


FEDERAL  AID  SECONDARY  ROUTE  435. 
No  Bridges. 

FEDERAL  AID  SECONDARY  ROUI'E  436 

Field  Maintenance  Division  No„  302 

Br,  No,  436-03"»0006  Irrigation  Canal 

Paint  Condition:  Good 


38'  Treated  T:imber  Trestle 
General  Conditions  Good 


75'  Treated  Timber  Trestle 
General  Conditions  Good 


Blaine  County 

25'  Treated  Timber  Trestle 

General  Conditions  Good 


Br.  No,  436-03-0013 
Paint  Cord  "it ions  Good 


Fifteen  Mile  Creek 


75'  Treated  Timber  Trestle 
General  Condition j  Good 


FEDERAL  AID  SEC0NDARI,.il0m:-E^,4i7 
No  bridges, 

FEDERAL  AID  SECONDARUUTE  438 


Field  Maintenance  Division  No,  402 
Br,  Mo,  438-53-0003  Poreupine  Creek 

Paint  Conditions  Poor 
Remarks?    Upstream  pile  Bent  6  is  gone.    Cap  is  new  unsupported  there.  Many 
piles  show  wear  from  drift  and  iee. 


Yalley  Comty 

288'  Treated  Timber  Trestle 
General  Conditions  Poor 


Br,  No,  438-53-0252      East  Fork  Porcupine  Creek    78'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Good 


Br,  No,  43 8-53 -03 55  Drainage 
Paint  Conditions  Poor 


23'  Untreated  Tljaber  Trestle 
General  Conditions  Good 


FEDERAL  AID  SECONMRY  ROUTE  4^.0 

Field  Haintenanse  Divislorx  No.  201  Silver  Bm  County 

Br„  No.  440--47-00GS              Drainage  Zt^  Uritreated  Timber  Trestle 

Paint  Conditions    None  General  Oofuditionj  Poor 
Remarks  s    Ra.il  poor  condition «    East  rail  has  been  pushed  G-ato    North  bent  timber 

piles  are  being  pushed  in  at  bottom.  Bridge  has  a  load  limit  of  7  tons, 

Beck  sand  covered  <, 


Br.  No..  440»4'7~0014  Drainage  40'  Treated  fimber  Trestle 

Paint  Condition;    None  Geaeral  Condition  §  Fair 

Remarks g    A  cribbing  of  railroad  ties  has  been  set  in  between  Bents  2  and  3 

and  baek  filled.    A  erlb  of  railroad  ties  has  also  been  constructed 
between  Bent  4  and  5  and  back  filled.    Span  1  is  also  back  filled. 
The  bridge  clear  length  for  water  way  is  now  9*  3".    Section  of  deck 
now  visible  on  the  nnerside  locks  good,    Eteek  is  sand  covered.  Ra.il 
is  poor. 


Silver  Bm  C#0'tiffi.ty 
32'  Gossrete  T  Bean 


FEDERAL  A3X'  SEOONmRY  ROIg-E  441 

Field  Maintenance  Bivlsion  No,  201 
Br,  Ho.  441-47-0022  ©lark  Fork 

General  Gonditions  Good 

Remarks s  Concrete  of  both  end  bents  eroded  at  water  line.  Tested  firm  using  a 
prospectors  piek.  South  side  deak  edge  has  two  ra-bars  essposed  where 
surface  has  deteriorated.  These  bars  were  set  iioo  near  the  SOTfase  ©f 
the  concrete  when  ponired. 


FEDERAL  AID  SECONDARY  RQDTE 
Field  Maintenance  Division  No.  302 


Br,  No.  444-~l8--0035 
Paint  Conditions  Good 

Br,  No. 444-18-003 7 
Paint  Conditions  Sood 


Willow  Creek 


Out  Bank  Oreek 


§lasier  Comity 

;?0'  treated  Timber  Trestle 

General  Conditions  §ood 

100'  Treated  Timber  Trestle 
General  Conditions  "Sood 


Br.  No.  444-1S-0057 
Paint  Conditions  Qood 


Gobelle  Creek  , 

Remarks s  Deck  ballast  worn  off  in  spots  and  desk  shows  wear. 
FEDERAL  AID  SECONDARY  ROP'E  44^ 


38 «  Treated  Tijnber'  Trestle 
ieneral  Conditions    Good  ' 


Field  Maintenance  Division  302 

Br.  No.  445-»l8-^0091  Siit  Barik  Creek 

Paint  Conditions  -Sood 


§lacier  Oounty 

100'  Treated  Timber  Trestle 

General  Conditions  5ood 


■  FEDERAL  AID  SECQMPARY  ROU 

Field  Maintenance  Division  Mo,  502 

Br,  Mo,  446-44-0004  Yellows tone  River 

Paint  Conditions  Poor 

Remarks s   At  Pier  3  le.ft^  first  steel  span,  the  anchor  bolt  for  trnss  is  bent 

and  bearing  plate  is  offset  3    on  rollers-.    Pier  3  spalling  at  top  and 
cavities  at  low  i/ater  line.    Top  of  piers  covered  with  dirt.    All  piers 
show  cavities  and  deterioration  at  low  water  line. 


Rosebud  Coimty 

867*1'  Steel  Thru  Truss 

deneral  Conditions  Fair 
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Br,  No.  446-44-0027  Irrigation  Ganal  ■        3B'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  '  General  Conditions  Poor 

Remarks:    All  l-omber  is  old.    Piles  are  rotten.    Rails  are  gone. 


Br.  No.  446-44-0069  Sand  Greek  23.2-  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks s    Rail  is  torn  off.    Deck  planl^s  becoming  \¥orn.    Struet-uTally  satisfactory, 

FEDERAL  AID  SECQMDARr  ROUIE  447 

Field  Maintenance  Division  No.  .502  Rosebud  County 

Br.  No/  447-44-0051  Rosebud  Creek  75'  Steel  Pratt  Truss 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks s    Drift  collected  underneath.  One  upstream  bracket  bent  from  drift. 
No  signs  or  reflectors.    Cracked  concrete  at  beam,  seats. 


5B'  Untreated  Timber  Trestle 
General  Conditions  Fair 


Br.  No,  447-44-0094  Drainage 
Paint  Conditions  Poor 
Remarks s    Rail  broken «    No  signs  or  reflectors. 

Br.  No.  447-44-0172  Drainage  96'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks s    Structurally  satisfactory  yet.    All  concrete  is  aged  and  spalled  to 

different  degrees.    Bent  4  bas  re-bars  shoYfing  at  Ioyi  water  line.  No 

signs  or  reflectors. 


Br.  No.  447-"44""0224  Di^ainage 
Paint  Condition:  Poor 
Remarks s    Struct'orally  fair.    Bent  rail, 
or  reflectors. 


31'  Steel  I  Beam 
General  Condition s  Poor 
Spalled  concrete  end  bents.    No  signs 


31'  Steel  I  Beam 


General  Conditions  Fair 


Br.  No,  447-44-0427  Lay  Creek 

Paint  Conditions  Poor 
Remarks s    .Structural3.y  satisfactory.    Old  appearance.    No  signs  or  reflectors 
Rail  broken  and  boarded  up. 


FEDERAL  AID  SEGONDARr  ROUIE  448 

Field  Maintenance  Division  No.  302 

Br,  No,  44^-21-0021  Big  Sandy  Creek 

■Paint  Conditions  Good 


Hill  County 

75'  Treated  Timber  Trestle 
General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  449 

Field  Maintenance  Division  No.  302 
Br.  No.  449-21-0002  Sage  Greek 

Paint  Conditions  Fair 


Hill  County 

80'  Steel  Truss 

General  Conditions  Fair 


FEDERAL  AID  SECONDARY  ROUTE  450 
No  bridges o 


« 
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m?EmL  AID  SECQNDABY  ROUTE  iSZ 


Field  MaiBtetamoe  Bivision  No»  302  ■  Hill  Ootmty 

Br,  No, '452-21-0012     Btill  H©®3£:  CIreek  Overflow      95,5'  Steel  Pony  Truss 
Paint 'Conditions    Fair  General  Oonditions  Good 

lemarkss    Fill  is  'settling  away  beliind  wing  walls,    ©me  dangsro'os  laole  on  east 
end.    Untreated  tiaiiber  tmderneatli  shows  ageing. 

FEDEmi  AID  SEQOMmRY  ROUYK  4.53 

Mo  bridgeiS,  ■     ■  . 

FEDERAL  AID  SECOMDAUr  ROUTE  k5k 
MO'  Toridges, 

FEDERAL  AID  SECQMimRY  ROUTE  ^56 

Field  Maintenance  Division  No,  102  Flathead  Sonnty 

Br.  No,  456-15-0007  Stillwater  liver         127'  Untreated  Timber  Howe  Tmss 

Paint  Conditions    None  deneral  Qonditions  Good 

Remarks s   Pole  stringers  and  mderside  of  deck  look  good.    Some  of  the  nose  planks 
of  Bent  3  are  gone  ^    Posted  loat  limit  10  tons ♦ 

Field  Maintenance  Division  No„  302  Liberty  Coimty 

Br,  No,  457-26-0075  'Tiber  Dam  (Spillway)  109,5'  OonOTete  T  Beam 

Paint  Conditions   dood  General  Conditions  Clood 

Remarks s    Bridge  posted  as  follows:    Load  Limit  18  Tons,    "Equipment  with  Itg© 

wm%  place  snitable  material  on  bridge  deck  to  protect  oonoret®  surface," 

Field  Maintenance  Division  N®,  202  Gallatin  Comty 

Br«  No,  45^-16-0073  Middle  Creek  21''  Untreated  Timber  Trestle 

Paint  Conditions   lone  ■  deneral  Condition?  flood 

Remarks s    Deck  and  stringer  are  in  good  condition.    One  section  of  4"x6"  timber 
owb  abont  15'  'in  length  on  the  north  side  of  deck;  none  on  south  side. 

mmu  m  mmm  mM%  . 

No  bridges, 

EEI)ERAL  AID  SECONDARY  ROUTE  460 

Field  Maintenance  Division  No, 101  Powell  domity 

Br,  No,  460-39-0001     I  90  -  §old  Creek,  Interchange  Underpass 
Remarks s    See  FAP  Route  2,  Br,  No*  13 9-0100-005 5P. 

Br,  No,  460-39-0002     I  90  -  Gold  Creek  Interchange  Underpass 
Remarks 3    See  FAP  Route  2,  Br,  No.  139-0100-0055 


""10S*" 


Br.  No.  460-39-0003  Clark  Fork  120'  Steel  Emie  Truss 

Paint  Condition:    Poor  General  Condition:  Good 

Remarks:    Bridge  posted:  Limit  $  Tons.    A  break  and  settlement  of  a  section 
of  the  south  end  bent^  west  side,  has  been  repaired, 

FEDERAL  AID  SECONDARY  ROUTE  4-61 

Field  Maintenance  Division  No,  101  Sanders  County 

Br.  No.  461-45-0129  Clark  Fork  Toll  Ferry 

Remarks:    Ferry  out  of  serArice  December  1  to  April  1,    Last  half  mile  of  road 
to  ferry  crossing  closed  by  snow. 

Br,  No,  461-45-0138  N.  P,  Railway  Underpass 

Paint  Condition:    Good  General  Condition:  Good 

Remarks:    Paint  good  except  for  a  strip  of  rust  along  the  girder  web  just  above 
the  flange.    Some  on  both  girders. 


FEDER/IL  AID  SECONDARY  ROUTE  462 


Field  Maintenance  Division  No.  401 

Br,  No.  462-17-0103  Frozen  Dog  Coulee 

Paint  Condition:  Poor 

Remarks:    Stringers  okay.    Backing  plank  rotten. 


Drainage 


Garfield  County 
23 '  Untreated  Timber  Tres 
General  Condition:  Fair 
No  rail. 


tie 


Br.  No.  462-17-0125 
Paint  Condition:  Poor 

Remarks:    Bridge  is  sliding  on  a  skew  with  the  roadway.    Lumber  is  old, 
are  patched  up.    Some  piling  have  rotted  off  and  been  patched 


23'  Untreated  Timber  Trestle 
General  Condition:  Poor 

Bents 
No  rail. 


Br.  No,  462-17-0200 
Paint  Condition:  Good 
Remarks:    New  I960 


Little  Dry  Greek 


224.5'  Prestressed  Concrete  Beams 
General  Condition:  Good 


FEDERAL, AID  SECONDARY  ROUTE  463 


Field  Maintenance  Division  No,  501  _        Big  Horn  County 

Br.  No.  463-02-0411  Big  Horn  Canal  57'  Untreated  Timber  Trestle 

Paint  Condition:    Poor  General  Condition:  Poor 

Remarks:    Rail  gone  on  right  side.    Gar  recently  went  through  it  12-12-61.    No  ■ 
signs  or  reflectors.    Piling  badly  weathered  and  checked. 

FEDERAL  AID  SECONDARY  ROUTE  464 

Field  Maintenance  Division  No,  302  Glacier  County 

Br.  No.  464~lB-0044  Cut  Bank  Greek  75'  Steel  I  Beam 

Paint  Condition:    Good       .  General  Condition:  Good 

Remarks:   At  south  end  of  deck  a  2'x3'  section  of  the  corrugated  metal  deck  base 
is  exposed. 

Br.  No.  464-18-0068  South  Fork  Greasewood  Creek  23.3'  Untreated  Timber  Trestle 
Paint  Condition:    None  General  Condition:  Poor 

Remarks:    Very  poor  deck. 
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Br.  Ne.  464-18-0169        South  fatk  Milk  River        27'  Untreated  Timber  Trestle 
Paint  Gondition!    None  General  Qoaditions  B^ir 

Remarks  I   Anotlier  deck  and  set  of  stringers  has  "been  set  on  top  of  gravel  sijrface 
©f  old  desk.    Newer  deok  looks  good  'but  has  mo  gravel  surfaeing  and  desk 
is  wearing.    There  is  no  ourb  or  g'sjard  rail.   At  north  end  two  2" 
0  sticks  are  set  to  show  outside  edges  of  deck.    There  are  a  few  spiral 
tijms  of  tape  at  the  top  of  the  imrkers,  ■ 


Br.  No,  464-18-0171    ■  Livemore  Creek  22'  Untreated  TijJsber  Trestle 

Paint  Gonditions    None  Seneral  Conditions  Fair 

Remarks'?    Mo  rail  and  one  half  of  ourh  timber  on  eaoh  side  is  gone.    Four  2'*  0  poles 
ar®  set  to  mark  bridge  comers,    Underside  of  bridge  almost  filled  with 
snow  J  what  ooiald  b©  seen  appeared  to  be  in  fair  condition.    On  the  east 
side  of  deok  two  2'*  plank  have  been  set  longit-adinally,  evidently  cover- 
ing hole  in  decking. 


Br,  No,  464-18-0239 
Paint  CSonditionj  None 


Brj  Fork  Milk  River 


27*  Untreated  Timber 
Cleneral  Condition  j  Fair 


Reaarksi    This  bridge  ha©  two  ©entral  steel  stringers,  the  remainder  are  timber. 

Southeast  rail  seetion  broken  and  there  is  a  large  hole  in  the  northwest 
portion  of  the  de®k  which  has  been  partially  ©overed  with  a  seotlon  of  " 
2^  plank  I  the  uncovered  part  of  the  opening  is  6"3c2'6",  Deok  is  wearing 
where  the  gravel  surfacing  is  gone. 


i;sE)im;L  AIM  Bmi 


PTO  46^ 


Field  Maintenanoe  Division  N©,  401 

Br,  No,  465-17-0007  Big  Dry  Creek 

Paint  Conditions  Good 

lemarkst   Mew  1959. 


Sarfield  County 
410.5'  Prestressed  Goneret® 
General  Conditions 


Br.  No,  465-17-0056 
Paint  ■Condition t  Poor 

EemarkBi    No  rail.    Lumber  is  old.  Pilings 


39'  fntreated  Timber  Trestle 
§eneral  Condition j  Poor 
shew  drift  wear. 


Field  Maintenanoe  Division  Mo,  403 

Br',  No,  466~14'«0014    Harrison  ©reek  (Hanson) 

Paint  Conditions  Poor 

lenmrkss   Most  ©f  the  timber  looks  untreated, 
signs  or  reflectors. 


Fergus  ©ounty 
32"  Treated  Timber 
General  Conditions 
Brift  colleotei  at 


Fair 

bent,  N® 


Field  Maintenance  Division  No, 
Br.  No.  467-28-0005  Eedwater  liver 

Remarks!    Under  oontraot  -  Let  12-20-61 


McGone  County 

193  ^  Prestressed  Conorete 


Br,  No.  -467-28-0010  Hell  ©reek 

Remarks  I    Under  contract  -  Let  12-20-61 


38'  Treated  Timber  Trestle 


Ir,  M®.  467-28-0034 
Kemarksi   Under  contract 


MoGone-  CJreek 
Let  12-"20-6l 


38'  treated  Timber  Trestle 
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Br.  No,  467-28-OO4B  .  Drainage 

Paint  Conditions  Poor 
Renarkss    All  liMber  partly  rotten* 
thro\:!gii„ 


22'  Untreated  Timber  Trestle 
General  Condition :  Poor 
No  rail  or  signs.    Deck  planlcs  nearly  worn 


Br.  No.  4-67-28--0080  Dry  Ash  Creek 

Paint  Conditions  Poor 

Remarks:    Tills  bridge  is  old^  dilapidated 
many  deck  planks  are  loose.  No 

Br.  No.  467-28-0082  Drainage 
Paint  Conditions  Poor 

Reinarks:    All  piles  and  l-umber  underneath 
reflectors. 


45'  Untreated  Timber  Trestle 
■  General  Conditions  Poor 
and  rotten.    It  has  been  patched  tip  and 
signs  or  reflectors. 

3B'  Untreated  Timber  Trestle 
General  Condition:  Pocr 
is  old  and  rotten.    No  rail,  signs  or 


Br.  No.  467-28-0121  Drainage 
Paint  Conditions  Poor 

Remarks:    No  e-urb  or  rail^  signs  or  reflectors, 

out.    All  liffliber  is  old  and  rotten. 


44'  Untreated  Timber  Trestle 
General  Conditions  Poor 
Deck  planlcs  are  loose  and  urom 


Field  Maintenance  Division  No.  4OI  Dawson  Gomty 

Br.  No.  467-11-033.5  Upper  Seven  Mile  Creek  31'  Untreated  Timber  Trestle 
Paint  Conditions    Poor  General  Condition:  Fair 

Remarks:    No  Rail.    Patched  up  underneath.    10  ton  load  limit.    Lumber  is  old. 
Looks  structurally  satisfactory. 


FEDERAL  AID  SECONDARY  ROUTE  469 

Field  Maintenance  Division  No.  402 

Br.  No.  469-43-0019  Missouri  River 

Paint  Condition:  Good 


Roosevelt  County 
Steel  Truss 

General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  470 

Field  Maintenance  Division  No»  4OI 
Br.  No.  470-11-0130  North  Fork  Deer  Creek 

Paint  Condition:  Fair 
Remarks:    New  planks  on  Bent  2  wing  wall.    The  rest  of  the  lumber  looks  quite  old 
and  some  of  the  piles  are  rotting. 


Dawson  County 

60'  Untreated  Timber  Trestle 
General  Conditions  Fair 


Br.  No.  470-11-0235  Drainage  25'  Treated  Timber  Trestle 

Paint  Conditions    Poor  General  Condition:  Fair 

Remarks:    No  signs  or  railing.    Stringers  are  both  treated  and  untreated.  Two 
holes  thro-ugh  plank  deck.    Stinicturally  looks  okay. 

FEDERAL  AID  SECONDARY  R013fE  471 

Field  Maintenance  Division  Ho.  101  '  Sanders  County 

Br.  Ho.  471-45-0112  Prospect  Creek  72'  Untreated  Timber  Howe  Truss 

Remarks:   A  new  bridge  is  being  constructed  to  the  right  of  the  old  truss  bridge. 

The  bridge  is  partially  completed.    There  was  3 '6"  of  snow  on  the  deck. 

No  fill  at  west  end.    Bridge  ncfc  accessible  for  any  measurements  due  to 

snow  and  water  and  ice  in  creek  bed. 
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FEDERAL  AIT'  SECONmRY  ROUTE  472 


No  bridges o  .  .    ,  , 

FEDERAL  AID  SECONDARY  ROUTE  473 

Field  Maintenance  Division  No„  101  Ravalli  County 

Br^  No.  473-41-0063  Trappers  Creek  56'  Goatinuous  Concrete  Girder 

General  Conditions  Good 


Bro  NOo  473-41-0143       West  Fork  Bitterroot  River  170'  'Steel  Pony  Truss 
Paint  Conditions    Good  on  Truss 

Remarks:    One  length  of  pipe  rail  from  right  side  of  truss  is  gone.    Paint  on 


approach  spans^  timber  rail^  is  poor, 
few -rust  spots „ 

FEDERAL  AID  SECONDARY  ROUTE  474 

Field  Maintenance  Division  No,  101 

Br,  No.  474-32-0011  N.  P.  Railway 

Paint  Conditions  Good 

FEDERAL  AID  SECONDARY  ROUTE  475 

No  bridges, 

FEDERAL  AID  SECONDARY  ROUTE  476 
Field  Maintenance  Division  No,  202 


Br,  No,  476-34-0008 
Paint  Conditions  Good 

Br.  No,  476-34-0039 
Paint  Conditions  Good 

Br„  Nc,  476-34-0065 
Paint  Conditions  Good 


Yellowstone  River 


Mill  Greek 


Mill  Creek 


Br,  No,  476-34-0098  East  Fork  Mill  Creek 
Paint  Conditions  Good 

FEDERAL  AID  SECONDARY  ROUTE  477 

No  bridges. 


Truss  span  pipe  top  rail  has  a 


Missoula  County 
180'  Steel  Girder 
General  Condition; 


Good 


Park  County 

360'  Riveted  Plate  Girder 
General  Conditions  Good 

33 '  Treated  Timber  Trestle 
General  Conditions  Good 

43 '  Treated  Timber  Trestle 
General  Conditions  Good 

25'  Treated  Timber  Trestle 
General  Conditions  Good 


FEDERAL  AID  SECONDARY  ROUTE  478 

Field  Maintenance  Division  No,  202  Sweet  Grass  County 

Br,  No,  478-49-0008  Yellowstone  River        336'  Steel  Truss 

Remarks s    Bridge  not  posted.    Lower  part  of  sign  at  south  end  is  broken  off  and 
the  load  limit  is  gone ,    The  sign  at  the  north  end  is  eld  and  the  top 
half  is  gone.    The  following  cam  be  made  out  by  close  inspections 
"For  loads  over  20^000  lbs,".    The  first  line  of  the  sign  is  gone.  No 
surfacing  on  deck.    Deck  is  intact  and  where  stringer  can  be  seen  from 
banks ^  they  are  intact  or  have  had  an  additional  stringer  set  in. 
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Br„  No.  478-49-0075  Fleteher  Greek  24'  Untreated  Timber  King  Truss 

Paint  Conditions    None  General  Conditions  Fair 

Remarks i    Deck  and  stringers  intact.    End  bents  have  been  reinforced  with  4"xl2" 

timbers  set  in  along  side  the  piles, 

BTo  No„  478-»49~0080  Sweet  Grass  Creek  50*  Timber  Queen  Truss 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks 2    Posted s    Gross  Limit  10. Tons.    A  reinforcing  bent  of  piles  and  a  6"xl2" 
cap  has  been  set  in  at  each  end  bent„    Deck  and  stringers  are  intact „ 

Bro  No,  478-49-0113  Sweet  Grass  Greek  100'  Untreated  Timber  &  Steel 

Paint  Condition 6    Poor  General  Conditions  Poor 

Remarks:    Posted s    Gross  Limit  10  To&s„    Deck  and  stringers  are  intact »    End  bents 

have  been  reinforced  with  additional  cap  and  piles.    Timber  is  old  and 

weathered  0 

Br.  No,  478-49-0122    East  Fork  Sweet  Grass  Greek    30'  Untreated  Timber  King  Truss 
Paint  Conditions    None  General  Conditions  Fair 

Remarks s    Bridge  posted s    Gross  L'imit  15  Tons.    Deck  and  stringers  intact, 

FEDERAL  AID  SEGQHDARY  EOnTE  479 

Field  Maintenance  Division  No„  202  Sweet  Grass  County 

Br.  No,  479-49-0063  Ten  Mile  Creek  30'  Untreated  Timber  King  Truss 

Paint  Conditions    None  General  Conditions  Poor 

Remarks s    Bridge  posted  with  old  signs  that  require  close  inspection  to  read. 
Gross  Limit  15  Tons,    L^ek  and  stringers  are  intact, 

Br,  No,  479-49-0105  Otter  Creek  27'  Untreated  Timber  King  Truss 

Paint  Conditions    None  General  Conditions  Poor 

Remarks s    South  side  piling  cheeked  sound  at  ground  line.    Deck  intact.  Bridge 

posted  with  old  signs  that  require  close  inspection,;  "Gross  Limit  10  Tons" . 

Br,  No,  479-49-0159  Sweet  Grass  Greek        93'  Steel  Truss 

Paint  Conditions    Metal  paint  good.  General  Oonditions  Fair 

Remarks s    Wood  rail  painted  in  a  few  scattered  places^  otherwise,  poor, 

FEDERAL  AID  SECONMRJ  ROUTE  180 

Field  Maintenance  Division  No,  402  Roosevelt  Countj  ■  ■  -. 

Br,  No,  480-43-0030  Missouri  Elver 

Remarks  s    No  bridge,,  no  crossing  „ 

Field  Maintenance.  Division  No,  402  ^Richland  Go-unty 

Br.  No,  480-42-0138  Long  Grass  Greek         29'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  F^ir 

Remarks s    Structurally  fair.    Lumber  is  old.  No  rail.    Upstream  pile  Bent  1  is 

broken  off.    Wing  walls  are  warping  with  fill  pressure, 

.FEDERAL  AID  SECONDARY  ROUTE  481 

No  bridges. 
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FEDERAL  AID  SECOMDARY  ROUTE  4.82 

Field  Maintenanee  Division  No»  102  Lineoln  Ooiantj 

Br.  No«  482»27-0026  Libby  Greek  121c5^  Prestressed  Concrete  Beams 

Renarkss    Under  oontract  ~  Let  ll~29~6l 

FEDERAL  AID  SECONDARY  ROUTE  AB3 

Field  Maintenanee  Division  No*  302  Glacier  Cctmty 

Br.  NOo  463-18-0030  RoQ'kj  Coxilee  52'  Steel  I  Beam 

Paint  Condition?    Steel-Fair |  Rail-^iood  General  Gonditions  Good 

Remarks s    Timber  rail  paint  good  except  on  one  northwest  rail  seetion^  wMeli  is  poor, 

Br„  NOo  483-1S-0278       South  Fork  Milk  River  150'  Treated  Timber  Trestle 

Paint  Conditions    Fair  to 'Poor  General  Conditions  Good 

Remarks?    Ice  breaker  gone  from  center  pier^  also  two  stream  face  plank  broken  on 
the  next  bent  so'iith.    Bridge  posted  with  signs  on  the  bridge  end  posts 
as  follows?    Load  Limit  20  Tons  -  Speed  Limit  15  Hopohoo    One  p3.ece  of 
solid  bridging  ready  to  fall  and  several  pieces  gone<, 

FEDERAL  AID  SEGONDARY  ROUTE  404 

Field  Maintenance  Division  No,  502  Powder  River  Goimty 

Br,  Ho.  484-38-0006      East  Fork  Otter  Greek  49'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  S-eneral  Conditions  Poor 

Reiarksj    Rail  very  crooked ,    One  broken  stringer.    All  Imber  old.    No  iigns 
or  reflectors. 

Br.  No.  484-3 B-0020  Home  Creek  29'  Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks s    No  signs  or  reflestors.    Limber  in  end  bents  and  deck  is  ©Id.  Holes 
broken  through  the  deck. 

Br.  I0.  484-38-0038  ®tter  Greek  45'  Steel  Pony  Truss 

Paint  Conditions    Poor  §eneral  Conditiens  Poor 

Remarks s    Holes  broken  thromgk  deck.    Bent  rail.    M©  signs  or  reflectors.  End 
bent  spalled  and  re -steel  hanging  loose „ 

Br.  No.' 484--'3S-0060  Irainage  30''  Untreated  Timber' Trestle 

Paint  Goadltions    Poor  Seneral  Conditions  Poor 

leaarksa    Two  broken  stringers  mder  joining  eaoh  other.   All  Imber  is  old*  Wo 
signs  or  refleetorSo  ■ 

Br.  No.  484-3 S-0246  Otter  Greek  90 Steel  Truss 

Paint  Conditions    Poor  General  Conditions  Poor 

Renatrks s    Deck  plank  loose,.   About  50  percent  of  rail  is  gone.   All  liimber  is  ©Id, 
No  reflectors, 

Ir,  Ho,  484-38-0264  Otter  Creek  45'  Steel  Pony  Truss 

Paint  Conditions    Poor  General  Conditions  'Poor 

Remarks s'  Ho  signs  or  reflectors.    Drainage  area  tinderneath  cluttered  up  with  an  " 
old  bridge.    Tnisswork  patched, 

Br.  No.  484-38-0268  Bear  Greek  '35'  Steel  Trnss 

Paint  Conditions    Poor  deneral  Conditions  Fair 

Remarks s    No  signs  or  reflectors ,    Bottom  chord  patched  together. 
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FEDERAL  AID  SECONDABJ  R0I3TE  .485 


No  bridges  o- 

FEDERAL  AID  SECONDARY  ROUTE  486 

Field  Maintenance  Division  No.  102 

Br.  No.  486-15-O043  03?ystal  ©reels 

Paint  Condition"  None 


Flathead  Goynty 
22'  Untreated  Pole  Trestle 
Seneral  Conditions 


Br.  NOo  486-15-0063 
Paint  Oonditione  None 


Crystal  Greek 


22^  Untreated  Pole  Trestle 
General  Conditions  Good 


95''  Steel  Pony  Truss 
General  Conditions  Sood 


Br.  No„  4S6~1$-!32G8  Big  Oreek 

Paint  Conditions    Fair-Steel;  Poor  or  none-Wood 

Remrkss    Foiir  timber  rail  sections  have  been  replaced  with  neT^  unpainted  railtS. 
Inspected  baelcwall  at  expansion  end  of  tmss.    No  indication  of  any 
dasage  due  to  expansion  on  aeaount  of  preYiously  reported  lack  of  ample 
space  for  expansion « 

Br,  No.  456-15-0291  Coal  Greek  60"  Steel  Pony  Truss 

Paint  Condition J    Fair-Metal |  pGor-Wood  Rail         General  Conditions  Good 
Remarks  s    Ups'tream  bottom  chord    outside  angle  twisted  and  one  set  of  x-braeing 

mderneath  is  bent<,    At  the  northwest  fixed  shoe  (ups'tream)  ^  the  concrete 

at  the  bearing  plate  has  spalled  off  under  the  plate  and  a  portion  of 

the  anchor  bolt  is  exposed.    Approximately  25^  of  the  plate  is  unsupported, 


Br.  No,  486-15-0338 
Paint  Conditions  Poor 


Moran  Creek 


30'  Treated  Timber  'Trestle 
General  Conditicns  Good 


Br.  No.  4^6-15-03  54  Hay  Creek  45'  Steel  I  Beajii 

Paint  Conditions    Poor  General  Conditions  0-ood 

Remarks s    Lack  of  adequate  space  for  expansion.    Bent  1  baekwall  has  a  heavy  crack  on 
the  west  side.    At  Bent  2^  concrete  has  spalled  off  for  a  depth  of  2" 
mider  one  girder^,  and  at  the  center  of  the  bent  face  concrete  has 
cracked  and  approximately  two  square  feet  is  ready  to  spall  off.  Four 
rail  posts  have  been  replaced  with  new  mpainted  posts. 


Br.  No.  4B6--15-0410 
Paint  Conditions  Poor 

Br.  No,  486-»15»0447 
Paint  Conditions  None 


led  Meadow  Creek 


Drainage 


43'  Steel  Girder 
General  Conditions 


27'  Untreated  Pole  Trestle 
©eneral  Conditions  Sood 


Er.  NO:.  486-15-0443  Fnale  Creek  75'  Steel  Pony  Truss 

Paint Conditions   Metal-^3ood|  Wood-Poor  Geaeral  Conditions  Good 

Remarks s    Left  bottom  chord  slightly  bent.    One  timber  rail  section  broken  out. 

On  the  west  lower  chord  of  the  truss  and  on  parts  of  the  truss  lattice^ 
the  aluordnian  paint  is  worn  off^  exposing  the  prisB  ©oat. 


Br.  No.  4B6-»15-0506 
Paint  Conditions  Poor 

Br.  No.  486-15-0574 
Paint  Conditions  Poor 


Trail  Creek 


Colts  Creek 


39'  Treated  Timber  Trestle 
General  Conditions  Good 

22'  Treated  Tijnber  Trestle 
General  Conditions  Good 


FEDEBAL  AID  SECONDARY  ROUTE  lB7 


Field  Maixitemnce  Bivision  No,  102  Flathead  Ccmtj 

Brc  lo.  4S7-15--0002  §„  lo  Railwaj  €32  A'^  Steel  WarM  Tniss 

Paint  O0iQd,itions    Gooi  General  C^snditiesng  Qmd 

MmAst   Ad¥anf3@  warning  sigass    "lo  heavy  traffie  all©wetl*'o    Eail  amcl  end 
ar®  deterioratimg^  and  there  is  some  skipping  ©f  slab  at  Joimts, 
sidewalk  side  plates  at  expansicin  joints  are  gone.    Liglit  vertical 
in  two  central  piers.    Underside  of  deck  looks  good, 

FEDERAL  AID  SEeOMBARY  ROUTE  ABB 

No  teidges. 

Field  Maintenance  Division  NOc  502 
Br,  No.  489'-09~0037  Smdaj  greek 

Paiat  Oottditions  §©od 
RemarlEss    New  1961 « 


Two 


19^'  Preetressed  0©nsr®te  Beajas 
wal  aoaiiti©ag  i®e4 


Br,  Kf0«  4S9-O9-0137 
Paint  Scmditiong  Poor 
Remarks  s    Stracttirsally  looks 


Sand  ©reek 

ay,  00E©rete 
Mmster  ©reek 


40'  Steel  I  Beaw 
General  eemditieas  Mir 
lumbsr  lo®ks  fairly  ©M„ 


Br.  No,  ■■4^9-09-0177  Mmster  dreek  122'  Steel  I  Beaa 

Paint  Sonditioas   Poor  Seiieral  Sonditioas  Poor 

leaarkis   Rail  "battered  'np,  patslied  aad  ©rooked*    Qm  timber  stringer  'brokeis 
111  lijuiber  is  old  and  em®  deteriorated  piles «  ■lidn't  look  gmi 
aestb«   Baiaks  ir©  troding  away..  10  Ton  limit  p®s 


Fi@M  l&intiaasei  ©i:?iii®a  I©«  101 
Br,  Io« 490-41-0002  East 
EemrkiSg   iTider  ©©atraet  «  1m%  4"'19«6l 


!    Itvalli  Clomty 

■er  19t'  p;ri stressed  g©aer@te 


Br,  I®,  490-41 -0007  W@st  F©;rk  Bittsrroot  liver  W  Prestressed  @oii®ret® 
lemrkss   IMer  ©cmtraet  -  L@t  4-19-61 

No  bridges. 


No  bridges. 


Field  liaiatenanc®  Bivision  I®,  502 
Bro  I©o  494-13-0005      Nortl  Ferlc  Saadiston©  ©reek  9P  Bteel  Pratt  Trms 
Paint  Ceadltions    Poor  teiaeral  Clonditiong  Poor 

Remarks  1    Old  pateSied  up  condition «    F©©ti.mgs  are 

drift  line.    Bail  bent,    M@  eigns  or  refleoters 


s@©ijired  at 


Br,  No,  494-13-0010     SoMtli  Fork  Sandstone  Creek   36'  Steel  Warren  Truss 
Paint  Conditions    Poor  Seneral  0©nditions  Poor 

Remarks s    Bent  rails ,     Old  looking.    Walls  at  ends  have  narped  with  fill  press'ure, 

Struct'orally  satisf aetoiy « 

FEDERAL  AID  SECONDAIR.?  ROUI-E  495 

Field  Maintenance  Division  No„  301  Cascade  Coijnty 

Br.  NOe  495-07-0040  N.  Railwaj  Underpass  •  , 

Paint  Conditions    Good  General  Conditions  Good 

Remarks s    East  span  of  rail  road  bridge  (mderpass)    Clearance  heights  need  to 
'he  repainted « 

Br,  No,  495-07-0048   Amiliary  Spillmy  Rainbow  Dam  45"  Untreated  Timber  Trestle 
Paint  Conditions    Rail  only  painted-Good  General  Conditions  Fair 

Remarks;    One  rail  post  on  north  side  split c    Rail  has  been  reset  and  painted  since 
last  report o    Plank  deck  checked  and  nails  are  working  loose „  Some 
planking  loose  wider  traffic,  otherwise,  deck  in  fair  shape.    No  surfacing 
cover  on  this  deck„ 

Br.  NOe  495-07-0049  D:minage  108'  Untreated  Timber  Trestle 

Paint  Conditions    Good  (Rail  only  painted)  General  Conditions  Fair 

Remarks  s    Deck  planldng  checked^  but  in  fair  condition^  except  for  two  plank; 

one  with  transverse  open  strip  break  in  each  traffic  lane  and  one  near 
east  end  with  break  in  north  lane  „    PlaiikiEg  loose  under  traffic  due  to 
nails  working'  loose  „    Many  nails  protrud,ing  above  deck*    Most  of  them, 
within  two  to  three  feet  of  the  rails „    No  surfacing  cover  on  bridge 
decko 

FEDERAL  AID  SECONDARY  ROT.JTE  496 

Field  Maintenance  Division  NOo  402  Roosevelt  County 

Bro  No.  496-43 "0103      .West  Fork  Shotgun.  Creek      2.6.5'  Steel  I  Bern. 
Paint  Conditions    Poor  General  Conditions  Poor 

Remrkss    Yery  old  and  dilapidated  looking.    Wheel  guards  are  knocked  off.  All 
lumber  is  weathering  and  rotting.    Looks  structurally  satisfactory  yet, 

Br.  No„  496^43-0122      East  Fork  Shotgun  Cr^ek       21'^  Steel  I  Beam 
Paint  Conditions    Poor  ^  General  Conditions  Poor 

Remarks s   Makeshift  and  pat-ehed  up  construction.    Dirt  fills  are  pushirg  piles 
off  the  cap  on  one  end.    Mo  wheel  guards^  signs _j  reflectors  or  rail. 

Br.  No.  496-43 "0140  Drainage  36,5'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Fair 

Remrkss    Seems  to  be  structurally  all  right.    It  is  a  patched  up  and  make-shift 
construction.    Fairly  ©Id  and  dilapidated  looking.    No  signs  or  reflectors.  Wheel 
guards  crooked  and  broken, 

Br,  No.  496-43 -"0159  Irrigation  Ditch  60'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Fair 

Remarks:    Part  ef  a  wheel  guard  rail  is  gone.    Two  cracked  stringers.  Upstream 

piles  are  scored  from  drift.    Fairly  old  looking.    No  sign.s  or  reflectors, 

FEDERAL  AID  SEGONDART  ROUTE  / 

No  bridges. 
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FEDEML  AID  SESONMIT/  ROUTE  m 


Field  Maiatenan©®  BiYislon        301  gas^tade  tetmty 

Br.  Mo.  ^90-O7-€OGl  S.  I.  lailway  •  ■•  100^  Steel  Sirte 

PaiBt'  dcmdi+doas    Poor  teneml  @mditi^MS  ^©©d 

Remarks  s    &irb  ends  ar®  larekea  and  reinfsrsing  stt©!  is  ®i:p©std,    T®ps  ©f  west 
laemt  wing  walls  ©ra®]ted  @ff„    M®  nimiber  ©r^i  flie  bridge.. 


Field  Maintenaaae  Bivision  M®»  202  iallatin  ©otmty 

Br.  No.  499-16-0077  Beayer  Oreek  98 „8*  S®mrei5e 

Heimrkss    I®t  inspected  -  road  ©l©sed  dm  t©  si:i©w„- 


Br.  I©„  499«»16-0Q91 


W  0m®ret©  T  Beam 


s 


imspeettd  -  road  ol©sed  dm  t©  sn®i', 


Br.  No'o  499-'M~020S 
Remarks  8    H®t  insp@®ted„    load  cslosed  due  t®  smow* 

LjAiiiii'llt.l 


73       ©onerete  Gdrder 


Field  Maintenan©®  BiTislon  I0*  4S'3 
Br.  Ho,  500-35-0123 


Petroletaffi  @ 


larokeia  stringer. 


©Id,    lo  rail, 


Br.  I@.  500-35-0188  M&r\M.  Fork  Willow  ©r@e:k 
Paint  Ooaditions   ■Hone  needed « 

Br.  No..  500-35-0297  Flatwillw  §T®%k 

Remarks  8    Under  eontraet  «  Let  9-27-61 


srete 

Seneral  '^©nditions .  Fair 

I31e5*"  Preets'essed  Concrete  Beams- 


nm  Bivisim  I®*  101 
Br.  N®<,  501-41-0025  Bitt®.rr®©t 
Paint  @©iiditi©ES  Peer 

Field  Siiintenanee  Mvisl©n  I®*  501 
Br.  Mo.  502-56-0001  Imtef 


lavalli  ©©mty 
Sanal  30^  0©ner®t@  Slals  (Skewed 
Srasral  ©tfflMitiong  ®o®d 


Remrkes    JSee  FAF  E®mi©  2^  Br«  156-01©0-«O117 


Yell(!Swsti)3i@  9«2!'anty 
luderpass 


Br*  I®.  502-56-0002 


2^  Br,  1%-€100-0117F 


24^  Steel  I  Beasi 


Br»  No. 

Paint  Omditiong  P©or 

lemarkes   No  signs  or  re;.Cl®ot®rs.»    Bai!!iigey©msly  narrow.    JSligM  epalling  of 
ctirbs, 

Br.  M©„  502-56-0005  B.BoWoA.  damal  '         32^-  Steel, I  Bean 

Paint  Ctemditions    Good  General  ©cmditiong  8®0d 

Old  mil  'footings  are  exposed.    Rail  has  been,  hit 
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and  bent  slig!bitly< 


Bi\  No.  502-56-0023  Canyon  Greek  39'  Steel.  Pony  Truss 

Remarlcss    The  county  is  in  the  process  of  removing  this  bridge-.  1-5-62 

FEDERAL  AID  SECONDARY  ROUTE  503 

No  bridges o 

FEDEML  AID  SEGONDAHY  ROmi  50.4 

Field  Maintenance  Division  NOo  401  Prairie  County 

Br-c  NCo  504-40-0051  Drainage  24'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks s    One  rail  is  gone,,    Truss  is  gone  and  stringers  are  supported  with  post 
uprights „ 

Br.  No„  504-40-0130  Cabin  Creel  68'  -Steel  I  Beam 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks g    Spalled  concrete  arotind  piers „    Part  of  left  curb  and  rail  gone. 
All  lumber  is  old  and  warped „ 

FEDERAL  AID  oEGQNEARY  ROUTE  505 

Field  Maintenance  Division  Nc„  403  Fergus  Comity 

Br„  Ho a  505~14~0012              Burnett  Creek  27'  Concrete  Slab 

Paint  Conditions    None  needed  General  Conditions  Good 

Remarks s    Extensive  honeycomb  concrete  bottom  of  slab„ 

Br.  Mo„  505-14-0021              Drainage  27'  Untreated  Timber  Trestle 

Paint  Conditions    Poor                        '  General  Ccmditions  Fair 

Br,  NOe  505-14-0068  Big  Spring  Creek  90'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions  Poor 

Remarks s    One  broken  stringer  in  first  span.    Could  not  get  under  other  spans . 

Br.  Ng«  505-14»"0069  Cottonwood  Greek  67'  Untreated  Timber  Trestle 

Paint  Conditions    Poor  General  Conditions 

Remarks s    One  broken  stringer  and  two  cracked  ones  in  first  span„ 

Br„  No„  505"-14->0123  Judith  Elver  75'  Steel  Pony  Truss 

Remarks  s    Road  snowed  ino    N@t  inspected  l~24-"6l« 

FEDERAL  AID  SECOIMRI..  RQm„,.506 


Field  Maintenance  Division  No.  101  Lincoln  County 

Bro  Mc„  506-^27-0034  Pipe  Creek  64^  Untreated  Timber  Trestle 

Paint  Conditions  Fair  General  Conditions  Fair 
Remrkss    Northeast  end  post  and  one  panel  length  of  rail  gone„    No  curbs, 

FEDERAL  AID  SEGONDARI  ROUTE  50? 

Field  Maintenance  Division  No„  101  Mineral  County 

Bre  No.  507 -»3 2 -0088  Petty  Greek  30 »  Treated  Timber  Trestle 

Paint  Conditions    Good  General  Conditions  Good 
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FEDEHAL  AIP  SEOONMHT  RQOTE  508 


Field  Malntenanoe  Division  Wo,  101 
Br.  N©.  508-27-0022  Pine  Creek 

Painl;  GGndilsioES  dood 

Br.  No,  508-27-0121  FoTjrtii  of  July  Greek 
Paimt  Oomditions  Good 

Br.  No,  5508-27-0108  Meadow  Oireek 

General  0<mdition$  Esceellent 


Br,  No.  f ©8-27 -0191  Hell  Eoaring  Creek 

General  ©imditions  Eaecellent 


Br,  No.  508-27-0237 
Paint  Oonditionj  §< 


Spread  Oreek 


Lincoln  ^Soianty 

4.2"  Treated  Tljaber  Trestle  Aslosw 
General  Conditions  Excellent 

22'  Treated  Timber  Trestle 
General  Condition $  Excellent 

36'  Treated  Timber  Trestle 

35''  Treated  Timber  Trestle  Askew 

■  111'  Steel  I  Beam 
General  Conditions  Excellent 

,34'  Treated  Timber  Trestle 

EsEcellent 

Br,.  lo.  508-27-03 $3  laak  River  '  112'  Warren  Steel  Trmsc 

Eemarkss  Hot  inspected.  Road  closed  from  nortli  end  of  route.  One  lane  road 
"bejond  37  miles  in  frm  somtli  end  of  route,  laipassable  dia®  to  snow 
and  icy  oondition  of  road, 

Br.  No.  508-27-0426      East  Fork  laak  Elver  34'  Steel  I  Beam 

leaarkflj   Not  inspected.   Road  closed  froai  nartla  end  of  route.   Road  Impassable 

"beyond  37  miles  in  fro©  sontli  end  of .  route,  dtaa  to  snow  and  3ce  on 

a  on® -lane  road. 

Br,  No.  508-27-0484  €ari"b©ii  ©reek  22'  Treated  Tim"ber  Trestle 

Seaarkst    Not  inspected,    CJoiald  not  reacla  tMs  bridge  froii  nortli  end  of  rotite. 

Advised  not  to  go  "beyond  Bodge  ©reek.    Fr'Om  soiiitli  end  of  rout®  37  mile® 
in  was  the  limit  due  to  snow  and  ice  03a  a  .one --way  road. 


Br,  No.  508-27-1 
General  Oondition 


Br.  Io«  508-27-1 
Paint  Oonditioa 


lodge  CJreek 


lone 


Br.  No,  508-27 
General  Oondltlon 


Smllivan  Oreek 
Excellent 


22'  Treated  Tiraiber  Trestle 
General  Conditions  Excellent 

24'  Treated  Timber  Trestle 


mmkm  §mwmi  wm^  m  ' 

Field  Itoiatenance  Bivlsion  M©>  201 
Br.  I®.  509-01-0001     I  15  -  Monide 
Paint  ©omdltions  Good 

Remarks s    FAP  Route  3,  Br.  No.  101-0910-0005 

FEDERAL  AID  SEQOMBARY  ROUTE  510 

Field  Maintenance  division  No.  4OI 
Br.  No.  510-28-0005  Asia  Creek 

Paint  ©onditioni  Poor 


Beaverliead  Oomty 
Underpass 

General  Condition i  Good 


MeCone  Ootmty 

38''  Untreated  TimberTrestle 
General  Condition t  Poor 


Remarks  I   All  Itaber  is  old  and  rotten.  '  No  rail,  signs  or  ^  reflectors. 


Br.  No„  510-28-0050  Tuster  Creek 

Paint  Condition:  Poor 

Remarks:    No  rail;  all  lumber  old  and  rotting, 
the  curb  are  gone. 


119'  Untreated  Timber  Trestle 
General  Condition:  Poor 
No  signs  or  reflectors.  Parts 


Br.  No.  510-28-0078  Drainage 
Paint  Condition:  Poor 
Remarks:    Lumber  is  old  and  rotting, 
signs  J,  or  reflectors. 


34'  Untreated  Timber  Trestle 
General  Condition:  Poor 
One  split  in  piling  at  Bent  3 .    No  rail^, 


FEDERAL  AID  SECONDARY  ROUTE  515 


Field  Maintenance  Division  No.  402  Sheridan  County 

Br.  No.  515-46-0090  Lake  Creek  29'  Steel  I  Beam 

Remarks:    Not  inspected,  route  approved  12-15-61. 


FEDERAL  AID  SECONDARY  ROUTE  516 


No  bridges. 


FEDERAL  AID  SECONDARY  ROUTE  517 


Field  Maintenance  Division  No,  402  Sheridan  County 

Br.  No.  517-46-0044  Antelope  Creek  30'  Steel  I  Beam 

Remarks:    Not  inspected,  route  approved  12-15-61. 

FEDERAL  AID  SECONDARY  ROUTE  518 


Field  Maintenance  Division  No,  301  Jefferson  County 

Br.  No.  518-22-0015  Prickly  Pear  Creek 

Remarks:    No  structure. 
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